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2p PREFACE. 

P -^^ 

This is an attempt to put before non-mathematical readers 
a method of studying mechanics. The student will not 
benefit much by merely reading the book, nor will he 
benefit much even if he supplements his reading by 
listening to lectures on mechanics j but I believe that if 
by means of lectures he obtains a thorough comprehend 
sion of the book, and then makes common-sense experi- 
ments with the simple apparatus which is to be found 
even in the poorest laboratories, but which has hitherto 
been used merely to illustrate lectures; if, in fact^ he 
uses this book to study mechanics in the manner 
herein recommended, he will gain in a short time such a 
working knowledge of the subject as will well repay his 
labour. I am quite sure also that the mental training 
acquired in tliis way is of a kind not inferior to that the 
belief in which retains in our schools the study of 
ancient classics and Euclid. 

The principle of my method is one which I have 
tested in practice during the last twelve years, in an 
English Public School, at the Imperial College of 
Engineering in Japan, and in other places. It is simply 
the practical recognition of the fact that all experiment- 
ing must be quantitativa It may exercise the wonder 
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of a child, it may please his senses fco see certain well- 
known lecture illustrations which are but little better 
than tricks, and possibly for young children there may 
be great instruction in such exhibitions, but they con- 
tain no instruction for thinking men who can obtain 
sufficient amusement elsewhere. Our subject must be 
studied through quantitative experiments, and when this 
method of stiidy is adopted it is but of little consequence 
at what part of the subject the student begins, so long as 
he begins from his own natural standpoint, the stand- 
point given him by all his experienca 

The primary fact in technical education not yet 
sufficiently recognised is this — thai illiterate men often 
acquire and possess a useful knowledge of the principles 
underlying their trade. But the theory usually acted upon 
is that a man must be quite ignorant of the principles 
of his trade unless he has beeii led up to them through 
weary years' study of the elementary principles of science. 
On the contrary, the wise apprentice sees for himself 
that some illiterate journeyman gets good wages, is well 
thought of by his master, is able to do his work better, 
perhaps, than any other man in the shop, can be trusted 
in emergencies, and has a confidence in himself which 
experience justifies; and the apprentice feels that 
although the journeyman might be a better workman if 
he knew the elementary principles of science, still, some- 
how or other, he has gained an exact knowledge of those 
more complicated laws with which he haa to deal in his 
trade. 
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it is good for a mau to know the vell-eBtablished 
elementary principles of science, to which all complicated 
la^s can be reduced ; this enables him to compare Lis 
own experience with that of aU other people, and enables 
him to make better use of his own observations in the 
future. 

In giving this knowledge, however, the usual plan of 
operations is to act on the assumption that the man 
knows nothing, because he did not begin his previous 
study with Euclid's axioms, and to teach him the elemen- 
tary principles as schoolboys of no experience are taught. 
Now, the standpoint of an experienced workman in the 
nineteenth century is very different from that of an 
Alexandrian philosopher or of an English schoolboy, and 
many men who energetically begin the study of Euclid 
give it up after a year or two in disgust, because at the 
end tliey have only arrived at results which they knew 
experimentally long ago. 

I am inclined to believe that if, instead of forcing the 
workman to study like a schoolboy, we were to teach the 
boy as if he had already acquired some of the experience 
of the workman, and made it our business to give him 
this experience, we should do better than at present 
That i% let the boy work in wood and metal, let him 
gain experience in the use of machines, let him use 
drawing instruments and scales, and you put him in a 
condition to understand and appreciate the truth of the 
fundamental laws of nature, such a condition as boys 
umially arrive at only after years of study. It is 
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tnie be may regard the 47th proposition of the First Book 
of Euclid as axiomatic; he may think the important 
propositions in the Sixth Book as easy to believe in as 
those of the First ; he may have grater doubts as to 
the universal truth of these propositions than mathe- 
maticians usually have ; but it is possible that these 
evils are not unmixed with good. 

The readers of this book are supposed to have some 
previous knowledge of the behaviour of materials and 
machinery. My aim is to give the student such a 
training as will cause him to think exactly, to give him a 
method of studying whatever phenomena happen to come 
before his eyes. Phenomena which, when carelessly 
considered in the light of elementary principles, appear 
to follow complicated laws are often found to follow 
approximately simple laws of their own. A man who 
knows these roughly correct laws is in a good position 
for learning the fundamental principles of mechanics; 
but his teacher must try to. view the subject from his 
student's standpoint, else he cannot take advantage of 
the fact that his pupil may already possess an excellent 
foundation on which a superstructure of knowledge may 
be built. I believe that the most illiterate men may be 
rapidly taught practical mechanics if we take the light 
way to teach them — approach the subject from their 
point of view rather than compel them to approach it 
from ours. 

In a book which is to be used as a general class book 
by boys and men it is impossible to assume that the 
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reader has an extensdve previous practical acquaintance 
with natural phenomena ; but it will be seen that some 
such past experience is assumed, much more than is 
usually ascribed to the ordinary student of mechanics. 
Moreover, he is credited with the possession of common 
sense, and with the feeling that all human knowledge, 
instinctive and rational, is the result of expeiience. 

There is much in this book which may seem new to 
the reader, but inasmuch as I have been, and still am, a 
student) and as no man can go through life without 
gathering to himself and regarding as his own many 
notions of other men, it is probable that there is nothing 
here, either in the matter or method, which is wholly my 
own. My partnership in scientific work with Professor 
Ayrton during the last seven years would in itself preclude 
any thought of such ownei*ship. For the treatment of 
some parts of the subject I know that I am indebted to 
my recollection of the lectures of Professor James 
Thomson, delivered when I was one of his students 
fourteen years ago. How much is owing to Sir William 
Thomson, to Thomson and Tait, and to Professor Ball it 
is quite impossible to say. 

For the careful correction of proofs I have to thank, 
my assistant, Mr. William Robinson, M.E., who has taken 
as much pains to eliminate numerical errors, puzzling 
sentences, and crudities of * language as if the book had 
been his own. 

JOHN PERRY. 
71| Queen Street, iMndon^ £,C. 

Digitized by VjjOOQIC 



PREFACE TO SECOND EDITION. 



It is the most natural thing in the world to be angry 
when our prejudices are insulted; and men who have 
somehow acquired a prejudice for a lifeless method of 
teaching have the right to be angry at the principles 
enunciated in the preface to the first edition of this book. 
To the two authors of the three unfavourable criticisms 
which the book has received I can offer no hope of my 
conversion from my heretical opinions, and I must meekly 
face these inquisitors again. In even the commonest 
phrases I use the heresy makes its appearance. I agree 
with them that the heresy is one of a dangerous kind. The 
rapid sale of a first edition argues many followers; and now 
that I have eliminated some of the errors which invariably 
attend a reform, there is a possibility that even greater 
danger may attend the publication of this second edition. 

Like Newton's third law of motion, and like the second 
law of thermodynamics, the heresy in which I am found 
to be a guilty believer may be put in another form from 
that in which I have already enunciated it. I believe 
that the scientific work of the future will be done by the 
masses working under leaders, these leaders doing some- 
thing more than attacking, problems single-handed in their 
studies ; that the education of these leadei-s has already 
had sufficient attention paid to it ; and that we are in 
immediate need of special methods of education for their 
followers. 

One of my critics would tell an army of men that 
each of them must have expensive armour and must be 
educated like a knight-errant, else he may not fight in 
the battle against the forces of nature. I say that 
undei* experienced leaders, and armed with instruments 
of precision whose construction and use they understand, 
a body of men, possessing common sense, becomes a 
powerful engine of attack against the forces of nature. 
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PEACTICAL MECHANICS. 



CHAPTER L 

INTRODUCTORY. 

1. What I expect the reader to know already. — In 
this book I mean to consider the principles of mechanics 
sm they are applied in many trades. It is important that 
I should state in the beginning what is the amount of 
knowledge which I expect my reader to be possessed of 
beforehand. 

In the first place, he must know the meaning of 
decimals in arithmetic. It is a very strange thing that 
the meaning of a decimal, which might easily be taught 
to children before they begin addition, is usually regarded 
as a part of arithmetic which ought to come after vulgar 
fractions. Secondly, my reader must own a box of 
drawing instruments ; he must be able to set off at once 
any angle when it is stated in degrees ; he must be able 
to draw a triangle to any scale when one side and two 
angles, or two sides and one angle, or When three sides 
are given to him : in fact, he must know as much of 
the use of drawing instruments and of the use of a 
scale as a good teacher can give him in one lesson. 
Thirdly, he must be aware of the fact that a letter of the 
alphabet or any other symbol may be used to represent 
a physical magnitude. Probably there is nothing more 
annoying to the person who -attempts to give lessons in 
applied science than the fact that few workmen know 
the meaning of the simple symbols + — x + V. Even 

B 
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when they are aware of the meaning of these 8yml)ols 
they will often get frightened at a mathematical ex- 
pression, although, if they spent one hour in learning the 
meanings of *siich expressions they would never feel 
afraid of them again. A mathematical expression is 
simply a very concise way of writing a rule. There are 
many books of rules, such as Molesworth's, and any 
workman who knows decimals in arithmetic might be 
able to use every rule in Molesworth with an hour^s 
study ; but he never attempts to learn the key to these 
secrets, and when he goes to a teacher, it is usually for a 
long dry course in algebra which he does not really need. 
Please remember that very few men who use a book of 
logarithms know how a logarithm is calculated ; and just 
as a man may use a watch or a slide rule, or any other 
calculating machine, who does not know how to make 
one, so you may be able to calculate from a mathematical 
formula, although you do not know how it has been 
arrived at. I expect that the reason why men have 
so little practical knowledge of such matters, lies 
in the fact that their teachers know only one way 
of studying — the way in which they themselves have 
been taught — the way of the Universities, which has 
unfortunately become crystallised in England, and is now 
in use in Science Classes. It is forgotten that practical 
men have an experience and an amount of common sense 
which children have not, and there is a way of giving 
new ideas to men which we cannot employ with children. 
This brings me to my fourth requirement, namely, that 
my reader must know the elementary principles of 
mechanics. If his acquaintance with mechanics is merely 
derived from books or lectures, he has not the knowledge 
of which I speak. He cannot know the parallelogram of 
forces till he has proved the truth of the law half a dozen 
times experimentally with his own hands. I have met 
with men who, when given two sides of a triangle in 
inches, and the angle between them in degrees, could 
calculate readily the length of the third side and the 
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sizes of the other angles of the triangle, and yet who had 
Dtjver tried with their instruments and drawing paper 
whether their calculations were correct. Such is not the 
sort of knowledge which I want my readers to have. 
I want them to think of things as being measurable, of 
laws as statements which ought to be submitted to the 
test of their own experiments, however rough, before 
they are accepted as true. 

2. Equilibrium of Forces. — Take as an example the 
law called "the triangle of forces" — if three forces act 
on a small body, and just keep it at rest ; then if we 
draw on a sheet of paper 
three straight lines paral- 
lel to the directions of 
the three forces, and let 
them form a triangle, in 
such a way that arrow- 
heads representing the 
directions of the forces 
go round the triangle in 
the same way, it will be 
found that the lengths of 
the sides of the triangle 
are proportional to the 
amounts of the forces. 
Now the statement of 
this law has very little 
meaning to the student 
until he gets three strings 




Pig. 1. 



and three weights, as in Fig. 1, and by means of pul- 
leys allows the strings to pull at a small body, p, all at the 
same time. But when, after all sorts of trials of different 
weights and different positions of the small body, he finds 
that even his rough tests of the law prove to be satisfactory 
every time, he has obtained an exact notion of what the 
law mestns, which he can never lose again. If, instead of 
three forces, he lets four or more forces act upon the smaH 
body, and, when they balance one another, he draws straight 
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lines parallel to the directions of the forces and represent- 
ing their amounts, according to any scale he pleases, taking 
care that, in whatever order he draws them, the arrow- 
heads run all in the same sensey he will draw a polygon ; 
he will find the polygon to be closed and complete when 
he finishes, and he will prove roughly the law of "the 
polygon of forces.*' He will at once see that the triangle 
of forces is merely a simple case of the more general 
polygon of forces. 

8. Our one Theory insufflclent. — ^Now, no reasoning 
man can make these trials without finding that there is 
a great deal to be observed beyond what his teacher or 
his book has taught him. A force has 
been represented by the pull in a string 
passing over a little pulley with a weight 
at its end. He finds that as his pulley 
works more easily, and as its pivots 
are better oiled, his proof of the law is 
better and better: in fact, he finds that 
the pull in a string is not exactly the 
same on tJ.e two sides of a pulley. If 
he takes one pulley and one string, and 
two weights, called A and B, Fig. 2, at 
its er.ds, he will find that there is equi- 
librium even when the two weights are 
not exactly equal. If • A is slightly 
greater than b, and he increases the 
weight of A till it is just able to over- 
come B, then the difference between the 
weights represents what may be called 
the friction of the pulley. If now he 
increases the weights which he uses, he will find that the 
friction is proportionately increased, and he will get to 
understand that this is a general law in machinery: 
" friction is proportional to load." Again, he sees that 
this friction, which is a resistance experienced in the 
rubbing together of any two surfaces, is a force which 
always opposes motion, always acts against the stronger 






A' 



Fig. 2. 
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influence. Suppose, for example, that he found tliat a 
weight of 6*1 ounces was just able to overcome a weight 
of 5 ounces; he will find that a weight of about 4*9 
ounces will just be overcome by a weight of 5 ounces, 
and that there is equilibrium with 5 punces and any weight 
varying from 5'1 to 4*9. Friction is then a re- 
sisting force, which always helps the 
weaker to produce a balance. 



CHAPTER IL 

FRICTION IN MACHINES. 

4. Law of Work. — Take any machine, from a simple 
pulley to the most complicated mechanism. Let a weight, 
A, hung from a cord round a grooved pulley or axle in one 
part of the mechanism, balance 
another weight, b, hung from a . 
cord round another axle or pulley 
somewhere else. In Fig. 3 we have 
imagined that the mechanism is 
enclosed in a box, and only the 
two axles in question make their 
appearance. Now move the me- 
chanism so that A falls and b rises, 
and observe their motions. Sup- 
pose that when A falls 1 foot B rises 
20 feet, then if there were no 
friijtion in the machine a weight 
at A is exactly balanced by one- 
twentieth of this weight at B. 
This is the law which you will find 
proved in books on mechanics. 
The reason why it is true is this. 
The work or mechanical energy 
given out by a body in falling is measured by the 
weight of the body multiplied into the distance through 




Digitized by VjjOOQIC 



6 PRACTICAL MECHANIC?. [Chap. XL 

which it falls. It is in this way that we get the energy 
derivable from the fall of a certain quantity of water 
down a waterfall, and it is in this way that we find out 
whether a certain waterfall gives out enough power to 
drive a mill (see Glossary). Similarly the energy 
given to a body when we raise it, is measured by the 
weight of the body multiplied by the vertical height 
through which it is raised. Now every experiment we 
can make shows that energy is indestructible, and con- 
sequently, if I give energy to a machine, and find that none 
remains in it, it must all have been given out by the 
machine. Therefore the energy given out by a in falling 
slowly must be equal to the energy received by B in 
rising, and as A falls 1 foot wlien B rises 20 feet, the 
weight of A must be twenty times the weight of B. If, 
then, there were no friction in the machine, and if a 
weight of 20 lbs. were hung at A and a weight of 1 lb. 
at B, we should find that if we start A downwards or 
upwards there will be, a steady motion produced. Any 
excess at A will cause it to overcome b, the weights 
moving more and more quickly as the motion continues. 

Now, in our machine, Fig. 3, we can always find by 
trial what is the velocity ratio; that is, the speed of B 
as compared with the speed of A. But when we try to 
balance a weight at B by a weight at A, we find that the 
above relation is quite untrue. Hang a weight of 1 lb. 
at B, hang a weight of 20 lbs. at A, there is certainly a 
balance, but when we have somewhat less or more than 
20 lbs. at A there still is balance. The reason for this is, 
that there is friction in the mechanism, and this friction 
always tends to resist motion, always acts against the 
stronger influenca 

5. Effect jof Priction. — ^We shall now proceed to find 
out in what way friction modifies the law given in the 
books which I have just spoken about. You must make 
actual experiments with some machine, if you are to get 
any good from your reading. Hang on a weight, B, and 
find the weighl^ a, which will just cause a slow, steady 
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motion. Do this when, a number of different weights 
are placed at b. Now, suppose you have measured the 
velocity ratio, that is, suppose you find that b rises four 
times more rapidly than a falls. Then, according to the 
books, there would be an exact balance if A were four 
times the weight of B. On actual trial, however, I find 
in a special case the following table of values • — 

A overcomes B when 
A is 23*4 ounces and B is 6 ounces 



„ 44-7 


>» 


)) 


10 


„ 65-4 


» 


M 


15 


„ 86-8 


») 


r% 


20 


„ 107-6 


)> 


}> 


26 


„ 128-8 


f» 


>> . 


30 


„ 149-6 


»> 


f) 


35 


„ 171-0 


» 


» 


40 



But if there had been no friction in the first experi- 
ment, A would have been 20 ounces instead of :i3-*, 
hence the friction is represented by this 3*4 ouncea For 
every experiment let this be done, subtract four times 
B from A and call this difference the friction. Now how 
shall we compare this friction with the corresponding load 1 

6. The use of Squared Paper. — And here we come to 
a matter of the greatest importance to the practical man, 
which the old-fashioned books on mechanics and old- 
fashioned teachers of Science Classes seem not to know 
anything about. How do we practically compare two 
things whose values depend on one another 1 How do 
we find out the law of their dependence 1 It is a strange 
fact that there should be. a class in the community who 
have a little difficulty in manipulating decimals in arith- 
metic, but it is almost a stranger evidence of neglected 
education that so many people ^ould be ignorant of the 
great uses to which a sheet of squared paper may be put. 

A sheet of squared paper can be bought very cheaply. 
It has a great number of horizontal lines at equal 
distances apart, and these are crossed by a great number 
of vertical lines of the same kind, so that the sheet is 
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covered with little squares. This sheet will enable nie 
first of all to correct for errors of observation in the above 
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series of experiments ; and, secondly, to discover the law 
which I am in search of. A miniature drawing is shown 
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in Fig. 4, many lines being left out because of the 
diflSculties of wood-cutting. At the bottom left hand 
comer I place the figure 0, and I write 10, 20, <fec., to 
indicate the number of squares along the line, A. In- 
stead of 10, 20, &c., I might write 1, 2, <fea, or 100, 200, 
<fec., according to the scale I am going to use. Indeed, 
on account of the friction being so much less than the 
weight A with which it is to be compared, I number the 
squares along the vertical line P by 1, 2, &c. instead of 
10, 20, (fee. We can employ any scale we please in repre- 
senting either of the things to be compared, and it is usual 
to multiply all the numbers of one kind by some number, 
so as to represent all our experiments on one sheet of paper, 
and on as much of this sheet as possible. Having sub- 
tracted four times B from A, I find the following numbers: — • 



A. 


Friction. 


A. 


Friction. 


23-4 . 


. 3-4 


107-6 . 


. 7-5 


44-7 . 


. 4-7 


128-8 . 


. 8-8 


66-4 . 


. 5-4 


149-6 . 


. 9-6 


86-8 . 


. 6-8 


1710 . 


. 11-0 



I now find on my sheet of paper the point p, which is 
23-4 horizontally and 3-4 vertically, and mark it with a 
cross in pencil Q is 44*7 horizontally and 4*7 vertically, 
and so for the others. The last point, w, is 171 
horizontally and 11-0 vertically. We guess at the 
decimal part of a small square. The point p represents 
my first experiment, and every other point represents one 
experiment. Now we are certain that if there is any 
simple law connecting load and friction, the points P, Q, to 
w, lie in a simple curve or in a straight line. You see that, 
in this case, no simple curve will suit the points ; they 
would evidently lie in a straight line, only that we made 
some errors of observation. You must now find what 
straight line lies most evenly among all the points ; this 
you can do by means of a ruler or a fine stretched string, 
and the line M N seems to me to answer best. It tells 
me, for instance, that when A is 44-7 the friction is really 
4*5, instead of 4*7. Take any point in the line, ita 
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vertical meajsurement gives me the true friction corres- 
ponding to a load represented by its horizontal measure- 
ment. Thus, for instance, you see that friction 6*0 
corresponds to load 55. 

This is a simple way of correcting errors made in 
experiments, but you cannot hope to understand much 
about it till you actually make experiments and use the 
squared paper. You will find the matter all very simple 
when you try for yourself ; my description of it is as com- 
plicated as if I were teaching you to walk. 

7. I^ at any time, you make a number of measure- 
ments of two variable things which have some relation to 
one another, plot them on a slieet of squared paper, and 
correct by using a flexible strip of wood or a ruler, to 
draw an easy curve or a straight line so that it passes 
nearly through all the points. If the line is straight, the 
law connecting the ttvo things will prove to be a very 
simple one. In the present case it means that any 
increase in the load is accompanied by a proportionate 
increase in the amount of friction. Thus, when the load 
is 0, the friction is 2*3 ; when the load is 100, the friction 
is 7*2. That is, when the load increases by 100 the 
friction increases by 4*9, so that the increased friction is 
always the fraction, -049, of the increased load. In fact, 
it is evident that we can calculate the fiiction at any 
time from the rule 

Friction = 2-3 -h -049 A. 

That is, multiply the load A in ounces by '049, and add 
2*3, the answer is the friction. 

8. Law of Friction. — Our result is that the total fric- 
tion is equal to the friction, 2*3, of the machine unloaded, 
together with a constant fraction, '049, of the load. Now 
when a similar series of experiments is tried on any- 
machine, be it a watch or clock, or be it a great steam- 
engine, we always find a similar simple law. 

If you dean all the bearings or pivots, or if you use a 
different kind of lubricator, you will get other values for 
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the two numbers in the above rule, but the law will 
remain of the same simple kind. 

9. Force of Friction. — We have in all this used the 
term " friction," or the term " effect of friction," to mean 
the difference between the weight which would balance 
another through the mechanism if there were no resist- 
ance to the rubbing of surfaces, and the weight which 
will just overcome the other when there is such resist- 
ance to rubbing of surfaces. At any rubbing surface 
there is a force of friction which is proportional to 
the pressure between the surfaces. At the rubbing 
surface itself we can speak of this force of friction^ 
but when we speak generally of the whole friction 
of a machine, we are speaking, not of the force of 
friction at any one surface, for this is different probably 
from the force of friction at any other rubbing surface, 
but we speak of an effect which is produced, somehow, 
by the friction everywhere in the machine, wherever there 
is a pivot, and wherever the tooth of one wheel rubs on 
another. 

10. Loss of Energy due to Friction.— Thus, in the 
simple case with which we began (Ai-t. 3), the difference 
of pull in a cord on the two sides of a pulley was 
what we called the friction of the arrangement, whereas, 
really, the friction takes place at every point of the 
pivot where rubbing occurs, and the force at one point 
may not be the same as the force at another point. 
Again, any force acting in the cord has a greater lever- 
age about the axis than any of the forces of friction 
has. The real connection between the two things is, 
then, this : what we have generally called " the effect of 
friction," or " the friction of the arrangement," multiplied 
by the velocity of the cord on which it is measured, is 
equal to the sum of all such products as the friction at 
any point in a rubbing surface multiplied by the velocity 
of rubbing. In fact, if the weight A in falling cause the 
weight B to rise, the work done by A is greater than 
the work done on b by an amount which is called tlie 

Digitized by VjjOOQIC 



12 PRACTICAL MECHANICS. [Chap. I L 

work lost in friction, and this is the work done against 
the forces of friction at all the rubbing surfaces. 

If we know the force of friction at any place, in 
pounds, and the distance, in feet, through which this 
force is overcome, that is, the distance through which 
rubbing has occurred, the product of force by distance 
measures the work or energy spent in overcoming friction, 
in what is called foot-pounds. This energy is all wasted, 
or, rather, it is all changed into heat and does not come 
out of the machine as mechanical work, the shape in 
which it was when we put it into the machine. And 
inasmuch as no machine can be constructed which will 
move without friction, we never get out of a machine as 
much mechanical work as we put into it. 

11. Friction at Bearings of Shafts. — ^At almost 
every rubbing surface which you can consider, the force 
of friction is different at every point of the surface, and 
it is generally acting in different directions at different 
^^ points. Consider, for example, a 

horizontal shaft and its bearing (Fig. 
^_^ / _. 5). The force of friction at c, per 

■ square inch of area of rubbing sur- 
face, is probably not the same as at 
A. A very little difference in the 
size of the shaft or its bearing will 
r«- «. cause a considerable difference in the 

pressure per square inch at c or at A. 
Now the force of friction at c, multiplied by the velocity 
of rubbing, gives the work or energy lost per second in 
friction at c ; and this, added to the energy lost at every 
other place where rubbing occurs, gives the total loss of 
energy per second at all the points. It is not, then, a 
simple matter to investigate the force of friction at every 
point of such a bearing ; and the rigidity of the metal, 
and a number of other important matters, must be taken 
into account in investigating the force of friction eveiy- 
where when the shaft is transmitting different amounts 
of power. As we have already seen, however, experiment 
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shows that the energy lost in friction for a certain 
amount of motion increases proportionately with the 
energy actually transmitted by the shaft. Keeping in 
mind, then, the general law — "the force of friction is 
proportional to load" — ^it is easy to see how to reduce 
the frictionalioss in any machine. For instance, when a 
wheel is transmitting power, the load on the rubbing 
surfaces of its bearings or pivots depends on the power 
transmitted. Now, the actual force of friction at the 
rubbing surface is about the same, whatever be the size 
of the bearing ; but the distance through which rubbing 
occurs when the wheel makes one revolution is less as we 
have a less diameter of bearing; in fact, the force of 
friction, multiplied by the circumference of a cylindric 
bearing, is the energy in foot-pounds lost in one revolu- 
tion. Our rule is, then, to make this diameter as small 
as possible, consistently with sufficient strength. The 
wheel of a carriage is made large, and the axle, where 
rubbing occurs, is made as small as possible, because in 
this way the carriage moves over a great distance for 
a small amount of rubbing. There is another reason, 
however, for the use of large wheels in carriages on 
common roads — namely, their being better able to get 
over obstacles, such as stones. In some machines, where 
it is important that there should be very little friction at 
the bearings of axles, the axles are made to lie at each 
end, in the angle formed by two wheels with plain rims. 
The main axle rolls on these wheels, and it is only at the 
axles of the wheels that there is rubbing. This rubbing 
is a very slow motion, and as the force of friction is but 
little increased in consequence of the weights of the 
friction wheels, the energy lost in friction may be made 
very small in this way. 

12. If you compare the parallel motion which is still 
used in some large steam-engines to cause the piston-rod 
to move in a straight line, with the slide which is now so 
common, you will see that there is very much less loss 
of energy by friction wlie» the parallel motion is eia- 
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ployed because, whereas in the slide the rubbing motion 
is as much as the motion of the piston, in the parallel 
motion rubbing only occurs at the pivots of the ari-ange- 
ment. Unfortunately, this arrangement does not allow 
the piston-rod end to move exactly in a straight line, and 
produces some friction between the piston and its cylinder, 
and between the piston-rod and stuffing-box; and it is 
also much more costly and less compact than slides. 
Hence slides are coming into general use* 

13. In quick-moving shafts, it is usual to make the 
journals or bearings longer in proportion to their diameter 
than in slow-moving shafts. This is rendered necessary 
by the fact that, as all the energy wasted through friction 
is converted into heat, when there is more power wasted 
in friction we ought to let the heat get away more 
rapidly. Giving greater rubbing surface has this effect. 
Also, as the materials are more abraded when the velocity 
is too great, lengthening the journal diminishes the pres- 
sure at every place, tending thus to counteract the effect 
of increased velocity. 

14. Mechanical Advantage. — In books on mechanics 
you will usually find that, when machines are described, 
they are only considered in relation to their Mechanical 
AdvaiUage. That is, suppose a small weight, p, usually 
called the power, is able by means of the mechanism to 
cause a larger weight, w, to rise, the ratio of w to P is 
called the mechanical advantage. Now, in nearly all 
cases you will find that, when there is a mathematical in- 
vestigation of a machine, the assumption is made that 
there is no friction. I have already shown you that the 
problem of taking friction into account is a very difficult 
one. But, as we have seen, a practical man can experi- 
ment on the effect of friction, and obtain results which 
the mathematician never attempts to deduce; and, 
happily for us, these results are generally very simple. 
Let the reader make a few experiments himself, or let 
him by means of squared paper find the relation between 
p and Q from the following results, taken from a crane 
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whose gearing was well oiled, and whose handle was re- 
placed by a grooved wheel, round which was a cord sup- 
poi-ting p: — 



w. 

Weight just 
Overcomo. 
100 lbs. 
200 „ 
300 „ 
400 „ 
500 „ 
600 „ 
700 „ 
800 „ 



P. 

Power just ahlft 

to Overcome Weighty 

8-5 lbs. 

12-8 „ 

170 „ 

21-4 „ 

26-6 „ 

29-9 „ 

34-2 „ 

38-6 „ 



The weight capable of being lifted slowly by the crane 
we call w. We found that p fell forty times as rapidly 
as w rose, and you may have imagined that the me- 
chanical advantage was forty, or that a weight, p, could 
lift a weight, w, forty times as great as itself. This 
would be true if there were no friction ; but we see that 
in practice it is not the case. Plot the above values of 
p and w carefully on squared paper, and you will find that, if 
the weight w is increased 1 lb., p must be increased -0429 lb. ; 
and also that when w is 0, a power, p, of 4*21 lbs. is needed 
to cause a slow motion of the crane ; so that the law is 

p = 4-21 + -0429 w. 

Namely, multiply the weight w in pounds by the fraction 
•0429, and add 4*21 : the answer is the power required 
to lift w. When you have worked out this rule, employ 
it in finding how much power, p, is required to lift a ton 
with such a crana Answer, 100 -3 lbs. 

15. Eate of doing Work. — I have been using the 
word power in a very wrong sense in Art 14, because 
you will find it used in this way in books on mechanics. 
I have used it as a mere name for the weight P, which 
causes the weight w to rise. But the word power will 
be used by us in future in a very different sense. If 
a weight of 1,000 lbs. fall 100 feet in two minutes, 
it gives out 1,000 x 100, or 100,000 foot-pounds of 
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work in two minutes, or 60,000 foot-pounds of work in 
one minuta Now, 33,000 foot-pounds of work done 
in one minute is called a horse-power^ and hence our 
falling weight gives out 60,000 -f 33,000, or 1-5 horse- 
power. Ten horse-power means ten times 33,000 foot- 
pounds of work done in one minute. The idea, then, of 
power is an idea of work done in a certain time. 

16. Economical Efficiency. — Take any pair of 
numbers from the above table, say p = 8 -6 lbs., when 
w = 100 lbs. Let us suppose that p is moving at the 
rate of forty feet per second, then we know that w is 
rising at the rate of one foot per second, p is giving 
out the power 8*5 x 40, or 340 foot-pounds per 
second ; w is receiving 100 foot-pounds per second. 
The ratio of the power usefully employed to the power 
given to the machine is called the ejiciency of the 
machine, so that our crane has an efficiency 100 -r 340, 
or -294. Sometimes the efficiency is put in the form of 
a fraction; sometimes we say that it is 29*4 per cent., 
meaning that it employs usefully 29*4 per cent- of the 
work given to it. 

Now take another pair of numbers, say p = 38*5, 
w = 800, and let p fail forty feet in one second, as 
before. We now get as our answer '619 — ^that is, more 
than haK, or 51*9 per cent., of the power given to the 
crane is usefully employed. We see, then, that as the 
power given to the crane is greater for a given speed, 
the efficiency is also greater. This arises from the fact 
that the friction of the unloaded crane is always entering 
into the calculation ; and if we take the case where no 
weight, w, is being lifted, and p must be 4*21 lbs., we shall 
find an efficiency, 0, because work is being given to the 
crane, and none is coming out usefully. You will always 
find that the power usefully given out is a certain fixed 
fraction of the total power given to the machine, minus 
the power required to drive the crane at the given speed 
when it is unloaded. Choose some speed, say that P falls 
forty feet per second ; find the total power or 40 P ; find 
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the usefully employed power 1 x w for eveiy case of the 
above tabla Plot your answers on squared paper, and 

you will find this law : — r Poww required to 

Total power = useful power x 1-716 + ] ^TmeV^Iri^ 

I unloaded. 



CHAPTER III 



IIACHINES— SPECIAL CASES. 



17. Blocks and TacUe. — ^It is very good to have a 
general law telling us about machines in which there is 
no friction. That law you now know. 
The mechanical work given to a ^ 
9nachine is eqiud to tJie work given \ 
out by it, unless it is stored up in 
ihe machine itself by the coiling of a 
spring or in some other way. But, 
besides knowing the law itself, it is 
well to know what it leads to in 
certain special cases. Take, for in- 
stance, a pulley-block, Fig. 6. It is 
evident here that if we have three 
pulleys in the block B, if the cord p ia 
pulled six inches, w will only rise one 
inch, and therefore P will balance six 
times its weight at w if there is no 
friction. The mechanical advantage 
is therefore six. 

18. Inclined Plane. — Again, take 
the inclined plane. Fig. 7; w is a weight 
which will roll down the plane with- 
out friction, let us suppose ; P is the 
pull in a cord which just prevents w 
firom falling. The cord is parallel to 
the plane. Evidently when w rises from level A to level 
B the cord is pulled the distance A b ; that is, w multiplied 
by the height of the plane is equal to p multiplied by 




Fig. e. 
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the length of the plane. Thus, if w is 1,000 Iba, and the 
length of the plane 10 feet for a rise of 2 feet, then ten 

times P is equal 
to 2,000, or p is 
200 lbs. 

19. The Screw. 
— ^Again, suppose 
there is no friction 
in the screw A b. Fig. 
8, if it rise it lifts a 
weight say of 3,000 
lbs. Now, if the 
screw make one 
turn it rises by a 
distance, equal to its pitch, that is, the distaoice 
between two threads,. Say that the pitch is 02 foot^ 
then when the screw 
makes one turn it 
does work on the 
weight 3,000 x -02, or 
60 foot-pounds. But 
to do this, P must fall 
through a distance 
equal to the circum- 
ference of the pulley a, 
about which I 
suppose the 
cord to be 
wound. Sup- 
pose the cir- 
cumference of 
the pulley to 
be 6 feet, then 
p multiplied by 
6 must be 60, or p is 10 lbs. The rule, then, for 
a screw is this — power multiplied by ci/rcurnference of 
the pulley eqvxih weight multiplied by pitch of screw. 
It is not usual to have a pulley and a cord working 




Fig. 8. 
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a screw ; it is more usual to have a handle, and to push 
or pull at right angles to the handle. Instead of the cir- 
cumference of the pulley, we should take, 
then, the circumference of the circle de- 
scribed by the point where the power is 
applied to the handle. 

Exercise, — ^A steam-engine gives to a 
propeller shaft in one revolution 60,000 
foot-pounds of work; the pitch of the 
screw is 12 feet. What is the resistance 
to the motion of the vessel ? Answer : 
The resistance in pounds multiplied by 12 
gives the work done in overcoming this 
resistance, and this work (leaving friction 
out of account) must be equal to 60, 000 foot- 
pounds, hence the resistance to the motion 
of the vessel is 5,000 lbs. (We have here 
assumed that there is no slip in the screw.) 

20. A differential pulley-block is 
shown in Fig. 9. When the chain a is 
pulled, it turns the two pulleys, or rather 
one pulley with two grooves, B and. o. 
Now c is a little smaller than B, so that, 
although at d the chain is lifted, it is 
lowered at e. If the circumference of 
B is 2 feet, and that of c is 1*99 foot, 
then, when A is pulled 2 feet, d is lifted 
2 feet, but E is lowered 1*99 foot, hence 
the pulley f, although it will turn a con- 
siderable distance, will only rise '005 foot, 
carrying the weight w with it If w is 
2,000 lbs., then 2,000 X -005, or 10, must pig. «, 

be equal to p, the pull in A, multiplied by 
2, hence p is 5 lbs., or a power of 6 lbs. is able to lift a 
weight of 2,000 lbs. The general rule, then, for the 
differential pulley-block is, power multiplied by circum- 
ference of larger groove B is equal to weight multiplied by 
J difference between the cvrcuntferences of tJie two grooves 
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B and c. You will find that this rule comes to the same 
thing — ^otoer multiplied by diameter of B is equal to 
weight m,uUiplied by ^ tJie difference between the diameters 
of B and c. The grooves are furnished with ridges to 
catch the links of the chain, so that there shall be no 
slipping. 

21. Wheel and Axle. — ^If a and b, Fig. 10, are two 
pulleys or drums on the same axis and having cords 
round them, a small weight, p, hung from A, will balance 

#a larger weight, w, hung from b. For, 
B suppose that one complete turn is given 
^g to the axis, p falls a distance equal to the 
' circumference of A, whilst w is rising a 
distance equal to the circumference of b. 
Hence 

p X circumference of a = w x cir- 
cumference of B, 
or, what really comes to the same 
thing, 

p X diameter of A = w x diameter 
of B, 
or p X radius of A = w x radius of B. 

22. Equilibrium in one Position. — 
In all the machines which we have 
hitherto considered, we could give 
motion without altering the balance of 
Fig. 10, P and w, but there are many machines 

in which the mechanical advantage alters 
when motion is given. In such cases you will employ 
your general principle, but you must make your calcula- 
tion from a very small motion indeed. For instance, in 
the inclined plane, if the cord which prevents the weight 
from falling is not parallel to the plane — say that it is 
like M, Fig. 11 — you will find that the necessary pull 
depends on the angle the cord makes with the plane. Now, 
suppose that the cord pulls the carriage from b to c, evi« 
dently the angle of the cord alters. The question is, what is 
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p, that it may support w in the position shown in the 
figure ] We know that it will be different after a little 
motion, but what is it now ? Imagine such a very small 
motion from 6 to c to occur that the angle of the cord does 





Fig.. 12. 



Fig. 11. 

not alter perceptibly, and now make a magnified drawing, 
Fig. 12. p has not fallen as much as the distance h c, it 
has only fallen the distance 6 a (c a is perpen- 
dicular to h a). In the meantime the weight 
has been lifted the distance k c. Hence, 

w X k c ought to be equal to p x b a. 

Thus, if you measure k c and 6 a on your 

magnified drawing to any scale you will find 

the relation between p and w. Another way 

of finding the same relationship is this. We know that 
the weight of w acting downwards, the pull in 
the cord, and a force acting at right angles to 
the plane, are the three forces which keep w 
where it is. Draw a triangle whose three sides 
are parallel to the directions of these three forces, 
Fig. 13, with arrow-heads going round in the 
same way ; then x and y are in the proportion 

of w and p. Here we have used the principle called " the 

triangle of forces" to find p. 






Fig. 13. 
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Fig. 14. 



23. Body turnings about an Axis. — In Fig. 14 we 

have a body which can move about an axis. It is acted 

on by a num- 
ber of cords 
exerting forces 
which just 
balance one 
another. Now, 
if you make 
this experi- 
ment you will 
find that you 
must keep your 
finger on the 
body, because 
it is in such a 
state that a 
very small mo- 
tion either way causes the forces to no longer balance. 

Suppose, however, you were to let the cord a be wound on 

a pulley whose 

radius is equal 

to the distance 

Ao; the cord 

B on a pulley 

whose radius 

is equal to B a, 

and so on, you 

would have the 

arrangement 

shown in Fig. 

15, which dif- 
fers from Fig. 

14 in that a 

small motion 

has no effect 

on the balance. 




Fig. 15. 

Now what is the condition of balance in 



this case ? Suppose one complete turn given to the axis, 
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every cord shortens or lengthens by a distance equal to the 
circumference of the pulley on which it is wound. Let 
A and B lengthen, and let c shorten, then we know that 
the work done by A and b must be equal to the work 
done against o. Hence, 

Pull in A X circumference of A*s pulley, together with 
pull in b X circumference of b's pulley, must be 
equal to pull in c X circumference of c's pulley. 

We might, however, use the diameters or radii of the 
pulleys, and so we see that in Fig. 14 there is balance if 

Pull in A X AO together with pull in B X BO, equals 
pull in c X CO. 

The pull in A X AO is really the tendency of a to turn 
the body about the axis, and in books on mechanics it 
is called the moment of the force in a about the axis o. 
The law is then^ if a number of forces try to 
turn a body and are just able to balance 
one another, the sum of the moments of 
the forces tending to turn the body against 
the hands of a watch must be equal to the 
sum of the moments of the forces tending 
to turn the body vrith the hands of a watch. 
' ' 24. The Lever. — rThus, for example, a lever is a 
body such as I have spoken about, capable of turning 
about an axis. You will find that our general rule of 
work, and this rule of moments, will give the same result. 
If two forces act on a lever, they wUl balance wJien tJiei/r 
moments aboiU tlie axis are equal; that is, when p, multi- 
plied by the shortest distance from the fulcrum or axis to 
the line in which ? acts, is equal to w multiplied by the 
distance of the fulcrum from the line in which w acts. 

If a number of forces balance wlien acting on a lever, 
the sum, of the mom^ents t&iiding to turn the lever against 
the hands of a watch rnust be equal to the sum of the mo- 
merits tending to turn the lever with the hands of a wa^tch. 

It must be remembered that, if the body acted upon 
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has its centre of gravity somewhere else than in its axis, 
then we must consider that the weight of the body is a 
force acting through its centre of gravity. 

Exercise, — ^The safety valve, Fig. 16, must open when 
the pressure on the valve is just 100 lbs. per square inch. 
The mean area of the valve a, on which we assume that 
the pressure acts, is 3 square inches; od is 2 inches, 
B is 50 lbs., the weight of the lever is 6 lbs., and its 
centre of gravity is 6 inches from D — ^where must E be 




Fig. IS. 



placed? Here the upward force is 100 x 3, or 300 lbs., 
and its moment about d is 300 x 2, or 600. The moment 
of the weight of the lever is 6 x 6, or 36. The moment 
of the weight E is 50 x the required distance from D 
Hence, 600 — 36, or 564 divided by 60, is the answer ; 
11-28 inches from D. 

Exercise, — ^A weighbridge consists of three levers 
whose mechanical advantages help each other ; I mean, 
the short arm of each supports the long arm of the next. 
Suppose that the weights of all parts are arranged so as 
just to be balanced when no weight is on the biidge, 
and that the mechanical advantages of the three levers 
are 8, 10 and 12, what weight will be balanced by a 
power of 15 lbs. 1 Answer, 14,400 lbs. Suppose that it 
is the first of these levers that is alterable (that is, the 
power is a sliding weight), what is its mechanical ad van- 
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tage altered to when the load is 16,000 lbs. 1 Answer, 
It was 8, it now becomes increased in the proportion of 
16,000 to U,400, so that it becomes 8-8889 feet. 

25. Hydraulic Press. — A hydraulic press is a 
machine which enables great weights to be lifted, or 




H^. X7, 



great pressures exerted, but in which, instead of levers 
and wheels, we use water to transmit the energy. In 
Fig. 17 the labourer exerts a force of, say 20 lbs. at p. 
If po is 15 times qo, then Q and the plunger qs move 
at one-fifteenth of the speed of p. Now, let us suppose 
that the labourer has been working for a few minutes, the 
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water filling the whole, tube and cylinder space from the 
ram M to s may be regarded as incompressible, and the 
cylinder bb is unyielding; and if we force the 
plunger into this space, the ram must rise 
if there is no leakage. The cubic contents of the 
water displaced by the plunger must somehow or other be 
provided for, and it is the motion of the ram which 
provides for it. If the ram has an area of cross section 
of 200 square inches, and the plunger has an area of 
cross section of only one square inch, then the plunger 
must move 200 times as rapidly as the ram ; hence, the 
hand of the labourer must move 16 x 200, or 3,000 times 
as rapidly as the ram. Hence, if there were no friction, 
the ram would lift a weight of 20 x 3,000, or 6*0,000 lbs. 
The mechanical advantage of the hydraulic press is then 
found by multiplying the area of cross section of the ra/m, by 
ike m>echanical advantage of the lever^ and dividing by 
the area of cross section of the plunder. 



CHAPTER IV. 

MACHINERY IN GENERAL. 

26. Mechanism. — When the power of a steam engine 
is distributed through a factory, the distribution is per- 
formed by means of shafts, spur and bevil wheels, belts 
and pulleys, and other kinds of gearing. As I am 
writing for men who have observed such transmission of 
energy, it is no part of my object to describe here what 
can be seen in any workshop. Perhaps no study is more 
useless from books alone than the study of mechanism ; 
whereas, it is very useful and easy if you examine the 
actual thing, or make a skeleton model or a skeleton draw- 
ing. What I shall say, then, is to help you in your obser- 
vation rather than to give you a knowledge of mechanism. 

Digitized by VjjOOQIC 



Chap.IV.j TOOTH GEARING. 27 

27. Velocity Batio. — In any. machinery the velo- " 
city of any point may be calculated when the velocity 
of any other point is known. The number of revo- 
lutions per minute made by a shaft tells us the 
velocity of any point on any wheel or pulley fixed on 
the shaft; the circumference of the circle described 
by such a point, multiplied by the number of re- 
volutions, is evidently the distance moved through by 
the point in one minute. Now, when one shaft drives 
another by means of spur or bevil wheels, or by two pulleys 
and a strap, it is evident that the number of revolutions 
per minute made by one of the shafts, multiplied by the 
number of teeth of the wheel, or by the circumference or 
diameter of the wheel or pulley, is equal to the number 
of revolutions made by the other shaft, multiplied by the 
number of teeth, or by circumference or diameter of the 
other wheel or pulley. This is evidently true, supposing 
that the strap does not slip on the pulley. Hence the 
rule — to find the speed of a shaft, driven from another 
by means of any number of wheels or pulleys, multiply the 
speed of the driving shaft by the product of tJie diameters 
or numbers of teeth in all the driving wheels or pulleys^ 
cmd divide by the product of the diameters or numbers of 
teeth vn all the driven wheels or pulleys. By the diameter 
of a spur wheel we mean the diameter of its pitch circle. 
Two spur wheels enter some distance into one another, 
and the circle on one which touches a circle on the other, 
the diameters of these circles being proportional to the 
numbers of teeth on the wheels, is called the pitch circle. 
The circumference of the pitch circle, divided by the num- 
ber of teeth, gives the pitch of the teetL 

28. Shapes of Wheel Teeth.— We know that if two 
spur wheels gear together, however badly their teeth 
are formed, so long as a tooth in one drives past the 
line of centres of a tooth in the other, their average 
speeds follow the above rule. But if we want the 
speed at any instant to be the same as at any other 
instant, it is necessary to form the teeth in a certain 
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way. The curved aides of teeth (mgkt to he eycloidal 
curves. The proof of this is not very difficult, but I 
shall not give it to you. It is not usual to employ these 
eycloidal curves, for it is found that certain arcs of circles 
approximate very closely to the proper cui'ves. The 
method of drawing rapidly the curved tooth of a wheel 
you will find taught by every teacher of mechanical draw- 
ing, you will find described in a great number of books, 
and you will see it in use in the workshop.* You must 
remember that no study of books, and I may also say, no 
fitter's or turner's work that you may engage in, will 
make up for want of the experience which you would gain 
by actually drawing to scale a spur or bevil wheel, 
a bracket or pedestal with brasses, and a few other 
contrivances used in machinery. A worm and WOnn- 
wheel, that is, a screw, every revolution of which causes 
one tooth of a wheel to be driven forward, is sometimes 
used when we wish to drive a shaft with a very slow 
speed. If the worm-wheel has 30 teeth, it evidently 
makes one-thirtieth of the number of revolutions of the 
driving shaft I suppose the screw to be single-threaded. 
29. Skeleton Drawings. — ^WHen we consider the 
relative motions of, say, a piston and the crank which 
it drives, we come to sometMng which it is not so easy 
to state without some little knowledge of mathematics. 
It is the same with all sorts of combinations of link work, 
and with cams. Even a good knowledge of mathematics 
is only sufficient to give one a rough general idea of the 
relative motion in such cases ; and for the study of any 
special case there is nothing so good as a skeleton drawing 
or a model. I give one example of the use of skeleton 
drawings — a crank and connecting rod. Let a and b. 
Fig. 18, be the ends of a connecting rod. As A moves 
from a^ to c and back again, b desciibes the complete 
circle, ft^ d ftj. Set off equal distances to 6i, ft^ ^s> &c., and 
make b^ a^ 64 a^, &a equal to the length of the connect- 
ing rod. Then the points Oi, a^ <fec. and 6„ h^ <fec. show 
* Consult Professor Unwinds M<ichvne Design on the fceeth of wheels. 
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in a very good way the relative motions of A and a 

When you have finished this ex- ^... -p*^ 

ercise, work others in which, 

with the same length of crank, 

you have longer or shorter con- 0^ 

necting rods. You will get some / 

such results as are shown in the / 

upper part of the figure. In 

every case, if we imagine the 

crank to revolve uniformly, the 

motion of A, the end of the 

connecting rod, is shown ; the 

distance from one point to the \ ' 6^"^ 

next is passed over by A in the 
same interval of time. Pure 
Harmonic Motion (see Chap. 
XVII.) is the name given to the 
motion of the piston rod, when 
we imagine the connecting 
rod to be infinitely long; or 
rather, as we make the con- 
jnecting rod longer and longer, 
we get more and more nearly 
to this sort of motion. You see, 
then, that by skeleton drawings g 9 
I mean drawings which show 
successive positions of the dif- 
ferent parts of a mechanism 
whose motions you want to 
study. You will find that an 
eccentric and its rod may be re- 
garded as a crank (the length of 
the crank is the distance between 
the axis about which the ec- 
centric is revolving and its true 
centre), and a very long con- 
necting rod (the length of the connecting rod being 
the length of the eccentric rod measured to the true 
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centre of the disc). The advantage derivable from 
skeleton drawings will be more obvious if you consider, 
in the above case of a crank and connecting rod, that A 
need not be the cross-head at the end of a piston rod ; it 
may be the end of a lever, and so move in the arc of a 
circle ; it may be a slide moving in a slot of any curved 
form. One of the most instructive cases of skeleton 
drawing is a link motion. Taking any good drawing 
of a link motion to start with, find the relative motions 
of piston and ef slide valve for various positions of the 
link. In the study of the motion of a slide valve it 
is much too usual to assume that the piston's motion 
is what is shown in Fig. 18 as pure harmonic motion. 
The reason of this lies in the ease with which it can be 
stated in mathematical language ; but it is incorrect, and 
leads to many errors. 

30. How a Shaft transmits Power. — I have refused 
to describe for you what you may see for yourselves 
at any time in workshops, how spur and bevil wheels 
and belts transmit power; how there are arrange- 
ments for disengaging such gearing, and stepped cones 
for giving change of speed when belts are used; how. 
shafts are carried near walls or columns ; how machine 
tools work, and a hundred other matters about which 
a little observation and drawing is of more importance 
than a large amount of reading. But there are some 
matters, connected with machinery, of great interest to you 
which you are not likely to observe unless I direct your 
attention to them. When a shaft transmits power it is 
in a state of strain ; it is in a twisted condition. The 
twist is not perceptible to the eye, of course, but methods 
have been arranged to show it to the eye and measure 
it ; and it is found that the twist in a shafi is proportional 
to the horse power transmitted by the shaft divided by 
the mmiber of revolutions per mvnute. Now to explain 
what I mean by a tunst Let a. straight line be drawn 
along the shaft when power is not being transmitted, 
then, if power be transmitted, the shaft wiU receive a 
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Fig. 19. 



ttjoist, and this line will become a spiral line. The in- 
clination, at any point, of the spiral line to its old 
position, is a measure of the 
twist.* When, instead of the 
ordinary coupling. Fig. 19, in 
which the two halves are con- 
nected by means of bolts, we use 
one. Fig. 20,t in which the two 
halves are connected by means of 
spiral springs, these springs get 
extended when the shaft trans- 
mits power. The yielding of the 
springs cannot be observed unless we make some arrange- 
ment like that shown, where a motion of a relatively to c 

causes the arm e to move and 
bring the bright bead B to- 
wards the axis. If everything 
is made dead black except the 
bead it will be seen describing 
a circle of greater or smaller 
radius, and a scale with a 
sliding pointer enables us to 
measure accurately the dis- 
tance moved inwards by the 
bead. The reading on the 
scale multiplied hy the num- 
ber of revolutions of the shaft 
per minute^ tells us at once 
the horse power actually pass- 
ing through the cowpling,X 

31. Belts.— If the pulley 
A, Fig. 21, is driven from B 
by means of a belt, you must 
remember that there is a pull in the part of the belt m, 

* The best measure of the twist is this angle of the spiral divided 
by the radius of the shaft, and the quotient is called the cmgU of twisty 
tiee Art. 91. 

t A3rrton and Perry's Dynamometer Coupling. 

X The total moment of the forces of the springs in pound-feet, 
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as well as in the pai*t N. These two pulls are 
generally pretty great, as you know, but if you could 
measure them accurately you would find that there ie 

more pull in N, 
else A would not 
turn. It is the dif- 
ference of these pvlla 
which concerns us. 
You may perhaps un- 
derstand this better 
from Fig. 22. The pull 
20 lbs. The pull in A N 
If N faUs 




Fig. a. 



in A M is the weight of M, say, 
is the weight of N, say, 60 lbs. 
two feet, M rises two feet, and the work 
done upon the pulley and which it trans- 
mits through the shaft somewhere else is 
50 X 2, or 100 foot-pounds, minus 20 x 2, 
or 40, the difference being 60 foot-pounds. 
In fact, it is the difference of pull in the 
two cords, 30 lbs., multiplied by the space 
passed over by the cord, 2 feet ; result, 60 
foot-pounds. 

TJie horse power given by a belt to a 
pulley is then the difference of pull in the 
belt on the two sides of the pulley ^ multi- 
plied by the speed of the belt in feet per 
minute, divided by 33,000. (See Horse 
Power, in the Glossary.) And now comes 
the question — if it is the difference of pull 
that produces turning, why is there so great 
a pull even in M, Fig. 21, as we usually 



-t 
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1 



Fig. 22. 



torqiu 

multiplied by the angular velocity per minute, divided by 33,000, is 
the horse-power. Suppose that when one of the lengths of shafting is. 
held fast we find the position of the bead when we hang weights on 
levers or round pulleys or wheels fastened to the other lengtii ; a 
torque of 52*5 pound-feet will cause the bead to move radially inwards 
by a distance which we call '01 on our scale ; a torc^^ue of 105 pound- 
feet causes the bead to move inwards a distance which we call *02 on 
our scale, and so on. 
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find 1 Refer again to Fig. 22. If we want the difference 

between m and n to be 30 lbs., why not make m have no 

weight at all, and N may then be only 30 lbs 1 Evidently 

we should not be able to get friction enough, and the 

weight N would fall, causing the cord to slide on the 

pulley ; in fact, the friction between the cord and pulley 

must be more than 30 lbs., eh/d there will be slipping ; and 

to produce this friction it is necessary to have a weight 

at M as well as at N. If we allowed the cord to lap 

round more of the pulley the necessary friction might be 

produced with a less weight at M. To get an idea of the 

friction between a 

cord and a pulley, 

arrange a pulley, 

or other round 

object, p, as in Fig. 

23. Fix it firmly. 

Place a weight at 

M, say 1 lb. Now 

place weights in 

the scale pan at N, 

until the cord just 

slips slowly. Say 

we find 3 lbs. to 

be necessary. The 

difference between 

N and M, or 2 lbs., 

is the friction. 

Now put twice the 

former weight at 

H ; you will find 

that about twice 

the former N will just cause slipping, so that the friction 

is doubled. In fact, we have our old law, "friction 

is proportioned to load." But now let us see how 

friction depends on the amount of lapping of the cord. 

In your first experiment measure the cord actually 

in contact with the post P. Suppose it to be i inches ; 

D 




IPir, 33. 
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now, keeping m, 1 lb., let the cord l^p round more of the 
post p, say 8 inches this time, and find the weight, K, 
which will just produce a slow sliding. You will find it 
to be 9 lbs. If the cord touches on 12 inches of the post 
p, you will find that 27 lbs. at N will be necessary to 
slowly overcome the friction. It is only by actually 
trying this experiment for yourself, that you will get a 
clear idea of how rapidly the friction increases with the 
amount of lapping. It is on this account that one man 
can check the motion of the largest vessel by simply 
coiling a rope a few times round a post. 

The apparatus. Fig. 23, is so arranged that any 
required amount of lapping may be given to the cord 
round the fixed post p. In an actual experiment, the 
fixed weight K was 50 grammes. By means of the 
pulleys the amount of lapping round P was varied, and 
weights were placed in N, in each case just sufficient 
to overcome the friction and raise K slowly, as above 
described. The following are the results of the whole 
series of experiments : — 



Number of timels 
the cord laps 


The weight required at 
H to overoome friction 


Logarithms of the latip 
of V to X. 


round. 


and the weight of u. 




. J 


J^O 


0-2041 


106 


0-3222 


1 


150 


0-4771 


li 


200 


0-6021 


li 


265 


0-7076 


li 


330 


0-8195 


2 


400 


0-9031 


2i 


600 


1-0000 


2i 


700 


1-1461 


2i 


1,000 


1-3010 


3 


1,160 


1-3617 


3i 


1,600 


1-4771 



Plotting the first and third columns on squared paper 
(see Arts. 6 and 7), we find that a straight line passes 
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nearly through all the points. From this 4ine we deduce 

the equation — o o i » 

^ w = 2-2 log I, 

where n is the number of times the cord laps round. 
From this it is easv to show that the coefficient of 
friction, k, between the cord and the post is '166.* 

You must then remember, that the tension in m, 
Fig. 21, is necessary to produce as much friction as 
will prevent slipping. If ever the excess .pull in n is 
greater than the friction, there will be slipping. If the 
belt slips, there is energy wasted, which you can calculate 
if you know the force of friction, and multiply by the dis- 
tance through which slipping occurs. 

32. Transmission and Absorption Dynamometers. 
— I have already described to you an instrument which 
allows us to measure the horse power transmitted by a 
shaft. I am in the habit of employing a somewhat 
similar arrangement for measuring the power transmitted 
by a belt to any machine. It is shown in Fig. 24, and 
is easily understood from the description of Fig. 20. I 
can take it near any machine, and drive the machine 
through it, using two belts instead of one. G is a loose 
pulley. A belt drives H, which drives the plate e 
through four spiral springs B. The plate E is keyed to a 
shaft carried on the frames o and D, and the pulley F 
is keyed on the shaft. A belt from p, therefore, will 
drive any machine. When much torque is acting, the 
springs B become extended, causing a relative motion of 
E and H, and this motion is shown by the bright bead 
A, at the end of the lever i A, approaching the axis of 
rotation. A fixed scale attached to the frame c allows 
the motion of A to be measured. 

* The law is this. If A; is the coefficient of friction between the 
cord or belt and the pulley ; if { is the length of the cord or belt 
which touches the pulley, say in inches; and r the radius of the 
pulley in inches ;— then 

Log J =0-4343 k^ 

N and M being the pulls in the belt or cord on the two sides of the 
pulley. 
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I employ another kind of instrument to measure the 
hoi-se power given out by any steam-engine, or other 




motor. The steam-engine drives the pulley A, Fig. 25,* 
and the pulley B turns along with A. A cord hangs lapping 
round part of b, and carries at its one end a scale pan, M, 

♦ Oharpentier's or Professor James Thomson's Dynamometer. 
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containing a weight. The other end, n', is pulled by means 
of a piece of metal fastened to the rim of a loose pulley, c, 
which has a weight, N, 
always acting upon it, 
tending to turn it 
round. Evidently the 
cord is pulled with a 
weight, M, at one end, 
and a weight, N, at the 
other. If now there 
is slipping between 
the cord and B, the 
friction is measui^d 
by the diflforence of 
the weights n and m. 
K M is 1,000 ]bs. and 
N is 4,000 lbs. the 
friction is 3,000 lbs. 
If the pulley has a 
circumference of 2 feet, and makes 80 turns per minute, 
the amount of slipping is 80 x 2, or 160 feet per 
minute, and the work done against friction is 160 x 
3000, or 480,000 foot-pounds per minute, that is, 
14-545 horse power. In this case all the power is 
frosted vn friction, and this is called an Absorption 
Dynamometer because it measures the power but absorbs 
it in doing so ; whereas the coupling of Fig. 20 and the 
dynamometer of Fig. 24 are called Transmission Dyna- 
mometers, because they measure the power tra/nsmitted 
through them whilst working any mmhines.^ 

* Should we try to use merely a cord with two different weightg, 
N and M, at its endjs (as in Fig. 22) as an absorption dynamometer, we 
should find that as alteration of the coefficient of friction is con- 
tinually going on, the cord is set in motion, and observations cannot 
be made for more than a few seconds at a time. When we try to use 
a cord and two spring balances, or a weight on one side and a spring 
balance on the other, we find that a constant torque cannot be main- 
tained without the help of other contrivances. Whereas, in the 
d3mamometer of Fig. 25, an alteration of coefficient of friction is at 
once made up for by alteration in the amount of lapping of the cord 
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CHAPTER V. 

FLY-WHEELS. 

83. Kinetic Energy. — ^When a weight, a, Fi^, 3, 
in falling lifts a weight, b, by the use of a machine 
inside the box 0, let us consider the store of enfergy 
at any instant. The store of energy consists in — 
First. The potential energy of A, that is, the weight 
A in pounds, multiplied by the distance in feet 
through which it is possible to let it fall Second. 
The potential energy of B, which is the weight of B 
multiplied by the distance through which it is possible 
to let B falL Third. The energy of motion^ or kinetic 
energy, of everything which is movinijr, namely, A, B, and 
the parts of the mechanism. We are supposing that 
there are no other weights which can fall or rise, and 
that there are no coiled springs or other stores of energy 
in the mechanism. Now, if A is just heavy enough to 
maintain a steady motion, the kinetic energy remains the 
same ; so that, whatever energy is given out by A in fall- 

or band ; and, indeed, the torque remamfl constant, a^bhough from 
beginning to end of each experiment there is usually a regular lessen- 
ing in the coefficient of friction. From Art. 31, we see that N = M 

2-718 , or N-M = M (.2718 — lA In Kg. 25, the .weights 
are kept constant, and when the coefficient of mction, \ alters, 
the lapping, \ of the cord alters so as to maintain a balance. 
Further, by the alteration of lapping we can increase the torque 
by only increasing N without increasing m in the same proportion. 
I have, with Prof. Ayrton, used successfully a new and exceed- 
ingly simple form of absorption dynamometer. Instead of one cord 
or belt, we use two, knotted or fastened together. One of these is 
much rougher on its surface than the other. We now hare n = ic 
/ kl-i-r k'l'-T-rx 

V2'718 + 2*718 ), Diminution of the coefficients of friction 

produces an increase in the lapping, ^\ of the cord or belt, whose 
coefficient of friction is the greater, and a diminution of \ the adjust- 
ment being beautifully automatic 
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ing is in part being given as potential energy to B, and is 
in part being wasted in friction. But suppose A to be 
heavier than this, then there is more ^tential energy 
being lost by ▲ than is being stored by b or wasted in 
friction, and it must be stored up in some other form. 
The surplus stock shows itself in a quicker motion of 
everything ; it is being stored up as kinetic energy. 

34. Energy Indestructible. — ^We have now to con- 
sider an important question. When a certain amount 
of potential energy (measurable in foot-pounds) dis- 
appears, and becomes kinetic energy, how quickly 
must all the parts of the machinery move to store 
it all up] This problem is very troublesome, because 
everythmg in Fig. 3 is in motion in a different way ; 
some parts of the mechanism are 
moving slowly, others quickly. It 
is, however, easy to find out how 
much kinetic energy a body has if 
we know its weight and its 
velocity. Let there be a small ball 
hung from the point o, Fig. 26, by 
a silk thread, so that, when it 
vibrates, we can call it a simple 
pendtUzvm, Now, you know that 
when it reaches the end of its 
swing at A it is, for a very short 
interval of time, motionless, and 
has no kinetic energy. It falls 
from A to B ; and, as there is almost .^ 
no friction, we may suppose that^'' 
the potential energy which it loses 
in falling through the vertical Pig. 26. 

height from A to B, is aU stored 
up as kinetic energy when the ball reaches B. Now, 
suppose the body to have a certain velocity in feet 
per second when it reaches b. You know how to calcu- 
late* the vertical height in feet through which a body must 

* Jmw8 of faUing bodies.— la the foUowing rales r means the velo- 
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fall to acqui/re this velocity; it is the squa/re of the velocity 
va feet -r 64*4. This is the vertical height from A to b. 
But the body has lost potential energy equal to its weight 
in pounds, multiplied by this height ; and this is now 
stored up as kinetic energy. Hence, to find the kinetic 
energy of a moving body* divide the weight of the body 
in 'pounds by 64*4, and multiply the quotient by the 
square of the velocity of the body vnfeet per second ; the 
result will be the kinetic energy in foot-pounds. In the 
case of the pendulum, this is the total energy of the bob. 
When the bob is at A all its energy is potential When 
at B, all its energy is kinetic ; and when it is any- 
where between these positions, its total amount of 
energy is exactly the same as before, but part is 
potential and part is kinetic. During the swing- 
in.g of a pendulum there is a constant 
change going on, potential energy chang- 
ing into kinetic or kinetic into potential, 
and the sum of these two would always 
remain the same only that friction is 
constantly reducing this sum by convert- 
ing part of it into energy of another 
order, namely, heat. 

35. Test of the Law. — ^We now have a rule to 
find the energy stored up in a moving body, every 
part of which is moving with the same velocity. You 
can test this rule in the following way : — Get a 

city of a body in feet per second, h is the height in feet from which the 
body has fallen, t is the time in seconds since the body began to fall ; 
g is 32'2, and represents the effect of gravity in England. 
«a _ o^fc i The square of the velocity of the body is found by multi- 
v^^Zgti^ plying the height by 64-4. 

I" Square the number of seconds during which the body has 
h = ig^-i fallen, and multiply by 16'1 ; the product is the height 
( fallen through in feet. 
_ ^ J 32*2 times the number of seconds since the body began to 
^ - ^ I faU. is the velocity of the body. 

* The weight of a body in pounds, divided by 32*2, is the mass of 
the body ; hence, the kinetic energy of a mo \dng body is calculated by 
multiplying half its mass by the square of its velocity in feet per 
. second. Kinetic energy = ^i;^. 
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pulley (Fig, 27) as light and frictionless as possible, because 
we must, at the beginning, neglect both the energy 
stored up in the pulley itself, and the loss by friction, 
Fsfeten the pulley at a considerable hei^rht 
above the floor. Let two equal weigh Iti. 
A and B, balance one another at the ends ' 
of a long, silk cord, passing over tliti 
pulley ; and let there be a wooden scalf?, 
close alongside which A passes as it 
ascends and descends. Let us be able to 
fix to this scale, at any place, a plate 
which will suddenly stop A, and, above 
this, a ring which will just allow A to pa.sa 
through. You will find such an arrange- 
ment as I speak of in almost every little 
collection of apparatus in the kingdom, 
and it is called an AUwoocTs Machin>r. 
Now, let A be as high as possible at the 
beginning; place on it a little weighty 
such as will be lifted off when A pasaea 
through a ring ; and place a ring so that 
it will lift the little weight off A when a 
has fallen, say, 3 feet. You know 
that, so long as the little weight lies 
on A, the speed of A downwards and ^S 
B upwards must become greater and 
greater. In fact, the potential energy 
lost by the little weight becomes 
converted into kinetic energy of the whole arrangement. 
Now, as soon as the little weight is stopped, a and b 
move with a steady motion ; and if the table is placed by 
trial so that one second after a passes the ring it is 
suddenly stopped by the table, the distance between the 
ring and table shows the velocity which A, b, and the little 
weight had when the little weight was removed. In one 
experiment — ^A being 1 lb. and b the same, and the little 
weight 0*25 lb. — the velocity was measured after a had 
fallen 3 feet, and was found to be about 4*5 feet per 




Fig. 27. 
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second. Now, tlie potential energy lost by the little weight 
was 3 X '26, or '75 foot-pound. The kinetic energy was 
stored up in 2*25 pounds, moving with the velocity of 
4*5 feet per second; and, according to the above rule^ 
its amount is 

2-25 -f 64-4 X 4-5 x 4-5, 
or '71 foot-pound, or "04 foot-pound too little. If we 
consider that there was some friction, that the pulley 
retained some kinetic energy, and that it was difficult to 
fix the table, so that exactly one second elapsed from a's 
passing through the ring until it was stopped, we see 
that the experiment is a fairly good illustration of the 
rule. You ought, with your own hands, to make a 
number of such experiments. 

36. Energy in a Rotating Body. — Suppose now 
that the pulley is so massive that its kinetic energy 
is considerable, and may not be neglected, is there 
any way of finding from its speed how much energy 
it has stored up in it ? We can easily calculate 
the. energy in any little portion of a wheel if we 
know its velocity and mass, but those portions near the 
centre are moving more slowly than portions near the 
circumference, so that we have to calculate the energy in 
each little portion separately, and add all the results 
together. There is one thing which all portions of a wheel 
have in common — they all go round the centre the same 
number of times per minute. Suppose now that the 
number of revolutions of a wheel is doubled, the real 
velocity of every point in the wheel is doubled, whether 
that point be near the axis or not, so that the kinetic energy 
of the whole wheel is quadrupled; in fact, then, we find that 
the kinetic energy stored up in a wheel 
depends on the square of the number of re- 
volutions which it makes per minute, so that, 
the energy must he eqvxil to a constant number multiplied 
by the square of the number of revolutions per minute, 

87. To find experimentally how much energy 
is possessed by a wheel when it is rotating, let the 
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wheel be mounted on an axle supported on very frio- 
tionless bearings. If the centre ' of gravity of the 
wheel is not exactly in the axis, then it is better to 
place the wheel horizontally, as in Fig. 28. Now let 




Vig. 28. 



a cord wound round the axle be acted upon by a 
weight, w, which is only allowed to fall a certain distance. 
Suppose the weight to be 1,000 lbs., and that we only 
allow it to fall 8 feet from rest, so that when it has 
fallen this distance it no longer acts on the wheel, 
which will then rotate with a constant speed. Roughly 
speaking, the wheel possesses 1,000 x 8, or 8,000 foot- 
pounds of energy stored up in it. This is not quite 
true, because the weight itself possessed a certain amount 
of energy of motion which must be subtracted. Suppose 
that at the instant before being stopped the weight was 
moving with a velocity of 1*5 foot per second, then we 
must subtract 

"^4^4" X 1-5 X 1*5, or about 35 foot-pounds. 
If there were no friction, and we find that a speed 
of 1 revolutions per minute has been given to the fly- 
wheel, we know that we have to find a constant 
number, M, which, when multiplied by the 
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square of 10 or 100, will give 7,966 foot- 
pounds. Evidently M = 79*66, and hence, if ever 
we find this fly-wheel rotating, we know that it has stored 
up in it the amount of energy in foot-pounds 79*66 x 
square of number of revolutions per minute. 

88. In the above calculation we have neglected 
friction ; but, as a matter of fact, in experiments the 
friction never is negligible. You will generally find, 
however, that the weight which you use to cause motion 
is so small in comparison with the weight of the wheel 
that it adds very little to the whole friction, and we 
may neglect this addition. On a cord similar to that 
which you have already used, hang a small weight such 
as will merely overcome friction, so that when you give 
the wheel a jerk for the purpose of starting the motion, 
this weight will just suffice to prevent friction reducing 
the speed. Suppose this weight to be 6 lbs., then it is 
quite evident that 6 lbs. of the original 1,000 were really 
employed in overcoming friction and not in storage. 
Hence our calculation gives 

995 X 8 — 36, or 7,926 foot-pounds as the total storage. 
This is at ten revolutions per minuta When it makes one 
revolution per minute the storage is 79*26 foot-pounds, 
and at any other speed we multiply 79*26 by the square 
of the number of revolutions per minute ; 79*25 is called 
ifie M oftlie wheel. 

89. It is obvious that you ought to be pretty quick in 
counting the number of revolutions of the wheel pro- 
duced by the falling of the weight. Indeed, you ought 
to observe if possible the time taken in one revolution, 
using some special form of time-measurer, because the 
speed will now continually decrease on account of friction. 

But there is another way in which it is easy to find 
the speed at the instant when the weight ceases to 
act. Find the total number of revolutions made by 
the wheel during the time that the weight is acting, 
and let some one observe this time in minutes. Then, 
as we know that the speed increases uniformly during 
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this interval of time, the mean speed is just half xhe 
speed at the end of the interval; that is, dimde the 
number of revolutions by the rvwmber of minutes m which 
they were per/ormed, and twice the quotient will give the 
number of revolutions per mi/mite made by the wheel when 
tlie weight just ceases to act. You can test your result by 
counting the number of revolutions from the time the 
weight is removed until the wheel is stop|>ed by its own 
friction and dividing by the time which elapses ; twice this 
quotient ought also to be the speed you want to know. 

40. It is not necessary even to measure the friction 
directly, for we found that 7,965 foot-pounds were given 
out by the weight in falling; now if we count the total 
number of revolutions made by the wheel from the tims 
of starting until stopped by its own friction, and divide 
7,965 by the total number y we shall find the loss of 
energy due to friction during one revolution, since there 
is about as much energy wasted by friction in any one 
revolution as in any other. Ten times this must be the 
same amount of energy as 5 x 8, or 40 foot-pounds, for 
we measured the friction during 10 revolutions of the 
wheel as equivalent to 5 lbs. falling 8 feet. This, then, 
is the method you ought to employ. 

41. You see that M is a number which ought to be 
known for every fly-wheel ; it is just as important to know 
the M of a fly-wheel as to know the weight of an ordinary 
body. We have only to multiply the M by the 
square of the number of revolutions per 
minute, and we find at once the energy in 
foot-pounds stored up in the wheel. I 
have shown you how to find the M of a fly-wheel by 
experiment ; I will now give you an idea of its value 
in different cases. I cannot prove to you this first 
rjle, or the other rules given in the foot-note. Imagine 
a grindstone whose diameter is 4*5 feet, whose breadth 
is 1 -4 foot, the weight of its material per cubic foot being 
132 lbs. ; then we can calculate its M by first finding 

132 X 1-4 X 4-5 X 4-5 X 4-5 X 4-5, 
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and dividing this answer by 59,800. For any rotating 
object of cylindrical shape, the shape of a grindstone, 
this rule wUl always find M. Multiply the weight of the 
material per cubic foot by the breadth or width; miUtiply 
this by the fourth power of the diameter, a/nd divide by 
the constant number 59,800. Whether the material is 
wood or stone or metal, this will give M, and this multi- 
plied by the square of the number of revolutions p t 
minute will give the energy in foot-pounds stored up in 
ihe rotating body. For the above grindstone, on calcii- 
lating out, you will find thtf M to be 1 -26. So that when 
it makes 1 revolution per minute, there is stored up in it 
1-26 foot-pounds of energy; when it makes 2 revolu- 
tions per minute, there is stored up in it 1*26 x 4, or 
5*04 foot-pounds. 

At 





Foot-ponnds. 


3 revolutions, 1*26 x 


9, or 11 34 


20 „ 1-26 X 


400, „ 504 


50 „ 1-26 X 


2,500, „ 3,150 


.00 „ 1-26 X 


10,000, „ 12,600 



42. The energy stored up in a rotating body is equal to 
\icfiy where I is moment of inertia about the axis ; tiiat ia^ 
the sum of all such terms as mass of a httle portion multi- 
plied by the square of its distance from the axis, a is angular 

velocity (see Glossabt) in radians. Hence, as a = -^, if n 

is number of revolutions per minute, and «■ is 3*1416, the 

energy is i ^^ , so that our M is !^ . For the following 

bodies I give in Table I. the values of i and M. w is weight 
in lbs. per cubic foot, and dimensions are in feet. 

43. If we ^Ts. a small weight of 20 lbs. on a wheel, at 
12 feet from the axis, this adds to the M of the wheel 
the amount 

20x12x12 ^5,871, or 0-49; 
or the weight multiplied by the square of its distance 
from the axis, divided by 5,871 . 

If we add a very thin rim to a wheel, the addition 
to M is found by multiplying the weight of the rim by the 
square of its average radius, and dividing by 5,871 ; or, 
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a; 



. 1 



tabi;e I. 



Nature of Sotating Body. 



Sphere of diameter df, 1 
rotating about diam- 
eter as axis ... .J 



Spherical shell, whose \ 
outside diameter is c2, f 
and inside is <fi,rotating ( 
about diametw as axis / 



Cylinder, diameter d, ) 
length If rotating about > 
its axis ) 



loiSx -001626 



X -001626 ; 



wld* X -00305 



Hollow cylinder, outside "j 
diameter cf, inside > 
diameter dif length I . j 



Thin rim, mean radius ) 
r of weight W . . . ) 



Thin rod, of length I,' 
rotating about axis 
through its middle 
point, at right angles 
to its length. Weight 
of rod w , . . , 



Thin rectangular plate, ^ 
rotating about axis 
through its centre 
parallel to side &, the » 
side d being at right 
angles to axis. Weight 
of plate W . . . . 



wl {d*-di*) \ 
X -00305 I 



wr» + 32-2 



w«»-00268 



wP-00258 



red^ + 112,126 



to (d^-di^) 
+ 112,126 



wld** 59,900 



+ 59,800 



wr«-h 5,871 



wF»^ 70,451 



wP + 70,451 
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multiplying the weiglU of the rim by the Bqua/re oj its 
average diameter, and dimdi/ng by 23,484. 

It will be found that if a %-wheel has light arms and 
a heavy rim, as we often see on such wheels, a fairly 
good approximation to itaVLis fovmd by multiplyi/ng the 
weight of the rim by the squa/re of the mean diaTnet&r of 
the rim, a/nd dividvng by 23,000. 

Example. — The rim of a fly-wheel weighs 15 tons; 
its mean diameter is 20 feet. Calculate approxi- 
mately what energy is stored up in it when it makes 
60 revolutions per minute. Here you will find the M 
of the fly-wheel to be about 584, and hence the stored 
energy is 584 x 60 x 60, or 2,102,400 foot-pounds. 

&. Steadiness of Machines. — ^A fly-wheel is put upon 
a riveting or shearing machine, or other machine, because 
the supply of energy to the machine is not given regularly, 
or else because the demand for energy from the machine is 
irregular. The fly-wheel enables the machine 
to maintain a more constant speed. In cal- 
culating the proper size of a fly-wheelfor any machine we 
must know two things. First, what is the greatest altera- 
tion of speed allowable in the case ; and secondly, the 
greatest fluctuation of the demand and supply of energy 
Thus, suppose we wish never to have the speed of the 
fly-wheel more than fifty-one nor less than forty-nine 
revolutions per minute, and that during some interval 
of time the fly-wheel has to give out 20,000 foot-pounds 
more than it receives during that time ; then, although 
the fly-wheel will afterwards have this deficiency made 
up to it by some steady supply, it is obvious that 
its speed must diminish. We wish its speed to diminish 
only from fifty-one revolutions to forty-nine revolutions 
per minute in this interval of time. Now, when the fly- 
wheel runs at fifty-one revolutions, it has stored up an . 
amount of energy equal toitsIIIx51x51; and when it 
runs at forty-nine revolutions, its store is M X 49 x 49, 
and the difference between these two ought to be 20,000. 
Hence; subtracting 49x49, or 2 401, from 51x51, or 
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2,601, we get 200; and dividing 20,000 by 200, we find 
100 as the required value for M. Subtract, then, t/ie 
square of tlie least speed from the square of the greatest, 
cmd divide the greatest excess of dema/nd or supply by 
this remainder ; the quotient is the M of tlie fly-wheel. 
Having found M, the question is, how can you tell from 
it the size and weight of the wheel? Find the M of 
any wheel of the same shape and material as that which 
you want to usa It is obvious that the diamieters of the 
wheels a/re as tJie fifth roots of their M's.* We want a 
wheel whose M is 100. Suppose I find a wheel of the 
shape I wish to use whose outer diameter is 8 feet, and 
I calculate its M, and find it to be 11 ; then 

The fifth root of 1 1 : fifth root of 100 :: 8 : answer. 

Log. 11 = 1-0413927; divided by 6 it ig 0-2082785, 
which is the logarithm of 1*615. 

Log. 100 = 2-0; divided by 5 it is 0-4, which is the 
logarithm of 2-512. Hence 

1-615 : 2-512 :: 8 : answer. 

This is an easy exercise in simple proportion. I find my 
aoiswer to be 12*44 feet, or 12 feet b\ inches, the diameter 
of the required fly-wheel, which is to be similar in form 
to the smaller specimen used by me for calculation. 

* If we have an^ two similar wheels, or other rotating bodies of 
the same material ; if we consider any similar small portions of them ; 
it is evident that their weights are proportional to their cubic con- 
tents, or to the cubes of any similar linear measurements. Hence, if 
one is, say, twice the diameter of the other, as every dimension of the 
one is twice that of the other, the weight of one must be 2 x 2 x 2, or 
eight times that of the other. Now, the M of any rotating body de- 
pends, not merely on the weight of each portion of the body, but on 
the square of its distance from the axis, so that the M of one must be 
8x2x2, or thirty-two times the M of the other. Similarly, if the 
linear dimensions were as 3 to 1, the values of M would be as 243 to 1 
for a pair of similar wheels. 

Example : We want a wheel which will have a store of 1,000 foot- 
pounds when rotating at twenty revolutions per minute, and it is to 
be of the same shape as that of an already existing wheel, which is 
four feet in diameter, and which contains a store of £350 foot-pounds 
when running at thirty revolutions. Evidently the M of this second 
wheel is 1,350 ■*- 900, or 1-5, and the M of the first wheel is to 
be 2*5. Using logarithms, we find that the fifth root of 1-5 is to 
the fifth root of 2*5 as 4 feet is to 4-4 feet, the answer. 
E 
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45. The total kinetic energy stored up in any 
machine is found by calculating the energy in every 
wheel and in every moving part, and adding all together. 
But suppose that in the machine there is some shaft 
of more importance than any other, it is usual to give 
the speed of this shaft only, because if its speed be 
doubled, the speed of every other is doubled, llius, in a 
steam-engine we state the number of revolutions per 
minute of the crank shaft, and this tells us the speed of 
every part of the engine. Let, then, the number of re- 
volutions of some such principal axle of a machine be 
found. If this number of revolutions is doubled, the 
kinetic energy stored up in the machine is quadrupled ; 
and, in fact, the kinetic energy stored v/p is eqiud to 
a certain number which can be fovmd for the machine, 
cmd which we shall call its M, mvMiplied by the sqtiare of 
tJie rvumber of revolutions of this particular axle per 
minute. The M of any machine may be expeiimentally 
determined in exactly the same way as we have shown 
abova 

If we know the M of any machine, then the M of any 
other machine made to the same drawings, and of the same 
materials, but with all its dimensions twice as great, is 
thirty -two times as great, because the M's of the two 
machines are proportional to the fifth powers of their 
corresponding dimensions. 

46. Facts Useful to Know. — In a condensing steam- 
engine, when the steam is cut off at from one-third to 
one-eighth of the stroke, there is a certain portion of the 
stroke during which '16 to -19 of the total work done 
during the stroke is given out by the steam to the engine, 
in excess of that given out by the engine itself as useful 
work. In a non-condensing engine, steam cut off at from 
one-half to one-fifth of the stroke, the excess work is '16 
to '23 of the total work of one stroke. These facts will 
enable you to calculate the proper size of fly-wheel for 
a given steam-engine when you know the work done 
in one stroke^ and also the greatest and least speeds 
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allowable. For a punching, shearing, or riveting machine 
no figures of this kind are available. Observations are 
much needed. In the case of a pump with a fly-wheel 
it is easy to calculate the excess work done during any 
period. But in many kinds of pump great variations 
of speed are generally allowed. 



CHAPTER VI. 

EXTENSION AND COMPRESSION. 

47. How a pull is exerted. — How is it that a cord 
transmits force from my hand to an object when I pull the 
object by means of a string 1 If you study this matter you 
will see that every particle o.f the string 
coheres to the next, and although the refusal of 
one particle to come away from its neighbour might easily 
be overcome, there are so many of them to be separated at 
any particular section of the string that it requires a con- 
siderable pull to perform this operation. When a string 
is pulled it really lengthens a little, and it lengthens more 
the more force is applied, although it may not break. A 
string is not so easy to experiment with as a wire of 
metal, because it differs more in its quality at different 
sections, and it is affected by dampness and other circum- 
stances. No doubt it is also difficult to obtain a metal 
wire which shall be exactly of the same material every- 
where, but it is more to be depended upon than string. 

48. Strain. — Take, then, a steel wire, A B (Fig. 29), 
fastened near the ceiling at A, between two pieces of 
wood, screwed together firmly so that there may be no 
tendency for the wire to break just at the fastening. 
Similarly fasten at B a scale-pan arrangement, and, first, 
place just so much weight in the pan as keeps the wire 
taut. Let there be two ight little pointers stuck or tied 
on at a and b, and let there be a vertical scae on the 
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wall.* Now read off the distance between a and h on tlie 
scale, and note the weight. Add more weight, and again 
read the distance, and continue doing 
^ this until the wire breaks. You will 
prove by means of squared paper that — 
The amount of the exten- 
sion of a wire is proportional 
to the weight which produces 
the extension. 

When we speak of the strain in the 
wire, and want to use the term strain in 
an exact sense, we mean the fraction of 
itself by which a h lengthens. Thus, 
suppose that a h was 50 feet, and that it 
lengthens 1 foot, we say that the strain 
is -^j or 02, or 2 per cent. I need 
hardly tell you how important it is to 
learn the exact meaning of a word like 
this ; it will give clearness to your ideas. 
49. Stress. — If you take another 
wire of the same material, but of twice 
the sectional area of this one, you will 
find that it needs twice as much load to 
produce the same strain. The reason 
of this is that you have at any section 
twice as many particles of steel resist- 
ing the pull. The pull produced by 
the load acts at every cross section 
in the same way, no matter how long 
the wire may be; but if the wire is 
thicker at one place than another, then 
at such a cross section the pull it distributed over a greater 
number of pairs of particles. We see, then, that if a 
wire or rod is transmitting a pull, it is well not to con- 
sider the total load, but raQier the load per square inch 
of section. TJie load per square inch is called the stress, 

* Instead of pointers, a pair of yernien are employed in very 
delicate experimenting. 




Fig. 29. 
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This is the exact meaning which we give to the word 
stress. Much of the difficidty you may have met with in 
your reading is due to the fact that you have not made a 
proper distinction between the meanings of thpfee cwo 
words. Stress is the load per square inch 
which produces a fractional alteration 
of the length of a wire or rod, and this 
fractional alteration is called the strain. 
Suppose your load to be 6 lbs., and your wire circular in 
section, with a diameter of 0O5 inch. Then the area of 
the section is 0*025 x 0O25 x 3-1416, or -00196 square 
inch. The stress is 6 -r '00196, or 3,061 lbs. per square 
inch. You will find that this thin wire gets the same 
strain with a total load of 6 lbs. as a rod one square inch 
in section would get with a load of 3,061 lbs. If ever 
you get a problem to work out, relating to the lengthen- 
ing of a wire or rod produced by a load, you must con- 
sider, not the total lengthening of the wire or rod, but its 
fractional amount of lengthening, and call this the strain; 
also consider, not the total load, but the load per square 
inch of section, and call this the stress^ and you will find 
that for some kinds of wrought iron — 

The stress = the strain X 29,000,000. 

Exa/mpls, — How much extension is produced in a 
wrought-iron tie-rod 80 feet long, whose cross section is 
3 square inches, by a pull of 9,000 lbs. 1 Here the stress 
is 3,000 lbs. per square inch, and 3,000 is equal to 
29,000,000 times the strain, or 3,000 -f 29,000,000, or 
•0001034 is the strain. The extension is the fraction 
•0001034 of the total length, and 80 feet X -0001034, or 
•00828 foot is the answer — ^nearly one one-hundredth of 
a foot, or, more nearly, the tenth of an incL' 

60. It is somewhat more difficult to experiment 
on the shortening of a strut or column when it trans- 
mits a push, because you cannot use very long struts. A 
strut, as you know, tends to bend if it is very long; 
and when it breaks, unless great care is taken to keep it 
straight, it breaks more easily the longer it is. The 
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bending action causes the load to act more on one part of 
the cross section than another, and the stress — or the 
pushing force per square inch, is greater at one part of 
the section than at another. If you experiment, there- 
fore, you must take care to use struts which are in no 
danger of bending. In Chap. X. I shall consider the 
bending of beams, after which you will better under- 
stand the present difficulty. It is sufficient for you 
at present to know that, whereas the pull in a 
tie-bar tends to make it straighter if 
possible, the push in a strut tends to make 
it bend. Hence, in an iron railway-bridge or roof 
you will see that the tie-bars are thin solid rods usually^ 
and tliey might be chains or ropes if these were cheap 
enough ; but the struts must not merely ha/oe a proper 
area of cross section^ thi^ cross section must also be 
wide in every direction. Thus, instead of a solid cast-iron 
column you always see a hollow one, unless the column is 
very short. Also, a thin plate of iron suffices for the lower 
boom or flange of a railway-girder (because it resists a pull), 
whereas the top boom is a hollow tube, or is U-, or n-, 
or n^-shaped, because it must resist a pusL Long 
sti-uts, therefore, must be considered in Chap. XII., after 
we have investigated the bending of beams. 

61. A Short Strut will be found to obey exactly 
the same laws as a tie bar. The load per square inch 
is called the stress. The shortening is a fraction of 
tlie wlwle length of the strut, and this fraction is called 
the strain. You will find from your experiments that the 
strain is proportional to the stress. Thus for wrought 
iron struts or columns 

The stress = the strain x 29,000,000. 
The multiplying number is found to be the same for the 
same material, whether it resists a push or a pull. This 
number is called "Young's Modulus of Elasticity;" it 
has been measured for various materials, and is given in 
Table IIL In using it you must remember tiiat the 
stress is in pounds per square inch. 
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1. — "Bj how much would a round bar of 
steel, 120 feet long, whose diameter is 2 inches, lengthen 
with a pull of 30 tons 1 Answer : 0-0855 foot. 

Ex&rdae 2. — ^By how much would a column of oak, 
3 feet long and 4 inches square, be compressed in 
supporting a weight of 2 tons % Answer : 00056 foot. 

52. I have said that if you use squared paper after 
making your experiments, you will find that the strain is 
proportional to the stress, and the lengthening of a tie 
bar is proportional to the total pulling force. But you 
will find that this law is not true when the loads 
become too great. If your loads are less than a quarter 
of the breaking load, you will find on removing them 
that the wire on which you are experimenting goes back 
to its original length.* But if your loads much exceed this 
amount, it will be found that the wire has taken a 
permanent set ; that is, if you remove the load the wire 
will not go back to its original length. It remains 
permanently longer than it originally was, and we say that 
we have exceeded the limits 
of elasticity. The load which 
produces this permanent set 
is said to be the measure of 
the elastic strength 
of the wire, for although it 
does not break the wire it 
alters it permanently. Now, 
it is only for loads less than 
this that the law " strain is 
proportional to stress," is true. Your squared paper for 
experiments on a steel wire would give a straight line 
becoming a curve, like Fig. 30. 

* It may not go back at onoe to its old length, but in a few minutes 
it will be found exactly what it was before you loaded it. Similarly, 
when the load is put on, there is first a sudden lengthening and after 
this there is a slight extension going on so long as the load remains, 
but it practically comes to an end in a few minutes. This after-action 
is so slight that I have not till now spoken about it, although we have 
reason to believe that its investigatiou would be of great importance. 
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When 70U plot your results, making the distanoo 
m n represent the extension of the wire for a load repre- 
sented by the distance m ^, to any scale you please, you 
will find that the line passing through your points is 
straight only from to M say, and then it curves upwards. 
The distance, Q M, represents the load which produces 
permanent set. For greater loads than this, the extension 
is more than proportional to the load, and increases more 
rapidly until we get at k a very rapid extension indeed^ 
for the wire broke with the load, k x, and just before it 
broke its extension was K z. * 

63. The natnre of the strain in a wire which is being 
extended, or in a column which is being compressed, 
cannot be said to be simple. If all lines in one direction, 
and in one direction onl}'^, became shorter or longer the 
strain would be called simple, but it needs rather a com- 
plicated system of external pressure to produce this effect. 
1^0 matter how a body is strained, if we consider a small 
portion of it we shall find that any strain simply consists of 
' extensions and compressions in different directions. lo 
fact, imagine a very small spherical portion of the body 
before it is strained ; the effect of strain is to 
convert the little sphere into a figure 
called an ellipsoid, that is, a figure every section 
of which is an ellipse, or a circle ; remember that every 
section of a sphere is a circle. It may be proved that there 
were three diameters of the sphere at right angles to one 
another, which remain at right angles to one another in the 
ellipsoid, and are known as the principal axes of the ellipsoid. 
These directions are now called the principal axes of the 
strain existing at that x>art of the strained body. Along one 
of these directions the contraction (or extension) is less, and 
in another greater, than in any other direction whatever. 

54. Example.— Thus if m' n' (Fig. 31) is part of a long 
wire subjected to a poll, the portion of matter which was en- 
dosed in the very small imaginary spherical surface, a b c d, 

* Instruments have been designed which register on a sheet of 
paper (as the pencil of a steam-engine indicator does) the load pulling 
a rodf and the extension which it produces. A little brass cylinder 
covered with pai>er is touched by a pencil on the end of the rod. The 
amount of rotation of the barrel is regulated so that it is proportional 
to the load. By this means, curves, like that of Fig. 90, may rapidly 
be drawn as the load on the rod is gra4uall7 made tc increase tiH the 
rod breaks. (See Art. 12S.) 
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Pig. 31. 



before the pull was applied is now enclosed in tlie ellipsoidal 
spherical surface, a' c' b' d'. The sphere has become an 
ellipsoid of revolution ; a b becomes a' b', c d becomes 
</ d'. The strain in the 

direction a b is'*'^-^^— 

and this is equal to the 
pull in the wire per 
square inch divided by 
Young's Modulus of 
Elasticity, s. - As, how- 
ever, it is often more 
convenient to use a 
multiplier than a di- 
visor we are in the habit 
of using the reciprocal 
of E, and denoting it 
by the letter a. Thus, if the pull per square inch is one 
pound it produces a strain of the amount, a, in the direction 

A B ; the lateral contraction of the material is -5-^^- — 

» CD 

in this case, and is usually denoted by the letter h. 

66. The diminution In bulk of a substance when it 
is subjected to pressure uniform all round, as, for instance, 
when it is surrounded by water in a hydraulic press, or 
sunk in the sea, has been experimented upon. The 
lessening in the bulk per cubic inch is called the cubical 
strain of the substance. The pressure in pounds per square 
inch all over its sur&M^e represents the stress, and it is 
found that the strain is proportional to the stress. In fact, 
in any substance the stress is^ equal to 
the strain multiplied by a certain number, 
for which the letter K is usually employed, 
called the Modulus of Elasticity of bulk. 



TABLE 


n. 




Modulus of Elasticity of Bulk 


Substance. in pounds per square inch. 


Ether 120 thousand. 


Cold Water 




300 


Water at 130*' Fahr. . 




330 „ 


Flint glass . 




6 millions. 
6 „ 


Cast iron . 




14 „ 


Wrought iron . 




20 „ 


Copper 




24 „ 


Steel . . . 




30 „ 



Imagine a cube one inch in each edge (Fig. 32), subjected 
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to a uniform compressiTe force of 1 lb. per square inch on the 
opposite faces, a d e f and b o l o. Evidently the edges 
A B, c D, L E, and o p, become I — a 
inci in length, a being the reciprocal 
of Young's Modulus used above. 
Also the edges a d, b c, o l, and 
F E, get the length 1 + ^ inch. 
If now we give to the faces, a b c d, 
and E F o L, of this cube, compres- 
sive forces 1 lb. per square inch, it 
is the edges a f, &c., which shorten, 
and the edges a b, &c., which 
lengthen. Again, give the com- 
Pig. 8S. pressive forces to the third pair of 

opposite faces, a b a f and c d e l, 
and we have the edges a d, &c., shortening and bo, &c, 
lengthening. If, now, all three sets of compressive forces 
act at the same time, that is, the cube gets on every face a 
pressure of 1 lb. per square inch, as the compressions and 
extensions are exceedingly small, each edge shortens by the 
amount a and lengthens by the amount 2 b. Hence the 
edge which used to be 1 inch is now 1 — a-\- 2b inch. 
The cubic content used to be 1 cubic inch, it is now 
1 — 3 (a — 2 A) with great exactitude. Hence 3 (a — 2 i) 
is the amount of cubical strain produced by 1 lb. per square 
inch. That is, the Modulits of JSlaatieity of bulk. 



■8(a-2b) 
and if we know a and b it may be calculated. 

66. It is found then that when a rod is pulled, not only 
does it get longer, but its diameter gets less. When, 
for example, a rod of glass is pulled so that its length in- 
creases by the one-thousandth of itself ; it is found that 
its diameter gets less by the one three-thousandth of itself. 

57. Strength. — ^Table III., p. 68, shows among other 
things the pulling (or tensile) and pushing (or compres- 
sive) stress which a material will bear before breaking. 
Probably if these stresses were allowed to act on the ma- 
terial for some time it would break even if they were not 
added to. They are obtained from experiments in which 
the load was increased pretty quickly, and yet quietly, that 
is, without any jerking or sudden action. The numbers 
in the table are taken from many sources^ and must in 
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general only be regarded as giving rough average values. 
The strengths of the metaJs I have taken from Mr. 
XJnwin's book on machine design. The stress per squa/re 
inch which wiU produce a permanerU set in the material 
is sometimes called the eUistic strength. The working 
stress is ustially a fraction of this; it is the stress which 
experience tells us to calculate upon for loads acting 
for a long time on materials, and which we shall be sure 
are perfectly safe in the case of such materials as are 
supplied from foundries and forges. 

Exercise 1. — How great a pull will a round rod of 
brass stand before it breaks, if its diameter is 0*3 inch? 
What pull would produce in it a permanent set, and 
what is the safe working pull? Answers: 1,237, 484, and 
254 lbs. . 

Exercise 2. — ^A short hollow cylindric column of cast 
iron is 8 inches in outer diameter, 5 inches inner 
diameter. What is the safe load and what load will 
produce permanent set] Answer: the area of cross 
section is 4 x 4 x 3*1416 minus 2-5 x 2'5 x 3*1416, or 
30-63 square inches; 30-63x21,000 is 643,230 lbs., or 
287 tons ; 30-63 x 10,400 is 318,522 lbs., or 142 tons. 

68. Pipes and Boilers. — ^We may consider that a pipe 
or other hollow cylinder, when it tends to burst with 
internal pressure, has twice as much 
tendency to burst laterally as to 
burst longitudinally. If, however, 
the cylinder is short, the ends may 
mod^y this effect, strengthening 
the cylinder laterally without alter- 
ing the endlong strength, but it is 
usual to have such cylinders long in 
proportion to their diameter, hence 
it is their lateral strength 
which has to be considered. 
Imagine a hoop of breadth one inch, the pressure 
per square inch inside multiplied by the diameter 
in inches is the total force which tends to make this 
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hoop break at A and B (Pig. 33), or at the ends of any 
other diameter. The tendency to burst is resisted by the 
tension at A and B, so that the area in square inches at A, 
together with that at B, ^ like the area of cross section 
of a tie-rod subjected to a total pull of the above amount. 
Hence we have the rule, the greajiest safe 
pressure per square inch inside a boiler 
or pipe, multiplied by the diameter (in 
inches), is equal to twice the thickness 
of the metal multiplied by the safe work- 
ing tensile stress of the material per 
square inch. It is in this way that we calculate 
the strength of a boiler or large water-pipa When the 
boiler has riveted joints we must, of course, regard the 
material as weaker than if it could resist tensile stress 
everywhere like a continuous boiler plate. In cast iron 
pipes and in steam-engine cylinders it has to be remem- 
bered that the difficulty in getting castings which are of 
the same thickness everywhere, and the allowance that 
must be made for tendency to cross-breaking when the 
pipes are handled, as well as the great allowance that 
must be made in steam-engine cylinders for stiffness, the 
difficulty of casting, and boring out, cause such cal- 
culations as the above to be somewhat useless. Thus 
it will usually be found that, whereas a large cast iron 
water-pipe is not much thicker than the above calctdation 
would lead us to expect^ yet a thin cast iron pipe is often 
of more than twice such a thickness. 

69. It is easy to prove the truth of the statement made at 
the heginning of the last paragraph — ^a boiler has twice 
as much tendency to burst laterally as longitudinally. 

When a boiler bursts endwise, the area of metal at which 
fracture occurs is the circumference multiplied by the thick- 
ness, 0TZ'lil6 d t if d is the diameter and t the thic^kness. 
But the total endlong pressure is the pressure on the 
sectional area of the boiler at the place, or *7854 d^p, if 
p is the fluid pressure in pounds per square inch, hence 
*7854 d* p-i- 3*1416 d t, ox dp -i-^t ia ihe stress on the 
material. 
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In the lateral bursting tendency considered above, the 
total force acting at a and b (Fig. dd)iadp pounds, and the 
area of the metal at a and b being 2 1 square inches, the 
stress on the material ia dp -i- 2 1, or twice as much as in 
the other case. 

In this investigation I have considered that the stress 
at A and b is one of mere tension, and this is the case when 
the metal is thin in comparison with its diameter. In a 
thick pipe or in a gun it is found that, although the 
average stress may be arrived at in the above way, some 
porticos of the metal are more severely strained. It is not 
my purpose to consider such cases in this book. 

In a spherical boiler the tensile stress anywhere is 
evidently dp -7-4 1, being the same as the endlong stress in 
a cylindrical boiler of the same diameter and thickness. 

Some students may have difficulty in understanding 
how it is that the presBure tending to burst a spherical 
boiler at a b is found by multiplying the cross-sectional 
area at ab by the pressure of the 
fluid in pounds per square inch. The 
pressure is resdly exerfced on every 
portion of the surface a o b (Fig. 
33a), and it is everywhere at right 
angles to the surface, but if the re- 
sultant force is calculated it will be 
found to be what has been stated. 
This will become evident on consider- 
ing that if one half of 
such a boiler is closed by 
a flat plate at a b (Fig. 
33b), as the fluid pressure 
does not cause motion of boiler, its resul- 
|g tant action on any portion of the surface 
must be equal and opposite to its resultant 
action on ^1 the rest of the surface, there- 
fore the resultant pressure on 
A B is equal to the pressure on 
A B. It is for this reason that we always cal- 
culate the pressure on a pump plunger as 
being the sectional area in inches of the 
plunger multiplied by the pressure per square inch of 
the fluid, taking no account of the fact that the end of 
the plunger may either be rounded os flat. 





Fig 33a. 



Pig. 33b. 
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CHAPTER VIL 

PISCULIAB BEHAVIOUR OF MATERIALS. 

60. In this chapter I wish to draw your attention to 
a subject in which the workman is more likely to 
obtain valuable information than any othpr person. I 
have told you that when a load continues to pull a wire 
the wire continues to lengthen, although for small loads 
the extension is practically ended after a few minutes. 
A load which is so great that it strains the wire per- 
manently will very often be quite unable to break the 
wire, however long it is applied, but it is never thought 
advisable to allow such a load to act for a long time. 
It is found that after getting such a permanent set 
a wire is more elastic, that is, its elastic strength is 
greater than it was previously. A man who puts up 
bells in a house " kills " his copper wire, that is, gives it 
a permanent set, as he finds that, after this operation, 
it obeys better the laws of elasticity referred to 
above. Similarly a telegraph-line-man kills his iron wire 
before fixing it to the telegraph posts. It is probable 
that the effect of this " killing " is like the straining of 
a piece of riveted work beyond its limits of elasticity, 
which makes all the rivets fit better into their beds. 
It is, however, very curious to see how much set 
can be given to some materials. For instance, a thin 
brass wire gently pulled may be twisted to an enormous 
extent, and still retain elastic properties; indeed, its 
elastic strength may be higher than it was in the be- 
ginning. Again, when a wire by being drawn through 
a die is reduced to a smaller size, there is a complete 
alteration in the arrangement of its particles, and yet 
we know that the drawn wire has usually greater strength 
than it had originally, that is, it will bear a greater 
load per square inch of its section ; even hardened steel 
wire can be drawn in this way. In the same way, a 
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block of copper, by a series of beatings and temperings, 
may be shaped like a pot or boiler, and a coin take 
the impression of a die, without losing their strength. 
In fact, metals seem to be able to flow if sufficient 
stress is applied to them, and at the end of the operation 
they are as strong as ever; indeed, they are very 
often stronger than before. When they are a little 
harder than they were, this quality, if not wanted, can 
be removed by heating and slow cooling, a process which 
goes by the name of " annealing." 

61. Another noticeable fact. It is found that a 
watch goes faster and faster for some time after it is 
made, but at the end of some months the balance spring 
settles down into a state which does not much change 
afterwards. In this state then its elasticity is greater 
than it was in the beginning>. The springs of chrono- 
meters are, however, often laid aside as useless after 
a few years* service, their elastic condition having altered 
so much since the beginning that they have to be 
replaced. It has been found that when a long wire 
is kept slightly twisting and untwisting 
except on Sundays, there is a gradual 
softening or an increase of internal fric- 
tion going on all the week, which greatly 
disappears during the Sunday rest. This 
and other facts concerning the behaviour of materials 
which have been overstrained are vaguely comprehended 
under the expression, "fatigue of materials.*'* 

62. When a load is suddenly applied to stretch 
a wire, it produces greater effects than when slowly 
and quietly applied. We know the reason of this. A 
weight which slowly applied would produce an extension 
of one inch, would, when suddenly applied, produce an 
extension of two inches. The wire now shortens to 
its original length ; then extends two inches and 
continues to get shorter and longer alternately. As 

* Consult Sir Wm. Thomson's article on Elasticity, in the ^* En- 
eydopasdia Britannica." 



Digitized by VjjOOQIC 



64 PRACTICAL MECHANICS. [Chap. 7IL 

there is friction of some kind among the particles of the 
wire, and there is also external friction, the lengthenings 
and shortenings gradually lessen till, in a short time, the 
■wire settles down into the same state as it wotdd have 
been in if the load had been slowly applied. Now, if 
we suppose this wire, when stretched two inches^ 
to be strained just beyond its elastic strength, it is 
evident that the suddenly applied load does harm, 
whereas, the same load slowly applied would do no 
harm. The harm is greater if the weight, besides being 
applied suddenly, is moving before it begins to act 
on the wire. Take the case of a stone which is being 
removed by means of a crane. If the stone, happening 
to fall a little, be brought up by the chain, the increase 
in the stress on the chain is simply proportional to the 
height from which the stone has fallen, and is greater 
the less the chain is extended (see Chap. XIX.). When a 
wire is lengthened -1 foot by a weight of 1,000 lbs., which 
has been increased gradually, we know that the pull on the 
wire began with 0, and, as the wire gradually extended, 
the puU became greater, till it is now 1,000 lbs. The 
average pull was 500 lbs. and 500 x '1, or 50 foot-pounds 
is the total energy stored up in the wire in the shape of a 
strain. If we wish to give more energy to the wire, we 
must strain it more ; and this is just what we do when 
we let the weight fall suddenly. 

63. The energy stored up in any strained body may be 

calculated if we know the stress and the strain. The 
liiain-Bpring of a watch contains a store of energy which is 
gradually given ont by the spring in returning to an 
unstrained condition. Each strained portion of ihe spring 
contains a portion of the store, and if at any place in the 
body there is too great a store, the body will break there. 
Let us consider why a chisel cuts into an iron plate. 
When I strike the head of a chisel with a hammer I 
give to the chisel in a veij* short period of time a certain 
amount of energy. This energy is transmitted very 
quickly to the plate through the edge of the chisel. The 
shorter and more rig^d the chisel, the more quickly is the 
energy sent through the cutting edge into a portion of the 
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plate. If it is not conveyed away i-apidly from the edge, 
the amount contained in a small portion of material just 
under the edge is very great, and the material is fractured 
there. As the energy of strain is proportional to the 
product of stress and strain or to strain squared, the pos- 
sibility of fracture for a material is represented by the 
square root of the strain energy it contains per cubic inch. 
If a material is brittle there is a sort of instability which 
causes fracture at one place to extend to all neighbouring 
places. And hence, if we deliver with great rapidity to a 
small portion of such a material a moderate supply of energy, 
it is sufficient to produce a large fracture. As our material 
becomes less and less brittle, we must have, over a larger 
and larger part of the volume in which we want fracture 
to occur, a sufficient supply of strain energy delivered. 
Hence, in cutting wood we use a wooden mallet and a more 
or less lengthened wooden-headed chisel. I'he mallet and * 
'chisel act as a reservoir for the energy of the blow which 
is delivered to the wood from the edge of the chisel 
with comparative slowness and just in sufficient quantity to 
cause rupture in front of the edge. If the wood without 
gaining in strength became more rigid so as to be able 
to carry off more rapidly the energy given to it by the 
chisel's edge, it would be necessary to make the supply 
more rapid by using a more rigid chisel and mallet, 
and as we do this we must take care that the chisel 
itself near the edge is strong enough to resist fracture 
(see Chap. XIX.). 

64. These are facts which we can understand; the 
following, however, are not so self-evident A piston 
rod is subjected to tensile and compressive stresses, 
often repeated. It is found that its breaking strength 
is not 45,000 lbs. per square inch, which, let us say, it 
would be for a steady pull or push, but 15,000 lbs. per 
square inch. If, instead of such an action, we have a 
tensile stress which varies frequently, although not sud- 
denly, from 30,000 lbs. per square inch to zero, the 
rod will break after a time. In the same way, steel 
which will bear a steady stress of 84,600 lbs. per square 
inch, will only bear 46,500 lbs. per square inch if the 
stress varies between this and zero, but is always of the 
same kind; whereas, it will only bear 25,000 lbs. 
per square inch if the stress is sometimes a pull of 
F 
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this amount, and is sometimes a push of the same 
amount. 

65. We are also quite ignorant of the reason why 
steel hardens when suddenly cooled, and why this 
hardness is different according to the temperature from 
•which this cooling starts. In every workshop the common 
method adopted for tempering a fitter's chisel is 
as follows : — Heat the chisel to a dull red colour, put the 
edge in water to a distance of say half an inch, quickly 
rub with pumice or a file, watch the edge till, as it heats 
by conduction from the thicker portion you know that 
a certain temperature has been reached by seeing a 
certain colour (lightish yellow for a chisel) of oxide of 
iron making its appearance. When this colour appears 
plunge the whole chisel into water. The steel is first * 
made extremely hard at its edge, and is then brought 
back to the required degree of hardnrss by re-heating 
up to a certain temperature and then cooling again. 
This simple process is in common use. In tempering 
other objects sometimes much greater care must be 
taken, since it is often necessary that every portion of 
the object shall be of the same hardness, and in such 
cases the whole may be cooled at first and then re- 
heated in a bath of oil, mercury, or other melted 
metal whose temperature is definitely known. The 
effect is of the same kind, however, whether the process 
is the rough one. which I have described or a more 
careful one. It is usual to explain it by saying that in 
sudden cooling the particles of steel have not had time 
to get into their natural positions when cold, and that 
they jam each other somehow, getting into positions of 
instability ; but if it be remembered that we often find 
steel when hard to be stronger than when it was soft, 
you will see that there is a great deal wanting in this 
explanation of what occurs. As regards the influence of 
impurities, of gases from the atmosphere which are 
suddenly imprisoned among the particles of steel, 
very little is yet known. Again, cast iron is stronger 
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if compressed in the melted condition until it solidifies, 
and we explain this vaguely by saying that the 
pressure closes up little cavities. Metal wires are 
strengthened in being drawn smaller through dies, 
but they lose this increase of strength, and gain in 
toughness, when afterwards heated and cooled slowly. 

66. I need not give you any more items of a long 
catalogue of curious properties of materiaJs which we do 
not yet understand. Workmen know of. and depend 
upon many of these actions, but nobody seems to have 
any clear idea as to how they take place. It is not merely 
that workmen temper steel and find that curious changes 
occur in the properties of their steel when it is altered a 
little in its chemical state ; the philosopher and the 
workman are equally aware of these facts, and equally 
ignorant of their real nature ; but some workmen who 
deal with little mechanic^ contrivances make use in 
their trades of certain properties of brass and iron and 
steel which the philosopher is quite ignorant of, and it 
is possible that an observing workman who knows a little 
of chemistry and physics may discover the key to all 
the mass of hitherto unexplained facts which I. have 
indicated. As an illustration of an explainable 
efiect which for a long time troubled the minds of 
students, the reader may refer to Art. 61 — in which I 
speak of the elastic strength of materials, which to some 
extent depends upon the loads to which the materials 
have previously been subjected. 
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CHAPTER VIIL 

MATERIALS. 

67. A little knowledge is not a dangerous thing if the 
owner is modest enough to feel that it is only a little. 
It is often very useful, for instance, * to know the most 
elementary facts of chemistry, for these will give you 
clear ideas as to the changes which occur during the 
manufacture of metals, the cause of the rusting of metal, 
the burning of fuel, and many other matters which you 
would otherwise be unable to comprehend. Again, a 
little knowledge of electricity would enable you to get 
clear ideas as to the action by which, when two metals 
touch in a liquid, one of them rapidly corrodes and the 
other does not, and how it is that oil preserves a polished 
metal surface. A little knowledge of heat will give 
you clear ideas as to how friction wastes mechanical 
energy by converting it into heat. It will tell you that 
when a body is heated it expands uniformly in all its 
dimensions ; wrought iron, '00001 235 of every dimension 
for one degree Fahrenheit; cast iron, '00001127; steel, 
•00001145; brass, -00001894; copper, -00001717 ; lead, 
•00002818; glass, -00000861 ; and Platinum, -00000884. 
It will tell you that when a gas is heated 490 degrees 
from the temperature of freezing water at constant 
pressure, it expands to twice its volume or cubic con- 
tent, and that liquids expand very much less than 
gases and more than solids. It will also give you clear 
ideas about melting and boiling, about the way in which 
heat is measured as a form of energy, and the properties 
of steam which enable it to be used in the steam-engine. 
It will also tell you about the giving up of heat from one 
body to another by conduction and radiation, things 
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which enter into every process going on in the workshop, 
and of which you can only have vague and incorrect 
ideas unless you spend a month or two in experi- 
menting. I am sorry I cannot give you this clearness 
of ideas by anything which I can write ; I know 
no other way of obtaining it than through your own 
handling of some simple apparatus such as is usually 
kept unfortimately for the mere illustration of lectures. 

I mean in this chapter to give a rough account of the 
various materials used in construction. 

68. Stone. — The rocks which have once been melted, 
and have cooled slowly, are usually hard, compact, strong, 
and durable. They are most easily worked when regard 
is paid to the fact that they naturally divide up into 
certain regular shapes^ They are all more or less crys- 
talline in texture. Stratified rocks are those which have 
been deposited at the bottom of a sea or river ; they are 
often easily divided in a direction parallel to the 
layers of which they are buUt up, but sometimes there 
are lines of easy cleavage in other directions. These 
rocks vary very much in appearance, according to the 
method of their formation, and to the heat and pressure 
to which they have been subjected, sometimes being 
very crystalline, strong and durable, like marble; slaty 
rocks may be hard and durable, or soft and perishable ; 
sandstones are hardened sand of diflTerent degrees of com- 
pactness, porosity, strength, and durability ; there are 
limestones whose particles seem to form one continuous 
mass, and which, when they have been subjected to great 
heat and pressure, become w^urhles ; there are also lime- 
stones, which are composed of distinct grains cemented 
together, and which may vary very much in compactness, 
strength^ and durability ; besides these there are con- 
glomerateSj in which fragments of older rocks are im- 
bedded. A little knowledge of geology is necessary in 
order to understand the properties of rocks. Stones are 
preserved by coating them with some material such as 
ooal-tcLr, various kinds of oil and painty and soluble glass, 
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which fills their pores and prevents the entrance of 
moisture. An artificial stone, which can be made 
in blocks of any required size and shape, is obtained 
by turning out of moulds and afterwards saturating 
with a solution of chloride of calcium, a mixture of clean 
sharp sand and silicate of soda. The chloride of calcium 
and silicate of soda produce silicate of lime which 
cements the sand together and thus gradually consolidates 
the whole mass. 

69. Bricks.— Bricks are made of tempered clay, 
moulded, dried gently, then raised to and kept at a white 
heat in a kiln for some days, and cooled gradually. 
Bricks should have plane parallel surfaces and sharp 
right-angled edges, should give a clear ringing sound 
when struck, should be compact, uniform, and somewhat 
glassy when broken, free from cracks, and able to absorb 
not more than one-fifteenth of their weight of water. 
They ought to require at least half a ton per square inch 
to crush them. 

70. Limestone, when burnt in kilns, gives off carbonic 
iwjid. If pure it forms quick-lime, which combines 
readily with water, becoming larger in volume. Mixed 
with clean sand this forms mortar, which, in the course 
of time, hardens by losing its water and combining with 
carbonic acid from the air. If the burnt limestone were 
not pure, but contained certain kinds of clayey materials, 
iron, &C., it would not combine with much water, but when 
ground up fine, water enables its particles to combine 
chemically with one another with greater or less rapidity, 
depending on its composition. Such cement first sets, 
acquiring a large degree of firmness, and then more 
slowly becomes as hard as many limestones. When 
these natural hydraulic limestones are not available, 
nearly pure limestone may be mixed with a proper pro- 
portion of blue clay to produce, when ground and mixed 
in plenty of water, then drained and dried, then burnt 
and ground up again, an artificial cement^ which is equal, 
if not superior, to the natui'al cement. JSand in mortar 
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saves expense, and prevents the cracking of the mortar 
in drjring, but in too great a proportion it weakens the 
mortar. Two measures of sand to one of slaked lime in 
paste is the average allowance, but every person who 
uses mortar ought to test a particular lime to see how 
much sand it will bear to have mixed with it. Concrete 
is a mixture of gravel or broken stones and hydraulic 
lime, the stones and gravel having about six times the 
volume of the lime. 

71. Earth. — It is usual to consider that the pressure 
of earth against a wall, A B (Fig. a c d e ^ 

34), is due to the tendency of a 
wedge-shaped mass of earth to 
slide downwards. We may sup- 
pose that A B c, or A B D, or 
A B E, is the sliding wedge, and we 
choose for our calculation that 
one which presses most against - 
the wall. It is the weight of pS ' i 



the wedge of earth which urges Fig. M. 

it downwards; friction at its 

face B c, B D or B E tends to support it, as well as friction 
against the surface A B, where it presses on the wall. 
This friction is usually calculated from knowing b p, the 
natwral slope taken by the earth when not prevented 
from sliding. It is obvious that if the earth is very 
soft, or if much water gets between the earth and the 
wall, the pressure becomes like that of water. It cannot 
be said that experience has proved the untruth of this old 
theory; experience has shown that it is somewhat diffi- 
cult to find what is the natural slope 
of the earth immediately behind a 
wall, and what is the friction between 
the wall and the earth. Eankine, 
neglecting the friction against the 
wall, obtains from such a common- 
sense view as I have given, the following rule, which has 
been found to work fairly well in practice. Draw an 
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Fi^. 36. 



angle x o R (Fig. 35) to represent the natm*al slope of the 
earth. Describe T K x a semicircle touching o R. JN'ow 
if A B (Fig. 36) is the vertical face of a wall sustaining a 
bank of this earth whose slope is 



A c, make the angle x o P equal to 
the inclination of A c to the horizon. 
Find B D so that p o : o Q : : A B : 

BD. 

Then a b d is a wedge of earth 
whose weiglU represents the total 
preasTJure acting on A B. The pres- 
sures act in directions parallel to 
A c, and the residtant force, repre- 
senting the total pressure, acts a third of the way up 
from B to A. You must remember that this is a mere 
rule giving the result of a calculation, and that the 
wedge A B D is an imaginary thing used to help the 
memory. 

72. Water. — ^The pressure of still water is at right 
angles to any surface, and does not depend on the slope 
of the sui*faca It is greater at greater depths. If the 
pressure per square foot at any pla^^e is known, we 
can calculate the additional pressure at any lower level, 
for it is the weight of a vertical column of water 
one square foot in cross section reaching from the one 
level to the other. The pressure at all places on the 
same level is the sama Suppose that when water fills 
a vessel from which it cannot escape, we push in a 
piston or plunger until the pressure on the plunger is 
increased by say ten pounds per square inch, then at 
every place in the vessel there will be the same increase 
of pressure. Water is compressed about one forty-sixth- 
millionth of its cubic content for one atmosphere of 
pressure. (The pressure of one atmosphere is 14*7 lbs. 
per square inch, or 2,1 17 lbs. per square foot) The total 
pressure of water on any surface is obtained by regarding 
the pressure on each little portion of its area as a force, 
and finding the resultant of all the forces. On any 
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plane surface submerged in a pond, the total pressure 
is fovmd to he the weighs, of a colv/mn of tvater whose 
cross section is the area, and whose length is equal 
to the vertical depth of the centre of gravity of the area 
below still waier level. If water is not still, but has a 
steady motion of any kind, let us consider the path taken 
by any particle. Suppose that it goes more quickly 
at one place than another, then we shall find that its 
gain of kinetic energy is accompanied by a lowering 
of level or else by a lessening of pressura K it is not 
getting lower in level then it must be exerting less 
pressure. In a horizontal pipe where the section is 
smaller the velocity must be greater, and here the 
pressure must be less.* No matter how quickly water 
may move in a pipe, the pressure can never become 
equal to that of a vacuum, because the water will give 
off vapour and completely alter the conditions of the 
casa Remember that the law given in the note supposes 
that there is no friction. The frictional loss of energy 
experienced by a particle of water moving in pumps and 
pipes is found by experiment to be nearly proportional 
to its kinetic energy, f Hence in hydraulic presses, and 

* If a little volume of water (one cubic foot we take for simplicity), 
whose weight is w pounds, is h feet above some datum level, if the 
pressure upon it is p pounds per square foot, and its velocity is 
V feet per second, then hw i& the potential energy, due to its merely 
being above the datum level. It has also, in virtue of the steadiness 
of the motion, pressure or potential energy, which is represented by p 

foot-pounds, and its kinetic energy is ^ - v'. Its total energy is then — 

A w + p + J - «■, 

and however its position, pressure, or velocity may change during its 
motion, the sum of these tnree terms remains the same, so that if two 
are given the third may be calculated. The student may object to 
this Dy saying that pressure cannot be regarded as a form of energv ; 
however, it is certain that in steady mo^on pressure enters into the 
expression for the total energy, and this is due to the fact that in 
nearly still water the pressure represents the work which all the rest 
of the water will do upon a partide should it rise slowly to a higher 
leveL (See my " Cantor Lectures on Hydraulic Machinery "). 

t The force of friction in (fluids is proportional to the velocity, 
when the velocity is small ; it is proportional to the square of the 
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in other machines where there is only a slow motion 
of the water, the loss through friction is much more 
negligible than it is in turbines and pumps. Thus, in 
a reciprocating pump, as the flow of the water is stopped 
in the barrel and valve^hest every stroke, its kinetic 
energy is all wasted, and hence it is advisable to make 
this flow as slow as possibla By the use of air vessels 
we can prevent the flow of water being suddenly stopped, 
and thus prevent the total loss of the kinetic energy. 
At any particular kind of bend in a pipe the energy lost 
is a certain fraction, or multiplier, of the kinetic energy, 
and this fraction, or multiplier, is found by experiment 
73. Example, — ^Water flows from an orifice in a 
vessel into the atmosphere. The still water surface is 
twelve feet above the orifica What is the velocity of a 
particle of the issuing water which is in contact with 
the atmosphere ? (The particles in the interior of the jet 
may not be at the pressure of the atmosphere.) Now, 
when this particle was motionless at the surface of the 
. water in the vessel, its pressure was that of the 
atmosphere ; call it zero. Pressure energy, then, is zero 
at beginning and end. Loss of potential energy is the 
weight of the particle multiplied by the difference of 
level, and this has all been converted into kinetic energy. 
If the weight of a particle is 1 lb., it has 12 x 1 or 12 
foot-pounds of potential energy changed into kinetic 

energy, but its kinetic energy is ^^77 x square of its 

velocity in feet per second; hence the square of its 
velocity is 644 x 12, or 772*8, or the velocity is 27*8 
feet per second. You will, in fact, find that the velo- 
city of the particle is the same as if it had fallen 

velocity in the case of ordinary steamen, and becomes proportional to 
a higher power of the velocity in very quick moving vessels. Now the 
energy toasted per second in overcoming friction is equal to the force 
of friction multiplied by the velocity per second. Hence in water 
pipes, when the velocity is not great, the energy lost is proportional to 
the square of the velocity ; in ordinary ships it is proportional to the 
cube of the velocity. 
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freely from the height of twelve feet. If, instead of 
flowing into the atmosphere, the water flowed into a 
place where the pressure is greater than that of the 
atmosphere, the velocity would have been less. If you can 
find a place in the issuing jet at every point of which the 
water flows at right angles to the cross section of the jet, 
and this seems to be the case at the most contracted 
part of the jet just outside a circular orifice, then the 
area of this cross section in square feet multiplied hy 
the velocity we have calculated in feet per second gives 
the quamiity of water in cubic feet per second. In the 
same way the quantity of water flowing through a pipe 
is the cross sectional area in sqivarefeet multiplied hy the 
velocity, 

74. Timber. — ^A tree is made up of a great number 
of little tubes and cells arranged roughly in concentric 
circles. The process of seasoning consists in uniformly 
drying the timber. As each little portion dries, it con- 
tracts, and becomes more rigid, and it contracts much 
more readily in the direction of the circular arrange- 
ment of the tubes than it does towards the centre 
of the tree, and least easily in a direction along 
the tree. It is obvious, then, that if the tree is dried 
whole, there will be a tendency to splitting radially. If 
the tree is cut up before drying we can tell the way in 
which the planks will warp if we remember the above facts. 

Firwoods are easily wrought, and possess straightness 
in fibre and great resistance to direct pull and transverse 
load, and are largely used because of their cheapness. 
They diflfer greatly in strength, but their defect is their 
inability to resist shearing. The best of these is the 
red pine or Memel timber from Russia, which can be 
had in large scantlings, and thus used without trussing. 
The white fir or Norway spruce is suitable for planking 
and light framing, and is imported from Christiania in 
"deals," "battens," and "planks." Larch is a very 
strong timber, hard to work, and has a tendency to warp 
in drying, and is therefore not suitable for framing, but 
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is largely used for railway-sleepers and fences, because of 
its durability when exposed to the weather. Cedar lasts 
long in roofs, but is deficient in strength. 

The English Oak is the strongest and most durable 
of all woods grown in temperate climates, but is very 
slow-growing and expensive. Its great durability when 
exposed to the weather seems to be due to the presence 
of gallic acid, which, however, in any wood corrodes iron 
fastenings; trenails or wooden spikes should be used 
instead. Teaky which is grown in the East, is the finest 
of all woods for the engineer. It is very uniform and 
compact in texture, and contains an oily matter which 
contributes greatly to its durability. It is used specially 
in ship-building and railway carriages. MaJiogany is 
unsuitable for exposure to the weather, but it has a fine 
appearance and is not likely to warp much in drying. 
It is chiefly used for furniture and ornamental purposes, 
and to some extent in pattern-making. Ash is noted for 
its toughness and flexibility, and a capability of resisting 
sudden stresses of all kinds, which make it specially 
adapted for handles of tools and shafts of carriages. It 
is very durable when kept dry. It is not obtainable in 
large scantlings, and is sometimes very difficult to work. 
Elm is valuable for its durability when constantly wet, 
which makes it useful for piles or foundations under water. 
It is noted for its toughness, though inferior to oak in this 
respect, as also in its strength and stifihess. It is very 
liable to warp. Beech is smooth and close in its grain. 
It is nearly as strong as oak, but is durable only when 
kept either very dry or constantly wet. It is very tough, 
but not so stifi" as oak. (See also Table VI.) 

The best time for felling timber is when 
the tree has reached its maturity, and in autumn when the 
sap is not circulating. We want to have as little sap in 
the timber as possible, and in order to harden the sapwood, 
some foresters are of opinion that the bark should be 
taken off" in the spring before felling. After timber is 
felled, it is well to square it by taking off the outer slabs. 
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Timber is, for the most part, dried by putting it into 
hot-air chambers, from one to ten weeks according to the 
thickness. Even when kept quite dry, ventilation is 
-necessary to prevent dry rot. The circumstances least 
favourable to the durability of timber are alternate 
wetting and drying, as in the case of timber between 
high and low water mark, whereas good seasoning and 
ventilation are most favourable conditions. The most 
effective means adopted for preserving timber is by 
saturating it with a black oily liquid called creosote^ 
The timber is placed in an air-tight vessel, and the air 
and moisture extracted from its pores as far as possible. 
The warm creosote is then forced into these pores at a 
pressure of 170 lbs. per square inch. In this way timber 
may be made to absorb from -j^th to ^th of its weight 
of creosote. 

75. Glass. — Glass is a combined silicate of potassium 
or sodium, or both, with silicates of calcium, aluminium, 
iron, lead, and other chemical substances. CeHain 
mixtures of flint and chemicals are melted in crucibles, 
formed when hot into the required shapes, and cooled as 
slowly as possible. The more slowly and more uniformly 
the cooling is effected, the more- likely is it that the glass 
shall be without internal strains. When glass is 
suddenly cooled, as when a melted drop falls into water, 
the outside is suddenly contracted, becomes hard and 
brittle, and there are such internal strains that if the 
tapering part be broken or scratched at the point, the 
whole drop crumbles into % state of dust. A blow or scratch 
on the thick part produces no such effect. Heating and 
gradual cooling destroys this property. Many peculiarities 
in the behaviour of metals when heated and cooled seem 
to be caricatured in glass, possibly because they are due 
to the fact that all the portions of matter which are about 
to form one crystal must be at the same temperature, and 
when the substance is a bad conductor of heat there is 
great variation in temperature. Pure metals are good 
conductors, but the admixture of small quantities of 
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carbon and of gases hurts their conductivity. Tcrughened 
gl(Z88 is the name wrongly given to the hardened glass 
produced by plunging glass, in a nearly melting state, 
into a rather hot oily bath. This glass is somewhat in 
the condition of the glass in a Kupert's drop. It is so 
hard that it is difficult to cut it with a diamond, but if 
the diamond cuts too deep the whole mass breaks up into 
little pieces. Objects made of it may be thrown violently 
on the floor without breaking, 

7^. Cast Iron. — Certain chemical changes occur when 
the ores of iron are smelted ; the iron ceases almost en- 
tirely to be in chemical combination with other substances, 
and impurities almost disappear, excepting carbon^ which 
is mainly derived from the fuel. In the cupola of the 
foundry a greater purification is effected, and it is found 
that the composition of a casting is from 97 to 95 per 
cent, of iron, with 3 to 5 per cent, of carbon, although 
traces of other substances are to be found. About 2^ 
cwts. of good coke are usually required to melt each ton of 
iron in a cupola. When the ca/rbon is all chemically 
combined with tlie iron, the cast i/ron is white {specular 
iron) and is very hard and brittle. When only a little 
of the carbon is chemically combined, and most of its 
pa/rticles crystallize separately, the cast iron is grey in 
colov/r. Using the common names for the different 
varieties, No. 1 is darkest in colour, and from No. 4 to 
No. 1 there is a gradual darkening in colour. Nos. 1, 2, 
3, and 4 are commonly used in the foundry, mixtures 
being made of them in various proportions according to 
circumstances. A greater proportion of No. 3 or 4 gives 
greater strength, whereas a greater proportion of No. 1 
gives greater fluidity, and a better power of expanding 
at the moment when the metal solidifies, so flbat the 
sharp comers of the mould are better filled. Higher 
numbers than 4, as 8; 7, 6, and 5, the white varieties, 
are seldom used in the foundry, but they may be 
converted into grey varieties by slow cooling. To 
soften a hard casting it is heated in a mixture of 
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Lone ash and coal dust or sand, and allowed to oool there 
slowly. 

77. Patterns of objects are usually made in yellow 
pine, about one-eighth of an inch per foot in every direc- 
tion larger than the object is to be, because the iron 
-object contracts to this extent in cooling. Prints are 
excrescences made on the patterns to show in the mould 
where certain cores are to be placed. These cores are 
made of loam or core sand in core-boxes, which the 
pattern-maker supplies ; they represent the spaces in the 
object where the melted metal is not to flow. You must 
see for yourself in a foundry what are the usual methods 
of preparing a mould ; how the pattern is made so 
as to draw out easily ; how the moulder arranges his 
vents to let gases escape; how he places his gates to 
let the metal run into the mould with just enough rapidity, 
and yet without hurt to the mould. You must also see 
for yourseK, taking sketches in your notebook and making 
a drawing- of the cupola, how the pig iron is melted 
and poured into the moulds; how the moulder stands 
moving an iron rod up and down in one of the gates, 
producing just so much circulation and eddying motion 
in the melted iron, as is likely to remove bubbles of gas 
which may otherwise be unable to escape from the sides 
and comers of the mould; how in^some castings he 
exposes to the air certain parts which would otherwise 
cool too slowly for the rest' of the object ; how next 
morning he screens his sand and wets it. You ought to 
observe the appearance of the castings before and after 
they are cleaned up next morning. 

78. The Cooling of Castings. — The most important 
matter in connection with moulding is that there 
shall be the same amount of c6ntraction at the same 
time in every portion of the mass of metal as it 
cools; otherwise, when finished, there may be internal 
strains which very much weaken the object, and often 
produce fracture. In designing the shape of an object 
which is to be cast, care is token that when a thin 

o 
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portion joing a thick one, it shall do so by getting 
gradually thicker, and not by an abrupt change of size. 
The thin piece exposes more surface, and cooling is 
effected through the surface. ' The thin rim of a 
pulley cools sooner than the arms, and becomes rigid 
sooner : when the arms cool they contract so much as some- 
times to produce fracture near the junction. In a thick 
cylindric object the outer portion becomes rigid first ; 
now, when the inner portion contracts, it tends to 
make the outer portion contract too much, and the 
outer portion prevents the inner from contracting as 
much as it ought -to, so that the outer portion retains a 
compressive strain, and the inner a tensile strain. When 
a hollow cylinder is cast, and is required to withstand a 
great bursting pressure, that is, all the metal is required 
to withstand tensile stresses, it is usual to cool it from 
the inside by means of a metal core, in which cold water 
circulates. TJe inside now becomes rigid first, the 
outer portions as they solidify contract, and tend to 
make the inner portion contract more than it naturally 
would, and there is a permanent state of compres- 
sive strain in the object which materially helps it to 
resist a bursting pressure. This inequality of contrac- 
tion and production of initial strains in objects cause 
them to vary in their total bulk as compared with that of 
their patterns, but it is probable that some of this varia- 
tion is due to the fact that the contraction of grey cast 
iron is only one per cent, of its linear dimensions, 
whereas white cast iron contracts two to two and a half 
per cent. The fractional difference between size of pattern 
and the finished object varies from one-twenty-fifth of an 
inch per foot in small thin objects, to one-eighth of an 
inch per foot in heavy pipe castings and girders. As 
there is always great inequality in the rate of cooling of 
a casting near a sharp comer, internal strains may be 
expected here, and also an inequality in the nature of 
the cast iron, since the grey variety gets whiter the more 
rapidly it is cooled. In nearly all bodies a re-entrant 
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corner is a place of weakness (see Art. 95), 
and is specially to be guarded against in 
castings. Crystalsof cast iron and other metals group 
themselves along lines of flow of heat When a plate or 
wire of iron or steel is rolled or pulled, the crystals become 
more longitudioal, and the wire or plate becomes stronger, 
whereas ^-TiTiPj^.]iTig allows the crystals to arrange them- 
selves laterally, and the material is weakened. Castings 
which have been rapidly cooled by. being cast in an iron 
mould (painted on its inside with loam) are white, and 
very hard in those parts which lie nearest the mould, 
whereas they are grey and strong insida These are called 
chilled castings. When a casting is put in a box, suis 
rounded with oxide of iron, and kept at a high temperature 
for a length of time, its surface, to a depth dependent on 
the time, loses its carbon and becomes pure or wrought 
iron, which is much tougher than cast iron. The teeth 
of wheels are sometimes heated in this way. Such are 
TnaUeable castings. Melted cast iron'' possesses the 
property of dissolving pieces of wrought iron, and is 
then said to be toughmed cast iron, 

79. Wrought Iron. — Cast iron is exposed to the air in 
a melted state for a long time, and the carbon is burnt out 
of it. The pig-iron really undergoes two processes, one 
called rejmi/ng, the other puddling. It is then hammered 
and rolled when hot into bars of various shapes. The 
quality of wrought iron bars as bought in the market 
varies greatly. We have common iron, used for rails, ships, 
and bridges; hest^ double best, and treble best Staffordshire 
iron, used for boilers and forgings generally ; Lowmoory 
Bowling, and other good irons for the most difficult 
forgings ; and lastly, diaa'coal iron, which is nearly pure. 
Up to the temperatures of ordinaiy boilers, the tensile 
strength of iron is not much diminished by heating, 
but at a red heat it is very much less than in the 
cold state. By rolling and hammering when hot, iron 
gets a fibrous texture, and becomes more tenacious. 
liy hammering when cold, or by long continued strains 
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of a "\dbrat0r7 kind, it is thought that wrought iron 
changes its fibrous and tough for a crystallised and 
more brittle condition. This brittle condition may be 
removed by heating and slowly cooling (annealing). 
Iron wire is stronger the thinner it is. Bar iron 
is generally stronger than angle or T-iron, and this 
again than plate iron. The toughness of an iron bar is 
best shown by the contraction it undergoes before it 
breaks. The section of a very tough bar may contract 
as much as forty-five per cent, in area. Case hardening 
of a wrought iron object is effected by heating it in a 
box with bone-dust and horn shavings. The iron absorbs 
carbon, and is partially converted into steeL 

80. Steel. — Steel contains less carbon and impurities 
than cast iron, and thus lies intermediate between cast 
iron and wrought iron. It is produced by giving carbon 
to wrought iron, keeping the iron heated for some days 
in contact with powdered charcoal, and then hammering 
it whilst hot till it is homogeneous, or else casting it 
when melted into ingota Steel is also produced by 
taking only a portion of the carbon from very pure 
varieties of cast iron by a puddling process such as is 
employed in the production of wrought iron, or by the 
Bessemer process. In the Bessemer process, air is forced 
into the melted cast iron for a time, and very pure white 
cast iron is then added to h^elp in removing bubbles of 
gas. I have already told you about the tempering of 
steel. (Art. 65.) It is more fusible than wrought iron, 
and some success has been met with in the production of 
steel castings in spite of the fact that they are apt to 
contain cavities. The strength of steel is greater than 
that of any other material, and is greater as it contains 
more carbon. The properties of steel depend so much 
on so many seemingly small things, small impurities, a 
little too much heating or variation in the rate of cool- 
ing at different places, that great care must be taken in • 
working it. By the Bessemer and Siemens processes 
great quantities of steel are produced cheaply, contain- 
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ing small percentages of carbon. This steel is largely 
coming into use for locomotive rails, bridges, and ships, 
instead of wrought iron. 

81. Copper is noted for its malleability and ductility 
when both hot and cold, so that it is readily hammered 
into any shape, rolled into plates, and drawn into wires. 
When cast it usually contains many cavities, but when 
pure it may be worked up by hammering into a state of 
great strength and toughness, whereas slight traces of 
carbon, sulphur, and other impurities necessitate its being 
refined to get rid of its brittleness. The brittleness pro- 
duced by hammering when cold is very different, as it is re- 
movable by annealing. Copper is an expensive metal, and 
is only used now for pipes which require to be bent cold, 
for bolts and plates in places where iron would be more 
readily corroded, and for electrical purposes. Its tensile 
strength is more reduced by heating than that of iron. 

82. Brass consists of about two parts by weight 
of copper to one of zinc. It is used chiefly on 
account of its fina appearance and the ease with which it 
can be worked. A little lead added in melting makes it 
much softer. Muntz metal contains more zinc than 
ordinary bracts. Bronze and Gun-metal are alloys of 
copper and tin in varying proportions, more tin giving 
greater hardness. Five of copper to one of tin is the 
hardest alloy uaed by the engineer. A slight addition of 
zinc increases the malleability. A great many experi- 
ments have been made on bronze. Its strength depends 
very much upon the care taken in mixing the metals. 
It makes good castings, which are usually formed in cast- 
iron moulds. Hard bronze is much used for the bear- 
ings of shafts. There are also various soft alloys of copper 
with lead, zinc, tin, and antimony, which are used for this 
purpose. Phosphor bronze is an alloy of copper and tin, 
to which some phosphorus has been added. It bears 
re-melting (unlike gun-metal), and its properties may be 
varied at will. It may be either strong and hard, or 
weaker but very tough. 
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CHAPTER IX. 

SHEAR AND TWIST. 

83. LetCD (Fig. 37) be the top of a firm table, p h a 
long prism of india-rubber glued to the table, A B a flat 
piece of wood glued along the upper side of the india-rubber. 
We try in this way to apply a horizontal force to the whole 
upper surface of the india-rubber, so that if, for instance, 
the pull in the cord is 20 lbs., and the upper surface of the 




india-rubber is 10 square inches in area, there will be a force 
of 2 lbs. per square inch acting at every part of the surface, 
and this force will be transmitted through the india-rubber 
to the tabla When the length of tiie prism is great 
compared with z P, we may suppose that the bending in 
it is very small, and in this case we say that the india- 
rubber is being subjected to a pure shear stravri, and the 
force per square inch acting on its surface is also acting 
from each horizontal layer to the next and is called the 
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shear stress. If you had drawn vertical lines like t' x 
before the cord was pulled, you would now find them 
sloping like Y x. Thus, making a magnified drawing of 
Y X in Fig. 38, the point y' has gone to Y, and any point 
like M has gone to N. Points touching the table cannot 
move, but the farther a point is away from this fixed 
part the further it can move. Now suppose that y' Y is 
O'Ol inch, and we know that x y' is 2 inches, what is the 
amount of motion of M if M x is 1 *7 inch ? Evidently 
y' Y is greater than H N just in the proportion of y' x to 
H X, or 2 to 1 '7, hence m n is 0*0085 inch. Thus the 
motion of any point is simply proportional to its dis- 
tance above the fixed plane, and if we know the amount 
of motion at, say a distance of one inch, we can calculate 
what it must be anywhere else. T/ie amount of motion 
at one inch above the fixed plane is called the shear strain. 
In this case we have supposed the force on F 6 to be 
2 lbs. per square inch. This is said to be the amount of 
the shear stress, aud it produces or is produced by a 
shear strain whose amount is '005 inch per inch. If 
the shear stress were 4 lbs. per square inch, you would 
find the strain to be Ol, if the stress were 8 lbs. per 
square inch the strain would be 02. In fact, we find 
experimentally that the stress and strain are proportional 
to one another. Thus if, instead of india-rubber, we 
had a block of tempered steel, we should find that the 
force in pounds per square inch is equal to 13,000,000 
times the strain. Thiis number is called the modulvs 
of rigidity for steel ; it is given in Table III. 

84. Example, — A beam of steel has one end fixed, and 
at the other is a weight of 20 tons. The cross section of 
the beam is 2 square inches in area, and the length of 
the beam is 5 inches. Besides the deflection of this 
beam due to bending, there is a certain deflection due to 
shearing ; how much is it ] Answer : the shear stress is 
10 tons, or 22,400 lbs. per square inch. This produces a 
shear strain of 22,400 -f 13,000,000, or -00172. This 
is the amount of yielding at 1 inch from the fixed end, 



Digitized by VjjOOQIC 



88 PRACTICAL MECHANICS. [Chap. IX, 

and at 5 inches the yielding must be 5 x -00172, or 
•0086 inch. 

85. The shear stress which will produce rupture is 
not well known for any substance except cast and 
wrought iron, but the shear stress which will produce 
permanent set is fairly well known, and we are also 
agreed as to the ordinary working shear stress of 
materials. For wrought iron it is usually regarded 
as less than the working tensile stress; but in a single- 
riveted lap joint in boiler-plates, as the holes are 
usually punched (and this weakens the metal), and as 
rivet iron is usually of a better quality than plate, the 
cross section of the iron which is left, which is resisting 
pull, is made to have the same area as the cross sections 
of all the rivets, which, of course, resist shearing. 
Besides breaking by either a tensile or a shear stress, 
a riveted joint may give way by the rivet crushing or 
being crushed by the side of its hola Again, in many 
riveted joints, when the rivets are long, as they tend to 
contract in cooling and are prevented by the plates, 
so much tension may remain permanently in them that 
they are greatly weakened. In bolts there is usually 
a want of perfectly uniform distribution of the shear 
stress, and they are made larger than rivets in the same 
positions. 

86. In the punching of rivet-holes it is a shearing 
force which acts on the material ; the area of the cv/rved 
side of the hole, multiplied by the breaking shear stress 
of the material per square inch, represents the force 
with which the punch must be pressed down on the 
plate. The punch must be able to resist this force as 
a compressive stress on its own material. Experiments 
made on punching machines show that about 24 tons 
per square inch is the average shearing force required. 
This pressure has to be exerted through a very short 
distance indeed, for as soon as fracture occurs the punch 
has to overcome no more resistance to shear. In shearing 
machines, if the entire edges of the shears coincided 
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with the plate as soon as they touched anywhere, 
there would be the same sort of effect produced; but by 
inclining the edges the shearing action does not occur 
instantaneously at every place, and the rupture being 
more gradual than in punching, the shearing resistance 
is usuaUy from 10 to 30 per cent. less. It is very 
probable that the power lost in punching and shearing 
machines is wasted rather in the friction of the heavy 
parts of the mechanism than in the almost instantaneous 
effort of cutting the material The effort required seems 
rather that of an impact (see Chap. XIX.) than of the more 
gradual action to be found in most existing machines. 
The only excuse for using such uneconomical machines 
as hydraulic bears and shears is that, although they are 
uneconomical, they may be worked by hand. In the fly 
presses used for hand-punchibg, and used largely in 
coining, the idea of an impact is already in use ; it will 
come much iftore into use in large machines when 
engineers become better acquainted with the distinction 
between force and energy. 

87. However long we may make our block of india- 
rubber in Fig. 37, we shall still have some bending in it — 
that is, the stress will not be uniformly distributed over 
each horizontal layer. To prevent this bending effect, and 




Fig. 39. 



to produce a really pure shear strain, we ought to have 
force distributed over the ends f z and o h of the same 
amount per square inch as we have now acting over 
p G and z H. These are shown in Fi^. 39, where p is 
the pull in the cord of Fig. 37, p' is the equal and 
opposite force exerted by the table on the glued under, 
side of the india-rubber, and p and f^ are equal and 
opposite forces distributed over the ends, such that the 
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couple F f' is able to baknce the couple p p'. There can 
now be no bending moment at any place. As f multiplied 
by the length of the prism is the moment of the couple 
F f', and is equal to p multiplied by the vertical dimen- 
sion, we see that p distributed orer ihe horizontal surface 
j_ * is the same stress per square inch as f 
r- KvM.vv.x^&vmftkv^u^a ' ^ distributed over the ends. From such a 
mfkterial then, if we cut a cubical block, a, 
Fig. 40, its horizontal faces t $f and x x 
are acted upon by equal and opposite tan- 
gential forces, and its faces y x, y x are 
acted upon by forces of exactly the same 
amount. The &oes parallel to the paper 
have no forces acting on them. This wiU 
give you the best idea of pure shear stress. 
The material in Fig. 37 near the ends of the block does 
not get a pure shear, but if the block is very long, then 
at the middle there is a nearly pure shear acting. 

In Fig. 40 the cube tl^ ^ x has become x t y a?. 
Suppose the side of this cube to be 1 inch, then y' t is the 
shear strain, which I shall csJl <. The tangential force 
distributed over t y is i? lb., let us q^,y. Then if we 
denote by the letter n the moduliu of &e rigidity of the 
material, 

1? = N ». 

88. Nature of Shear Strain. — ^Now when ^ moves to 

y, the diagonal x y' becomes extended to x y. Its 

original length was ^s (the diagonal of a square whose 

side is 1) and its new length is Vis -f- -j-, as we see very 

easUy. Hence the diagonal x y', and all lines parallel to 
this diagonal, have a tensile strain, whose amount is 

origT^ '"^ 7-» -!- V^ a^d thh isf Again, in the 

same way we find that the diagonal t' «, and all lines parallel 

to it, have a compressive strain whose amount is |. Thus 

it has become quite clear that a pure shear 
strain simply consists of a compressive 
strain in one direction, accompanied by a 
tensile strain in the perpendicular direc- 
tion, these strains being each half the 
shear strain. Now when we have a compressive or 
tensile strain we know that there is compressive or tensile 
stress which produces it; let us find how much this is. 
Consider a small right-angled prism of material, shown in 
Fig. 40, ol which m p x^ Fig. 41, is the magnified cross 
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section. Hake m f, say 1 inch, m k the same, and let the 
length of the prism at right angles to the paper he also 
1 inch. Neglecting its own weight, this prism is kept at 
rest hy the matter outside it acting on its three faces. Face 
M p is pushed hy a normal 
force ofp'lh. per square inch, 
and as its area is just 1 square 
inch, the total push is p' Ih. 
Similarly the face m k is pulled 
hy a normal force of p' Ih. 
And also the face f k is acted 
on hy tangential forces of p Ih. 
per square inch, and as its area 
IS Vs square inch, the total 
amount of shearing force act- 
ing on p K IB pVa Ih. Now 

when three forces keep a hody in equilihrium, and two of 
them are at right angles, the sum of their squares is equal 
to the square of the third force (this is easily seen if we 
draw the triangle of forces), hence the square of p^/i, 
which is 2 p', is equal to p'^ -{- p^ or 2 p^. Hence p=p', 
and we have proved that the compressive and 
tensile stresses which occur in pure shear 
strain are numerically equal to what we 
called the shear stress. 

89. One other proof, and I shall leave these interesting 
theoretical considerations. Suppose we cut a cuhe, a b c d. 
Fig. 42, of one inch side from a material suhjected to pure 
shear strain, and let the faces of the cuhe parallel to the 
paper have, as hef ore, no stress upon them, the other faces 
being at right angles to the directions of compression and 
extension. Shear occurs parallel to the face a o; let us con- 
sider the motion of the point n relative to a o ; in fact, 
regard a o as fixed. Under the sole action of the pushes on 
A D and B we know that the side d c shortens hy the small 
amount p « (see Art. 64). Let us set this oS from n to m. But 
when this occurs the side a d lengthens hy the amount ph; 
set this off from m to d'. Hence the pushing forces on a i> 
and B c cause n to move to i/. Again, the pulling forces 
gn B and a b further lengthen a d hy the distance p a, 
which we set off from d' to l, ai i eJ^orten d c hy the 
distance p d, which we set off froi i l to i>". Hence the 
motion of n due to the pulls and p'jshes acting together is 
D d", and we see that this is 

(d M + L d'O V« or (a + b) 1? V« • i 

But 8 the amount of shear is d d'^ -{- d o, and as d o ■■ -j- 
iiich and a d is one inch, we have * 
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8 = {a^h)p Vi-T- ~ 0T2p (d + b) 
That is, shear itraim = shear stress muUiplied *y 2 (« + ^. 



riff. 48. 

So that the reciprocal of 2 (a '\' b) is what we called n, the 
modulus of rigidity of the material. 

90. Oeneral Besults. — Eefemng back to Arts. 54 and 
66, you will see that we have 

Modulus of rigidity . ^ . , n = ou + h ) 

Modulus of elasticity of bulk . k = sia - 2b ) 

Young's modulus of elasticity . b = - 

and you will also see that if we know two of these for any 
material we can find the third. 

Some French mathematicians have thought that the 
ratio of a to ^, and therefore the ratios of n, k and e to one 
another, are constant for isotropic substances; a being 
always four times b. Experiment has shown that this is 
not Uie case, the ratio of a to ^ being 3 to 2*6 in glass or 
brass, 3*3 in iron, 4*4 to 2*2 in copper, and in other sub- 
stances varying from these values very much indeed. 

Just as Young's modulus is seldom found from experi- 
ments on the extension of wires, but rather from the 
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bending of beams ; so the modulus of rigidity is seldom 
found from experiments like that of Fig. 37, but rather 
from experiments on the torsion of rods. 

91. Twisting.— In Fig. 43, a b represents a wire held 
firmly at A. At b there is a pulley fixed firmly to the 
wire, and this pulley is 
acted upon by two cords, 
which tend to turn it 
without moving its cen- 
tre sideways. In fact> 
they act on the pulley 
with a turning moment 
merely. But the pulley 
can only turn by giving 
a twist to the wire, and 
the amount of motion it 
gets tells us how much 
the twist is. A little 
pointer fastened at c 
moves over a cardboard 
dial, and tells us accu- 
rately how much twist is 
given to the wire. The 
angle turned through by 
the pointer is called the 
angle of twist at 0. If 
we had a pointer at each 
of the places G, H, and o, 
and if A, G, H, and c were 
one foot apart from one 
another, we should find 
that the angles of twist 
at G, H, and c are as 1 : 2 : 3 ; in fact, the angle of twist 
is proportional to the length of wire twisted. 

You will find that if a twisting moment of 10 pound- 
feet produces a twist of 4', then a twisting moment of 
20 pound-feet produces a twist of 8', aisd, in fact, 
t/ie twist is proportional to the twisting moment which 




Pig. 48. 
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is applied. You will also find that if you try different 
sizes of wire of the same material, say wires whose 
diameters are in the proportion of 1, 2, 3, &c., and to 
each of them you apply the same twisting moment, the 
amount of twist produced in them will be in the propor- 
tion 1, jg> gj, <fec. ; that is, inversely as the fov/rtk 

power of tlie diameter of the wire. Lastly, taking wires 
all of the same diameters and lengths, but of different 
materials, and applying to them the same twisting 
moment, the amount of twist will he inversely propor- 
tional to the nv/mber which we caU t/ie modulus of rigidity 
of tlie m^aterial, (See Art. 87, and Table IIL) The exact 
rule found experimentally is this : — ^To find the angle of 
twist in a brass wire 20 inches long,. O'l inch diameter, 
when a twisting moment of 4 pound-inches is applied, 
multiply 4 by 20, and by a constant number 583*6 ; 
divide by the modulus of rigidity, for brass 3,440,000, 
and by the fourth power of '1, which is '0001, and we 
get the angle of twist 135*7 degrees. 

It will be seen that the strain is a shear strain. 
Consider m h g (Fig. 44) to be a 
cross section of the wire; then a 
point which is at H before the 
twist occurs is found to be at o 
when there is a twist in the wire, 
and a point such as p' moves to p, 
but a point o in the centre of the 
wire does not move. Now there is 
no such motion at the fixed place A, 
Fig. 43, and in each section there 
is more of this motion the farther it is away from 
A ; in fact, the motion is just as it was in the india- 
rubber of Fig. 37, only that it varies in the section, the 
motion being greatest at the outside of the wire, and 
nothing at the centre. The material breaks when the 
shear stress at the surface becomes too great, and the 
rule found by experiment is that for any material, whalr 
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ever the length of the wire, the twisting moment which 
will cause rupture is proportional to flie cube of the 
cUameter. It is well known that when a shaft is trans- 
mitting power,- the horse-power transmitted is propor- 
tional to the twisting moment or torque in the shaft 
multiplied by the number of revolutions made by it per 
minute. The rule used by engineers is this: — Divide 
the Jwrse-power by the number of revolutions per minute^ 
and extract the cube root; multiply this result by 4, 
and we have the safe diameter for a vyrought-i/ron shaft. 
We use the number 3*4 if it is a steel shaft. 

92. Consider a little prism, p b (Fig. 46), whose ends lie 
in two cross sections of a shaft near together, o being the 
centre of one of the sections, and o' the centre of the other. 
The twisting strain causes b to move to b', regarding f as 
fixed. (The motion is, of course, usually yeiy much less 
than I have here shown . 

it.) There must then 
be shearing forces acting 
on the ends in opposite 
directions. If t is the 
angle of twist of the 
shaft per inch of its 
length, then b o' b' is t 
multiplied by o o', and 
if OP or o' B is r, then 
bb' is r.T.oo', where t 
is an angle measured in 
radians (see Angle, in 
Glossabt). The shear *^. 
strain in the little prism 
is b b' divided by p b 
or o o', so that it is r t, 

hence the shear stress is J" 

NrT (see Art. 83). If *^- *^ 

a is the area of the 

end of the little prism in square inches, the shear force 
acting on it is N r T a, and as this acts in the direction 
b b' at right angles to the radius, its moment ahout o o' is 
N t* T «. But we have a similar moment for every such 
Uttle area into which the cross section may be divided, 
and to find the total torque we must take the sum of aU 
such terms. Now n and t are the same everywhere, so 
that in taking such a sum our only difficulty is with the 
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factors r^ «. But the sum of all such terms as »** q is called 
the moment of inertia of the section about the axis o o', and 
it has been calculated for us. Thus, if d is the diameter of 
a round shaft, the moment of inertia of its section about an 
axis through its centre at right angles to the section is 
ir D^ -^ 32, and for a hollow shaft whose outside diametei 
is D and inside diameter d, the moment of inertia is 
V (p*—d^) ^ 32, and hence we see that the moment h 
necessary to produce a twist of t radians per inch in a 
round shaft of diameter d is 

M = x N T D* ^ 32 (1), 

and for a hollow shaft it is 

M = irNT(D4-rf*)-S-32. 

Of course, one radian per inch is the same as 67® '2968 per 
inch. 

93. The strength of a shaft is to be calculated on the 
assumption that rupture occurs when the shear stress 
N r T mentioned above exceeds the greatest shearing 
stress to which the material ought to be subjected, and this 
occurs when r is the outer radius of the shaft or ^ d ; that 
is, when/= J n d t. But from equation (1) we find that 
N T is 32 M -5- IT D*, and hence /= i d x 32 m ~ it d^, and 
this is the condition of strength of a cylindric shaft. It is 
more compactly put in the form — 

M =^-?Q for solid cylindric shafts, 

and in the same way we g^t 

M = ^ -tQj^ for hollow cylindric shafts, 

/being the breaking shear stress of the material in pounds 
per square inch, h the twisting moment in pound-inches 
which will cause rupture, d the outer diameter, and d the 
inner diameter (if the shaft is hollow) in inches. 

We see then that the strength of a^ solid shaft depends 
on the cube of its diameter, whereas its stiffness depends 
on the fourth power of its diameter. 

94. The above demonstration is found to agree with 
experiment, but its results must not be applied except to 
shafts which are circular in section. Our assumption, 
which experience warranted, was that when such a shaft 
as A B, Fig. 46, is fixed at b, and when to an arm, c d, a 
twisting couple is applied, every straight line in a 
section remains straight and moves through 
the same angle as every other line. But it 
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can be shown that this is not the case for a shaft of any- 
other than a circular section. Thus, let o (Fig. 47), be the 

centre of gravity of the 
section p q s, and let us 
suppose that a shaft of 
this section is subjected 
to the sort of strain I 
Ili1 have described. The 





Fig. 46. 



Pig. 47. 



shear strain at the point p is in the direction p k perpen- 
dicular to o p. Let its amount, which we know to be op x 
angle of twist, be represented by the length of p k. It is 
easy to show that this is just the same as a shear strain, p n, 
in the direction p n, normal to the surface of the shaft at 
p, together with a shear strain in the direction p t, tan- 
gential to the shaft at p. But shear strain in any 




Fig. 48. 

direction is always accompanied by a similar strain in a 
plane at right angles to this direction (see Art. 87), so that 
since we have the shear p n, we must also have a shear 
parallel to the axis of the prism along the surface at p, and 
this cannot be produced merely by a twisting moment. 
"We must imagine that along with the twisting moment 
there is a force distributed over the' surface of the shaft to 
produce the above effects. The result of an exact investi- 
' .a 
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gation is that a twisting couple produces a 
greater twist than might appear from what I have 
saidin Art. 92, and it also produces a warping 

of the naturally 
plane sections of 
the shaft. Thus Fig. 
48 is the shape assumed by 
each section of an elliptic 
shaft, and Fig. 49 of a 
square shaft. Imagine a 
section to be distinguish- 
able, say in a glass shaft, 
by a thin layer of a 
different colour from the 
rest. Deeper shading in- 
dicates greater distance 
from the observer who 
is looking towards the 
fixed end of the shaft. 
The arrows show the 
direction of the twisting 
moment. In the follow- 
the torque for a twist 
N times the moment of 




Fig. 49. 



ing three sections, instead of 

of one radian being e(jual to 

inertia of the cross section, it is only -84 times this for 

a square section (Fig. 60), -64 times it for the section 

Fig. 51, and -6 times it for the section Fig. 62. Indeed, the 

square section has only '88 times the torsional rigidity of a 

cylindric shaft of the same sectional area; Fig. 61 has -67 

times, and Fig. 62 has *73 times the torsional rigidity of 

a cylindric shaft of 

the same sectional 

area. 

96. A very in- ^ ^^ 

teresting result of 
the investigation is 
that there is always 

greatest distortion ^ i) 

at that part of the Fig. 50. 

surface of a shaft 
(if it has not a circular section) where the surface 
is nearest the axis. Thus, in an elliptic shaft the sub- 
stance is most strained at the ends of the shorter 
diameter of the section. Imagine a very light box to 
be made so as to contain frictionless liquid, exactly of the 
shape of a shaft. If we give a sudden turn to the box 
about the axis, the liquid will be left behind if the box 




Fig. 51. 
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is circular in section, and it will have motions relatively to 
the box which can very readily be imagined if the shaft is 
not circular in section. Now the actual velocity of the 
liquid at any place relatively to the box 
is in the same direction as, and is propor- 
tional to, the shear in a similar shaft 
when it is twisted ; this has been proved 
by Sir William Thomson. You will see 
from this that there is very little strain 
at the projecting ribs of the shaft, 
whose section is shown in Fig. 61 and 
just at the projecting angles of Figs. 50 
and 52. This reminds me of a general remark which T have 
to make, and which I must leave without proof. A solid 
of any elastic substance cannot expe- 
rience any finite stress or strain in the 
neighbourhood of a projecting point, 
unless acted on by outside forces just 
at the point. In the neighbourhood of 
an edge it may have strain only in 
Fig. 53. the direction of the edge, and generally 

there will be exceedingly great strain 
and stresses at any re-entrant edges or angles. An im- 
portant application of the last part of the statement is the 
well-known practical rule, that every 
re-entering edge or angle 
ought to be rounded to pre- 
vent risk of rupture in solid 
pieces designed to bear stress. 
An illustration of the principle is the 
stress at the centre of the circular 
outline in the three sections of shafts, 
Figs. 53, 54, and 55. In Fig. 53 at o there is no stress 
when the shaft is twisted ; in Fig. 64 
the stress may be calculated; in 
Fig. 56 the stress is exceedingly great 
for even the smallest twist. 

96.* To show that the elastic 
strength (that is, the stress to which a 
material may be subjected before it 
will begin to take a permanent set) of 
Pig. 65. materi^ possessing ductility, like or- 

dinary metals, may vary to a great extent according 
to the state of strain which exists in the materials when 

* This paragraph is an abstract of a paper published by Professor 
James Thomson in the Cambridge and Dublin McUkerimtical Journal, 
November, 1848. - 




Pig. 54 




Digitized by VjjOOQIC 



100 PRACTICAL MECHANICS. [Cliap. TX. 

no external loads are applied to them, lefc us take a 
round bar of wrought iron perfectly annealed so that it 
has no internal strains when unloaded. Now let it be 
twisted until the outer portions get permanent set, and 
continue the twisting process untU each portion of the 
material, from circumference to centre, is strained beyond 
the limits of elasticity. When this is the case, the stress 
at every place is the same as at eyery other, and it is easy 
to prove that the total resultant couple or torque of resist- 
ance at h section is one-third greater than it was when only 
the outer portions had acquired this stress. If now the 
twisting lo«ul be removed, it will be found that the outer 
parts of the bar are subjected to negative strain, and the 
inside to positive strain. If now the bar be subjected to 
any twisting load less than that which we removed, and in 
the same direction, it will undergo no further change, will 
exhibit no further permanent set, and yet this load may 
be greater than the load which originally produced a per- 
manent set. It will, however, be found that half this 
load, if it twists the bar in the opposite direction, will 
produce permanent set. In fact, the bar in its new 
state has twice as much elastic strength to 
resist torsion in the one direction as in 
the other. It has two limits of elasticity for opposite 
kinds of twisting loads, and, if we are to avoid a new 
permanent set, we must take care that our twisting loads 
do not exceed these limits. Similar principles operate in 
regard to beams, and in general the effects are more ob- 
servable than in shafts subjected to torsion. We can in 
this way explain why it is that a new beam or ^hnft takes 
a permanent set with even small loads, 
since the process of manufacture may have g^ven to portions 
of the material certain strains which they retain when the 
beam or shaft is unloaded externally. 

97. A shaft is usually subjected to both bending and 
torsion at the same tima The bending is due to its own 
weight, the weight of pulleys and wheels, and their 
driving forces. In a crank shaft it is of especial import- 
ance to consider the combined effect, but in ordinary 
shafting it may be neglected, for the reason that la 
designing a long line of ordinary shafting we really pay 
more attention to stiffness than to strength. Thus it 
will be found that the practical rule given in Art 91 allows 
a considerable margin of safety as far as mere strength to 
resist torsion is concerned. In a long line of shafting, if 
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the power is given off at various places with soitir 
irregularity, it may even become evident to the eye that 
the shaft is perpetually twisting and untwisting, for of 
course the twist is proportional to the horse-power trans- 
mitted if the speed is constant. When this is the case, 
although the shaft may be strong enough, 
it is not stiff enough. A very long shaft some- 
times gets into a state of torsional vibratioli just in the 
same way that the cage-rope of a coal-mine gets into a 
state of longitudinal vibration, due to this want of stiff- 
ness. The nature of this vibration will depend on acci- 
dental causes, and should the impulses that give rise to it 
happen to repeat themselves at proper intervals, the vibra- 
tion may go on increasing until the torsion at some place 
may be sufficient to produce rupture. In the same way 
a number of men walking from side to side of a large 
ship, just taking as much time in going from one side to 
the other as the ship takes to make a vibration, may 
make the rolling dangerous. 
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98. In Fig. 56 c D is a beam canying a weight We 
know that the beam transmits the weight to the walls, and 
that in doing so the 
beam is kept in a c /,/ ^/ ., wi 
strained condition; 
we must consider 
what is the state of 
strain in the beam. 
To observe this it 
will be well to take 
a beam which is very 
visibly strained, a 
beam of india-rubber. A B is its appearance when 
lying on the table, and you draw upon it a number 
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Fig. 58. 
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of parallel lines in chalk or pencil, a h, e d, e /, <kc. 
Now if you support the beam at its two ends, and 
load it. you will find that the lines a b, c d, &Cf 
remain straight, but they are no longer parallel You 
will find the distance a' c to be less than a c, but 
h' d' is greater than 6 d In fact, a' c' is compressed, 
b' d ia eii:tended. You will find also that along the line 
E F there is neither compression nor extension, e' p' 
remains of its old length, although it is no longer 
straight If you consider each cross section of such 
a beam you will see that the upper part of it 
is in compression, the lower part of it 
is in extension, and there is a place in 
the middle where there is neither com- 
^ pression nor extension. Fig. 57 is an 
^^ exaggerated drawing of the small portion of 
the beam between two such cross sections. 
a c d b shows its original shape, a c' d b ia 
its shape when strained. Evidently there is 
more compression at a c' than at I m\ The 
compression becomes less and less as we come 
nearer a H, then the extension begins and 
becomes greater and greater as we get farther 
away from G H until we get to b d\ where it 
Fig. 57. is greatest. If the material is likely to break 
in compression it will be most likely to break 
at a c\ If it is likely to break in tension it will be 
most likely to break at b d\ 

99. If we know the tension or compression at any place, 
such as t* or m', we can calculate what it is at any other 
place, for the Btram, is evidently proportional to t/ie dis- 
tance from the middle. Thus if at c' there is a compres- 
sive strain of -002, that is, there is a compression of -002 
foot for every foot in length, then half-way between H 
and c' there is only a strain of '001. There is the same 
strain at the same distance below H, but it is now an 
extension. The material resists being strained in this 
way, and the pushing and pulling forces which it 
exerts at the section c' d', Fig. 66, are just the forces 
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required to balance all the other forces acting on the 
part c' D f' T d, 

100. As c' D T c?' is a body kept at rest by forces, and 
which is no longer altering in shape, it is to be regarded as a 
rigid body.* Now what are the laws under which it is kept 
at rest] The forces acting on it must satisfy two coi ditioi is : 
1st, they ought to balance^ if they all he regiorded as act- 
ing at one point ; 2nd, their twming moments about any 
point must balance. It is this second condition which is 
more important jnst now ; the turning moments of all 
the pushing and pulling forces on section c' d' about any 
point, and it is convenient to take H as this point, must 
balance the turning 
moments of all other 
forces applied to 
c' D T d'. Now we 
know what these 
other forces are; they 
are the weight w, the 
weight of c' D T d' 
itself, and the support- 
ing force at t; their 
resultant moment is 
called the bending 
moment at H. You 
will generally find 
that the forces acting 
on the section are not 
all mere pushing and 
pulling forces. Thus in the model, Fig. 58, which shows 
a beam fixed at one end and loaded at the other ; part of 
the material has been removed, and instead of it we have 
inserted a chain or link A, which is only capable of exerting 

* In books on mechanics yon may have read mnch abont rigid bodies 
and the laws of their equilibrium, and you may have thought that 
such bodies had no existence ; but you must remember that we can 
re^rd a quantity of water, or a piece of steel spring, or a rope, as a 
rigid body for the time being, if it is being acted on by forces, and is 
no longer changing its shape. 



^^ 




a f 



Fir 58. 
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a pull, and a rod b, which is only capable of exerting a 
pusL It is found that two such forces acting on M N o F 
are not sufficient to keep it at rest; we also need an upward 
force at m, which is equal to the weight w, together with 
the weight of M n o F itsell We see then that at such a 
section as M F of a beam we need pulling and pushing forces, 
but also to sfttisfy the first condition given above we need 
what is called a shearing force at m f. At m f the bend- 
ing moment is w x o F, together with the weight of 
M N o F X the distance of its centre of gravity from m f. 
This is to be balanced by the pull in the chain A or the 
push in the rod b, for these are equal, multiplied by the 
distance between their lines of action. If a beam is long, 
the shearing force exerted by the material at a section of 
the beam is usually not so important as the pushing and 
pulling forces, and in many cases it is neglected When 

a beam is very 
short the shear- 
ing force becomes 
more important. 
101. We will 
now take a case in which there is only bending moment 
to be balanced by the material at a section. Let A b 
(Fig. 59) be a strip of wood or metal originally straight, 
whose weight we shall neglect Fix or solder to the ends 
stout pieces of metal, and by means of cords and weights, or 

in any other way, exert couples on c 

these ends, as shown. Consider jl I 

now the equilibrium of any por- ** 

tion, say c D B (Fig. 60). At ^ 

the section o D we know that 

pulling and pushing forces must be exerted by the 

material which exists at the left of c D on the material 

which exists at the right of o D, and the moments of 

these just balance the moment of the forces f and 

F, and this is evidently the same at any section of 

the strip. The bending moment at any section is then 

the moment of the couple acting at either end. Let 
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US suppose this to be 20 pound-inches. Magnifying the 
section c D, as in Fig. 61, and representing l^e amounts 
of the pulling and pushing stresses by arrows, we see that 
as the sum of all the forces one way must be 
equal to the sum of all the forces acting the '"-*— 
other way, and as the stress at each place is ^ 
proportional to distance from o, the part * 
where there is no stress is a line through o at 
right angles to the paper (called the neutral 
aods)^ and this must pass through the centre of 
gravity of the section. 

102. One has an instinctive feeling that this 
must be true, but it is di£Qcult to prove it — 

without algebra. If p lbs. is the tensile stress 

per square inch at the distance one inch s — 
above o (or rather the line through o at right i — 
angles to the paper), then at the distance x 
inches above o the tensile stress ia p x lbs., ^' ^ 
and at the same distance beneath o there 
is a compressive stress of p x lbs. If each little strip 
of area is multiplied by the pressure upon it per square 
inch, the sum of all the tensile forces ought to be equal to 
the sum of all the compressive forces. Thus, if a square 
inches is a very small area at the distance x inches from o, 
then the sum of all such terms asp x aior places above 
o ought to be equal to the same sum for places beneath o. 
Hence, as j? is a constant multiplier, the sum of all such 
terms as 2; a for places above o ought to be equal to what it 
is for places beneath o. But this is neither more nor less 
than saying that the centre of gravity is neither above nor 
beneath o. In fact, the line through o at right angles 
to the paper, that is, the neutral axis of the 
section, passes through the centre of 
gravity of the section. 

103. Now the force on any little portion of area is 
proportional to its distance above or beneath o, and 
hence the turning moment of this force about o is 
proportional to the square of this distance, but if every 
little area of a section is multiplied by the square of its 
distance from, the neutral axis and the results added 
together, we get what is called the moment of inertia of 
the section, hence the bending moment at a section is equal 
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to the stress at one inch from o multiplied by ths momeni 
0^ inertia of the section^ if all distances a/re in inches. 

The moment of the force px a which acts on the area a 
about the neutral axis of the section is p x a x x, or p x^ a, 
and the sum of all such terms for the section is p multiplied 
by the moment of inertia of the section. Hence, suppose 
we know the bending moment m at a section, and the 
moment of inertia i of the section, about the neutral line 
through its centre of gravity, then m -^ i is the stress 
at one inch from the neutral line. If the 
extreme edge of the section is y inches from 

the neutral line, then y^ \& the greatest 

stress there, and must not exceed the break- 
ing stress of the material, i-^y has been 
calculated for a great number of sections of 
beams, and it is called the strength modulus 
Fig.62. of the section. The bending moment 
at a section divided by the strength 
modulus must not exceed the breaking stress of 
the materiaL llie strength modulus for a rectangular 
section i&\bd^ where b is breadth and d depth of the section. 
For a circular section the strength modulus is *0982 d^il d 

is its diameter. For a holTow circular section it is *0982 ^ 

D 

if I) is outside and d inside diameter. The strength modulus 
is exactly the same for a hollow rectangle 
(Fig. 62) as for the section (Fig. 63), being 




BP»-bd » 
6d 



, where b and b are the outside and 




inside breadths, and d d the outside and inside 

depths, of the rectangles forming the section.* 

For a given amount of material we have the 

best arrangement for strength in either the 

I form, or hollow rectangle, since here the ma- Fig. 63. 

terial is found where most required, namely, in 

the top and bottom members, thus giving a greater moment 

of inertia than if collected near the neutral line. 

104. If, then, we would know what is the amount 
of the stress everywhere in a section, it is necessary 
to find the stress at one inch from o by dividing the 
bending moment at the section by the moment of 

* A list of these ^ strength moduli will be found in Ftof. Unwinds 
^ Slements of Machine Design**' 
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inertia of the section. Fortunately this moment of 
inertia has been calculated for us in several cases. To 
find it, if the section is rectangular, multiply one-twelfth 
of the breadth by the ciibe of tlie depth ; if the section 
is drcula/r, rrmltiply the fourth power of the diameter by 
0*0491. To take a numerical case, suppose the bending 
moment to be 8,000 pound-inches at the rectangular 
section of a beam whose breadth is 2 inches and depth 
3 inches, the moment of inertia is 2x3x3x3-fl2, or 
4-6, hence the stress at one inch from the middle of 
the depth would be 8,000 -r 4*5, or 1,778 lbs. per square 
inch ; and the stress at the top or bottom surfaces, 
which are 1*5 inch from the middle of the section is 
1,778 X 1*5, or 2,667 lbs. per square inch'; in one case 
being a tensile, and in the other a compressive stress. 
If the section of the beam is such that the centre of 
gravity and neutral line are nearer the bottom than the 
top, then at the bottom there never can be as great 
a stress as at the top. Sometimes a material is such 
that it can bear much more compressive than tensile 
stress — cast iron, for instance. In the case of cast iron 
the section is made so that the centre of gravity is nearer 
the edge which is to be subjected to tension, in order 
that the tensile stress may never be so great as the 
greatest compressive stress. (See B, Fig. 69.) 

106. In Fig. 59 the neutral line which passes through 
the middle of every section, being neither extended 
nor compressed, is of the original length of the strip. 
Suppose it to be 1 foot long. When the beam is bent 
as in the figure,, a b becomes longer than this, and a b 
shorter, yet their ends are in the same planes a a and B 6. 
Thus the strip may be considered as a bundle of fibres 
lying in arcs of circles which have the same centre and 
subtend the same angle at that centra If we know their 
•relative lengths we can tell where the centre of the 
circle is. Now we know the stress per square inch on a 
cei-tain fibre, and we know its original length, hence we 
can calculate its present length (see Arts. 49 and 51)| 
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and its length is to the length of the neutral fibre as 
its radius is to that of the neutral fibre. In this way 
"we find that the radius of the netUral fibre is numeric 
caWy eqv>al to the modulus of elasticity of the material 
multiplied by the moment of inertia of the section, a/nd 
divided by tJw bending moment at the section, 

Y is the stress at one inch from the axis (see Art. 103), 

and a fibre all along the rod at one inch from the axis is 
extended proportionally to this stress. Its old length was 

one foot, therefore its extension of length is ^ -r- b, a 

fraction of a foot (see Art. 49), if e is the modulus of 
elasticity of the material. Every fibre forms the arc of a 
circle. Now let r inches be the radius of the circle formed 
by the middle fibre, which is not strained, then r + 1 inch 
is the radius of the fibre we have been considering, and as 
their ends are in the same radii, we know that the leng^s 
of the fibres are proportional to their radii. The length of 
the unstrained fibre is 1 foot, and that of the extended one is 

1 + ^ feet, hence 

r:r + l::l:l + J^, 

from which we find that ^ = ?> the rule given above. But 

it is sometimes more convenient to put it in the form 

ic==— , or M = Bi X curvature of the strip, rod, or beam. 

(See Glossary for definition of Curvature.) Now if the 
strip in its natural unstrained condition had been curved, 
instead of being straight, you would have found in exactly 
the same way that m = b i x change of curvature, or 

M = B I (- — -), if r^ was the radius of curvature of the 

strip at any place when unstrained, and r is its present 
radius of curvature. 

Eocample. — A straight strip of tempered steel, 0*7 
inch broad, 0*1 inch thick (this represents the depth of a 
beam), is subjected to a bending moment of 100 pound- 
inches : find its radius of curvature. Answer : the 
moment of inertia of the section is 0*7 x •! x •! x •! -f 12, 
or '0000583. The modulus of elasticity of steel is, say 
36,000,000, and 36,000,000 x -0000583 -r 100 gives 21 
inches for the radius of curvature of the bent sthp. 
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106. Elastic Curve. — If you take a straight uniform 
strip of steel and subject it to two equal and opposite 




forces in the same straight line, the strip will assume one 
of the forms shown in Fig. 64, which all go under a 
common name— -the elastic cwrve. Now consider the part 
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p B, Fig. 64 a. Neglecting its own weight, it is acted on 
by a force P at B, and at p there must be a force or forces 
to produce balance. There is a force at p tending to com- 
press the steel, but what is of more importance is the fact 
that F produces a bending moment at p, and the amount 
of it is the force x the distance P K. Now our strip is 
everywhere of the same material and section, and the 
only thing that can alter is its radius of curvature. 
This radius of curvature at any place we know to be 
greater when the bending moment is less, and less when 
the bending moment is greater ; in fact, the radius 
of curvature is inversely proportional 
to the bending moment, and this really comes 
to the fact that the radius of curvature at any place p is 
inversely proportional to the distance p K. 

r = ^, or -^, if p ifl the force acting at b. Now b i 

and F do not alter, and hence r x p k = some constant 
number. 

You can obtain the shapes shown in Fig. 64 in two 
ways : first, by taking a straight strip of steel and per- 
forming the operation ; secondly, by drawing the curves 
in a series of arcs of circles. Suppose we have calculated, 
as in the above example, that the modulus of elasticity 
of the material multiplied by the moment of inertia of 
its cross-section is, say, 200, and suppose we know that 
the force acting at b is 10 Iba, then we know that the 
radius of curvature at P is equal to 
^Sk. Q 200 divided by the bending moment 
/i/\ at p, which is 10 x p k. In fact, the 
y/f/]\ radius of curvature at P is equal to 
^""-^ 20 divided by P K. Choose now in 
Fig. 65 the point c aff~the middle 
-^ point in the strip. Suppose c d to 

** ' be 4 inches, then the radius here 

is 5 inches. Take c o = 5 inches, and with o as centre 
describe a small arc, c e. Join e o and produce it. 
Now at E measure e f, and suppose you find it 3*4 

Digitized by VjjOOQIC 



C!hftp.X.3 HYDROSTATIC ARCH. Ill 

inches; divide 20 by 3*4, and we get 5*88 inches, 
and set this new radius off from e to o'. Take o' 
as a new centre, and describe the short arc e a of any 
convenient small length, and in this way proceed until 
the curve is finished. This is not a very accurate 
method of drawing the curve unless the arcs are 
very short, and small errors are apt to have magnified 
evil effects, but I know of no better exercise to im- 
press upon you the connection between radius of 
curvature of a strip and the bending moment which 
produces it. You are therefore supposed to have 
actually drawn one such curve at least before pro- 
ceeding with your study of this subject 

107. Parts of these curves happen to be the shape 
taken by liquids, because of their capillary 
action, between two solid plates. They are 
also the shapes of the arches which are best 
fitted to withstand fluid pressure. Thus, 
for instance, in Fig. 66 the curved water 
from M to N is of the shape of the curve 
Fig. 64 e, from m to n, the free water level 
being the line A B ; and in Fig. 67 the Fig. qq. 
middle line of the joints of the arch M to 
N is the same curve luverted. The water, whose pressure 

. it resists, has as free 

^g^^^^S^^^^ffi^i3 wQ-t^r level the line ab. 
^^^^^^^^^^^^^ 108. When a strip 
H££r^^jjj(^^^^^l|^^£^=^ of elastic material is 
'^EEEirJgr ^^ferS ^®^*> ^ ^ot only alters 

'•^'M m~EEr ^^ shape in the well- 

?=zJB„ M^- known way, but it alters 

^^J^ Jb^^^ *^® form of its cross- 

Fie. fl7. "" section. On the convex 

side of the strip the 
breadth becomes concave, and on the concave side 
of the strip the breadth becomes convex. It is very 
easy to try this for yourself on a broad strip of steel or a 
bar of india-rubber. ITiese saddle shapes of the surfaces 
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are due to the fact that when each fibre is pulled it gets 
thinner as well as longer (see Art. 56), and when it is 
pushed it gets broader as well as shorter, and it is very 
curious that this action should not interfere perceptibly 
with the laws of bending as I have given them to you. 

108a. It may now be interesting to consider the relation 
between bending and twisting. We have seen (Art. 105) 
that a couple, m, applied to produce bending gives a 

curvature ~. Now i, the moment of inertia of a circular 

EI ' 

section about a diameter, is '^, hence the curvature is 

^ -f- '^. We have also proved (Art. 92) that a couple, m, 

applied to produce twisting in a cylindric shaft, gives an 

angle of twist * -i- '—. 

Now, if, in the above cases, the bending and twisting 
couples are equal, we have (see Art. 90) — 

Angle of Twist e 1 _^ 1 __ o-t-b _ j , ^ 

Curvature ~"2h~"2o ' 2(0+5)"" o ~" "*" a * 

Experiment shows that for isotropic substances the ratio 

— lies between o and -^, Hence, ^ is always greater than 

unity. Therefore, twist must always exceed bending when 
the couples producing them are equal. 



CHAPTER XI. 

BEAMS. 

109. To be able to calculate the state of strain of 
a beam it is necessary to know all the forces acting on 
it from the outside ; these are the loads, which 
include the weight of the beam, and the supporting 
forces at its ends. If we know the loads, it is easy to 
calculate the supporting forces when a beam is sup- 
ported at the ends. The load may be concentrated 
at one or more points, or it may be distributed 
uniformly over the whole or part of the beam. 
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It may be a dead load or a live load A dead load 
is one which has been applied very gradually, and 
remains pretty much the same for a long time ; a live 
load is one which has been more or less suddenly applied. 
Given the loads, we are always able to determine the 
supporting forces if there are only two, either by the 
ordinary rules of mechanics or by the graphic method 
described in Art. 143. When we know the necessary 
supporting forces at the ends of a beam, we can take 
care that there are suitable means of support for the 
beam. 

110. Methods of Supporting Beams. — ^In practice, 
whenever it is possible, the ends of a beam are not merely 
supported, but they are fixed by being built into brick- 
work or masonry, for it is known that fixing the ends 
strengthens and stiffens a beam very considerably (see 
Art. 123). Thus also the cross-beams of a railway bridge 
are well fixed at the ends by means of bolts or rivets. 
Timber structures are always attached as rigidly as 
possible to their supports, .and this is the case with 
all structures in which there is no fear of unequal 
expansion by heat. A long iron beam merely rests 
upon masonry or timber supports, without being rigidly 
attached, because the iron expands during the summer 
and contracts during the winter^ more than the timber 
or masonry, and every facility must be given for re- 
lative motion due to these causes. Thus one end of a 
long iron roof-principal or iron girder generally rQsts 
upon a carriage or frame supported on rollers. 

HI. The supporting force at the fixed end of a beam 
is often rather indeterminate, but if one end rests upon 
a carriage we may regard the supporting force there as 
being nearly perpendicular to the plate on which the 
rollers rest, and this supposition enables us to find both 
supporting forces (see Art. 148). In what follows my 
attention is mostly devoted to beams which are horizontal 
and are supported by vertical forces at one or both 
ends. 

I 
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112. When beams cany loads they are not usually 
subjected to the same bending moment everywhere, and 
the shearing force is also different at different places. 
Take any simple case — for instance, a beam A b. Fig. 68, 
supported at the ends, and loaded uniformly all along its 
length. If the total load is 2,000 lbs., then eadi upward 
supporting force at a and B is 1,000 lbs. Now at any point, 
c, the bending moment is 1,000 x c B acting against the 
hands of a watch round c, minus the load on the part 
c B multiplied by half the distance c B. Erect a 
perpendicular, c E, and make its length represent, on 
some scale, the bending moment at c. Do the same for 
a number of points, and by joining the ends of all 
the perpendiculars you will get a curve which shows 

. at a glance the bending moment 

{ everywhere. In Table IV. the 

^ i y^ figures H M are diagrams of bend- 

A *^ B ing moment which have been 

^^' ^ calculated by the graphic method 

described in Art 143. When the upper parts of sections 
of a beam are in compression, the bending moment 
is usually measured from a b upwards. When the upper 
parts of sections of a beam are in extension, the bending 
moment is usually measured from A b downwards. It would 
have been dif&cult to give the bending moment in every 
case to the same scale, as the greatest bending moment 
in case L of the Table (p. 116) is twelve times the greatest 
bending moment in case VL (p. 118). Hence, if we 
regard the scale for case L as 120 pound-feet per inch, 
the scales for the other cases are 60, 30, 15, 15, and 
10 pound-feet to the inch. 

113. Again, the shearing force ate (Fig. 68) is simply 
the upward force at B minus the whole load on the part cb. 
Set off on the perpendicular at c a distance eqiud to the 
shearing force there ; do the same for other points, and 
draw a curve showing the shearing force everywhere. 
To know the shearing force at every section of a 
beam is very important in railway girders, because the 
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lattice-work — that is, the struts and ties which connect the 
upper and lower horizontal booms — ^is proportioned to 
resist the shearing force. It is the same with the thin 
central web of a wroughl^iron girder, if the girder is 
formed of plates of iron riveted together. But in small 
beams of cast iron or timber, and even in wrought-iron 
girders that have been rolled in one piece, the web is 
usually made so thick that it is unnecessary to try if it 
is strong enough to resist the shearing force. 

114. To resist bending moment, only those parts of 
a beam which are far from the neutral line are of 
much importance — whence, in iron beams we have two 
flanges far apart con- a b 

nected by means of the csso 
web or by lattice- work. 
Thus, in Fig. 69, A is 
the usual section of a ^ — 
wrought-iron beam, and 
B of a cast-iron beam. 

The neutral line O O in "■ ^"" " ^^Bajaaaaaasmasai'' 

each case passes through ^* ' 

the centre of gravity of the section. All parts of 
the section below o o are subjected to tensile stress, 
all above o o are subjected to compressive stress. Because 
wrought iron will resist nearly as much tensile stress 
as compressive before it breaks, the two flanges of A 
are made equal in area. But inasmuch as cast iron 
will stand about 4^ times as great compressive stress 
as tensile, the flange c c, subjected to tension, 
has about 4| times the area of d, which is the com- 
pressed flange. Thus, the total breaking stress on one 
of the flanges is equal to the total breaking stress 
on the other. Suppose the area of a flange is 10 square 
inches, and its breaking stress is 60,000 lbs. per square 
inch, then the total breaking stress on this area is 
10 X 50,000, or 500,000 lbs. If, now, the distance 
between the centres of gravity of the two flanges is two 
feet, we can say that the bending moment which will 
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destroy the beam if it acts at this section is 500,000 X 2, 
or 1,000,000 pound-feet. 

116. When much of the material has been left near 
the middle part of the section, as it is in ordinary timber 
beams, it is not so easy to make the calculation, for 
although much of the timber is in a position where 
it is but little capable of resisting bending moment, 
yet it does resist to some extent. Again, in iron 
beams it is usual to shape them everywhere so that 
those sections where there is but little bending 
moment to be resisted are made with smaller flanges, 
or else flanges which are nearer together. If we have 
a diagram, such as we see in the various cases of 
Table IV., showing the bending moment at every 
part of the beam, we simply vary the section, so 
that it is just capable of resisting the bending moment 
which acts there. Kow, timber beams, as a general rule, 
are everywhere of the same rectangular section. There 
is one place, the place of greatest bending moment, 
where such a beam is likely to break; we therefore 
calculate the size of the section to with- 
stand this greatest bending moment. 

116. Suppose we take a certain beam which has every- 
where the same section, and we load it in various ways. 
Thus, the load may be hung from one end of the beam, 
the other end being rigidly fixed, say by being built into 
a wall. When we say that the end of a beam is fixed, 
we mean that it is rigidly held in position, whereas when 
we say that a beam is supported at its ends, we mean 
that it is merely held up there. In Table IV. six ways 
are shown in which the same length of beam is supposed 
to be loaded. The total load is supposed to be the same 
in every case, and the length from a to b is supposed to 
be the sama Then, we see that when the beam is fixed 
at both ends, and the load spread over it, it is 12 times 
as strong as when one end is fixed, and the whole load 
hung from the other end. This means that if, with the 
beam fixed at one end, a load of one ton, hung at the other 
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end, is working load, then, when fixed at both ends, and 
the load spread uniformly over it, the same-sized beam 
will carry 12 tons. Hence, if experiments are made on 
the strength of the beam when loaded in any of these 
ways, we know what its strength ought to be when 
loaded in any of the other ways. Now, a great many 
experiments have been made upon beams of rectangular 
section, supported at both ends and loaded in the middle, 
the third case given in the Table ; and from these experi- 
ments we know how to find the load which such a beam 
will carry. Having found this, we know that when loaded 
and supported in a different way, the beam will carry more 
or less according to the numbers in the column headed 
Streng^th, The rule which has been deduced from experi- 
ments on beams whose sections are rectangular is this : — 

A beam supported and loaded in any of the ways 
shown in Table IV. will break with a total load which is 
found by multiplying together the breadth of the section 
in inches, the square of the depth in inches, the number 
called strength in Tahle /F., tJie nvmber called strength 
in Table VL, and dividing the product by the length of 
ike beami, a b, in feet. 

Eoca/m/ple, — ^A beam of English oak, 20 feet long, 
9 inches broad, 12 inches deep, is fioced at the ends. 
What load placed in the middle will break it? This is 
case V. of Table IV., and the relative strength is given 
as 2 in the same Tabla Opposite English oak, in Table 
VL, we find the number 557 ; and hence, 9 x 12 x 12 
X 2 X 557 -T 20, or 72,188 lbs., or more than 32 tons, 
is the answer. 

117. Suppose the breaking load on a beam of timber is 
found to be 32 tons, you would follow the usual practice 
if you really never placed on it a load of more than 
8 tons. Thus, you divide the breaking load by 4 to 
get the safe load, or the working load. This number 4 
is called a factor of safety. The usual factors of safety 
employed in structures generally are given in the folloWf 
ing Table: — 
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TABLE V. 
Factors op Sapbtt. 





ADeadLoad, 

does not 
alter. 


A Live Load, or one that altera 


Material 


In Tem- 
porary 
Stmctnres. 


In Per- 
manent 
Stractnrea. 


In Struo- 
tores sub- 
jected to 
Shocks. 


"Wrought Iron ) 
and Steel f 
Cast Iroa . . . 
Timber .... 
Brickwork . . . 
Masonry • . . 


8 
3 

20 


4 

4 
4 


4 to 5 

6 

10 

6 

20 to 30 


10 
10 



118. You must specially remember that it has been 
found by experience that if we have beams of the same 
material of rectangular section loaded in the same way, 
the strength is doubled if toe dovhle the breadth of tJia 
beam or halve its length ; but if we dotible tlie depth, toe 
increase the si/r&ngthfowr times, 

TABLE VI. 
Beams Supported at the Ends and Loaded in the Middle. 



Nature of MateriaL 


Strenffth. 


Deflection. 


Teak . . . . 


820 


•00018 


Oak 






460 to 600 


•00044 to -00020 


English Oak . 






667 


•0003 


Ash . . 






676 


•00026 


Beech . 






618 


•00031 


Pitch Pine 






644 


•00036 


Bed Pine . 






460 


•00023 


Fir . 






370 


•0006 to -0002 


Larch 






284 


•00041 


Deal 






600 


•00023 


Elm. 






337 


•00061 


Cast Iron 






2640 


•000024 


Wrought Iron • 




3470 


•000016 


Hammered Steel 




6400 


•000013 
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The numbers given in this Table are merely the 
average values found by various experimenters. You 
may wish, however, to find for yourself whether they 
are correct or not. You are designing a beam of pitch- 
pine, say; then take a rod of pitch-pine, 1 foot long, 
1 inch broad, 1 inch deep ; support it at the ends, and 
load in the middle till it breaks ; the Table says that the 
load will be 544 lbs., but you may find it to be more 
or less than this. Ilemember also that it is 
near the middle that your beam is likely 
to break; this, then, ought to be the soundest and 
most evenly grained part of the timber if possible, and 
the specimens which you try ought 'to be as nearly as 
possible the same kind of timber. 

119. "When a beam is loaded in any way, you know 
how to find the bending moment at any place, and if you 
know the modulus of elasticity of the material, and the 
moment of inertia of the section, you can find the 
curvature of the beam. You may draw a bent beam, 
then, in the same way as you drew the springs of 
Fig. 64, but the beam is so little curved usually that you 
will have difficulty in getting compasses long enough. 
In this case it is usual to diminish all the radii in some 
large proportion, remembering that the deflection of your 
beam as you draw it is increased in this proportion* 
For a beam fixed at one end and loaded at the other you 
would get a curve just like the portion s T in Fig. 64 c, 
8 being the fixed end and T the loaded end. 

120. The important thing to know is the deflection 
of a beam — that is, tlie greatest yielding of any part of it. 

It can be proved mathematically, from what has been 
given in Art. 105, that if d is the deflection of a beam whose 
cross section is the same everywhere, w the load, l the 
length, X the moment of inertia of the section, and e the 
modulus of elasticity, and if all these are in inches and 
pounds, or in any other units so long as they are aU in the 
same units, then 

w L* for a beam fixed at one «nd and loaded at 
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8 WL» for a beam fixed at one end, and loaded 
8 3 B z uniformly. 

__ 1 wi^ for a beam supported at the ends and 
16 3 B I loaded in the middle. 

__ 5 1^ w_L« for a beam supported at the ends and 
8 16 S B I loaded uniformly. 

The third of thes^ f ormulsd is the one most needed. It is 
by means of this formula that the modulus of elasticity is 
generally determined. Thus in careful experiments with 
an iron beam, 1 inch broad, 1 inch deep, carried on supports 
24 inches asunder, suppose we find that a load of 2,000 lbs. 
produces a deflection of one-quarter of an inch. Now 

I for the beam is ^^^^^^\ or ^. The third formula given 

above becomes -26 = ^ ^^l^^^""^ * and from this we 

find that e is 27,648,000 lbs. per square inch. 

Again, taking the fifth of the cases shown in 
Table IV., I find that 560 lbs. produced a deflection of 
0'22 inch in a beam of wood 24 inches long, IJ inch 
square. Here i = 1 -76 x 1-76 x 1-76 x 1-76 -r- 12, or -781, 

and '^^ = T6 ^lfx^i^ y ^^"^ ^^^^ ^® find that b is 
938,656 lbs. per square inch. 

Again, from Table VI. we see that a beam of teak 
12 inches long, 1 inch broad, 1 inch deep, gets a defiection 
of '00018 inch for a load of 1 lb. Here the moment of inertia 

of the cross section is ^ and -00018 = ^ ^''f^^V'^^ from 

which we find that b for teak is 2,400,000 lbs. per square 
inch. 

121. Take a small beam, A b, Fig. 70, supported at the 
ends, and load it in the middle. Measure carefully the 
deflection or lowering of the middle point. This is 
called the deflection of such a beam. Now this distance 
will usually be small, and so you had better magnify it 
by letting the string c w pass over the little axle e, which 
carries a long pointer. This pointer will show on the 
scale P K a ma^iification of the deflection. You will find 
that the more load you place at o, the greater is the de- 
flection; and in fact that the deflection is proportional 
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to the load until joxtr loads become great enough to 
produce permanent set, when (Art. 52) the deflections 
increase more rapidly than the load. K now you use a 
beam of the same material but of double the breadth, 
then for the same load you will get one-half the old 
deflection. K you use a beam of double the depth, then 




for the same load you will get only one-eighth of the old 
deflection. Also, if you double the length of your beam, 
using the same load, you will get eight times the old 
deflection. A very instructive series of experiments 
may be made very easily in this subject, and you will 
not thoroughly understand the matter unless you make a 
few such experiments. It is found that a beam of pitch 
pine, 1 foot long, 1 inch broad, and 1 inch deep, sup- 
ported at its two ends and loaded in the middle, is 
deflected -00035 inch by a load of 1 lb. This explains 

Digitized by VjOOQ It! 



Chap. XL] STIFFNESS OF BEAMS. 125 

the numbers given in Table VI. It is found that if the 
same beam is fixed at one end and loaded at the other 
(first case of Table IV. )> *^® deflection is 16 times as 
great, whereas if the beam is fixed at both ends and the 
load is spread uniformly (last case of Table IV.), the 
deflection is only '125, or one-eighth as great. This 
explains the " deflection " column of Table IV. 

122. The rule, then, to find the deflection in inches of 
any beam loaded in any of the ways shown in Table IV. 
is this : — Multiply together the cube of the length in feet, 
the total load i/n pounds, the number called deflection 
in Table /F., arid the number called deflection in 
Table F7., and divide the product by the breadth 
of the beam in vnches, and by the cube of the depth in 
inches. 

Example, — A beam 20 feet long, 10 inches broad, 16 
inches deep, of pitch pine, fixed at one end and having 
spread all over it a tot^l load of 4,000 lbs. — what is its 
deflection % Here the number in Table IV. is 6, and in 
Table VI. it is -00035; hence we have 20 x 20 x 20 x 4,000 
X 6 X -00035 divided by 10, and again divided by 15 
times 15 times 15, which gives as answer 1-99 inch. 
The end of the beam would be deflected this distance. 

123. A beam is said to -be stifi" if its deflection is 
small, and we say that the stifRaess of a beam supported 
and loaded in the various ways shown in Table IV. is for 

the various cases ~, -, 1, 1-6, 4, 8. In fact, a beam of 

16 6 

a * certain length carrying a certain load is 128 times 
stifler when it is fixed at the ends and loaded uniformly 
than when it is fixed at one end and loaded at the other 
end. 

It is well to remember that when we 
double the breadth of a beam we double 
its strength and also its stiffness, but if 
we double its depth we get four times 
the strength and eight times the stiff- 
ness. Beams required to be very stiff ought to be 
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very deep. Care must be taken, however, that they are 
laterally supported, else they will buckla If you double 
the length of a beam you get half the strength, but you 
only get one-eighth of the stifl&iess. 

124. What about beams that are not rectangnlar in 
section 1 Suppose we have a beam of the same section 
everywhere, whose strength and stiffness we know, 
and suppose we want to know the strength and stiffness 
of another beam which has the same form of section — 
that is, suppose the new section is such that all the old 
lateral dimensions are increased in a certain ratio — ^then 
the strength and stiffness increase in this ratio ; if all 
the old vertical dimensions are increased in a certain 
ratio, then the strength increases as the square of this 
ratio, and the stiffness increases as the cube of this 
ratio. The effect of change of length is just the same 
as it was with rectangular beams, and we know the effect 
produced by different methods of supporting and loading 
the beam from Table IV. 

From Arts. 103 and 112 it is evident that the load which 
a beam will carry without breaking is proportional to the 
strength modultu of its section divided by the length of 
the beam. The deflection of the beam is proportional 
to the load multiplied by the cube of the length, divided 
by the moment of inertia of the cross section. 

126. At the Imperial College of Engineering, in 
Japan, we had a testing machine with which I have made 
a great many experiments with my students. It in- 
creased the load on a beam at a uniform rate, and 
registered the load and deflection of the beam at every 
instant — that is, it drew a curve, each point of which 
showed the deflection and the load which produced it. 
Mr. George Cawley, instructor in mechanical engineer- 
ing at the college, lithographed a number of th«se curves, 
taken by himself; and although the experiments were 
made on Japanese wood, so that the actual amounts 
of load and deflection are not of general interest^ yet 
the shapes of the curves are so interesting as to be 
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worthy of publication. With only one exception, two 
beams were broken and two curves taken for each 
kind of wood. The mean of these two curves has been 
given in Fig. 71 — that is, a curve lying between the 
two. The specimens were all free f^pm knots. They 
were all 28 inches long and If inch square. The distance 
o w represents one ton, and the distance o d represents a 
deflection of 2 inches, so that the scale of the diagram 
is known. The load was in each case added to at a 
uniform rate, beginning with o, and the rate at which 
' it increased was one ton in two minutes, and we see from 
the ^guiG that practically only in three cases did the 
breaking of the beam take more than two minutes. 
The end of each curve shows where the specimen broke ; 
it is easy to see where the curve ceases to be a straight 
line — ^that is, where the law, " Deflection is proportional 
to Load," ceases to be true ; and this point is therefore 
the elastic IvmU, In some cases the load corresponding 
to the elastic limit is less than half the breaking load, 
and in some cases greater than this, but usually it may be 
seen that it is about one-half. 



CHAPTER XIL 

BENDING AND CRUSHING. 

126. Stress over a Section. — When any portion of a 
column or beam or arch on one side of a section, bc, is 
acted upon by loads and supporting forces, we can 
generally find one force, representing the resultant of the 
stresses at the section, which will balance them alL I^ 
instead of a force, we merely get a couple, then the 
section is exposed solely to bending moment, and we 
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know now how to find the effect of this. If the force is 
parallel to the section, then we know that the section 
is either exposed to mere shearing strain or shearing' and 
bending, as in a horizontal beam with vertical loads ; but 
if the force is inclined to the section, there will usually be 
shearing and bending, and besides this a uniform distribu- 
tion of compression or extension all over the section. In 
practice we generally find that com- 
pression and bending alone 
have to be considered. Thus, 
if B c (Fig. 72) is the edge view of the pL 
section of an arch ring, and if P f is the o 
resultant force in magnitude and direc- 
tion, and if o represents a line through 
the centre of gravity of the section at 
right angles to the paper ; then p k the resolved part of 
pp parallel to bo is the shearing force which must 
be resisted by the section. F k x F is the bending 
moment at the section, causing the parts between 
o and B to be compressed, and the parts between 
o and c to be extended. But besides this we must 
suppose^ the compressing force P K to be distributed 
over the whole section. This will increase the com- 
pression over the part o B, and will diminish the 
tension over the part O 0, which mere bending would 
have produced. 

127. Thus, in Art. 103 we saw that ob .^^^, where i 

is the moment of inertia of the section about the axis 
through o, is the compressive stress at b, due to mere bend- 
ing moment, and to this we must now add — if a is the 

area of the section. Hence, the resistance to crushing of 
the material per square inch must be greater than 

OB.-j- + -. 

Of course the tensile stress at c is 

00. -r--T- 
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If th« sectioii is of such a oataxe that wo novor wisb. 
any portion of it to resist tensile stress, this second expres- 
sion must be 0, or less than 0. This is usually assumed to be 
the case in stone or brick bridges, and it is easy to show 
that if the section is rectangular it leads to the general 
condition that o f ought never to be more than one-third 
of o B or o G ; in fact, that the resultant force p f most 
fall within the middle third of every joint of the stone 
work. If it falls outside the middle third of the joint, 
you will have to depend on the resistance of the cement of 
the joint to tensile stresses, and this is not usually regarded 
as a safe thing to do. 

128. Stmts and Pillara. — I disposed much too easily 
of the compression of a strut in Chap. YL At short 
distances horn the ends of a bar sulyected to pull, the 
tensile stress is prettj uniformlj distributed over the 
cross section, and whether the bar is long or short the 
material has nearly as much freedom to get uniform 
tensile strain in one case as in another. But this is 
different in struts. If a strut is long it breaks by 
bending; if it is just so short that we know there 
is no bending, the load per square inch that will 
break it may be taken as representing its resistance 
to crushing; but even this is not such a resistance 
as a cube of the material would offer. If we take 
a much shorter column, say a thin disc, the way in 
which the load is applied may be such as to prevent the 
lateral spreading which always accompanies compression, 
and a much greater load is required to crush the 
material than might have been expected. If a number 
of specimens of cast iron are taken one-quarter inch 
square, the first being a cube and the last being 1 inch 
in length, it will be found that the load which they 
will support diminishes gradually from 72 tons per 
square inch to 45 tons. After a certain height is 
passed the rupture seems to be produced rather by 
sliding along an oblique section than by mere crushing 
at a cross section. 

129. When a strut or column is of considerable length 
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it usually bends before it breaks. Professor Gordon 
designed a formula based on this assumption which 
fairly well represents the results of experiments, and 
although it is known not to satisfy the facts of the 
case so well when elastic strength has to be considered, 
yet it is so easy of application, and is, on the whole, so 
correct, that I give it in preference to the more correct 
rule, based on the theory of Euler, which 
will be found in Professor XJnwin's 
" Machine Design." 

Usually the total load divided by the 
area of cross section is regarded as the 
stress on the material, Ijut by Art. 126 we 
see that to this must be added the stresses 
produced by such bending as the strut 
undergoes. The result is that the stress 
on the strut as usually calculated must be 
increased by a fraction of itself which 
depends on the square of the length of 
the strut divided by the moment of 
inertia of the cross section regarded as 
the cross section of a beam. The practical rule becomes 
then — For a strvi, whose ends are hinged, or a column 
wJvoae ends are not fioced, as A, Fig. 73, the breaking 
load in pounds is equal to the breaking stress per square 
inch given in Table VII. multiplied by the area of cross 
section in square inches, and divided by 1 + n B where n 
is given in Table IX. and b is given in Table VIII. 




TABLE VII. 




Breaking Stress, in pounds 
per squaxe inch. * 


Cast Iron 

Wrought Iron .... 
Timber 


80,000 

86,000 

7,200 



y Google 
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Valut of B for struts of the sections shoum in Table IX, The first 
column gives the length of the strut divided by its least lateral 
dimension. 



Length divided by 


Bfor 


Bfor 


B for Strong 


Lateral Dimension d. 


Cast Iron. 


Wrought iron. 


Dry Timber. 


10 


0-748 


0132 


1- 


15 


1-68 


0-300 


3-6 


20 


300 


0-632 


6-4 


26 


4-64 


0-832 


100 


30 


6-76 


1-200 


14-4 


35 


9-20 


1-632 


19-6 


40 


12-00 


2-132 


26-6 


45 


18-72 


3-332 


400 



TABLE IX. 
Values of n for struts and pillars of the following sections : 

Square of side dy or rectangle with smallest 
side d ; 

Hollow rectangle, or square with thin sides 

Circle, diameter d , , , . , 

Thin ring, external diameter d , 

Angle iron, smallest side d , , , 

Cruciform, smallest breadth d , 



* Modified from Professor Flesming Jenkin's article on Bridges in 
the '* Encyclopaedia Britannica." 




Digitized by VjjOOQIC 



Obap.xn.] TEETH OP WHEELS. 133 

If we want the breaking load for a strut whose ends 
pre not hinged, it is necessary to find in what way it 
tends to bend, and to use the above rule regarding 
the strut as hinged at two points of contrary flexura 
Thus in Fig. 73 the strut or column b is as strong 
as a strut hinged or rounded at both ends, whose 
length is only a h. The rule becomes — For a strut fixed 
at both ends, calculate by the above rule, but take n 
one fourth of what I have given in Table IX. For 
a strut, one end of which is fixed and the other is 
only hinged, calculate the breaking load as if both 
its ends were hinged, then calculate as if both its 
ends were tixed,^ and take the mean value of the two 
answers. 

130. The Teeth of Wheels.— When toothed wheels 
drive each other, their teeth tend to break like little beams 
fixed at one end. It is usual in considering their strength 
to regard the pressure 'between two teeth as acting at 
a comer, because this may accidentally occur, and it is 
the most trying condition. There are usually two pairs 
of teeth in contact at once, so we consider that only half 
the total horse-power has ever to be transmitted by one 
pair of teeth. This transmitted horse-power, multiplied 
by 33,000, divided by the circumferential velocity of the 
wheel per minute, is of course the pressure in pounds 
which each tooth has to withstand. Imagine the tooth 
to tend to break at a section making 45® with the depth, 
just as we know it would break if the comer were struck 
smartly with a hammer. This consideration leads to the 
rule, that the pitch is proportional to 
the square root of the pressure, 
divided by the greatest safe stress per 
square inch to which the material may 
be subjetsted. 

131. Mat Plates. — A plate, round or square, either 
merely supported or firmly fixed all round its edge, 
will carry a total load uniformly spread over it 
which is simply proportional to the square of the 

Digitized by VjjOOQIC 



134 PRACTICAL MECHANICS. [Chjip. XIL 

thickness, and is not dependent on the area of the 
plate. Fixing the edges adds a quarter to the strength. 

132. Similar Structures Similarly Loaded. — If a 
girder is loaded mainly by its own weight, then any other 
girder made to the same drawing but on a different scale 
would be a similar structure similarly loaded ; and this is 
the name given to all structures made fi*om the same 
drawings but to differerjt scales, if their loads are in 
the same proportions to the weights of the structures 
themselves. It will be found that in all cases the stress 
at similar places is proportional to the size of the struc- 
ture — ^that is, the weakness of the structure 
is in direct proportion to its size. 

This is easily seen if we imagine the structure to be 
such a simple one as a rod. A, Fi^. 74, carrying a weighty 
ball, w. If there is another such arrangement, 
of twice the size in every direction, the area 
of cross section of the rod would be four times 
as great, but the load to be carried would 
be eight times as great, and therefore the 
stress per square inch at a section would be 
twice as great — that is, the larger rod and ball 
would be twice as weak. As the stress would 
be twice as great and the length of the rod 
twice as great, the extension would be four 
times as great The extension of the rod 
per foot in length would only be twice as 
Fiir 74. S^^^ 1^ *^® same way a beam of cast 
iron, 1 inch square and 1 foot long, is 1,700 
times too light to break with its own weight, whereas a 
beam of cast iron whose length, breadth, and depth are 
in the same proportion, if 1,700 feet long and 1,700 
inches square in section, would break with its own 
weight. The deflection of similar beams 
similarly loaded is proportional to the 
square of their dimensions; but the 
deflection per foot of length is only 
proportional to their dimensions. 
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CHAPTER Xni. 

GRAPHICAL STATICS. 

138. The basds of aU applications of mathematics in 
Physics and Engineering is the fact that any physical 
phenomenon which is directional (such as a force, a 
velocity, an acceleration, a stress, the flow of a fluid, dec.,) 
may be represented in a most perfect manner by a straight 
line. The general application of the geometry of the 
straight line to all physical calculations is a science 
called Quaternions, and it certainly is not my object to 
teach you any of the methods employed in this study 
to denote the relations of lines to one another. But 
with a box of drawing instruments and a sheet of paper^ 
it is easy, by actually drawing the liues and measuring 
lengths, to solve many problems which would otherwise 
require a considerable knowledge of mathematics. This 
sort of graphical calculation having proved useful, it has 
attracted the attention of men who have leisure enough 
to make an elaborate study of its methods. It has unfor- 
tunately been dignified with the name of a new science. 
It has become a complicated weapon with which these men 
can attack all sorts of problems which are much more 
easily solved in other ways ; and the result is that, instead 
of our having a few useful pages anywhere devoted to the 
subject, we have large treatises, adorned with numerous 
steel engravings, whose complications of lines frighten 
the student. It has been the same with many other 
useful processes ; a few persons devote their attention to 
them and find that they are all-powerful, and every 
writer on the subject thinks it his duty to show how aU 
sorts of problems are attacked. For instance, how few 
workmen know how to divide or multiply nirnibei-s oi 
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square or extract square roots by means of the slide rule 1 
How few educated engineers, even, are able to make use 
of it ! The owner of the instrument shop in which it 
is sold is seldom able to explain its use. It is known 
that very complicated problems can be worked out 
on it, but it is also known that to learn the working* 
of these would require more time than it is worth while 
to devote to them, and, besides, they would be readily 
forgotten, whereas it is not sufficiently well known 
that the really useful processes of the slide rule can 
be taught to any man in a few minutes. 

134. I shall begin this subject of Graphical Statics 
by giving some definitions, and indicating some pro- 
positions which can be proved by actual drawing. I 
shall speak of forcesy because you have been accustomed 
to treat forces in the following way. I should have 
preferred merely to talk of lines, and to let 
' these lines stand for any directional physical 
property. 

135. Forces Acting at a Point.— The 
line A B (Fig. 74a) represents a force in 
direction by its own direction, in arrvouTd 
by its length to any scale we please, and in 
Fig. 74a «6*^« by its arrow-head, which shows that 
the action of the force is from A to B. It 
would not be correct to call this the 
force B A, because this is opposed to 
the sense of the arrow-head. The 
forces A o, o b, o c, o d (Fig. 75), all 
act upon a small body, o, or their 
lines of action when produced all pass 
through a point, o, in a large rigid ' 
body. The amount of each force is 
shown by the length of the line, repre- 
senting it to some scale of so many 
pounds to the inch. Now to add these 
forces together in the most perfect manner — that is, to find 
a force called their remitanl^ which shall be exactly equivsr 




Pig. 75, 
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lent in its effects to all the above forces acting together — 
we draw a polygon (Fig. 75a). Each side of this polygon 
is parallel to and proportional to a force in Fig. 75 ; thus, 
the side A corresponds to the force A o, and the arrow- 
heads agree, and lastly the action indicated 
by the arrow-heads is concurrent from A 
round to D. Fig. 75a is always called The 
Force Polygon. When it is unclosed^ as it 
is in the present case, we know that the -^^"^Ve" .^ 
forces A o, &c. (Fig. 75), are not in equi- 
librium. To keep AO, o B, <fec., in equilib- j,. ^^ 
rium a new force, called the equilihrant (see 
Glossary, Art. 2 18), must be introduced corresponding to 
the side E (shown dotted), which wiU close the polygon, its 
arrow-head being concurrent with the others. Now if we 
want the resultant of A o, o b, o c, o D, it evidently acts 
through and corresponds to E,Fig. 75a, but with arrow- 
head reversed. The resultant of a mmiber of forces i» 
equal and opposite to their equilihrant 

Prove now the following propositions by actual 
drawing : — 

1st. The resultant of any number of forces does not 
depend on the order in which they are drawn as sides of 
the polygon. 

2nd. Any lines or forces whatever which form a 
closed polygon in any given order will form a closed 
polygon if drawn in any other order. 

3rd. In adding forces we may first find the resultant 
of some of the forces, and then add together this resul- 
tant and all the rest of the forces. The answer will 
always be the same, however we may group the forces 
before adding them. 

136. The Link Polygon. — We shall now consider 
forces which do not necessarily act through one point. 
Take, for example, the forces 1, 2, 3, 4 (Fig. 76). Draw 
the unclosed force polygon 1', 2', 3', 4' (Fig. 77) with its 
sides parallel to and proportional to the forces, and the 
arrow-heads concurrent. Now the dotted line h a^ 
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with its arrow non-concnrrent with the rest, is parallel to 
and proportional to the resultant of all the given forces. 
But this does not tell us wTiere the resultant force is 
situated, although it tells us its direction and amount. 

From any point, o (Fig. 77), draw a line to the junc- 
tion of r and 2' (it is easier to say draw the line o 1' 2\ 
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o 2' 3', (fee, to all the angles of the force polygon. Now 
construct a new unclosed polygon, with its corners on 
1, 2, 3, 4 (Fig. 76), and its sides parallel to o 1' 2', o 2' 3', 
&c (Fig. 77), its last side being parallel to oa, and its 
first parallel to ob. We have now found the point, 5 
(Fig. 76), where the first and last sides of the link poly- 
gon meet The resultant of the forces 1, 2, 3, 4, passes 
through this point, 5, and corresponds to the closing side, 
bay in direction and magnitude. The new polygon is 
called THE LINK POLYGON of the forces relative to the 
pole, o. The position of A, the point at which we start 
to draw the link polygon, may be chosen anywhere, and 
hence there may be any number we please of link polygons 
for a given position of the pole, o. Again, there ai'e any 
number we please of link polygons corresponding to any 
other position of o, and we can choose o where we please^ 

Suppose we find that when we are given the forces 1, 2, 
3, 4 (Fig. 78), and we draw the force polygon (Fig. 79), and 
any link polygon (Fig. 78), that these are both closed, let iis 
prove that the forces are in equilibrium. 

A system of forces acting on a rigid body is not afiected 
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by introdncing any number of forces which separately 
balance one another. Now let a force represented by the 
length of the Kne o 1' 2' act at the point a in the direction 
B A, its sense being shown by the arrow-head near a, and 
let an equal force act at b in the direction a b, its sense 
being opposite to that of the force at a. These two forces 
are in equilibrium with one another, 
\^ and they cannot therefore affect the 




original system of forces in any way. Similarly, the forces 
shown by the axrow-heads in b c, c d, D a are* introduced 
every pair balancing one another. 

Now we see that the three forces at the point a 'are 
in equilibrium with one another, because they are parallel 
to and proportional in amount to the sides of the Wangle 
mn (Fig. 79), and corresponding arrow-heads would run 
right round the triangle. Similarly, there is equilibrium at 
every other corner of the link polygon a b c d ; hence all the 
forces are in equilibrium, and hence the forces, 1, 2, 3, 4, 
taken by themselves, must be in equilibrium. 

The theorems which we wish students to prove by 
construction can be proved to be generally true, reasoning 
from the fact that a number of forces acting at a point 
can only have one resultant. 

137. We see, then, that the force polygon alone is 
sufficient to find the resultant of any number of forces if 
the forces meet at a point, but we need also the link 
polygon if the forces do not meet at a point. 

The link polygon really shows that the sum of the 
turning moments of the forces 1, 2, 3, 4 (Fig 76) about 
any point is equal to the moment of the resultant about the 
same point. The foree polygon pays no regard to turning 
moments oi forces ; it merely tells us about the resultant of 
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the forces, supposmg that they all passed through the Baxne 
point. 

138. You ought to test the truth of the following 
statements by actual drawing : — 

1st. The determination of the resultant of any 
number of forces is independent of the order in which 
we draw them in the force polygon and draw between 
them the sides of the link polygon. 

2nd. In adding forces we may first find the resultant 
of some of the forces, and then add together this resultant 
and all the other forces. The result will always be the 
same, however we may group the forces before adding 
them. 

3rd. If the force polygon of a number of forces 
is closed, and if we can draw a closed link polygon, 
then all the link polygons we may draw will also be 
closed. 

4th. If any other pole be taken in Fig. 77, and 
another link polygon be drawn and a new point 5 
(Fig. 76) is found, both of the points so found lie in a 
straight line parallel to 6 a of Fig. 77. 

You will also find, and it is easy to proye, that the 
locus of the point in which any two sides of the link 
polygon meet is parallel to the line which closes the 
corresponding portion of the force polygon. Again, if b is 
taken as pole instead of o, the last side of the link polygon 
is found to be in the direction of the resultant of the forces 
1, 2, 3, 4 ; and, generally, any side of the link polygon is in 
the direction of the resultant of the corresponding number 
of the given forces. Thus, if d is taken as pole, 4 5 
would become the resultant of the forces 1, 2, 3, 4, and 
8 4 becomes the resultant of the forces 1, 2, 8. It is evident 
from this that the direction of the resultant of any two 
lines or of any number of lines which meet at a point 
passes through their point of intersection. 

A system of forces may not reduce to a resultant force, 
but be equivalent to a couple. When this is the case the 
force polygon is closed, and the first and last sides of any 
link polygon that may be drawn are parallel to one another. 
You may also find it worth your while to prove by construc- 
tion this statement ; If two link polygons are drawn for two 
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positions of the pole o, the corresponding sides of the two 
polygons meet in points which lie in a straight line 
parallel to the line joining the ^wo positions of the 
pole o. . 

139. If you have been able to make a few drawings such 
as I have been speaking about, and so take an interest in this 
easy and instructive method of working mechanical exer- 
cises, you ought to work by means of it a few such 
exercises as the following : — In Fig. 80 A b represents a 
ladder whose 
centre of gra- 
vity is at o, 
and weight 
300 lbs. A 
stringfastened 
to it at c in 
the direction 
c o keeps it 
in equilibrium, 
its end a rest- 
ing on the 
smooth wall 
and its 




Fig. 80. 



Fig. 81. 



Find the pull in the string 



\ 



end B on the smooth floor o b. 
and the reactions at ▲ and b. 

The forces acting on the ladder are shown by the 
arrows. Draw y x (Fig. 81) vertically to represent the 
weight of the ladder. Draw x o parallel to o c, and take o 
anywhere in this line. Use o as pole of the force polygon. 
Join o Y. Now the link polygon is m k p m, and drawing 
o w parallel to p m, and w z parallel to b m, we find 
that Y X z w is the force polygon. The 
lengths of X z, z w, w y represent the 
forces at c, at b, and at a. 

140. Again, the centre of gravity of a 
number of masses or a number of areas 
may be found easily by this method. 
Thus, let there be masses or areas, mi, m^, 
&c., whose centres are at the points 1, 2, 
&c. (Fig. 82). Draw the parallel forces 
11, 22, &c., in any direction proportional 
to mi »»2, .&c., and find the residtant by 
the above method. Suppose m n to be the 
direction of the resultant. Now repeat the 
process, taking the parallel forces of the same magnitudes as 
before, but in a different direction, and let m p be the direction 
of the resultant. Evidently m, where these lines meet, is the 




Fig. 82. 
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centre of gravity of the masses or areas. This method 
may often prove useful, for areas especially. Thus, to 
find the centre of gravity of any given area, divide it into 
any suitable number of parts, so that the centre of gravity 
and area of each part may be found easily. If we divide 
the area by pareillel Hnes, these lines may be drawn 
equidistant, and the area of each part is approximately 
given by the length of the line which separates it from 
either ot its neighbours. A repetition of the process 
has been employed to determine the moment of inertia 
of the area about any given line. 

141. 1 do not advise students to adopt this link polygon 
method at iinding centres of gravity or of caiculating 
moment of inertia. A practical 
engineer will always apply the 
ordinary formula to find the 
centre of gravity of an area. 
Thus, if you want the centre of 

ji/ix p/_ gravity of the figure m n o p 

(Fig. 83), draw two parallel lines, 
G u, K o, touching the figure at 
two opposite sides. Draw a line, 
K G, at right angles to g h, and 
divide it into any number of equal 
parts, each equal to d. Draw the 
lines A B, CI), &c., parallel to g h, 
so that they are at the distance d 
apart, the distance from a b to g h, or from t z to x o 
being id. It is evident that if n x p is a line parallel 
to G H through the centre of gravity, then approximately 

__ 1 w Ag + 8CD -I- 5 »F + A». 
' ' AB + CD+SF4- Aw. 

We have thus obtcuned one line through the centre of 
gravity, and in a similar way we may obtain another 
such line, and their point of intersection is the centre of 
gravity required. 

In the same way we may obtain the moment of inertia z 
of any area about any line ; or, as is often the case, suppose 
we wish to find the moment of inertia of mnop about 
N X p, a line which passes through the centre of gravity. 
Evidently the moment of inertia about g h is approximately 

i = ^(AB + 90D + 25ep + &c.) + ^X Area. 

Now, it is well known that the moment of inertia of 
an area about any line it equal to its moment of inertia 
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aboui a parallel line through its centre of gravityy together 
with the product of the area into the square of the distance 
between the two lines. Hence, the moment of inertia 
about N X p is 

Iq = 'L - OX'.ef{AB-|-CD4-EP-|- &C.). 

It will be found in practice that this easy way of carry- 
ing out simple ideas is better than the complicated use of 
the link polygon method for finding moment of inertia. If 
the area may be divided into rectangles whose sides are 
parallel to and perpendicular to the axis, we need not sub- 
divide these rectangles. It 
must be remembered that the 
moment of inertia of a rect- 
angle about any axis is equal 
to the area of the rectangle 
multiplied by the square of the 
distance of its centre of gravity 
from this axis, plus the moment 

of inertia of the rectangle -^ ri: q, 

about a parallel line through pj g^ 

its centre of gravity. Thus, 

the rectangle a b c d (Fig. 84) is known to have about n m n 

the moment of inertia ^^v^-» so that the moment of 

inertia of the rectangle about o' o o' is 

^j^ + AB.BC.MO^OrAB.BcCjI^ + MO* ). 

The student will find it good exercise to take a few sec- 
tions of angle-iron, T-iron, rails, and other specimens of 
rolled iron, and find the position of centre of gravity of each 
section, and the moment of inertia of each area about any 
line through the centre of gravity. The exact forms ought 
to be taken from real specimens. If the area is symmetrical, 
A one line through the centre of 

/"""T^ """ P gravity can always be found 
'- by mere inspection. 

142. When the moments of 

^ inertia of an area about any 

1^ three axes through a point are 

l' known, the moment of 

M inertia about any other 

_.j>^ axis through the same 

^ point may be found ; because 

if a distance be measured from 

the point along an axis which 

Fig. 85. is equal to the reciprocal of the 
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radius of gyration of the area about the a:xis, the extremities of 
all such measured distances Ue in an ellipse. The principal 
axes of the area are in the directions of the major and minor 
axes of this ellipse. Thus, if for any area, m n p b (Fig. 85), 
the least moment of inertia is about an axis, oa, and is 

'^, and if the greatest moment of inertia is about o b, and is 

^, then A B a' b' being an ellipse whose major and minor 

axes are a a' and b b', the moment of inertia about an axis, 

DC, itf ^. This theorem of Poinsot's is proved in all 

elementary treatises on dynamics. The student will find it 
useful to prove it by actually finding the moments of 
inertia of any area about a number of axes. 



CHAPTER XIV. 



EXAMPLES IN GRAPHICAL STATICS. 

143. Diagrams of Bending Moment. — Let a b (Fig. 
86) represent the length of a 
beam which has three verti- 



C.!S_ 



Fig. 86. 



.'iK 



o«^-. 



Pig. 87, 

any point, o. Join ok, o 1 2, o 2 3, and o L. 



cal loads— 1, 2, 3. To find 
B the vertical supporting 
forces at A and b, draw 
the unclosed force polygon, 
^KL (Fig. 87)— before the 
student arrives at this part 
of the book he will probably 
have drawn other force poly- 
gons where all the sides were 
really in the same straight 
line— 1, 2, and 3 (Fig87), 
representing in direction 
and magnitude the three 
loads of Fig 86. Choose 
Now 



draw the. link polygon (Fig. 86), beginning at any 
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point, a, in the vertical from A, and ending in the point h. 
Now a 6 is the side wanting in the force polygon. Draw 
ON (Fig. 87) parallel to ah (Fig. 86). Then ln ife the 
amount of the supporting force at B, and n K is the 
amount of the supporting force at A. Also, draw any- 
vertical line, s T (i^g. 86). Then the length s T, intercepted 
hy the sides of the force polygon^ represent the bending 
moment of the beam oit amy point, P, on some scale which 
it is easy to find. 

To prove this. Draw o h horizontally. The moment at 
any point, p, due to the supporting force, nk at a, is 
N K X A p ; and this is equal to o h x p t, for, by similar 
triangles, 

0T : TP :: ON : NK, 
and therefore 

AP : TP :: OH : NK. 

This second proportion gives n k . A p equal to o h . t p. 

In the same way the moment at p, due to the force 1, 
is o H . p 8 ; and hence the true moment at p, being the 
difEerenoe of these, is o h . s t. We see, then, that if, for 
example, the beam is drawn to a scale of 

1 foot, represented by x inches, 

and if the loads are drawn to a scale of 

1 pound, represented by y inches, 

then s T is the bending moment at p, on a scale such that 

1 pound-foot is represented by ^ inches. 

If the load is not concentrated at a number of points, it 
is usual to imagine it divided into a number of loads, each 
of which acts at one point. The diagram of bending 
moment is drawn in the way which I have just described, 
and then for the polygon with its straight sides we sub- 
stitute a curve which touches all the sides of the polygon. 

After you have found a diagram of bending moment, if 
you wish to see the effect of additional loads, draw a 
diagram for these loads as if they acted alone, but take 
care that the horizontal distance, o h, is the same as before. 
Add together the ordinates of your two diagrams to get 
your new diagram of bending moment for all the loads. 

144. Shape of a Loaded Beam.— When we know the 
bending moment at every cross section of a beam, it is easy 
to draw its shape, the vertical dimensions being increased in 
K 
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any scale we please. Divide the bending moment at every 
place by the modulus of elasticity and by the moment of 
inertia of the cross section there, and draw a diagram which 
shows at every place the value of m -7- e i. Be^rd this as 
a diagram which shows the amount of a new kind of 
continuous load per foot in length of the beam. Draw a 
new diagram as the diagram of bending moment was drawn. 
This shows at every place what has heea the amount of 
.. vertical yielding of Uie beam. If the scale of bi is 
diminished, the scale of the deflection of the beam is 
increased in the same proportion. The proof of the 
proposition cannot easily be given without the use of 
mathematical expressions, which I prefer to keep out of 
this book. 

146. Hinged Stractnres. — Before giving you the easy 
rules by which we find the forces acting in structures built 
up of a number of tie-bars and struts hinged together, 
such as roof -principals, and iron girders, I think it advisable 
to mention a few facts about the geometry of certain figures 
which consist of points joined by straight lines. They are 
such that ; — 

First, we are able to resolve them into a nimiber of 
closed polygons. Second, each side in a figure is a side of 
two polygons, and only two. Third, from each point there 
come at least three straight lines. Ihurth, each line passes 

B A 

^C 

B 




Fig. Si. 



through at least two points. If a line passes through three 
points or more we must consider its segments as distinct 
sides. Thus, o a b d e f (Fig. 88) is a fig^e which satisfies 
the conditions ; it consists of seven points, joined by twelve 
lines, and it contains seven closed polygons or triangles. 
Also A B c D o o' (Fig. 89) is a figure consisting of six points 
joined by twelve lines ; to satisfy condition (2) given above, 
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we must not consider a b c n as one of the polygons, we only- 
take into account the eight triangles. 

It will he found that in all figures satisfying the above 
conditions the number of closed polygons plus the number 
of points equals the number of sides plus two. This is 
proved by taking any suitable figure and adding a 
new side; it is found that the sum of the number of 
closed polygons and the number of points is also increased 
by imity. This is, indeed, the relation between the number of 
faces, summits, and edges of a polyhedron, and all the 
figures of which we speak may be regarded as projections 
of polyhedra. 

145a. Straight-line figures generally may be divided 
into : — 1. Deformable figures, or those which may alter in 
shape, the lines retaining their original lengths. 2. Figures 
perfectly stiff. 3. Figures which would be perfectly 
stiff, even if we removed one or more lines. It may 
be shown that a figure 
belongs to class 1, 2, 
or 3, according as the 
number of its sides is 
less than, equal to, or 
greater than, double 
the number of points 
minus three. It is 
evident that in a 
figure of the third 
class the lengths of 
the extra lines may be ^ 
expressed mathemati- 
cally in terms of the 
other sides. Thus, if 
there are a points, b 
sides, and e x>olygons 
in any figure, we 
gfenerally find that 
there exist J - 2 « + 3 
necessary conditions 
regarding the lengths 
of the sides, and if these conditions are not satisfied the 
figure has no existence. 

If in a given figure ^ — 2 + 3 is negative, then 
2 a^b — Z further conditions must be given, to add lines to 
the figure before it can become stiff. 

Thus, Fig. 90 is deformable (class 1) ; Fig. 91 is stiff (class 
2) ; Fig. 92 contains one extra side (class 3) ; Fig. 93 
contains four extra sides (class 3). 




Pig. 92. 



Fig. 93. 
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146. In every problem in Graphical Statics it will be 
found that we are concerned with two figures which have a 
certain reciprocal relation to one another. We shall now 
define this relation. 

Two figures are said to be reciprocal to one another 
when to each line in one figure there corresponds one 
parallel line in the other figure, and the lines which meet in 
a point in one figure correspond to the Hnes forming a' 
closed polygon in the other figure. Thus Fig. 76 and 
Fig. 77 are reciprocal, and Fig. 78 and Fig. 79 are reciprocal. 

It may be ^own that unless a figure satisfies the con- 
ditions given in Section 145 it cannot have a reciprocal 
figure, but that all figures which satisfy those conditions do 
admit of reciprocal fig^es. Thus Figs. 88 and 89 admit of 
reciprocal figures. So also that a figure composed of any 
number of closed polygons, a b o n b, a' b' o^ d' e', &c., with 
the same number of sides, a a', b b', &c., being joined, shall 
admit of a reciprocal figure, it is necessary and sufficient 
that the points in which all agreeing sides meet, if produced, 
shall lie in a straight line. Thus, the points where a b 
and c D meet, a' b' and c' d', a" b" and c" d", etc., all lie in 
one straight line, and so for the other sides. We observe, 
therefore, that any number of link polygons obtained from 
the same forces may form a figure which admits of a 
reciprocal figure. 

Generally, we may say ; — that where any figure com- 
posed of points joined by straight lines shall admit of a 
reciprocal figure, it is necessary and sufficient that it is the 
projection of a polyhedron with plane faces. 

That a given figure shall admit of one, -and only one, 
reciprocal figure, it is in general necessary and it is 
sufficient that it contains one extra line. If it does not 
contain an extra line, then it is necessary for it to satisfy one 
condition, if it is to have one and only one reciprocal figure. If 
it is deformable, it only admits of a reciprocal figure when 
it satisfies as many con(utions-plus one as there are new lines 
to be traced to render it stin. If it contains two or more 
extra Hnes, it admits of any number of reciprocal figures. 

In fact, a figure admits in general of none, or of one, or 
of any number of reciprocal figures according as the number 
of its points is greater than, equal to, or less than, the 
number of its closed polygons. 

There are exceptions to these rules, which I shall not 
enter into. 

147. In any structure, such as the principal of a roof 
and many girders of bridges, formed of many difierent 
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bars, if we assume that each bar is subjected to direct pull 
or direct push — ^that is, if we assume that the forces with 
which a bar may act at the two joints at its ends are 
in the line joining those two joints — ^then it is easy to 
calculate the direct push or pull which each bs^r has 
to resist when the structure is loaded. This is assuming 
that the external loads are all applied at the joints of the 
structure, and that these joints are really the centres 
of frictionless hinges. 

In actual practice, however, the joints are usually 
stiff — that is, the bars are really subjected to bending 
and shearing stresses as well as to direct compressive or 
tensile stress. But it m found that the strength of many 
structures,' when tested, is approximately the same as 
if they were hinged structures. 

The conditions which enable us to calculate the stresses 
in a hinged structure are : — 

1. All the external forces are in equilibri..un with one 
another. 

2. The pulls and thrusts and loads acting at any one 
joint form a system of forces which are in equilibrium 
with one another. 

3. A piece connecting two joints pulls or pushes one 
of the joints with the same force with 
which it pulls or pushes the other. 

Having determined the amount 
of pull or push in each bar, we can 
find the most suitable cross section 
to give the necessary strength, if we 
know the material, by using the results^^" 
of §§ 57 and 128. To illustrate what 
we mean by a joint, find the stresses 
in the two pieces, o a and o b (Fig. 
94), which have a hinged joint at 
o, when there is a vertical load of ' 
2,000 lbs. at o. The piece o A acts 
upon o with a certain force, and so does o b, and 
the three forces balanca Draw a triangle (Fig. 95), 
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with its sides [mrallel to o c, o b, and o A, in such a way 
that the side c represents on some scale the force of 
2,000 lbs. The direction of o c, being a pull downwards, 
shows the direction in which we must draw the arrows 
concurrent round the triangle cba; then b represents to 
the same scale the force in ob, and the arrow shows 
its action on o ; thus we see o B pushes o, so we call 
OB a strut. We also know that at the other joint of 
o B, say B, the piece o B exerts a pushing force of amount 
b. Similarly, A o is a tie — that is, it exerts a pull upon 
o of the amount a» 

148. Let us now consider the roof-principal shown in 
Fig. 96. Certain loads are given acting at the joints, 




and we. know that the structure is supported by two forces 
or reactions at its two ends. Our first step is to find 
these two supporting forces. They must be in equili- 
brium with all the external loads. 

Now, it is well known that we must be given either 
the direction or the amotmt of one of these supporting 
forces, else the problem becomes indeterminate. It is 
usual to be told that one or other supporting force is 
vertical This condition is arrived at in practice by 
having at one end of a structure a little caniage with 
wheels resting on a horizontal plate of iron. 

The notation which we use is due to Mr. Bow. It 
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very materially simplifies the process of calculation. You 
observe that every space between two forces in* Fig. 96 
is indicated by a letter. The line which separates the 
space A from the space b is called A b, and corresponds 
with the line A B in Fig. 97. A point is indicated by 
the letters of the spaces which meet at that point. Thus^ 
A Q H is the end of the roof-principal. 

Suppose the supporting force at the point F g p is 
known to be verticfJ. We must fii-st find the amount of 




the force fg, and the direction and amount of the 
force A G. 

Draw the force polygon, a B c D £ F, Fig. 97. We see 
that to close it we need two lines to join F and a. Now, 
one of these, f g, is vertical Take o as pole. Join o a, 
OB, CO, o D, o E, OF in the usual way. Draw the link 
polygon, shown dotted in Fig. 96, commencing at A G H. 
Now, o G (Fig. 97) is parallel to the last side of it, and thus 
we find F G and G A, the supporting forces at the end of 
the principal. Having found the two supporting forces, 
F G and G A, we proceed as follows : — We have the closed 
force polygon, abcdefga. The arrow-heads shown on 
this force polygon are not to be rubbed out during 



Digitized by VjjOOQIC 



152 PRACnOAL HECHAJnCSL [Chap. XIV. 

the calculation, and in practice we mark them in ink. 
All other arrow-heads which we draw on Fig. 97 may 
require to be rubbed out, and ought only to be marked in 
pencil We must begin our calculation at a joint where 
only two pieces meet, and where one force which acta 
there is given. Now at the joint A G h we know the force 
AG. In Fig. 97 draw a h and g h parallel to the pieces 
A H and G H of Fig. 96. Put arrows on the sides of the 
triangle G A H concurrent with the arrow on G A. Now 
we see by the arrows that the piece ah pushes 
the joint with a force represented to scale 
by the length of the line ah (Fig. 97). We 
know, then, that A H is a strut, since it pushes, and we 
know the total pushing force in it. Similarly, H G is a 
tie, and the total pulling force in it is repre- 
sented by the length of the line hg in 
Fig. 9 7. 

We now rub out the arrows which we are supposed 
to have drawn in pencil on the lines A h and H G (Fig. 97), 
and proceed to the joint A B i H. It must be remembered 
that although the pieces ah and bi are in the same 
straight line, we regard them as two separate pieces. 

Now we know the force A B, we also know that the 
force with which the piece ah pushes the joint is 
represented by the length of the line ah (Fig. 97). 
Draw, then, H i and B i (Fig. 97) parallel to the pieces 
h I and B I (Fig. 96). We have thus a polygon, A b i h. 
The force A B (Fig. 97) tells us how to pencil arrow-heads 
concurrently round this polygon. When we do this we 
find that the piece bi pushes the joint with a force 
represented by the line b i (Fig. 97), so that b i is a strut. 
Also IH is a strut, in which the stress is represented 
by the line i H (Fig. 97). We proceed in this way from 
joint to joint, always taking care to rub out our pencilled 
arrow-heads when we proceed from one joint to the next. 
The lengths of the lines in Fig. 97 give the rruignitudes 
of the forces in the pieces of the structura It is easy to 
prove that, if no mistake is made, no discrepancy will 
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appear when tlie drawing is being finished — that is, when 
we are returning to the joint with which we began. 

If in Fig. 97 the points k and i are found to 
coincide, this evidently means that the piece Ki is un- 
necessary in the structura If, again, we find that we 
cannot close one of our little polygons in Fig. 97, we 
ought to proceed to new joints, and, possibly, when we 
again consider the joint with which we had difficulty, we 
shall be able to close its polygon. If we still find 
difficulty, it must be caused by two or more joints, and 
the pieces connecting these are eviden Jy unnecessary to 
the structure. If we find in Fig. 97 two points with the 
same letter, we evidently require to add a new pieco 
to the structure, which will exert a force equal to the 
distance between these two points. 

No explanation in writing will enable the student 
to master this beautiful method of determining the 
stresses in structures. He must select structures, apply 
loads to the joints, and calculate the various stresses 
for himseli When he has made four such calculations, 
he will know nearly all that can be said on the subject. 

149. R00&. — It is not my object here to describe the 
construction of a roof or a bridge. For such information 
the student must examine real structures for himself; he 
must read Tredgold's treatise on roofs, and examine 
many good drawings of roofs and bridge& 

Suppose, for instance, that he finds a roof ^ somewhat 
like his own, to weigh — including possible snow, <fec. — 
20 lbs. per square foot of horizontal area covered. 
Suppose his principals are to be placed 8 feet apart, 
the span being 50 feet, then each principal has to 
support about 

8x50x20, 01 8,000 lbs. 

Now, if Fig. 98 is the shape of his principal, as 
A B, B o, CD, and d e are all equal, we may suppose that, 
however the roof covering may be supported by the prin- 
cipal, the piece of rafter, a b, or any other of the divisions, 
supports 2,000 lbs. The joint b gets half the load on A B 
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and half the load on B ; consequently, the load at the 
joint B is taken to be 2,000 lbs., and similarly for c and D. 
The joints A and e do not need to get loads, because we 

have afterwards to calculate 
the total forces at A and E 
by the link-polygon method. 
When the above verti- 
cal loads have been given 
to the joijits, we have to 
consider wind pressure on one side of the roof. If 
we suppose, as wo reasonably may, that 40 lbs. per 
square foot is the greatest pressure of wind ever 
likely to occur on a surface at right angles to the 
direction of the ynnd, then the normal pressure per 
square foot on roofs of the following inclinations may be 
taken from the following table, which is obtained from 
Hutton's experiments. 



Pig. 98. 



Angle of Boot 

20® 
30*» 
40<> 



TABLE X. 
Normal Pressure of Wind against Roofs, 



Normal 

Pres-nro. 

60 

9-7 

181 

26-4 

33-3 



Angle of Bool 
60<» 

eo^' 

70® 
80® 
90® 



Normal 
Pressure. 
. 381 
. 400 
. 400 
. 40 
. 400 



Thus, if the portion of one slant side of the roof 
between two principals has an area of 240 square feet, 
and if the inclination of the roof is 30', 
say, then 240 x 26-4, or 6,336 lbs., has to be 
supported by each bay. Transferring this 
to the joints, we see that at b (Fig. 99) we 
have the vertical load x B, or 2,000 lbs., 
due to weight of roof, snow, &c., and also 
Y B, or one half of 6,336 lbs., normal to the 
roof, and due to wind. Complete the parallelogram, and 
evidently z b is the load at the joint b which we must use 
in our calculationa 
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The student will find that if a roof-principal can only 
be supported by a vertical force at a certain end, the 
stresses in the structure are greatest when the other side 
of the roof is acted on by the wind. 

I would advise every student to design at least one 




timber and one iron roof, making detail drawings of all 
the joints, etc., referring much to books and drawings, 
and wilting out complete specifications. The following 
examples of stress diagrams (Figs. 100, 101, 102) may 
be useful for reference. 
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150. Every joint in a real structure is usually a 
stiff joint ; so that every piece may really be subjected 
to bending, as well as to direct 
compressive and tensile stresses. 
A general method of taking stiff- 
ness of joints into account is 
quite unknown ; but as we have 
discussed bending we see pretty 
clearly what is the effect of a stiff 
joint, and in some cases we are 
able to make calculations on the 
subject. It may generally be 
assumed that the strength of a 
structure is greater if the joints 
are stiff than if they are merely 
hinges. This is not always the 
case, and, from the indeter- 
minateness of the problem of 
finding the stresses in a structure whose joints are stiff, 
many large bridge trusses are at present made with 




Fig. lOL 




Fig. 102. 



nearly all their joints hinged. In roof-principals the 
joints are made stiff, rather for the purpose of stifenmg 
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the whole structure — that is, increasing its resistance to 
change of shape — than for the sake of strength. In 
a roof all joints of struts are usually made stiff. What 
we shall now say is of more importance in bridges than 
in roofs. 

If two or more pieces of a structure are in a straight 
line with one another at joints where they meet^ it is 
usual for strength to make the joints between them 
quite rigid. Thus the pieces A H and B i of Fig. 96, or 
A B and B c of Fig. 98, ought to foim one bar. But this is 
only useful when the pieces in question are struts, and our 
reason for the continuity of the pieces is that a strut is 
stronger when its ends are fixed than when its ends are 
not fixed. Thus the piece b i (Fig. 96), will resist a 
greater thrust if it is continuous with A H and c K 
than if it were hinged with these pieces. (See Art. 
129.) It is not good in all cases to fix the end of 
a strut by rivets, &c., instead of a hinge ; because the 
benefit due to fixing an end may be more than counter- 
balanced by the evil effects of bending introduced to the 
strut through the joints by a tendency to change the 
angle which the strut makes with the piece to which it is 
fixed. The common sense of the engineer will always 
enable him to decide as to the judiciousness of fixing the 
end of a strut. 

151. Sections of Structures. — It is often of consider- 
able importance to 
find immediately the 
stresses in pieces of a ^, 
structure which are not 
near the ends. If we e- 
can draw any surface ^, 
which will cut through '' 
the pieces in question, 
we can calculate the Fig. los. 

stresses in these pieces 
directly, supposing the pieces are only three in number. 
Thus, the section a E (Fig. 103) cuts the pieces b a, b o^ 
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and D E. Now not only the whole structure, but every part 
of it is kept in equilibrium. What forces keep the part 
A H E in equilibrium ) They are the known forces at b, f, 
and H, together with three unknown forces whose direc- 
tions are baa', b c c', and d e e'. Given the directions of 
three forces which equilibrate a number of known forces, 
we know that they may be determined in magnitude by 
the link-polygon method. Sometimes the link-polygon 
method is more troublesome than the following : — ^To find 
the push or pull in D E e'. We know (Art. 23) that the 
moment of the force in E e' about the point B is equal to 
the sum of the moments about B of all the external forces 
(for the forces in the directions A a' and cc' have no moment 
about B, since they pass through it). Let the algebraic 
sum of the moments of the external forces be actually cal- 
culated, multiplying numerically each force by its per- 
pendicular distance from b. This sum, divided by the 
perpendicular distance from b to E e', will give the force 
in B e'. If the algebraic sum gives a moment tending 
to turn the structure about b against the direction of the 
hands of a watch, the force in e e' is a pulling force acting 
from E towards e', and therefore the piece d E is a tia 

It will be observed that if we wish to know the 
stress at any section of any loaded structure, we must 
consider that the parts of the structure on any one 
side of this section are in equilibrium. Thus, if A and 
b are the two parts of the structure, consider the 
equilibrium, say, of B. Now, b is kept in equilibrium by 
the external forces or loads which act on B, and 
by the forces which act on B at the section. Of 
course it is A which causes these forces to act on B 
through the section ; but in calculations concerning them 
wo do not need to consider A or the loads on A. 
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CHAPTER XV, 

SUSPENSION BRIBGBS, ABCHES, AND BUTTRESSES. 

152. Loaded Links. — Let a o, o d, d b, and s b be fonr 

links hinged together at c, D, and e, and supported some- 
how by hinges at A and b, and, neglecting the weights 
of the links themselves, let aj, y, and z be forces acting 
at the three joints, so as ^a 
to make the links take 
the positions shown in 
Fig. 104. Take any 
point, o (Fig. 105), and 
draw lines om, on, op, 
and o q parallel to the 
links, and from any 
point, my in om, draw 
m n parallel to the force 
z, n p parallel to the 
force 2/, and p q parallel 
to the force x; then it 
is easy to prove that 
the lengths of the lines 
m Tiy n p, and p q are proportional 
z, y, and x, and the tensile forces in the link^ are pro- 
portional to the lengths of the lines o m, o n^ op, and 
q. For it is evident that the three forces at E, keeping 
the joint in equilibrium as they do, must be proportional 
to the sides of the triangle omn. If you put arrow- 
heads on o m and o n concurrent with the one already 
on m riy you will see that the bars b e and d e do not push 
the joint E, they pull it and are tie-bars. Thus, then, 
the lengths of the lines in Fig. 105 repre- 
sent to some scale all the forces acting 
at the joints c, d, and b. 




Fig. 101 



Pigr. 105. 



Digitized by VjjOOQIC 



160 



PRACTICAL MECHANICS. 



[Chap. XV. 



153. Loaded Chain. — If, now, we want to find the 
pull in every part of one chain of a suspension bridge, 
and to draw the shape of the chain, it is first necessary 
to know the weight of the bridge at every place. 
This weight is probably supported by two chains, so, 
as we have only one chain to deal with, we only take 
half the weight of the bridge. We will suppose that 
there is no long girder or other support for the bridge 
but the chain. It is usual to suspend the supporting 
beams of the roadway from the chain by vertical iron 
rods, placed at equal horizontal distances from one 
another. We may imagine the roadway to be as 
heavy at one place as another, s6 that the pull in all 
the rods will be the sama Suppose there are ten 
rods, and in each a pull of 20 tons. Draw ten 
equidistant vertical lines (Fig. 106) to represent the 
rods. We must get another condition before we can 
draw the chain. Let it be this, that the chain in 

the middle where it 
is horizontal shall 
be capable of with- 
standing a pull of 
200 tons. Now draw 
o H horizontally 
(Fig. 106a), and 
make its length on 
any scale represent 
200 tons. Make HA 
and H B on the same 
scale represent each 
100 tons (if your 
chain is to be 
symmetrical), and 
divide them up so that each portion represents 20 tons — 
that is, the vertical load communicated to the chain 
by each tie-rod. Now join o with each point of division 
in AB. Suppose now that p (Fig. 106) is one point of 
support of the chain, draw pa {Fig, 106) parallel to o A 
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Pig. 106a. 
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(Fig. 106a), a c parallel to o C, cd parallel to o D, and so 
on till you reach the point q, which I suppose to be on 
the same level as p. Of course, the points of support, 
p and Q, may be anywhere on the lines a p and mq. It is 
quite evident from what you have already learnt that the 
pull in any part of the chain is represented by the 
length of die line from o, which is parallel to it in Fig. 
106a, and it is also evident that the chain will take this 
shape without any tendency to alter. 

154. We began by assuming a pull of 200 tons in the 
part y*/*, where the chain is horizontal. We might have 
assumed a pull of 300 tons in /A; this would have caused 
the chain to hang in a flatter curve. Assuming a pull of 
100 tons in fh, we should have obtained a greater 
difference of level between P and A. 

It will be found that in the present case, where the 
load is supposed to be uniformly distributed 
along the horizontal, the links would just 
circumscribe the curve called a parabola. 
With any other distribution of load they will fit some 
other curve than a parabola, but in any case you know 
now how to draw the shape of such a chain, and to 
determine the pull in any part of it 

155. Arched Rib. — If instead of a hanging chain you 
wanted to use a thin arched rib to support your roadway, 
then if you have numerous vertical rods by which to hang 
your load to the rib, and if the distribution of the load is 
known, you can draw the curve of the rib in exactly 
the same way, but it will now be convex upwards of 
course. With uniform horizontal distribution of your 
load you will get a parabolic rib. The difference between 
the two cases is this : a slight inequality in your loads 
or a temporary alteration will only cause the chain 
to take a slightly different position for the time, and 
it will get back to its old shape when the old loading 
is returned to ; whereas the arch is in a state of unstable 
equilibrium, and as it is very tliin, so that it cannot 
resist any bending, a slight change of loading will very 

L 
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materially alter its shape and it will get destroyed. 
Such a rib or series of struts is either stayed with 
numerous diagonal pieces or else it is made very massive, 
so that should the line like p A Q (inverted), which is 
supposed to pass everywhere along its axis, deviate a 
little from this position, the rib may resist altera- 
tion of shape by refusing to bend. 

156. The load earned by an arch may either be 
hung from it by means of tie-rods, or else it may rest 
on the top of the arch, the weight being carried from 

the different parts by 



«'- f f ? ? 

f t t I t 



means of struts or pillars 
of iron, stone, or brick, 
or the arch may be 
levelled up to the road- 
way by means of a solid 
mass of masonry, or 
merely by one or two 
pillars of masonry and a 
filling-in of earth. It is 
rather difficult in a stone 
or brick bridge to say 
exactly what is the load 
on every portion of the 
arch, but it is guessed 
at-, and a curve or link 
polygon, such as P A Q, 
Fig. 106 (inverted), 
drawn. It is shown in 
Art 127 that in a stone 
or brick arch it is dangerous to have the arch so thin 
that the line p A Q (inverted) passes anywhere out- 
side the middle third of the arch ring. Thus, in 
Fig. 107, we have a section of a stone arch, the 
various stones or vouasoirs^ as they are called, being 
separated by joints of mortar or cement. Now divide 
each joint into three equal parts and draw two polygons, 
m m m and n nn^ marking out the middle third of 




Flf. 107a. 
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every joint. Let us suppose we know the weight which 
each Youssoir supports, including its own weight (it is 
usual to consider the arch as one foot deep at right 
angles to the paper), and let these weights be the 
weights «?j,' w^ &C., shown in Fig. 107. Now draw the 
force polygon, Fig. 107a; it happens to be all in one 
vertical line, the forces being all vertical And now 
we come to the drawing of our link polygon, but we 
are stopped at the outset by not knowing what is 
the thrust at the crown of the arch. 
The pull at the middle of our suspension bridge chain 
was quite definite, but the thrust at the crown of the 
arch may be what we please, and the arch will remain 
stable if the link polygon which we draw never passes 
outside the middle third of any of the joints.* Suppose 
we draw any symmetrical link polygon to begin with, 
by bisecting a ^ in H (Fig. 107a.), draw H horizontal, 
and take o anywhere we please. Now o H will be the 
thrust in the crown of our arch, if this link polygon is 
the correct ona Join oa, o 1 2, o 2 3, &c. Now start from 
any conv^ent point in w^, Fig. 107, say E, within the 
space which contains the middle thirds of all the joints. 
Draw E D, Fig. 107, parallel to o 4 6, Fig. 107a; draw d c, 
C B, B A, A p, in succession parallel to the correspondiug 
lines in Fig. 107a, and so also for B P, &c., to K Q. If any 
of the lines so drawn passes outside the space mm,7ii^ 
you must choose some other point E to begin at, and 
if you find that no choice of E will allow the link polygon 
to lie altogether within the space mm, nn, then you 
must choose another pole, o, in Fig. 107a, until at length 
you find, as in the figure, a link polygon, P E Q, which 
cuts within the middle third of every joint. The lengths 
of the lines in Fig. 107a tell us the forces acting at the 
joints of Fig. 107. Thus oa, Fig. 107a, is the force p a. 
Fig. 107, the resistance of the abutment of the bridge. 

* It is obvious also thftt the link polygon wherever it crosses a joint 
miist make an angle so near a right angle with the joint that there 
eau be no slipping or rapture by shearing there. 
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Again, the length of o46 is the force acting in the 
direction E d between the stones e and D. 

157. Professor Fuller has made the work of drawing 
such a link polygon very easy. It can be shown that if 
a number of link polygons are drawn, in Fig. 107 for 
different lengths, oh. Fig. 107a, then the vertical dis- 
tances between the points A, B, c, d, &c., are in the 
same proportion in all the link polygons.* Beginning 
with the first load w^, draw (Fig. 108) A 1' 2' 3' 4' 6' B, 
the half of any link polygon corresponding to P A b c d E 
in Fig. 107. Divide A a into any number of 



6' K." 




Pig. loa 

equal parts ; I choose six. Erect perpendiculars at 
1, 2, 3, 4, 5, s. Draw horizontal lines from T, 2', 
3', &c. ; draw any inclined straight line of convenient 
length, E t; draw vertical lines firom 1", 2", 3^, Ac. 
From the |)oints where the verticals 1 1', 2 2', <fea, cut 
m m and n n, draw horizontals to cut the corresponding 
verticals from 1", 2", 3", &c. Join the points so found 
by the curves m m" and n n'\ then, just as the straight line 
E T represents a link polygon, mmf'nn" represents the 
area bounding the middle third of all the joints, and 
any link polygon will be represented on 
the right hand side by a straight lina 

* See Art. 143. Each link polygon is really a diagram of bending 
moment Bupi>oBing the loads were acting on a horizontal beam, 
and the sciue of each diagram is proportional to the scale of O H. 
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Now draw a straight line lying altogether within the 
space m m" n" n. If you can draw several, then draw 
that one which is steepest, in this case c T. Project this 
over to the left hand side, and you will find that you 
have the link polygon, which supposes the least thrust at 
the keystone. The corresponding force polygon has its o H 
less than the o H of A e in the proportion s c to s E. 
The proof of this is easy. When the arch is one of 
wrought or cast iron, we have to find in just the same 
way the link polygon which fells nearest the axis of the 
rib everywhere. But we are not now bound to the 
middle third of the section, because the iron will with- 
stand tension as well as compression. Art 127 indicates 
how, when you have found the link polygon which passes 
most nearly through the middle of the iron rib every- 
where, you can calculate the strength at every -section. 

158. In any arch which abuts against its supports at a 
plane surface, as a masonry arch does, the supporting 
forces and the link polygon are really indeterminate, 
although masonry arches in their settlement generally allow 
us to assume that the rule given in Art. 157 is true. In 
iron arches it is very important to have more definite in- 
formation, and this is afforded by hinging the ends of 
the arch to the abutment At a frictionless hinge the 
supporting force must pass through the centre of the 
hinge, and in such a case, if we assume that there is 
absolutely no yielding in the abutments, the bending in 
the arch everywhere will be such that the horizontal 
motions everywhere get equalised. This gives a simple 
rule to find the correct link polygon or line of resistance 
for an iron arch, for which the reader must be referred 
to Professor Fuller's paper on the "Curve of Equilibrium 
for a Rigid Arch under Vertical Forces."* 

159. Buttresses. — ^To find the force which acts from 
one stone to another in a buttress, it is necessary to 
know the force acting on every stone from 

* " Proceedings of the Institution of Civil Engineers," Yd. 40, 
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the outside, and also the weight of the 
8ton& Find the resultant of these two forces for each 
stone, and draw the link polygon whose first side is the 
force on the top stone. In F^. 109 fabkp is the link 
polygon so drawn. Each side of it shows the resultant of 
the forces acting at every joint, and the length of the 
corresponding line in Fig. 110 shows its amount Thus, 
the resultant of the forces acting at the joint s T is 
shown by the direction of the line b k, and its amount is 
shown by the length of the line otin Fig. 110. 

If we see that any of the sides of the link polygon 




Fig. 109. 



Fig. UO. 



posses outside the middle third of the corresponding joint 
lietween two stones, we know that part of that joint will 
be subjected to tension, a condition to which we suppose 
that a common masonry joint ought not to be subjected.* 

* In many cases it will be found well to magnify all the horizontal 
components of all the forces, magnifpig the horizontal dimensions of 
all the stones in the same proportion. In this way the points in 
which each side of the link polygon cuts each joint may be found mor« 
accurately. 
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CHAPTER XVI. 

SPIRAL SPRINGS. 

160. As an example of the bending of a strip of 
material, which might have been considered after Art. 106, 
let us take the case of a flat spiral spring, such as the main 
or balance spring in watches. Let n p h (Fig. Ill) be such 
a spring, fastened to a case at n, and to an arbor or axle at 
H. When no forces are acting on the spring it has a spiral 
shape. Suppose that in this case, at a point f, the radius of 
curvature is r^, and that when the spring is partly wound 

up there is at p a radius of curvature r, then is the 

^ r tq 

change of ciUYatnre at p, and we know that the bending 
moment which produced this change of curvature is 

equal *o ^ ^ (f — ;:.) > ^^^^ b is the modulus of elasticity of the 
material and i is the moment of inertia of the cross section. 
(Thus, taking e at 36,000,000, if tl^e bre adth o f the spring is 
0*2 inch, and its thickness 
0-03, then bi is 16-2.) Now 
suppose the arbor to have 
turned through the angle 
X o o (which I shall call a), 
from the unstrained condi- 
tion. What are the forces 
acting on p M and the arbor f 
Whatever these forces may- 
be, they must be in equi- 
librium. If these forces X^ 
were changed there would Fig. ill. 
be an alteration in the 

shape, but so long as these forces do not change, the shape 
and position of things do not alter. This is why we can 
apply to the spring, p m, and the arbor the laws of forces 
acting on rigid bodies. So long as f m o does not alter 
in shape, it obeys the laws of rigid bodies. 

161. Now, the forces acting on the arbor may be very 
numerous — pressure of tiie pivots, pull of the fuzee chain, 
or pressure of teeth of wheels — ^but whatever they may 
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be, we know that they oaa be represented by one force 
acting at o, the centre, together with a 
conple, c. If the epring is not in contact with the 
top or bottom of its case, and if the 6oils are not in 
contact with one another, no other forces act on the spring, 
M p, except at p. The psuticles of steel on one side of the 
section at p are acting on. the particles on the other side; 
but whatever the forces at each of the particles may be, we 
know that the total effect at p is the same as that of one 
force and one coaple. "We cannot easily say what the force 
is, but if r is the radius of curvature at p, and if r^ was the 
radius of curvature at p when the spring was unstrained, 
then the couple at p is what we have already called the 
bending moment; — 

El>t» /I _ \\ 
12 \r V 

Let ns suppose, for simplicity, that the spring is every- 
where of the same breadth and thickness, and let us 
use the letter e instead of 

Ebf 
12 

which is now, of course, the same everywhere. The 
couple at p is then 



'Q-\) 



The only forces acting on p m o i 

A force at o, of amount/, in the direction o p, say. 

A couple at o whose moment is— c. 

A force at p. 

A couple at p whose moment is given above, and is 
positive. 

Now, we know that the sum of the moments of all the 
forces about any point must be nothing. Take all the 
moments about the point P. The force at p has then no 
moment, and is to be neglected, and we have 



In fact, 



-/xPH-C + *(i-J^ = „ 



Let p Q be a short distance measured from p along the 
spring. Multiply every term of the above equation by p a, 
and we find 
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Now, when p q is very small it may be regarded as the arc 
of a circle whose radius is r ; consequently ^ simply means 

the angle between the radius, or normal at p, and the 
normal at a ; in fact, it means the small angle which the 
tangent at p makes with the tangent at q. 
Thus 

p4 ^ 

*" ra 

simply means the change which has occurred in the angle, 
between the direction of the spring at p and the direction 
at Q. If now instead of considering what occurs at the 
point p, we take the point Q, we shall get just a similar 
equation for another little length of the spring. Suppose 
we do this for every short length of the spring, and 
add up our results ; we shall find that the sum of all terms 
such as 

PQ PQ 

means the chazige which has been produced in tbe angle, 
between the tangents to the spring, at its two ends, 
Thus, suppose the arbor has turned through the angh 
A, and suppose that, whether or not the point of fastening 
at N has been moved, the direction of the spring at 
N has on the whole changed through an angle b; then 
we find that the sum of all the above-mentioned terms 
amounts to a— b. (a may be called the amount of wind- 
ing up of the spring; b may be called the amount of 
yielding in the fastening to the case.) Hence the sum of 
all the left-hand sides of all such equations as the above 
is e (a— b). 

Now let us consider the right-hand sides of the equa- 
tions. Evidently the sum of aU such terms as cxpq 
will be c X length of spring ; say c I. The sum of aU such 
terms as/xPHxpais, as you will find in any elementary 
book on mechanics, equal to / multiplied by the length 
of the spring multiplied by ^e perpendicular distance of 
the centre of gravity of the spring from the Hne o p. This 
is, of course, the length of the spring multiplied by 
the moment of the force / about the centre of gravity of 
the spring. Summing up our results, we find that if the 
force on the arbor through the pivots, &c., has a moment 
about the centre of gravity of the spring of the amount a, 
if the length of the spring is /, if the angle turned through 
by the arbor from the unstrained position is a, and if b is 
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the angular yielding at n, and is tke oonple with which 
the arbor tends to unwind itself, then 

# (a— b) « c/— o/; 
or 

c= '^ (a-b) + o. 

The term g depends on the position of the centre of 
gravity of the spring. 

162. If the coils are numerous, each will be nearly 
circular, and the centre of gravity of the spring will nearly 
be at o, and o becomes insignificant, so that the equation 
becomes 

0=.|(A-B). 

If the spring is so rigidly fastened at its ends that there is 
no change of direction relatively to the barrel 

c==J A, 

and the couple exerted by the spring, in trying to unwind 
itself, is simply proportional to the amount of turning of 
the arbor, or the amount of winding up. If, then, the 
centre of gravity of the spring always remained in the 
centre of the arbor, and if the spring were rigidly fastened 
at N and m, we should have the couple exerted simply 
proportional to the angle of winding ; and this is the 
condition for perfect isochronism in the balance spring. 
I need hardly say that this condition can never be per- 
fectly eatisfied. If we use a fuzee, the main spring 
may be fastened as wc please ; but suppose we want the 
couple exerted by the spring to be nearly constant, for 
various amounts of winding up, it is evident that the angle 
B ought to increase as fast as a ; that is, there ought to be 
a very considerable amount of yielding in the fastening of 
the spring to its case. The same effect will be produced by 
exerting considerable pressure on the arbor at its pivots, or 
in some way causing the arbor and its case to be not quite 
concentriQ with one another. 

. . The watchmaker's usual plan to get moderately good 
isochronism is to make one of the above errors tend to 
correct another ; that is, by allowing a greater yielding or 
greater stiffness of the outer attachment counteract the 
results due to centre of gravity of the spring not remaining 
exactly in the axis of the baIano«. 
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168. Thus we see that by applying the law given in 
Art 1 61 to the case of a flat spiral spring fajstened to a case 
at its outer end, i^, and to an arbor or axle at its inner end, 
M, we find that ii the spring is riveted firmly both at N 
and M, and if it is so long and its coils' so nearly circular 
that its centre of gravity is always nearly in the centre 
of the axle, then, when partly wound up, the spring tends 
to unwind itself with a turning moment which is pro- 
portional to the amount of winding up. This is the case 
in the balance spring, and it is this condition, that gives 
to the balance its character of taking almost exactly the 
same time to make a small swing as to make a great one. 
(See Art. 180.) When the end n is not riveted, but merely 
hinged or fastened in any way that will allow it to turn 
about K, the unwinding tendency is not proportional 
to the amount of winding up; it is proportional to 
the difference between the angle of winding and this 
angular yielding at N. If the strip is everywhere of the 
same breadth and thickness, the unwinding tendency 
is proportional to the moment of inertia of its own 
section — that is, to its breadth and to the cube of its 
thickness; it is also proportional to the modulus of 
elasticity of the material used, and is inversely propor- 
tional to the total length of the strip. Suppose you wind 
a cord round the barrel a 

or case containing a 
mainspring of a watch 
whose arbor is fixed 
firmly, and, using a 
scale-pan with weights, 
you find the turning ^'' ^^ 

moment of the spring 

for various amounts of winding up. If you plot your 
results on squared paper, you will find that the points 
lie in a curve like ao, bo, oo, or do of Fig. 112, 
whereas for a balance spring we should get nearly a 
straight line through o. 

In Fig. 1 13 is represented an instrument which I have 
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been in the habit of nsing in my laboratory, to show the 
connection between the turning moment and the angular 
winding in a flat spiral spring. Different weights used 
at the end of the string give different readings of the 




FJg. lis. 



pointer. By means of such an apparatus, we are enabled 
to verify the laws described above. When we have 
performed one set of experiments with a spring, another 
set may be made on the same spring with its length 
diminished or increased by means of the arrangement 
for clamping, shown in Fig. 130. In this way we can 
experiment with springs of different breadths and thick- 
nesses, as well as of different materials. 
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164. The flat spiral spring just considered is a case of 
the bending of a strip of steel along its 
entire length. I will now take up a case 
in which there is no bending. Fig. 114 
shows a cylindric spiral spring* whose 
coils are very flat. Besides its own 
weight, it is acted upon by two equal and 
opposite forces in the direction of its axis, 
the supporting force at n and a weight at 
M. Now let us consider the equilibrium of 
the portion of the spring from any point 
p to M. . Suppose the wire cut at p 
by a plane passing through the axis; 
this section will be more and more 
nearly a cross section normal to the axis 
of the wire, as the spirals are more and 
more nearly horizontal. Let us regard 
it as a normal cross section of the wire. 
Now, whatever may be the stresses at 
this cross section, they must balance all 
the other forces acting on p m — namely, 
the force f at m, which is axial, and 
the weight of p m, which is very nearly 
axial. If we neglect the weight of 
p M, we have only to balance the force 
F acting at m. To do so we evidently 
need a shearing force, f, at p, distributed 
over the section, and a twisting torque 
which is equal to f . p h. It is easy to 
show that the sheeir is of much less im- 
portance than the torsion. Again, since 
p H is the same for every part of the 
spring, every section of the wire is acted 
on by the same twisting couple, just 
as the shaft of Fig. 46, or the wire of 
Fig. 43, and its strength is calculated 
in the same way. Now, what is the 
amount of motion at m in consequence 
of this twist ? As the wire is everywhere 
twisted, just as if it were a straight "v^e 
fastened at one end whilst at the other 
end there were a force, f, acting at the 



G 



??^P"^" 



-I. 



[ M 



* Our authority on this subject is a paper f 

by Professor James Thomson in the Cam- v 

bridge and Dublin Mathematical Jounml, F 

Nov., 1848. Fig. 114. 
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end of an arm whose length is equal to p h the radius of the 
coils of the spring, the amount of the motion of m is just 
the same as the motion of the end of such an arm attached 
to the straight wire. 

166. We have, then, the following pretty illustration 
(Fig. 115), which serves to keep the rule for spiral springs 
in our memory. Let two pieces of the same wire of the 
same length be taken ; one of them kept straight, fixed 



firmly at A, and fastened at B to the axis 
of a pulley which can move in bearings. A 
cord, c, fastened to the rim of this puUey, 
carries the upper end of a spiral spring, d e, 
formed of the other piece of wire, the dia- 
meter of its coils being equal to the diameter 
of the pulley. Evidently, if a weight, w, is 
placed in the scale-pan, a point £ gets just 
double the motion of a point c, for e gets c's 
motion as well as the lengthening of the 
spring. The scales f and o and the little 
pointers are for the purpose of making exact 
measurements. It is interesting to note 
how accurately the law is fulfilled, even in a roughly- 
constructed piece of apparatus such as any one may easily 
put up for himself. 

166. Exercise, — A spiral spring of charcoal iron spring 
wire, 0*1 inch diameter, 21*6 inches long, its coils having 
a radius of 1'3 inch, is extended by a weight of 10 lbs. 
Supposing that a piece of wire of the same material 
1 inch long and 0*05 inch diameter, gets a twist of 24*2 
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degrees wich a cwisting moment of 2 inch-pounds, what 
is the extension of the spring ] We see that if the trial 
wire were of twice the diameter the twist would be 
24-2 ^ 16, or 1-51 degree, and with a twisting moment of 
13 inch-pounds, which is 6*5 times as great, the angle 
would be 9*82 degrees, and on a wire 21-6 times as long 
would be 212* degrees, or 3*7 radians, and the arc of a 
circle whose radius is 1*3 inch, subtending this angle 
is 3 -7x1 -3 or 4*8 inches, the answer. 

167. In designing a cylindrio spiral spring it is very im- 
portant to know the greatest eloagation it will bear without 
taking a permanent set. If the material has internal strains 
given to it during its manufacture — and this it is very diffi- 
cult to prevent in steel springs, unless great care is taken in 
tempering, and it is almost impossible to prevent in bi^ass 
springs, because the elasticity added in manufacture is often 
regarded as a necessary quality which ought not to be 
destroyed by any annealing process — in this case the 
reader must keep in mind tlie considerations of Art 96. 
Otherwise, let » be the greatest shearing stress per square 
inch which the material can resist without getting a per- 
manent set. Let m be the greatest twisting moment which a 
round wire of radius r can bear without getting a permanent 
set, we see from Art. 93 that 

••« J»«r» (I) 

Now « will be approximately known from Table III, or m 
may be found by experiment for a given wire by any 
person who wishes to make a spring ; and whether m or « is 
used in a formula, you now know how to calculate one when 
given the other and the size of the wire. I^ then, we 
have a spring made of wire whose radius is r, and if the 
radius of the coils as measured to the centre of the wire 
from the axis of the spring is a, we see that when w is the 
greatest weight with which the spring may be elongated 
without producing a permanent set, 

^'7"'-^ (2) 

being independent of the length of wire employed. 

From Art. 92 we see that if n is the modulus of rigidity 
of the material, a the greatest angular twist in radians 
which we can give to a wire of xadius r inches and length 
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olio inch, and m the twisting moment which produces this 
twist, then 

^ = ^^; («) 

w being what we have previously measured or calculated. 
N is approximately known for a material from Table III., or 
A may be found by experiment for a given wire; and 
whether a or n is used in a formula, yoa now know how to 
calculate one when given the other. 

Putting the result of our reasoning in Art. 164 into an 
algebraic form, we see that a load, w, will elongate the 
spring by the amount 

2wlo» 

and hence the greatest elongation which can be given to the 
spring without its getting a permanent set is 

'^«' ^' ^^^ ^' 77 (^> 

Combining (2) and (4), we see that when a spring is 
stretched to its elastic limit, the mechanical energy stored 
up in it, which is caUed its *^ resilience,'' being half the 
product, of w into the elongation, is 

i m/A, „r '-^^\ or i^ ..(6) 

168. Many interesting methods may be taken to express 
in words the meanings of these results. Thus, the second 
expression in (5) shows that the work which we can store 
up in a spiral spring is simply proportional to the weight 
or quantity of muLerial in it. It would be easy to show 
that we can store more energy in a spring formed of wire of 
circular section than in one of equal weight of the same 
material whose wire has any other than a circular section. 

169. The following readings of our fonnul» may prove 
to be useful : — 1st. If r, the radius of the wire, and a, that of 
the coils, be fixed, the elongation produced by any weight, 
'w, will be proportional to /, the length coiled up to form the 
spring. 2nd. If a wire of a certain length and radius be given 
to form a spring, the elongation produced by a certain 
weight, w, w^ be proportional to the square of the radius 
which we may adopt for the coil. 3rd. If the radius of the 
wire be £xed, and the length of the spring when closed, so 
that the coils may touch one another, or, what is the same, 
the number of coils be also fixed, I must be proportional 
to a, and therefore the elongation due to a weight, w, wiU 
be proportional to the third power of the radius which we 
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may adopt for the coil. 4th. If the length of the wire 
and the radius of the coil be fixed, the elongation due to 
. a weight, w, will be inversely proportional to the fourth 
power of the radius of the wire which we may adopt. 
5th. With a given weight of metal and a given radius of 
the coil, the elongation due to a weight, w, will be propor- 
tional to l^f or inversely to r*, since I must be proportional 

We see that the ultimate elongation is — 1st, proportional 
to the length of the wire, if the radius of the wire and 
that of the coil be fixed. 2nd, proportional to the radius 
of the coil, if the length and the radius of the wire be fixed. 
3rd, Inversely proportional to the radius of the wire, if the 
length of the wire and the radius of the coil be fixed. 

It wiU be found that a weight hung at m (Fig. 114) will 
tend to turn as the spring lengthens, unless the coils of the 
spring are very flat. This is due to the fact that the cross 
sections of the wire are really subjected to bending as well 
as torsion. 

170. We can cause the strain in such a spring to consist 
altogether of bending, if , without exerting any axial force 
such as I have shown in Fig. 114, we exert a couple about 
the axis such as we exerted on the wire in Fig. 43. The 
wire in Fig. 43 would be twisted, but the wire in Fig. 114 
is subjected everywhere to bending without any twisting or 
with only a verv little twisting, due to the fact that the 
coils are not perfectly flat. 

If Go is tiie radius of the coUs to the centre line of the 
wire when unstrained, and the length of the coiled wire 
is /, then the number of coils multiplied by the circumference 
of each is the total length, so that the number of coils is 
; -r 2 IT ao. If now the moment of inertia of the cross 
section of the wire about the axis through its centre about 
which it bends is i, and if m is the moment which acts 
at the unfixed end of the spring to twist it, then the new 
radius, a, of every coil is obtained from our knowledge of 
the fact given in Art. 160. 

M = B I X change of curvature, 

B being the modulus of elasticity of the material.* 

* I is & (2^ + 12 for a wire of rectangular section, d being the 
dimension in inches of the section, measured radially out from the 
axis of such a spring ;ii8ircI4-i-64foira wire of circular sectiop- 
bf diameter d. 

M 
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From this we have 

.i"" 5 - i^» ^'Ti "5 - S;' ^ kI ^^-^ 
where ft, was the original number of windings, and n is th« 
new number of windings. But one additional winding 
means that the unfixed psurt of the spring has moved through 
360 degrees, or 2 ir radians ; and hence if a is the angular 
motion of the unfixed end of the spring in radians, 

. 2rKl 

We see that it does not depend on the radius of the 
coils. For a spring of round wire of diameter d, the angular 
motion due to a turning moment, m, is 

A=128 M/-7-Brf*. 

171. From these considerations it is evident that 
a spiral spring like Fig. 115 when it lengthens 
under the action of a weight, has aU its wire 
subjected to torsion. The spring itself is extended, but 
the wire of the spring is twisted. Again, if we subject 
the spring to torsion as a whole, the strain really going 
on in the wire is a bending strain. XJsuallj, a spiral 
spring, as its coils are not perfectly flat, has its wire 
subjected to torsion principally, and a little bending as 
well, when the spring is extended; and when the spring is 
twisted as a whole its wire is mainly subjected to bending, 
but there is also a little twist in it. The extension 
of a spiral spring is proportional to the pulling 
force, and also to the length of the wire and to the 
diameter of the coils ; it is inversely proportional to the 
fourth power of the diameter of the wire if the wire is 
round The twist given to a spiral spring 
is proportional to the moment of the twisting forces, it 
does not depend on the size of the coils; it is pro- 
portional to the length of wire, and inversely proportional 
to the fourth power of the diameter of the wire if the 
wire is round. 
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CHAPTER XVII. 

PERIODIC MOTION. 

172. When, after a certain interval of time, a body is 
found to have returned to an old position, and to be there 
moving in exactly the same way as it did before, the 
motion is said to be periodic, and the interval of time 
that has elapsed is said to be the periodic time of the 
motion. Thus, if a body moves uniformly round in a 
circle, the time which it takes to make one complete 
revolution is called its periodic time. 

173. When a body moves uniformly in a circle, as, for 
instance, the bob of a conical pendulum (see Glossary, 
Art 236), if we look at it from a point in the plane of its 
circle, it seems merely to swing backwards and forwards in 
a straight line. Thus, it is known that Jupiter's satellites 
go round the planet in paths which are nearly circular, 
but a person on our earth sees them move backwards 
and forwards almost in straight lines. Now if we were 
a very great distance away from the bob of a conical 
pendulum in the plane of its motion, we would imagine 
it to b moving in a straight line, and the motion which 
it would appear to have — slow at the ends of its path, 
quick in the middle — would be a pure harmonic motion. 
To get an exact idea of the nature of this motion — in 
fact, to define what I mean by pure harmonic motion — 
draw a circle ao'lo" (Fig. 116), and divide its circum- 
ference into any great number of equal parts. Draw the 
perpendiculars b'b, c'c, <fec., to any diameter. Now, if 
we suppose a body to go backwards and forwards along 
AOL, and if it takes just the same time to go from a 
to B as from b to c, or from any point to the next^ then 
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its motion is said to be a pure harmonic motion. This 
sort of motion is nearly what we observe in Jupiter's 
satellites ; it is almost exactly the motion of the bob of 
any long pendulum or the cross head of a steam-engine ; 
it is the motion of a point in a tuning-fork, or a stretched 
fiddle-string when it is plucked aside and set free; of 
the weight hung from a spring balance when it is 

vibrating; of a 
cork floating on 
the waves in 
water; and of the 
free end of a rod 
of metal when 
the other end is 
fixed in a vice 
and the rod is 
iji. set in vibration; 
it tells us in all 
these cases the 
nature of the mo- 
tion, when such 
motion is of its 
simplest kind. 
Thus, for exam- 
ple, a cork float- 
ing on water may 
really have a very complicated motion, but if the wave 
in the water is of its simplest kind, the cork goes 
up and down with a pure harmonic motion. If you 
study the figure which you have drawn, and tiien 
watch the vibration of a very long pendulum, you will 
learn about this kind of motion what cannot be learnt 
by reading. 

174. Now let me suppose that the body takes one 
second to go from a to b, or from b to c, or from any 
point to the next in Fig. 116. Then the hiigth of ab 
in inches represent the average velocity between the 
points A and B, and in the same way we get the average 
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velocity anywhere elsa Thus, in the figure from which 
the woodcut is drawn I find 



Velocity from 


A. 

to 

B 


B 

to 
c 




to 

D 

1-69 


D 

to 

B 

207 


B 

to 

» 

2-41 


r o 

to to 
a 

2-69 2-69 

1 


G 

to 

H 

2-41 


H 

to 

z 

2-07 


I 
to 

1-69 


J 
to 

X 

1-00 


K 

to 

L 


Is in inches ^ 
per second j" 


0-34 


100 


0-34 



175. You will observe that the velocity increases as 
the body approaches the middle of the path, and 
diminishes again as it goes away from the middle. Now 
the increase in the velocity of a body every second is called 
its acceleration, and I want you to observe what is the 
acceleration at every place. You see that tlie velocity 
changes from '34 to 1*00 near b in one second — that 
is, the acceleration near b is '66 inch per second per 
second Similarly subtracting 1 '00 from 1 '59 we find the 
acceleration at c to be 0*59, and so on. Now make a table 
of these values, and place opposite them the distances of 
the points B, c, &c., from the centra In this way I 
find from my figure the following Table of Values : — 







Displacement 


Distance from o to 


Acceleration at 


divided by 
Acceleration. 


B is 9-66 


B is 0-66 


14-6 


c is 8-66 


c is 0-69 


14-7 


D is 7-07 


D is 0-48 


14-7 


B is 600 


B is 0*34 


14-4 


F is 2-59 


F is 0-18 


14-4 


O 18 


O IS o 




o is 2-69 


o is 018 


14-4 


H is 500 


H is 0*34 


14-4 


I is 7-07 


I is 0*48 


14-7 


J is 8-66 


J is 0-59 


14-7 


K is 9-66 


K is 0*66 


14-6 



From this it is evident that when the distance of a 
point from the centre is divided by the acceleration 
ttt the point, you get about 14'G in every case- 
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that is, the acceleration at a place is pro- 
portional to the distance from the centre. 
This curious property is characteristic of the kind of 
motion which I am describing. If, again, you draw a 
number of figures, such as Fig. 116, and divide the 
circles into very different numbers of equal parts, you 
will find that in every case the following law is true : — 
The periodic time of a pure harmonic 
motion — that is, the time which elapses 
from the moment when the body is in a 
certain condition until it gets into exactly 
the same conditioii again — is equal to 
6*2832 multiplied by the square root of 
the ratio of displacement to acceleration 
given in the third column of the above Tabla Thus, in 
the Table we find the mean value of the ratio (adding 
all the quotients and dividing by their number we get 
14*56) to be, let us say, 14*6. Now the square root 
of 14-6 is 3-82, and this multiplied by 6*2832 is 24 
seconds, which we see by inspection is iJie periodic time 
in Fig. 116. 

The acceleration is always towards the middle point — 
that is, whilst a body is leaving the middle, its velocity is 
being lessened, when it is approaching the middle its 
velocity is being increased. The 
velocity at the middle is equal to 
the unifoim velocity in the circle 
from which we imagine the harmonic 
motion to be derived—that is, the 
velocity in the middle is equal to 
8*1416 times the distance al divided 
by the periodic time. 

Suppose the body to be at ft, Fig. 
J,, jj^y 117, moving with a pure harmonic 

motion in the path a o l. Describe 
the circle, draw ftp perpendicular 
to A L, then p is the position of a body which has cor- 
responding uniform circular motion, llie acceleration at 
Q is equal to the resolved part along o l of the centripetal 
acceleration at p in the direction p o, whidb is known to 
be v" -r P o where v is th$ uniform velocity of p. 
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The resolved part of this in the direction qo is evidently 
obtained by miiltipl3rmg by ao and dividing by p o, and we 
get for the acceleration of q, v^ x Qo-f-P o^, so we see that 
the acceleration of q is proportional to a o. The accelera- 
tion at L or A, the ends of the path, is of course greater 
than anywhere else, being v* -^ p o. 

If at any place, q, we divide the displacement by 

the acceleration, we get a o -r- ^-^, or p o' -j- v*, and as v 

is the circumference of the circle 2ir. po, divided by 
the periodic time t, we have 

Teriodie time of a pure\ « ^ o.wia 
harmonic motion /= ^ x 3 1*16 



V 



IKsplocernVTit 
AcederatUm 



We see then that if the force acting on a body and 
causing it to move is always proportional to the distance 
of the body from a certain point, and acts 
towards that point, the body gets a pure 
harmonic motion, and we have a rule for 
finding the periodic tim& 

176. Example. — In Fig. 118, A is a ball 
of lead weighing 20 lbs. carried by means 
of a spiral spring whose own weight may 
be neglected, let us suppose. Find by 
experiment how much the spring lengthens 
when we add 1 lb. to the weight of A oi 
shortens when we subtract 1 lb. from the 
weight of A. Let it lengthen or shoi'ten 
0-01 foot Evidently, if ever A is 0-01 foot 
upwards or downwards from its position of 
rest, it is being acted upon by a force of 

1 lb. tending to bring it to its position of 
rest. We know also (see Art 171) that if 
A is 0*02 foot or 0*03 foot above or below 
its place of rest, there is a force of 2 or 
3 ]b&, trying to bring it back. We see 
then that the up and down motion of 
A must be pure harmonia When the 
displacement is, say 0*02 foot, the force acting on A is 

2 lbs., and the acceleration of A is force 2 -r mass of A, 




Fig. 118. 
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and as the mass of A is 20 •§- 32*2, or 0*621, the acceleration 
of A is 3 '22 feet per second per second when it is displaced 
0*02 foot from its middle position. Now employing the 
rule given above, divide 0*02 by 3*22 and extract the 
square root, then multiply by 6*2832, and we get 0*495 
second, or about half a second as the periodic time of 
the swinging balL If you make experiments you will 
find that, unless the coils of the spring are vei'y flat 
indeed, and the rigid support of A exactly in the axis, 
the ball has a tendency to turn and to vibrate laterally, 
which will somewhat disturb your observations if you are 
making careful measurements of the length of swing. 

177. Example. — The Simple PendiUnm. — ^A simple 
pendulum consists in an exceedingly small but heavy body 
suspended by means of a long 
thread whose weight may be 
neglected, capable of swinging 
backwards aad forwards in short 
arcs. Thus, in Fig. 119, s is the 
point of suspension, s P a silk 
thread, p a small ball of lead, p 
will move backward and forward 
along the path A o L with a motion 
which is pure harmonic, provided 
the thread is so long and A L so 
short that A L may be regarded as 
nearly straight, because the force 
acting on the ball at any time in 
the direction of its motion is pro* 
portional to the distance of the 
ball from o. To show that this 
is so, resolve the vertically acting 
weight of the ball in the direc- 
tion of its motion along A o. You find that it is 
not quite proportional to A o unless A o is very nearly 
straight, but if this slight discrepancy is neglected the 
force urging the ball towards o is the weight of the ball 
multiplied by o A and divided by b A, the distance from 




Fig.iia. 
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the point of support to the centre of gravity of the 
ball. As a matter of fact, the nature of 
the vibration does not depend on the mass 
of the ball; but, to Rx. our ideas, let us suppose that 
the weight is 2 lbs., then the mass of the ball is 2 -^ 32-2, 
and acceleration along A o is the force -f mass, or 

g^^ the force -5- g-g the mass, so that the acceleration 
is 32-2 X A o-rS A. 

Now our rule is to divide A o by the a<;celeration at 

A, and this gives ^k ; extract the square root, and 
multiply by 6 '2832 for the periodic time of oscillation of 
the pendulum. The general rule for a simple pendu- 

lum swinging in short arcs is then : - 

Timeo/a complete 08cill(Uion=6'2S32A/ ^^^^ W'^^'*^ 

The time of (me swing is half this. The number 32*2 
expresses the effect of the force of gravity at London. At 
any other place on the earth's surface it would be different 
— ^that is, at different places on the earth a 
given pendulum has different times of 
oscillation. For instance, a pendulum taking 2 
seconds for a complete oscillation at Paris, that is, taking 
1 second for one swing, called a seconds pendulum, i£ 
swung at Spitzbergfen would gain 94 seconds per day, 
and S swung in New York would lose 30 seconds per 
day, provided the pendulum did not alter in length in 
being taken from one place to the other. Evidently 
when a pendulum gets longer it oscillates 
more slowly; hence in summer, when the pendulum 
of a common house-clock expands with heat, it goes more 
slowly, and in winter it goes more quickly, unless the 
position of the bob is adjusted. A pendulum which is 
self-adjusting — ^that is, which is so constructed that it 
remains of the same length whatever be the temperature- 
is called a compenscUion pendulum, 

178. Example, — In Fig. 120, b represents a strip of 
steel fixed firmly in a vice at c, wil^ a heavy ball A 
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fastened at its free extremiiy. Find the force in pounds 
which will increase the deflection of A by 0*01 foot; say 
that it is 1 lb. We know that a force of 2 or 3 lbs. will 




4 



Fig. lao. 



cause an increased deflection of twice or three times this 
amount, and as the force acting on the ball in any position 
is proportional to its distance from its position of rest, the 
ball will swing with a pure harmonic motion. K we 
can neglect the weight of the strip of steel, and if the ball 
is small in comparison with the length of the strip, its 
time of vibration may be calculated in exactly the same 
way as that of the ball in Fig. 119. 

179. Example. — Suppose that B c (Fig. 121) is a 
bent glass tube of uniform section containing a liquid 
which can move without friction in the tube. If the 
liquid be disturbed so that the level is higher in B than 
in c, it will continue to swing about its position of equili- 
brium, that is, the position in which the 
liquid is at the same level in both limbs 
of the tube. Thus, if c is '01 foot below 
the proper level, and B is '01 foot above 
this level, the force which tends to cause 
the liquid to return to its proper level is 
twice the weight of the liquid o a Sup- 
pose the weight of the liquid is 10 lbs. 
per foot in length of the tube, then the 
Pig. 121. force acting on the liquid is 02 x 10, or 

•2 lb. If the whole length of tube filled 
with liquid is 6 feet, then the weight of liquid which 
has to be set in motion is 60 lbs., and its mass is 
60 ^ 32-2, or 1*863 ; hence the acceleration is -2 h- 1*863, 
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or 0*107 foot per second per second. The displacement 
is '01, and, working by our old rule, displacement divided 
by acceleration is -0935. The square root of this is 
•3058, and multiplying by 6*2832 we get 1-92 second as 
the periodic time of the oscillation. 

You wiU find it easy to prove that the liquid 
swings in the same time as a simple pen- 
dulum whose length is half the total 
length of the liquid in the tube, and that 
it is the same whatever be the density of 
the liquid — that is, whether it is mercury or water. 

If w lbs. is the weight of liquid per foot in length of the 
tube, if ^ is the displacement o b or o c, the force causing 
motion ia 2 d w. If a is the total length of liquid in the 
tube, the weight of liquid moved is a w, and its mass 
is a «; -^ y, if y is 32 -2, which represents the effect of gravity. 

Hence the acceleration ia 2dw-T- ^, or ^—^^ and the 

displacement divided by acceleration is rf -t- •—, or ^ 

so that the periodic time is 2 ir a/ -q" ' "^^ 

180. It will be observed that in all these cases of 
vibration of bodies there is a contiliual conversion going 
on of one kind of energy into another. At each end of 
a swing the body has no motion ; all the energy is there- 
fore potential, whether it is the potential energy of a lifted 
weight or the potential energy of strained material. In 
the middle of the swing the body is going at its greatest 
speed, and its energy is kinetic. At any intermediate 
place the energy is partly potential and partly kinetic, 
but the sum of the two remains always the same, 
excepting in so far as friction is wasting the total store. 
Now in time-keepers the office of the mainspring is 
to give just such supplies of energy to the balance as are 
necessary to replace the loss by Mction ; and we have to 
ask the question — ^At what part of the swing 
of a pendulum or balance can we give to 
it an impulse which shall increase its 
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store of energy without disturbing its 
time of oscillation) The answer is this. Ifablow 
is given to the bob of a pendulum when it is just at its 
lowest point, energy is given to the pendulum ; we give 
it power to make a greater swing, but the time which i!c 
will take to make this greater swing is just the same as 
the time it would have taken for a smaller swing. This 
middle point is the only point at which we can give an 
impulse to the bob without altering the time of its 
swing. In the lever escapement, and in other detached 
escapements of watches, the impulse is always given just 
at the middle of che swing. 



CHAPTER XYIIL 

OTHER EXAMPLES OF PERIODIC MOTION. 

181. When the periodic motion of a body is not pure 
harmonic, we find that by imagining the body to have 
two or more kinds of pure harmonic motion at the same 
time we can get the same result. Thus, it is known that 
a float, employed to measure the rise and fall of the tide 
by marking on a moving sheet of paper with a pendl, has 
a motion which is periodic and not pure harmonic. Thus, 
if horizontal distances represent the motion of the 
paper (unwound from a barrel by means of clockwork), 
and therefore represent time, and if vertical distances 

mean the rise or &dl of 

water-level in feet, we 

get such a curve as is 

Fig. 122. shown in Fig. 122. 

Now this is not a pure 

harmonic motion, for if you plot on squared paper the 

distances oA, OB, oc, OD, oe, op, &c. (Fig. 116), for 

equal intervals of time, you will get a curve like Fig. 123. 
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Fig. 128. 



which is easily recognised, and is called a cwrvt of sines. 
But it has been found that if you take certain curves of 
sines whose periodic times are — 1, the senu-luoar day ; 
2, the semi-solar day, 
and some others, and 
draw them on squared 
paper, and add their 
ordinates together, you 
will get the curve shown 
in Fig. 122. In the very 
same way you can com- 
bine pure harmonic motions to arrive at any periodic 
motion. A good way of combining pure harmonic 

motions experimentaUy 
is to let a body hang 
from a string which 
passes over two or more 
movable, and the same 
number of fixed, pulleys. 
These pulleys are pivoted 
on crank pins, and their 
pivots are made to re- 
volve at any desired rela- 
tive speeds, and each 
gives to the body a pure 
harmonic motion by its 
action on the string. 
The body gets a motion 
compounded of the mo- 
tions of the pulleys, and 
if it is an ink-bottle or 
pencil pressing on the 
paper on a revolving 
paper roller, we get a 
time curve ol the periodic 
motion. This is the prin- 
ciple of the construction 
of Sir William Thomson's Tide Predietiog Machine. 
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182. When a body can swing east and west under the 
influence of forces which have no tendency to move it 
except in a direction due east and west, and if forces act* 
ing due north and south can make it swing in their 
direction, then both sets of forces acting together "on the 
body will give it a motion compounded of the two 
simpler motiona Thus, a ball a (Fig. 124) is suspended 
by a string, pa, which is knotted at p to two other 
strings, PS and Ps', equal in length, and fastened at s 
and s'. The ball may swing in the direction N o s as if 
it were ih.e bob of a pendulum hung directly from the 
ceiling at p', but it may also swing in the direction e o w 
at right angles to N o s , and if it does so it swings as if the 
point p were the fixed end of the pendulum A p. When 
it swings under the influence of the two sets of forces 
tending to make it move both ways at once, the motion 
of A is compounded of the other two simpler motions. 
If p A is one-quarter of the length o p', then the east 
.1 and west swing takes 

^ " » • « 7 "^ half as long as the 

north and south swing. 
If p A is one-ninth of 
OP', then the east and 
west swing takes one- 
third as long as the 
north and south swing. 
The motion of A is 
sometimes very beauti- 
ful, and the experiment 
is easily arranged. 

183. The motion is 
quite easily represented 
on paper. Thus, in Fig, 
125, a' H is the nortii 
and south direction, and a ic, at right angles to it, is the 
east and west direction. Let the points 0, 1, 2, <S^, in 
each of these lines be found as in Fig. 116. Let the bob 
be supposed to go from to 1 in a'h in the same time as 




rig. 125. 
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it goes from to 1 in a m. You will observe that I have 
twice €is many points in A M as in a' M, showing a slower 
oscillation in the direction A M. You can begin to number 
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Fig. 126. 

your points anywhere, remembering that when the bob 
completes its range it comes back again in the opposite 
direction. Now put marks where the east and west 
lines meet the north and south ones, drawn through 
corresponding points. It is evident that the curve 
drawn through these successive marks is 
the real path traced out by the ball when 
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acted upon simultaneoualy by the two sets of forces urging 
it in a north and south, and an east and west direction. 

If you have the same number of points in a' h as 
in AM, you will get a circle, ellipse, or straight line, 
as in A, B, c. Fig. 126. This represents the motion of a 
conical pendulum free to swing in every direction. Again, 
D, E, P, and many other curves that might be drawn, 
represent the case which I took up in Fig. 125, where one 
vibration is twice as quick as the other. If iiie time of 
vibration in A M is to the time of vibration in a' m as 2 
to 3, we get curved paths like g, i, j, and so on. In 
experimenting with the pendulum, Fig. 124, it wiQ 
usually be found that slight inaccuracies in the lengths 




Pig. 127- 



of the cords will cause a continual change to go on in the 
shape of the path traced out by the ball 

We can produce these motions by spiral springs, and 
in other ways. Thus, for example, if we use instead of 
vhe strip of steel, in Fig. 120, a combination of two strips, 
B and b', as in Fig. 127, so that the heavy bright bead A 
is capable of vibrating in two directions at the same time, 
you will get the same combinations of pure harmonic 
motions, depending on the point at whidi B is held in 
the vice c. 

184. When a body has a periodic rotational motion 
about an axis like the balance of a watch or a rigid 
pendulum, we must no longer speak of the force causing 
motion, and the mass of the body, and the distance 
of displacement ; but if we substitute for these terms, 
moments of forces, moment of inertia of the body and 
angle of displacement, we have exactly the same rule for 
finding the periodic time of oacillatioiL The periodic 
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time is 6*2832 times the square root of the angular 
displacement of the body at any instant, divided by the 
angular acceleration at that instant. And we know 
that angular acceleration may be calculated by dividing 
the tui*ning moment acting on a body by the moment 
of inertia of the body. A point in the balance of a 
watch swings in circular arcs, but if you only take 
account of the distances which it passes through, and 
suppose it moved in a straight line instead of in the arc 
of a circle, the motion is very nearly pure harmonia If 
there were no friction or other forces acting on the 
balance except the turning moment of the balance 
spring (see Arts. 162-3), and if the moment of the spring 
were always exactly proportional to the angular dis- 
placement of the balance, the motion would be pure 
harmonic. 

'We B&w in Art. 162 that the turning moment of the 
spring is vqTA, if b is modulus of elasticity of the 

spring, b its breadth, t its thickness, and / its length, and if 
A is the angiilar displacement in radians. 

Angular acceleration is this moment divided by moment 

of inertia i of the balance, or ysT T* 

Hence, angular displacement a, divided by angular 

1 2 1 1 

acceleration, is ^^^-^t so that the periodic time of the 



balance is 



/l2li 
V = 6-2832 A / ^jt» 



Increasing the moment of inertia of the balance or the 
length of the spring makes the vibration slow, Increasing 
tlis breadth a/nd, what is stiU more importa/nt, increasing 
ifie thickness of the spring nuikes the vibraMon quick. Aa 
we saw in Arts. 162-3 that our calculation of the turning 
moment of the spring is not quite right, that the dimen- 
sions of the balance and spring alter with temperature, 
and that above all the elasticity of the steel alters with 
temperature and with its own state of feitiguey the 

N 
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rule given in the note is not perfectly true, nor can any 
balance be regarded as taking exactly the same time 
for its oscillation in different lengths of ara At the 
same time it is of great help to the watchmaker to know 
that with considerable, although not with perfect ac- 
curacy, the time of vibration of a balance is proportional 
to the square root of the length of the spring, and so on. 
For example, suppose the spring is 3 inches long, and 
the balance makes one swing in 0*251 second, now if he 
wishes it to make a swing in 0'25 second, he must 
shorten it in the ratio of -251 x *251 to '25 x '25, or in 
the ratio -063001 to -0625, so that the length of his 
spring ought to be 3 X -0625 -f -063001 , or 2-976 inches— 
that is, it ought to be shortened -024 inch. In the 
same way he can calculate the effect of adding little 
masses at any distances from the centre of the balance, 
so that its moment of inertia may be increased, and 
the balance made slower in its swing. The same law 
tells him how he can compensate the balance, so that 
when in summer the steel of the spring loses its elasticity, 
some of the mass of the balance wiU come nearer the 
centre, in- order that the moment of inertia may diminish 
in the same proportion. 

185. Compound Pendulum. — ^The simple pendulum 
described in Art. 177 is not like the pendulums used in 
practice. In these the bob is not so small that we can 
consider it as a point; the long part is not a thread 
but a stiff rod of metal or wood, and there is usually 
a knife-edge for support, about which it can turn with 
little friction. In common clocks, however, the tx)p 
end of the pendulum is a thin strip of steel held firmly 
in the chops, but the easy bending of this strip is. such 
that we may imagine the pendulum to more freely 
about an axis. Employing our general rule of Art. 184 
we find how to calculate the time of vibration. This 
compound pendulum vibrates in the same time as a 
oertain simple pendulum, called the equivalent simple 
pendulum^ whose length you ought to find by experiment. 
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In Fig. 128 let s be the aocia of suspension^ G the centre of 
gravity, and p a point in the continuation of the line s a 
such that s P is the length of the equivalent simple 
pendulum. Then P is called the centre 
o/oscillationy and it is also known to 
be the centre of percussion of the 
pendulum (see Art. 200). It can be 
proved that if tho pendulum be 
inverted and made to vibrate 
about a parallel axis through 
p, it will vibrate in exactly 
the same time as it does about 
s; and it was in this way, by 
inverting a pendulum which had two 
knife-edges, and adjusting these until 
the pendulum took the same time to 
vibrate about one as about the other, 
and then measuring the distance be- 
tween them, that Captain Kater found 
the length of the simple pendulum 
which vibrates in a given time. This 
method is still employed in gravitation experiments 
everywhere to find the value of g which is 32*2 feet per 
second per second at London. 

If 8 is the axis of suspensioD, a the centre of gravity, 
w the weight of the pendulum, then the moment with 
which gravity urges the pendulum to return to its position 
of rest is w x o y, but if the angle e s q be measured in 
radians, and if it is very small, this moment is almost 
exactly equal to w x s g x angle g s n. The angular 
acceleration is obtained by dividmg this by i, the moment 
of inertia of the pendulum about s, and our rule becomes 




Fig. 128. 



= 6-2832 



or T= 6-2832 



sj ws 
\J w-s 



angle g s h 



G-angleosM-rZ 



(1) 



calculations being made in pounds and in feet. 

When we examine this formula we see that it may be put 
in another form. Find a point k, such that if all Uie masa 
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of the pendulum were gathered there, its moment of ineitia 
about 8 would be the same as at present ; in fact, such 

that —^ the mass of the pendulum x 8 k^ would be equal 

to I. The distance s k is called the radius of gyration of the 
pendulum (see Art. 142), and our rule now beoomesi 

T- 6-2832 ^/y.^ ^^^ 

where g is 32*2. 

In the simple pendulum, s x and 8 g are equal, and if 
you make them equal you will find this to be the same rule 
which is given in Art. 177. However, in an ordinary 
pendulum, s k and s a are not equal, but s k^-t-s g is equal 
to some length such as s p, and our rule becomes 

t=6-2832a/" (3) 



^Vv' 



Evidently % ^ %» the Itngth of the imaginary simple 
pendulum which would vibrate in the tame time as our real 
pendulum. The imaginary point p has been called the 
centre of oscillation, because when the pendulum is inverted 
and made to vibrate about an axis through p it vibrates in 
the same time as before.* 

• To prove this it is neceBsary to return to equation (1). We know 
that I Ib equal to the moment of inertia of the body oalcolated as if 
all its mass existed at o, together with the moment of inertia of the 
body as it is at present, but calculated about an axis through a 
parallel to the present axis— that is 

1= -SG«+-*«, 
9 9 

where k is some length unknown to us just now, being the radius 
of gyration about the axis through the centre of gravity. Rule (1) 
becomes 



: 6-2832 



OTT = 6-2832 

That is, the length of the simple pendulum which will vibrate in the 
same time is 8 G+g- and we have already found it to be S P in 
equation (3), so that G p = ^» or G p x 8 G^= i^. But in the very 8am«> 




so 
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186. Fosamples,— The bar of Fig. 129 with tWO adjust 
able masses may be bung at one end of a wire, the othei 




Pig. 129. 

end of which is fixed to the ceiling. By twisting and 
untwisting the wire the bar will oscillate with a motion 

way, if we considered the pendulum as vibrating about p, we should 
find the length of the equivalent simple pendulum to be greater than 

o p by an amount equal to — , and we know that s a is equal to this 

amount, so that S P would as before be the length of the equivalent 
simple pendulum. The aaces of oscillation and suspension are therefore 
interchangeable^ 



Digitized by VjjOOQIC 



198 



PRACTICAL MECHANICS. 



[Chap. XVin. 



which is much more nearly pure harmonic than that of 
the balance of a watch. My students experiment with 
Buch a bar ; they can adjust the weights a and B at any 




Fig. 130. 



distance from the axis (there is an engraved scale on the 
bar), so that the moment of inertia can be varied. They 
can fasten the bar at the end of a wire, or they can use 
it as in Fig. 130, with a flat spiral spring, or as in Fig. 
129, with a cylindric spiral spring; and the rate of its 
vibration gives one of the best ways of investigating the 
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twisting moments of wires and such springs when strained 
through given angles. 

In the case of a wire the twist always tends to bring 
the bar to its position of rest with a moment which 
is proportional to the angle of displacement from this 
position — it is this property which causes the motion 
to be pure harmonic. This m^oment is also proportional 
to the fourth power of the diameter of the wire, and it 
becomes less as the length of the wire is increased. By 
means of a circular scale and a pointer we can measure 
the extent of each swing, and this is found to decrease 
gradually, due to friction with the air and the internal 
friction or viscosity of the metaL The amount of 
diminution of swing gives us a means of determining 
the viscosity, and the apparatus can so easily be fitted 
up, that no person who wishes to understand the pro- 
perties of materials can be excused from making these 
experiments. 

If the length of the wire is / inches, its diameter d, 
and if N is its modulus of rigidity (see Table III.), 
then from Art. 92 we see that l^e moment with which 
the wire acts on the bar, when its angle is a from the 
position of rest, is 

If the moment of inertia of the bar is i (we are 
neglecting the fact that the wire itself has some mass 
which has to be set in motion), then the moment, divided 
by I, is the angular acceleration, and using this quotient as 
denominator and a as numerator, extracting the square 
root, and multiplying by 6*2832 or 2ir, by the general rule 
of Art. 184, we find the square of the period of a complete 
oscillation to be 

- _ i^«jj 

When motion is slow, the friction in fluids is propor- 
tional to the velocity, and any friction which follows this 
law is called fluid friction. A great many vibrating bodies 
tend to come to rest by the action of sudh friction as this ; 
and it is found that if the friction is proportional to the 
angular velocity, then the logarithm of the ratio of the length 
of one swing from the middle position, to the next swing in 
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the flame direction, is nearly equal to k times the periodio 
time. Hence, this logarithmic decrement, as it is odled, is 
proportional to the motion oo-efficient. If we observe 
twenty-one elongations on one side of the middle position, 
then one-twentieth of the logarithm of the first elongation 
divided by the last, is k times the periodic time of oscilla- 
tion. 

Exereite, — Bifilar finspension. — ^In many measuring 
instruments a body is suspended by two thin wires 
nearly vertical. If the vertical length of each of these 
is /, the distance between their ends at the top, a, and at 
the bottom, 6, and the weight of the body, u?, it is easy 
to show that for a small angular displacement, a, the 
moment tending to bring the body to its position of rest 
is very nearly (neglecting tension of the wires themselves) 

Find the time of vibration of such a body when its moment 
of inertia is known. 

Exercise, — ^A magnet, turning on a frictionless pivot at its 
centre of gravity, is subjected to a turning moment, ha, 
due to the earth's magnetic action, if it makes only a small 
angle, a, with its position of rest. Find the time of a 
vibration if the moment of inertia is known, and show 
that the square of the time of vibration 
of the magnet in different places is in- 
versely proportional to h. 

187. Stilling of Vibrations. — ^When a pure harmonic 
motion is represented on paper in the manner described 
in Art 181, we have a curve of sines. The curve may 
be obtained by producing the lines bb*, cc', <fea, of Fig. 
116, cutting them at right angles by equi-distant hori- 
zontal lines and joining the successive points of inter- 
section so found. It may also be drawn by finding from 
a book of tables the sines of 0**, 10", 20', &c., and 
plotting and sin 0\ 10 and sin 10% 20 and sin 20% 
iaCy on a sheet of squared paper. 

A ettrve of sines expresses the fact that, if d represents 
the displacement of a vibrating body from its middlo 
position after an interval of t seconds since it was at the 
middle of its course, then 

<^as A sin B ^ 
where a is the greatest displacement of the body from iti 
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middle poation. This displacement is usually called the 
amplitude of the vibration. 

If T is the time of a complete vibration, it is easy to see 
that the equation \b 

T 

If we make the bob of a pendulum terminate below, 
in a t^ihe which can act as a pencil holder, and in which 
a well-fitting pencil can slide freely, and if we move a 
sheet of paper at a uniform rate underneath this pencil 
at right angles to the direction of motion of the pencil, a 
curve of sines will be traced out, if the pendulum swings 
without friction. But in practice we always find that, 
what with the fiiction at the point of support, friction 
with the atmosphere, &c., a pendulum's swings get 
smaller and smaller, that is, the amplitude of the 
vibration gets less and less as time goes 
on, until the pendulum at length comes 
to rest. 

This motion is not a pure harmonic motion, but within 
certain limits each swing may be regarded as very nearly 
a pure harmonic motion. Practical men who deal with 
oscillating bodies, such as pendulums, ships, tuning forks, 
magnetic needles, and suspended coils of wire, usually 
assume that the motion during each swing is a pure har- 
monic motion. The frictional resistance to motion of any 
ordinary vibrating body in a fluid medium, or of a magnetic 
needle vibrating near any body capable of conducting 
electricity, is almost always such that the quicker the 
motion the greater the friction (see Art. 244), that is, fric- 
tional resistance is proportiocal to speed, and in this case it 
is not difficult to show that instead of the law 

if = A sin ^-^ < (1), 

we have the law 

rf = A,*sm^^« (2). 

That is, if the strength of the spring or other governor of 
vibration, and the character of the vibrating body are such 
that without friction the law would be (1), then, when the 
vibration is damped by frictional resistance of the above 
character, the law of the motion becomes that given by 
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equation (2^. Here i(r is a oonstant which depends on the 
character oi the friction. Thus k is greater when a pen- 
dulum swings in water than when it swings in air. Also, 
Ti, the periodic time of the vibration, is no longer the same 
T as it was for undamped vibrations, and the relation 
between t and t^ is 



1 _L . *^ 



^^i^ + i^ W 



or if n is the number of undamped vibrations per second, 
and »i the number of damped vibrations per second, then 

»'=»i' + j^ (*)• 

In order to get exact ideas on this subject of the damping 
of vibrationB, the student ought to plot on squared paper a 
curve such as o a' b' c' d' b' p' o' h' i, Fig. 131, which cor- 
responds with equation (2). Thus, let us suppose that a 
body undamped in its vibrations gets an impulse which 
sends it from its position of rest in such a way that its 
amplitude is 10 inches, and let the time of a complete 
oscillation be 1*6 second. Then the law of its motion 
would be 

a = 10 sm ^.g ty 

or 

rf = 10 sin 3-927< (6) 

where ^ is in inches, t in seconds, and the angle 3' 927 t in 
radians (see Glossaby, Art. 230).* 

If now the friction is such that k = 0*7, we find from {S) 
that the time of a vibration is practically unchanged. Fina 
therefore the original curve of sines by calculating th» 
second column of the following table. Tne numbers of the 
first two columns plotted on squared paper would represent 
the undamped vibrations. But for damped vibrations the 
numbers of the second column have all to be multiplied by 
c'^'', and if we denote this multiplier by the letter x, we 
see that 



log ar as -0*7^ log c, 
or log X s -0*304^. 

• We may write (5) in the form 

c< = 10 sin 225£. 
lu this case the angle 225^ is expressed in degrees. 
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I have calculated sv for the various values of ^, and placed 
the results in the third column. Multiplying, therefore, 
the respective numbers of the second and third columns 
together, we get the fourth column of numbers, and plotting 
the numbers of the first and fourth columns on squared 
paper, we find the curve which shows the 
nature of the damped vibrations. 





10 sin 8-927t, or 






t 

in seconis. 


10 sin 225«, if 

angle is taken in 

degrees. 


^7* 


•"^''l08in3-927t 








1 





0-2 


7-07 


•869 


614 


0-4 


10 


•756 


7-56 


0-6 


7 07 


•657 


4-65 


0-8 





•571 





10 


-7-07 


•497 


-3-51 


1-2 


-10 


•432 


-4^32 


1-4 


-7-07 


•376 


-2-66 


1-6 





•326 





20 


10 


•247 


2-47 


2-4 





•186 





2-8 


-10 


•141 


-141 


3-2 





•106 





3-6 


10 


•080 


•8 


4-0 





•061 





4-4 


-10 


•046 


-•46 


4-8 





•0,55 





6-2 


10 


•0^6 


•26 


6-6 





•020 





6-0 


-10 


•015 


-•16 


6-4 





•Oil 






Seine students may find it as instructive to first draw 
a curve of sines, then draw the logarithmic curve, corres- 
ponding to column three, on the same sheet of squared 
paper, and multiply the ordinate of one curve by that of 
the other to get the ordinate of the real curve which 
exhibits the damped vibrational motion. This is what 
has been done in Fig. 131 ; oabcdepghi is 
tlie curve of sines, L P Q is the logarithmic cui've, 
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showing how rapidly the amplitude of the yibration 
diminishes, and o a' b' c' d' e' f' g' h' i is the curve 
which represents the actual motion of the vibrating 
body. In this figure the logarithmic curve is drawn to 
such a scale as seemed convenient for showing its pro* 
perties distinctly. It would be very easy to dilate on 
the nature of the resulting curve o a' b' &c., but this 
book is written to help students who are earnest enough 
to calculate the above numbers and plot the curve, and 
when they perform these operations they will have very 
clear notions about the motion we have been investigating, 
80 I think it would be mistaken kindness on my part to 
describe it further. 

£xereUe. — ^A heavy disc, snspended by a wire, yibrates 
in each of a number of fluid media, its periodic time of 
yibration in all being sensibly the same, or 1*5 second. 
The ratio of the amplitudes of two successive swings in one 
direction being 0*9 in one fluid (that is, the second swing 
being only nine-tenths of the first, and the third being only 
nine-tenths of the second, and so on) and 0*8 in another 
fluid, and 0*7 in another, what numbers will express the 
relative vlBCOBities of these, fluids P 

Here we haye 

0*9 = f-^'** for the flrst fluid, 
BO that -log 0*9 » V6k log c, 

1 >log0-9 

that is *^=0*07. 

In the same way ^ ^ 0*16 and k s= 0*24 for the other 
fluids, and hence 7, 15, and 24 are the required numbers 
expressing the relative viscosities, as measured by the 
vibrating disc method. 

A very slowly swinging disc and pointer will enable 
you to plot the complete curve from actual observati<xi8. 
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CHAPTER XIX. 

THE EFFECT OF A BLOW. 

188.* Have you ever considered how it is that a blow 
of a hand hammer will indent a steel surface, whilst a 
steady force applied to the same hammer-head would 
require to be very great to produce any indentation? 
The pressure between the hammer and the steel is very 
great, and it must be all the greater because the time of 
contact is very short Indeed, if a hammer weighs 
2 lbs., so that its mass is 2 -r 32*2 or 0621, and if, just 
before touching the steel, its velocity was 10 feet per 
second, then you know from the principles of mechanics 
that its momentum was 10 x '0621, or -621. Now, if 
one-ten-thousandth of a second elapses from the time of 
actual contact until the hammer's motion is destroyed — 
that is, untn the elasticity of the steel is just about to 
send the hammer back again a little — the momentum 
•621 is destroyed in '0001 second, hence the average 
force apting between hammer and steel during this short 
time must have been -621 -j- -0001, or 6210 lbs. It is 
certain, however, that this average force is less than 
what the forde actually was for some very small portion 
of the time. You will observe then that we cannot 
tell the average force of an impact unless we know 
two things — ^first, the momentum, and second, the time 
in which it was destroyed. Now the duration of 
an impact depends greatly upon the nature of the 
objects which strike one another, and we see that the 
average force of a blow is less as the time is greater. 

* In Art. 63 1 have touched on thissuhject from the stratn-energy 
point of view. It might have confused the student to treat the 
subject from two different points of view in one place. This is my 
reason for the separation. 
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Sometimes, instead of a great force acting for a very 
short time, what we require is a smaller force acting for 
a longer time. For instance, when cutting wood we 
obtain this result by using a wooden mallet and a chisel 
with a long wooden handle, because the force required to 
make the chisel enter the wood is not very great, and we 
wish this force to act for some time, so that much wood 
may be cut at one blow. In chipping, we have the time 
short, because considerable force is required to cause the 
chisel to enter metal. The duration of an impact de> 
pends on the shape of the bodies and their masses, and 
on the rigidity of their materials. 

Why is it that in driving a nail into wood your 
blows seem to be of no effect unless the wood is thick 
and rigid or unless it is backed up by a piece of metal 
or stone ] It is because the wood yields quite readily, 
and so prevents the hammer losing its momentum 
rapidly. There are few subjects in which people are so 
apt to have erroneous ideas as in this one of impact. 
Thus a man will speak of i^e force produced by a weight 
falling through a height without having any idea of the 
time during which the motion of that weight is being 
stopped, in fact, without considering what time the 
weight is allowed for delivering up ite energy. Now, a 
little consideration will show that the mean force of ttie 
blow will be quite different according as the weight falls 
on a long and yielding bar or on a short and more 
rigid ona If we could imagine bodies to be formed of 
perfectly unyielding materials, then the slightest jar of one 
against the other would produce an infinitely great pres- 
sure between them, and in the blow produced by a falling 
body there may be every gradation from exceedingly great 
pressures to very small ones, depending on the yielding 
power of the body that is struck. Everybody is acquainted 
with the sensation produced by suddenly placing one's 
foot on a level floor when one was preparing for a stej) 
downwards. The downward momentum of the body 
is suddenly destroyed, and gi'eat pressures have to act 
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in all the bones of the body. Carriages are hung on 
springs for the purpose of preventing their losing or 
gaining momentum with too great rapidity when the 
carriage wheels pass over obstacles. When we are sitting 
on a hard seat in a third class railway compartment, and 
the carriage gets a slight jerk upwards, momentum is 
given much too rapidly to our bodies for perfect comfort, 
and to sit on cusJiioned seats is preferable. A cannon 
ball is safely, because comparatively slowly, stopped by 
sand-bags or bales of cotton. 

189. Example. — ^A pile driver of 300 lbs. falls through 
a height of 20 feet, and is stopped during 0*1 second, 
what average force does it exert upon the pile % A body 
which has £dlen freely through a height of 20 feet has ac- 
quired a velocity equal to the square root of 64*4 x 20, or 
35-89 feet per second. Its momentum is300-r 32*2 x 35-89, 
or 334-4, and this divided by 01 gives 3,344 lbs., 
the answer. From the instant when the motion of fche 
driver ceases to diminish, the force exerted by it is its 
own weight The average force of friction in pounds 
between the pile and the ground multiplied by the 
distance in feet through which the pile descends during 
the stroke is equal to 300 x 20, or 6,000 foot-pounds, ^ 
we neglect the loss due to vibrations of the body and the 
ground in the neighbourhood, and if we also ignore the 
fact that the weight really descends a little farther than 
20 feet. 

. 190. Suppose a body A to strike another B, and that 
we can neglect the actions of outside bodies upon them 
botL If A loses momentum, b must gain the same 
amount because their mutual pressures are 
equal and opposite during the time of 
impact It is our knowledge of this fact that enables 
us to calculate the motions of bodies after they strike one 
another. Again, for the same reason, if from any internal 
cause the parts of a body separate from one another, 
either violently or gently, the total momentum remains 
as it was, it is only the relatiye momentum which alters. 



Digitized by VjjOOQIC 



Chap, m.] THE STRAMSHIP " WATERWITCH." 209 

Hence, when a shell bursts in the air, some parts move 
in the same direction more rapidly than before, but 
others less rapidly; one part may double its velocity 
and another may drop nearly vertically, its forward 
motion being stopped, but, on the whole, the total for- 
ward momentum is what it was originally.* 

191. Examples, — If a cannon were perfectly free to 
move backward when the shot leaves it, the backward 
momentum of the cannon would be exactly equal to the 
forward momentum of the shot Thus, if a shot of 
20 lbs. leaves a cannon whose weight is 2,240 lb& with a 
velocity of 1,000 feet per second, the velocity of the 
cannon backward would be 1,000 x 20 -f 2,240, or about 
9 feet per second, neglecting the fact that the gases 
leave the gun also with a certain momentum. When a 
ship fires her broadside, each gun runs back, communis 
eating, as it is stopped, its momentum to the ship, which 
heels over in consequence. A gun firing the above shot 
of 20 lbs. directly backwards from a ship whoso total 
weight is 600 tons gives to the ship so much momentum 
that its speed is increaaed 9-T-fiOO, or -015 foot per 
second. We see, then, that a ship might propel herself 
by means of her guns. The steamship WcUerwiteh had 
powerful steam pumps, wherewith she brought a great 
quantity of water in nearly vertically, and sent it out 
backwards on the two sides below water level The 
momentum given to the water backwards was equal to 
the momentum given in the other direction to the ship. 
It is on this principle that Hero's steam-engine and 
Barker's mill work, the momentum given to jets of fluid 
passing out of certain pipes being equal to the momentum 
given in an opposite direction to the pipe from which 
the fluid passed. In all such eases the propelling 

* Of course the kmetic energies of the parts of the shell added 
together are greater than they were before the shell burst ; we are 
now merely speaking of the momentum. The total momentum of 
two eq^ual bodies going in opposite directions with the same velocity 
is nothmg, whereas their total Idnetio energy is double that of one of 
them. 

O 
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force in pounds is numerically equal to the momentum of 
the fluid which passes out in a second. Thus, if from 
a vessel moving with a velocity of 14 feet per second 
water comes through orifices of 4 square feet in area with 
a velocity (relative to the orifices) of 20 feet per second, 
then the quantity passing out in one second is 4 x 20, or 
80 cubic feet, that is 80 x 62*3, or 4,984 lbs. Now re- 
collecting that this water was first brought in and is 
now sent out, what is the velocity which we have really 
impressed upon it in the process ? At the beginning it 
was motionless with respect to the sea ; it now has 
a velocity of 20 - 14, or 6 feet per second with 
respect to the sea, so that the momentum given to it is 
its mass 4,984-32*2 multiplied by 6, or 928-7: hence, 
as this momentum is given every second, 928*7 lbs. 
is the propelling force exerted on the ship. In one 
second the ship moves through 14 feet, so that the 
useful mechanical work done is 14 x 928*7, or 13,002 
foot-pounds. We have given to 4,984 lbs. of w^ater a 
velocity of 6 feet per second, the kinetic energy of this 
water is wasted, and this kinetic energy is |^ of 4,984 -^ 
32*2 X 6 X 6, or 2,786 foot-pounds. In fact, we have 
altogether spent 15,788 foot-pounds, and 13,002 of this 
have been usefully employed, so that the efficiency of the 
method is 13002^15788, or 0*824, or 82*4 per cent 
As a matter of fact, however, the friction in pumps and 
pipes usually causes a third of the indicated horse-power 
of the engine to be wasted, so that the true efficiency of 
this method of propulsion is f of the above, or 0*549, or 
54*9 per cent, neglecting the efficiency of the cylinder of 
the engine itself. You will remember a fact which has 
come in casually here — if the water leaves any turbine, 
water-wheel, or any propeller of a vessel with a velocity 
relative to the still water into which it passes, or if it 
has any other form of energy, this energy has been 
wasted. After studying the above calculation, you will 
have no great difficulty in understanding how we find 
the horse-power given out by turbines. 
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192. By calculation you will find that, when two 
free and inelastic bodies strike, the momen- 
tum communicated from one to the other 
is their relative velocity multiplied by 
the product of their masses and divided 
by the sum of their masses, and this 
quotient divided by the time of impact 
gives the mean pressure. This pressure acts 
equally on both, of course, but it may not hurt both 
equally. If the bodies are surrounded by water like 
ships, they can no longer be regarded as free bodies, 
and it is not easy to tell you in a few words how much 
mass you must add to the bodies to represent the mass 
of the water, which has also to undergo change of 
motion. In the case of a ship, the mass of water to be 
moved broadside on is much greater than when the ship 
is struck stem on. 

193. A body falling into a liquid sets it in motion, 
and this motion appears at distant places more and more 
nearly instantaneously as the liquid becomes more and 
more incompressible. The nature of this motion is 
known to us if we know the velocity of yielding at the 
place of contact, and from this the total momentum 
given to the liquid. This represents a very considerable 
pressure applied at the place of contact, and this pres- 
sure becomes greater as the velocity of the body before it 
touches the liquid increases. Hence a cannon ball fired 
at sea reboimds from the water as from a rigid body. 
Hence also a man diving unskilfully, as he falls prone on 
the water, gets a very unpleasant shock, whereas a 
skilful diver enters in such a way as to make the 
momentum of the moving water as small as possible, and 
to make the creation of this momentum gradual. 

194. Let us consider what takes place when two free 
ivory balls come together. There is a certain instant 
after they first touch when they move together just as if 
they were composed of soft clay — then they act on each 
other with their greatest pressure; they are in their 
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most strained condition, and supposing no loss by internal 
friction, the strain in the balls represents an amount of 
stored-up energy (see Arts. 62, 63) equal to the kinetic 
energy which the bodies have lost It is very important to 
remember this fact, that if bodies are to return to their 
old states after the collision, we must suppose that during 
the collision there is a storage of kinetic energy in the 
form of strain. All the kinetic energy will not be given 
out again, nor can we say that it is all stored, because 
there is a sort of internal friction causing part of the 
strain energy to be converted into heat when any change 
occurs. Now, if the whole of the stored-up energy is 
3onfuied to one portion of the body, the strain may be 
too great. Thus, a steel rod 1 square inch in section, 1 
foot long, will store up 167 foot-pounds of strain energy 
in its stretched condition before it breaks. For suppose 
breaking stress to be 100,000 lbs. per square inch. This 
will occur when there is a lengthening of -0033 foot, 
so that the energy stored up is the work done by a force 
whose average amount is 50,000 lbs. acting through '0033 
foot, or 167 foot-pounds. If 2 feet of the same rod 
stored up this same amount of energy, there would 
only be 83 foot-pounds in each foot of its length, and 
it is easy to see that the stress is no longer the breaking 
stress of 100,000 lbs. per square inch, but only 70,700 lbs. 
per square inch. As we store the same 
amount of energy in smaller and smaller 
portions of a body, it is evident that we 
must approach a condition of fracture. 

196. We see, then, that at the place where contact 
occurs, two bodies, A and B, are strained ; but if A is of 
some very elastic material, such as tempered steel, the 
strain energy is conveyed very rapidly to every part of 
the body, whereas if B is a feebly elastic body, the strain 
accumulates at one place, leaviug the rest of the body 
unstrained, whilst at this place the strain may produce 
fracture. This slowness to communicate 
strain to the rest of the body may also 
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be produced by the shape of the body. For 
instance, a rod struck sidewise or a thin plate struck 
in the middle does not so immediately communicate 
its strain to the remote parts as a rod struck end- 
wise. Again, the nature of the parts of A and b 
in contact may be such that not only does the strain 
energy leave this part of A rapidly, but immediately in 
the neighbourhood of the place of contact there is a 
greater capacity to bear strain energy without rupture 
than is the case with B. Thus, when ship a rams the 
broadside of ship B, the side of B is bent inwards and the 
strain energy produced is accumulated near the place of 
contact till fracture occurs, whereas, not only is a's stem 
able to transmit to all parts of a with great rapidity the 
strain energy which must be stored up in the whole 
mass, but at the stem itself the material of A is capable 
of withstanding greater stresses than the material of b's 
side. Suppose, however, that A*s stem is not of steel, 
still b's iron or wooden side will be perforated if A has 
enough velocity ; a's stem may also be damaged in the 
impact in such a case. 

198. A candle may be fired, it is said, through a thin 
deal board with very little injury to its shape, and the 
usual explanation of this phenomenon given in books is 
that the candle has not time to get broken. This expla- 
nation is not satisfactory ; it is a little too vague. If we 
had the board in rapid motion, and striking the candle in 
the same relative position, the candle having previously 
been at rest, would the candle perforate the board ] 
There cannot be any doubt that it would. Hence it is not 
the body struck which must in every case get hurt ; the 
pressure on one is equal to that on the other. Suppose 
ship A rushes at ship b when b is broadside on, and 
rams her, B will probably be sunk, even if she is a much 
larger and better ship than A. But suppose that B is 
able to meet her adversary stem to stem, if they are 
equally strong they will equally injure one another, 
and if B is the stronger A will suiSer the most Thia 
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case differs very much from that of the candle, because 
we can assume greater strength even for slowly applied 
pressures from stem to stem of the ship A than from 
side to side of b ; whereas the strength of the candle 
for slowly applied pressures cannot be compared with 
that of the wood which it punches from the board. 
What is meant by the usual explanation, " The candle 
has not time to get deformed 1 " Why has not the soft 
candle time to get broken, and yet the wood has time to 
get torn asunder 1 The fact is, the wood, if it were slowly 
pressed, would communicate its strain energy to every 
part of the board and its supports ; but this communi- 
cation takes an appreciable interval of time, however 
suddenly the pressure may be applied, or however great 
it may be. As the strain energy is rapidly produced 
it becomes accumulated near the place of contact to 
such an extent as to produce fracture of the wood. Now 
the point of the candle is subjected to the same pressure 
as the wood, and begins to get spoiled in shape — that is, 
it is compressed — and this compression produces a lateral 
spreading. In the meantime, however, the compressive 
strain energy is communicated very rapidly backwards 
along the candle, and the spreading and spoiling goes 
on along its entire length, but is small at any point, 
since it is distributed over the whole mass. Practi- 
cally therefore the spoiling occurs only at the point of 
the candle since time is needed for fracture of the 
material. 

197. An earthquake, when it acts on a house, usually 
tends to move it through a distance of probably a very 
small fraction of an inch, but it does this in a very short 
time — that is, the house gets a considerable velocity. The 
mass of the house multiplied by the greatest velocity and 
divided by the short time during which the momentum is 
being communicated, gives the pressure which the founda- 
tions of the house are subjected to. Now, when the foun- 
dations are not very rigidly connected with the ground, the 
time of communication of the momentum is lengthened. 
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ajid the pressure is consequently diminished. This is the 
Usual Japanese plan of providing for earthquake effects. 
Unfortunately, the very means taken to diminish the , 
pressure on the foundations also diminishes their capa- 
bility of withstanding pressures, and it has not yet been 
decided what sort of a house is best fitted to withstand 
destructive earthquakes. Want of rigidity, combined 
with strength or toughness in the materials, and especially 
the quality of internal friction in the materials, so that 
vibrations may rapidly die away — these are the qualities 
needed. They are found in steel, wrought iron, and 
wood, and especially in wicker-work, in a less degree in 
cast iron and in brick or stone set in cement, and less 
still in brick and stone set in bad mortar. 

198. When you in some way understand the possi- 
bility of a candle perforating a board, you will be able to 
comprehend how sand, when blown in air against 
tempered steel, is able to abrade it ; how the emery 
wheel and grindstone going at great velocities are able to 
cut into hard metals, and how in California a jet of 
water going with very great velocity is used for mining 
purposes instead of iron tools. 

199. Quasi-Rigidity produced by Rapid Motion. — 
A top when not spinning can with difficulty be balanced 
on its point, and i£ left to itself it almost instantly falls ; 
whereas when it is spinning the effect of slightly tilting 
it out of the perpendicular is not to make it fall, but to 
make it take a slow processional motion. 

There is a piece of appai^tus called a gyrostat, which 
is, in a tnore or less perfect form, to be found in every 
mechanical laboratory, and the student ought to experi- 
ment for himself with this apparatus on the curious 
effects of quasi-rigidity which manifest themselves in 
tops and other spinning bodies. If he has a slight ac- 
quaintance with astronomy he will be interested in 
tracing the connection between the behaviour of a tilted 
top and the precession of the earth's equinoxes. 

When a circular sheet of drawing paper is mounted 
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like a very thin giindstone on an axis, and is gradually 
made to rotate rapidly, it is found to have become quite 
rigid, that is, it greatly resists bending as if it were made 
of steel. In the same way a long loop of rope, hanging 
round a high pulley, which gives it a quick motion, 
takes a certain form which it is very difficult to alter, 
as may be shown by striking it with the hand or with 
a stick : it resembles more a rigid rod than a flexible 
rope 

Again, in the well-known lecture-experiments on 
smoke rings, we see that these little whirlpools of air 
have many properties in common with elastic solid bodies 
on account of the partial rigidity which is due to their 
rapid motion. 

It would be beyond the scope of an elementary book 
like this to explain these curious phenomena, and I 
merely direct the attention of students to these instances 
in order to incite them to make experiments, and to seek 
for the explanation of what they observe. 

200. Motion Produced by a Blow. — When a body 
subjected to a blow is quite free to move in any way, 
unless the blow acts through its centre of gravity, the 
body will not merely move as a whole, but it will 
revolve. When the blow acts in a direction through 
the centre of gravity there is no rotation produced. 
It is usual in such a case to consider the motion of 
the centre of gravity of the body, and the motion of 
the body about an axis through its 'centre of gravity, 
for it is known that any motion whatsoever of the body, 
consists of a combination of two such motions. It is 
found that the kinetic energy communicated to a body 
by means of a blow is best calculated in the follow- 
ing way, if we know the nature of the motion : — 
First, find the kinetic energy, as if every portion of 
the body had the motion of the centre of gravity. 
Secondly, find the kinetic energy of rotation as if the 
axis of rotation through the centre of gravity were fixed 
in space. Add these two results together. We may 
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regard from another point of view the instantaneous 
motion of a body when it is struck, uamely, as a 
rotation about some axis which 
does not itself move. This is 
only the case for an instant; 
immediately afterwards we must 
regard the body as moving about 
another fixed axis. If a body 
is hinged so that it can only 
move about a fixed axis, it is 
always possible to find the point 
at which the body may be 
struck, and the direction of the 
blow, which will tend to produce 
an instantaneous rotation about 
this particular axis, and there- 
fore to produce no pressure at 
the hinge. Thus the ballistic 
pendulum of Fig. 132 is always 
struck in such a way, and the 
point in which it is struck is 
called the "centre of percus- 
sion." An easy way to find the 
centre of percussion is as fol- 
lows : — Make the body vibrate 
like a. pendulum, about its axis 
of suspension, under the action 
of gravity. Now find the length 
of the equivalent simple pendu- 
lum. This is the dis- 
tance of the centre of 
percussion from the 
axis. In a tilt hammer al) 
blows ought to be delivered 
from this centre of percussion -pig. 133. 

if we wish to have no pressure 

on the bearings. A cricket-bat or a rod of iron tingles 
the hand when we strike a blow with it, unless we 
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happen to strike at the centre of percussion. For a rod 
of iron free to move about one end, the centre of per- 
cussion is at two-thirds of the way towards the other 
end. (See Art 185.) 

201. The Ballistic Pendulum of Fig. 132 is a contri- 
vance which enables us to measure the velocity of a bullet 
It consists of a mass of wood, A, forming part of a 
pendulum. The bullet is fired into it, and the wood 
swings backwards in consequence. The bullet is fired 
into that part of it which will cause no jar to be given 
to the pivot B. The momentum existing in the bullet 
before it enters the wood belongs now to the whole mass 
of which it becomes a part c is a silk ribbon which is 
pulled through a moderately tight hole by the swing 
of the pendulum, and the length of ribbon pulled through 
is found to be proportional to the momentum of the 
bullet before entering the wood. 



CHAPTER XX. 

THE BALANCING OF MACHINES. 

202. If a wheel is fixed eccentrically on its shaft, or 
if to a shaft there is attached any object whose centre of 
gravity is not exactly in the axis when the shaft rotates, 
centrifugal force causes pressures on the bearings of 
the shaft which are always in the direction of the centre 
of gravity of the rotating mass.. In this case there is 
said to be a want of balance. If you wish to observe the 
effect produced by such want of balance, mount an axle 
to which a wheel is keyed on any support which is not 
very firm ; fix a small weight on one of the arms of the 
wheel, and rotate it rapidly. You will find that, even if 
the weight is small, surprising effects are produced, and 
show themselves in a shaking of the supports ; and the evil 
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effects are four times as great at 200 revolutions per minute 
as at 100 revolutions per minute. Centrifugal 
force is proportional to the mass of a 
rotating part multiplied by the distance 
of its centre of gravity from the axis of 
rotation, multiplied by the square of the 
number of revolutions per minute. 

203. If a number of bodies are attached to a shaft and 
are whirling round with it, each of them exerts a force on 
the shaft which can be calculated, and the resultant effect on 
the two bearings may easily be determined. If the axis 
of rotation passes through the centre of gravity of all the 
rotating parts, the pressure on one bearing is equal and 
opposite to the pressure on the other, and by properly 
placing the masses the pressure on the bearings may be 
reduced to nothing. Thus it is evident that when two 
masses are directly opposite to one another on a shaft, 
their centrifugal forces may be made to balance one 
another. When not opposite they cannot be made to 
balance, but two masses may balance one which is directly 
opposed to the resultant force of the two. When there is 
neither pressure on the bearings nor tendency to change 
the direction of the axis, it is said to be the permanent 
cuds of the rotating masses. All axes of rotation in 
machines ought to be permanent axes. When this is 
the case in a locomotive engine, and it is suspended like 
a pendulum bob, by two ropes fastened to the driving 
shaft, and made to work, there are no visible osciUations. 

204. The balancing of a machine consists in adding 
masses in such positions, or re-arranging the positions of 
the existing masses, so that the centrifugal forces due to 
their rotation are just able to balance the otherwise 
unbalanced forces which act on the various shafts. The 
student will find that the study of one problem in 
balancing will make him familiar enough with the method 
of calculation for its application to almost any other case 
which is likely to occur in practice. The most usual case 
for the student to take up is that of the locomotive 
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engine, because want of balance in the locomotive is 
capable of producing very serious eflfects indeed. 

206. Example. — It has been shown by experiment that 
the application of s^iitable balance weights is attended by a 
sensible redaction of resistance on railways at high speeds. 
Locomotive engines unbalanced cannot attain as high speeds 
as when balanced, with the same consumption of fueL There 
are two separate sets of unbalanced forces acting on the 
crank shaft of a locomotive. (1.) The centrifugal force of 
the crank, crank-pin, and as much of the connecting rod as 
may be supposed, roughly, to follow the path of the crank- 
pin (say one-half of it). The mass or weight of each of 
these multiplied by the distance of its centre of gravity from 
the axis, divided by the length of the crank, gives the mass 
which, on the crank-pin, would produce the same centrifugal 
force. Let this weight be called w lbs. In designing 
engines it is better to trace out the carved path of the 
centre of gravity of the connecting rod, and calculate 
exactly the nature of the pressure whidi its motion produceis 
on the axis, but for rough calculation we consider half the 
rod to act as if collected at the crank-pin, the other half to 
be moving with the piston. 

At the end of the stroke, when the horizontal component 
of the centrifugal force is greatest and the vertical com- 
ponent vanishes, the horizontal pressure on the axle caused 
by the centrif ug^ force is 

IT B. f»> -^ 2,936, 

R being the length of the crank in feet and n the niunber of 
revolutions per minute. (See Glossary, Art. 234.) 

(2.) We have the force due to the momentum of the 
reciprocating mass, including piston, piston-rod, slide, and 
the second half of the connecting rod. The loss of 
momentum is most rapid just at the end of the stroke ; and 
as loss of momentum per second is what we call force, the 
force acting on the axle at the end of the stroke due to this 
cause is easily found and proves to be 

w R n" -^ 2,936, 

where w is the weight of the total reciprocating mass. 

Now a weight Wj, or weights whose sum is wi, may be 
placed on the driving-wheel or wheels at a distance r from 
the axis, such that the centrifugal force of Wi may be equal 
to the sum of the above forces. This leads to 

«;ir = WR-t-f(; b, 
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and if we assume any distance, r, we can calculate the 
balance weight or weights, «^. 

206. Now, for the axis to be permanent in inside-cylin- 
der engines, Wi must be divided into two parts, one for each 
wheel, inversely proportional to the dittanees of the wheels 
from the crank, Yot outside-Cy Under engines we get 
balance weights for the two wheels whose difference is tr^, 
and they are, as before, inversely proportional to the dis- 
tances from the wheels to the crank in question. Hence, a 
consideration of each cylinder gives two balance weights, 
one usually much smaller than the other. As t^e cranks 
are at right angles, the balance weights ought to be 90** 

. apart on each wheel. Instead of using these two we can 
use one weight placed between their positions, so that its 
centrifugal £>rce is the resultant of tiieirs. Thus, if we 
found 20 lbs. and 6 lbs. for the two placed at the same 
distance from the axis but 90** apart, make o a equal 20, 
and o B, at right angles to o a, equal to 6 according to any 
scale ; complete the parallelogram, and o o represeuts on the 
same scale the weight which will replace them. It ought 
to be placed at just the same distance from the axis as they 
were supposed to be placed, and in position it makes the 
angle a o o with the larger weight. In this case it will 
be found that 20*88 lbs. placed 18*3° from the position 
which the weight of 20 lbs. might have occupied will be 
required to replace the two. 

207. It often happens in outside-cylinder engines thatthe 
distance from one wheel, or rather from the centre of gravity 
of a balance weight, to the crank, is so little that the corres- 
ponding weight for the other wheel is very small and may 
even be neglected. In inside-cylinder engines it will be 
found that, whereas the cranks are at right angles to one 
another, the balance weights on the two wheels on the 
opposite side of the axis to the cranks are often only 60® 
apart. In inside-cylinder engines with coupled wheels, the 
outside coupling rods and cranks are usually $nade to balance 
the inside moving parts. These engines work very smoothly 
indeed. Outside-cylinder engines with coupled wheels are 
very unstable, from the use of small wheels requiring very 
rapid revolution of the crank axle; from the cy finders 
bemg farther apart than usual, so that the coupling rods may 
have room, and from the number of reciprocating parts 
being increased. The conditions seem to admit of no 
remedy for these defects. The balance weight ought to be 

> distributed over two or three of the spaces of the wheel, 
that the tire may not be unduly strained. The reciprocating 
parts of engines ought to be as light as possible, and 



Digitized by VjjOOQIC 



222 PRACTICAL MECHANICS. [Chap. XX. 

thu width of cylinders as nearly as possible equal to that 
of the wheels. 

206. We have, then, the following easy, approximately 
correct rules for locomotives : — ^If r is lengfth of crank, r the* 
distance of centres of gravity of each balance weight from 
centre of wheel, e the distance apart of the centre lines of 
cylinders, d the distance apart of the wheels or centres of 
gravity of the balance weights, w the total weight of crank 
(referred to the pin, see Art. 205), pin, connecting rod, 
piston, slide, and piston-rod, a the angle which the radius 
to centre of gra\ity of balance weight makes with near 
crank : — 

(1.) luside-cylinder engines with uncoupled wheels. 

Each balance weight = 1^^ V 2^*T2^, 

80 that A is easily obtained from a book of tables. 

(2.) Outside-cy Under single engines with uncoupled 
wheels. 



Each balance weight «= 



tDB 



A= 180'; 

00 that in this case the balance weight is placed exactly 
opposite to the crank. 

(3.) Inside-cylinder engines with wheels coupled. Find 
by rule (1) if the weight of the coupling rods, &c., is too 
great. If so, let counter weights equal to the difference be 
placed opposite the outside cranks. If too small, the 
difference must be made up with balance weights, as in 
rule (1). The positions of the outside cranks are foimd 
by rule (1). 

(4.) Outside-cy linder coupled engines. Find revolving 
weight of coupling rods, &c., for each wheel. Also find 
sum of the weight of the piston, rod, slide, and half 
connecting rod. Divide this latter among the wheels, 
adding the given revolving weight ahready on them. Let 
this be ased on each wheel according to rule (2). 
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CHAPTER XXL 

GLOSSARY. 

209. Introductory. — At the outset I stated that 
my readers must have a previous acquaintance with 
the elementary principles of mechanics; but, inasmuch 
as I am afraid that some may be deceived as to the 
exactness of their notions, I think it necessary to give a 
chapter in explanation of such fundamental facts and 
definitions as are most likely to be misunderstood. This 
chapter I call a Glossary, for although very different from 
any glossary I am acquainted with, it serves exactly the 
purpose of one. 

210. Vertical Line. — A line showing the direction 
in which the force of gravity acts. It is a line at right 
angles to the surface of still water or mercury. 

211. Level Surface. — A surface like that of a 
still lake, everywhere at the same level and everywhere 
at right angles to the force of gravity. It is not a plane 
surface. 

212. Curvature. — For any curve you can find by 
trial at any part, what circle will best coincide with the 
curve just there 1 The radius of this circle is called the 
radivs of curvatwre at the place. But since we say, for 
instance, that a railway line curves much, when we mean 
that the radius is small, the name curvatwre is always 
given to the reciprocal of the radius. Thus, if the radius 
is 8 feet, we say that the curvature is ^th. If at another 
place the curvature is -J^th, the change of curvature in 
going from one place to another is the difference between 
these two fractions. 

213. Mass. — Mass is the quantity of matter in a 
body. The weight of a body depends on whether it is at 
London or Paris, or elsewhera A body which weighs 
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a pound, as indicated by a spring balance, in Londou 
would weigh 0*46 lb. on the planet Mercury, would 
weigh 2 '67 lb& on the planet Jupiter, and would weigh 
hardly anything near the centre of the earth, and yet 
it would always have the same mass. The weight of 
a body in pounds at London, divided by 32*2, is a 
number which we use to denote the mass of the body. 
The weight of the same body in Spitzbergen, divided by 
32*25, would give the same number. The weight of 
the same body at Trinidad, divided by 32*09, would 
give the same number. The weight of the same 
body on the planet Jupiter, divided by 85*9, would give 
the same number. These divisors are experimentally 
determined ; they represent the accelei-ation to the velo- 
city of a falling body, due to the action of gravity at 
the various places. Divide, then, the weight of a body 
in the British Islands by 32*2, and you get the mass 
measured in a way which is very convenient for a great 
number of calculations 

214. Velocity is the speed with which a body moves. 
Find the time in seconds taken by a body to traverse a 
certain distance measured in feet This distance divided 
by the time is called the average velocity. Thus, if a 
railway train moves through 200 feet in 4 seconds, its 
average velocity during this time is 200 -5- 4, or 50 feet 
per second. If we find, with careful measuring instru- 
ments, that it moves through 20 feet in '4 second, or 
through 2 feet in <)4 second, the velocity is 20 -r 4, or 
2 -r '04, or 50 feet per second. It is important to 
remember that the velocity may be always changing 
during an interval of time, and therefore cannot be said, 
at any instant, to be equal to the average velocity. To 
get the velocity at any instant, we must mako very 
exact measurements of the time taken to pass over a 
very short distance, and even this will only give us 
the average velocity during this short tima But if we 
make a number of measurements, using shorter and 
shorter periods of time, the average velocity becomes 
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more and more nearly the velocity which we want. 
Thus, at 10 o^clock, a man in a railway train making 
a careful measurement finds that the train passed over 
200 feet in the last 4 seconds. He finds the average 
speed for 4 seconds previous to 10 o'clock to be 200 -f 4, 
or 50 feet per second. Another man finds that it passed 
over 100*4 feet in the two seconds before 10 o'clock, 
and finds during these two seconds an average velocity of 
100*4 -r 2, or 50*2 feet per second. Another man finds 
50*25 feet passed over in one second previous to 10 
o'clock, which shows a velocity of 50 -25 feet per second. 
Another man finds 25*132 feet passed over in half a 
second before 10 o'clock, and finds 25*132 -f 0*5, or 
50*264 feet per second. Another man finds 12*567 feet 
in a quarter second before 10 o'clock, and his observation 
gives 50*268 feet per second, and so on. It is evident 
that the values given by these various observations are 
approaching the real value of the velocity at 10 o'clock. 
Tabulating these results, I have : — 



Intervals of Time in Seconds 
before 10 o'clock. 


ATorage Velocity in Feet 
per Second. 


4 
2 
1 
i 


6000 

60-20 

60-25 

60-264 

60-268 



Plot the two sets of numbers on squared paper, and 
draw a curve through the points so found. Produce the 
curve, and you have the means of finding the average 
velocity for an infinitely small interval of time before 
10 o'clock. This is the required velocity. I need hardly 
say that few practical purposes require us to observe 
with BO much accuracy as this the velocity of a body 
whose velocity is changing. 

216. Acceleration. — ^This is the rate of change of 
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the velocity of a body. Thus, it is known that the 
velocity of a body falling freely 

At the end of one second is 32*2 feet per second 
„ „ two seconds is 64*4 „ „ 

„ „ three „ 96 6 „ „ 

„ „ four „ 128-8 „ 

and we see that there is an increase to the velocity of 
32*2 every second. The acceleration in this case is 
always of the same amount — hence we call it uniform ac- 
celeration, and say it is 32*2 feet per second per second. 

If a force continues acting on a body, its effect is 
to produce a uniform acceleration in the direction in 
which it acts. You may experiment with Attwood's 
machine, or simply use, as the body acted on, a small 
cai-riage running very freely on a very smooth level 




Fig. 133. 



)an 4^^9 



[ 



table ; and the force acting^ the pull in 
string passing over a pulley on the edge 
the table, and having weights in a scale-pan 
at its end, Fig. 133. Here, however, friction 
will be much greater than in Attwood's machine. You 
will prove the following rule to be true. If a force 
of 2 lbs. acts on a body whose weight is 50 lbs. at 
London (the 60 lbs. include the weight of every- 
thing which is set in motion, so that if you use a 
little weight of 2 lbs. for the purpose of exerting the 
force, remember that this little mass of 2 lbs. is in- 
cluded in the 50 lbs.), then the acceleration or 
increase of the velocity every second is 
equal to the force divided by the whole 
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mass moyed. In this case the mass is 50 4-32*2, 
or 1-553, so that we have 2-^1-553, or 1-223 foot per 
second per second as the acceleration. Thus, if the 
body started from rest, the velocity would be 1 -223 x 5, 
or 6*115 feet per second at the end of 5 seconds. And 
now comes .the question, how far will the body move 
from rest in five seconds 1 Evidently its average velocity 
during this time is half its terminal velocity, or 3*0575, 
so that 5 X 3-0575, or 15-3875 feet is the distance. It is 
evident that to get the space passed over we 
have multiplied half the acceleration by 
the square of the time. 

"When a body falls freely, its own weight is acting on 
its own mass. For instance, say the weight is 2 lbs., then 
the mass is 2 -r 32-2, and weight divided by mass 
is acceleration, which we find to be in every case 
32-2 feet per second per second at London. The 
velocity at the end of any number of seconds is 32-2 
multiplied by this number ; and the space fallen through 
in any number of seconds is half 32-2, or 16*1 multiplied 
by the square of the number of seconds. You can check 
these rules by the rules given you for potential and 
kinetic energy, and you will find them quite consistent 
with one another. Get to thoroughly understand the 
laws of energy first, and you will find that these other 
matters can be reasoned out quite easily afterwards. 

216. Momentum. — If a body's weight is 2 lbs., its 
mass is 2 -r 32 2, or -0621. Now, if the body is moving 
with a velocity of 20 feet per second, its momentum is 
•0621 X 20, or 1-242. If this momentum is created or 
destroyed by a force acting for only one second, the force 
must be 1 -242 lb. ; if it is created or destroyed by a 
force acting for 5 seconds, the force must be 1 -242 -f 5, 
or -2485 lb. The mass of a body multiplied by its 
velocity represents its momentum. Momentum is some- 
times defined as the quantity of motion possessed by a 
body. It represents the constant force which, acting for 
one second, would stop the body. Suppose a certain 
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amount of momentum is produced by a force of one 
pound acting on a body for one second, the same 
amount of momentum would be produced by a force 
of 2 lbs. acting for half a second, or by 1,000 lbs. 
acting for the thousandth of a second, or by •OOl lb. 
acting for 1,000 seconds. You can easily prove this by 
what you already know about the motion of a body.* 

If the velocity of a body has been produced or de- 
stroyed by various forces, each acting for a certain time, 
multiply each force by the time during which it acted, 
and the sum must be equal to the whole momentum gener- 
ated or destroyed. When we know the time during which 
a certain force has acted on a body giving to it motion, 
we generally determine the motion by calculating the mo- 
mentum of the body. When we know the distance through 
which a force has acted on a body giving to it motion, 
we generally first find the kinetic energy of the body. 

217. Impulse or Blow. — ^When a body is suddenly 
set in motion or stopped in its motion by a blow, the effect 
of the blow is measured by the total momentum produced 
or the total momentum destroyed. We know that great 
forces must have been acting for short times to produce 
the effect we observe, but it seems difficult to find the 
magnitude of each force and the time during which it 
acted. The average force during a blow may be approxi- 
mately found by dividing the momentum produced or 
destroyed by the short interval of time during which 
the force acted. 

218. Eesultant. — The resultant of two or more 
forces is a force which might be substituted for them 
without changing the effect. If two strings pull a 
point with forces of 5 lbs. and 7 lbs. (Fig. 134), and if 
the angle between them is 30^, draw o P equal in length 
to 5 inches, and make the angle Q o P equal to 30°. 

* If a force acts on a body, the acceleration which it produces is 
equal to the force divided by the mass of the body, and this acceleration 
multiplied by the time gives the velocity. Hence the force multiplied 
by the time equals the mass multiplied by the velocity which 
is produced in that time. 
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Make the length of o Q, 7 inches. Complete the parallelo- 
gram Q P B, and draw the diagonal o B. Measure o R 
in inches ; we find it to be 
11*6 inches, so that the re- 
sultant of the two forces is 
11 -6 lbs. One string acting 
in the direction o B with a 
pull of 1 1 '6 lbs. will produce 
the same effect at o as the two strings did. Suppose 
when the two strings were acting we had found by ex- 
periment that a third string o B (Fig. 135) would just 
prevent the two strings from causing motion at O, 
then experiment would also show that the force in o E, 
w which may be called the equilibrant of 
^t^ o P and o Q, is exactly equal and oppo- 
\^^^ — 5 > Q site to the resultant of o P and o Q. 

fcPig.135. ^^^' Equilibrium. — ^K three and 

only three forces keep a body in equi- 
librium, we know that these three forces must be 
parallel to and proportional to the sides of a certain 
triangla If a number of forces keep a body in 
equilibrium, and if all their lines of action meet in a 
point, they must be parallel to and proportional to the 
sides of a certain closed polygon. But suppose they do 
not meet in a point, two important conditions hold : first, 
the forces are parallel to and proportional to the sides 
of a certain closed polygon, else they would make the 
body move as a whole ; secondly, the turning moments 
of the forces about any axis whatsoever must balance, 
else the body would roteta When the forces acting on a 
body are parallel to one another our rule becomes 
simpler, and we find, first, that the sum of all the forces 
in one direction must be equal to the sum of all the 
forces in the other direction; secondly, that the turning 
moments of the forces about any axis whatsoever must 
balanca 

220. Moment of a Force. — ^This is the measure of 
the tendency of a force lo tium a body about an axis. It 
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is the force multiplied by the perpendicular distance 
between the direction of the force and the axis ; in 
fact, the force multiplied by what has been called its 
leverage. A force of 5 lbs. acting at the distance of 2 feet 
from an axis is said to have a moment of 10 pound-feety* 
and a force of 2 lbs. acting at the distance of 5 ieety or a 
force of 4 lbs. acting at the distance of 2*5 feet^ would 
have the same turning moment. 

If a number of forces tend to turn a body about an 
axis, find the sum of the moments tending to turn the 
body in the direction of the hands of a watch ; find the 
sum of the moments tending to turn the body against 
the hands of a watcL The difierence of these two sums 
^^^^^^ is the moment 

_ ^^r<^mr*>^ ra which really 

acts on the 
body. If the 
two sums are 
equa] the body 
will not turn. 
221. Ex- 
ample. — Fig. 
1 36 shows a 
circular piece 
of wood which 
can turn easUy 
about an axis. 
Suppose the 
cord A A, which 
is fastened by means of a nail to this wooden disc, is 
pulled by a weight of 4 lbs., and that when I measure 
accurately the perpendicular distance from the axis to 
the string I find it 1*2 foot. Then the moment of this 
force is 4 X 1-2, or 4-8 pound-feet in the direction of the 
hands of a watch. Suppose that I do the same for all 
the other cords which are keeping the wood at rest, I 

* If the force does not act in a plane at right angles to the axis, 
it is only its resolved part in this plane which we consider. 




Fig. 136. 
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can then make such a Table as the following, and find 
that the sum of the turning moments in one direction 
is equal to the sum of the moments in the other direc- 
tion. This Table shows the result of a certain experi- 
ment in which six forces were acting. 



Forces Tending to Tarn Body in 

Opposite Direction to that of 

Hands of Watch. 


Same Direction as that of Hands 
of Watch. 


Force in 
Pounds. 


Distance in 

Feet of Force 

from Axis. 


Moment in 
Potmd-feet. 


Force in 
Pounds. 


DistBoce in 

Feet of Force 

from Axis. 


Moment in 
Pound-feet. 


14 

2-4 
8-6 


0-3 
6 
10 

Total 


4-2 

120 
8 6 


40 
6-2 
2-7 


12 
1-6 

40 

Total 


4-8 
93 

10-8 




24-8 


24-9 



If you try such an experiment as this, to complete it 
and to get a thorough understanding of the matter, give 
a ver^/ small turn to the wooden disc and measure the 
amount of rise or fall of every weight, using a magni- 
fying glass and a very small scale. Some rise and others 
fall, but you will find that the work given out by those 
that fall is equal to the work given to those that rise. 
You will see that this is the reason why the above rule 
is trna Perhaps this will appear more evident if you 
imagine that, instead of being tied to separate nails, the 
cords had passed round pulleys of different diameters, 
but all fixed to one axle. Again, if you turn the wooden 
disc (Fig. 136) very slightly, you alter all the distances, so 
that there is no longer equilibrium. If you had pulleys 
this would not be the case ; there would be equilibrium 
in any position. 

222. Torqua — ^When a system of forces satisfies the 
first condition for equilibrium given above, but does not 
satisfy the second condition — that is, when it is equiva- 
lent to a couple — ^the system is called a torque. The 
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reason why this name has been introduced by Professor 
James Thomson is that such systems of forces have 
hitherto been vaguely called " a moment^" " a couple," 
and so forth, and these names rather express the effect 
of the torque, or its resultant, than the torque itself. 

223. A lever is a body with one point fixed, called the 
fuLcrwm. There is equilibrium when the turning moment 
of one of the balancing forces about the fulcrum is equal 
and opposite to the turning moment of the other. Thus a 
force of 1 lb. acting at 20 feet from the fulcrum will balance 
a force of 50 lbs. acting at 0*4 foot from the fulcrum. 

224. If two parallel forces acting on a body are equal, 
and opposite in iiie sense of their action, they form what 
is called a couple, and as they have no other tendency 
than to turn the body, they are always measured by 
their moment, for they evidently have the same moment 
about any axis we may choose. Thus, a couple con- 
sisting of two parallel forces, each of 8 lbs., if they are 
3 feet asunder, is said to be a couple whose moment is 
24 pound-feet. If they consisted of two forces, each of 
12 Iba, 2 feet asunder, or of 6 lbs. 4 feet asunder, or of 
24 lbs. 1 foot asunder, they would have exactly the same 
effect Hence, when we speak of a couple we always 
speak of it as a couple of so many pound-feet. 

225. Work. — To do work it is necessary to exert 
a force through a certain distance in the (Hrection of 
the force. Thus, if I exert a force of 20 lbs. through 
a distance of 6 feet, I do 20 x 6, or 120 foot-pounds of 
work. If a body of 5 lbs. weight changes its level by 
the amount of 10 feet, whether it does this by a direct 
vertical fall or rise, or is moved up or down an inclined 
plane or curved surface, so long as there is no friction, 
the amount of work given out by the body in falling or 
given to it to make it rise is always the same, 5 x 10, or 
50 foot-pounds. 

226. Example, — One of the weights of a certain 
clock is 20 lbs., and after being wound up it can fall 
thix>ugh a distance of 40 feet. Suppose we wish to alter 
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this height, making it 10 feet; what weight must we 
use ? Evidently the work given out by the new weight in 
falling 10 feet must he equal to the old weight 20 x 40 
feet, or 800 foot-pounds. In fact, the new weight must 
be 80 lbs. Of course you must apply this weight to the 
clock by means of a block and pulleys, or you must 
reduce the diameter of the drum proportionately; and 
if in applying it you introduce more friction than there 
used to be in the clock, you must further increase the 
weight, so as to be able to overcome this friction. 

227. Horse-power. — One horse-power is the work of 
33,000 foot-pounds done in one minute. Remember 
that power really means, not merely work, but work 
done in a certain tima The work done in one minute 
by any agent divided by 33,000 is the horse-power of 
that agent. In a steam-engine, the piston travels four 
times the length of the crank in one revolution, and all 
this time it is being acted on by the pressure of steam. 
If the mecm or average pressure urging the piston is 
60 lbs. per square inch, and the area of the piston is 
150 square inches, then the total average force urging 
the piston is 150x60, or 9,000 lbs. If the crank, 
whose length is 0*9 foot, makes 70 revolutions per 
minute, then the piston travels 4 times 0*9 x 70, or 
252 feet per minute, so that the work done in one minute 
is 9,000 X 252, or 2,268,000 footpounds. Dividing this 
by 33,000, we find the horse-power of the steam-engine 
to be 68*7. The mean pressure is best found by the use 
of an indicator which draws for us an indicator diagram. 
Measuring the pressures at ten equidistant places on this 
diagram, adding them together, and dividing by ten, 
gives the average pressura If an indicator diagram can 
be obtained from both sides of the piston so much the 
better, as we add our two results and divide by two. 
As the pressure of steam is usually given per square inch, 
it is usual to take the diameter of the cylinder in inches, 
but distances passed through by the piston are evidently 
to be measured in feet 
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Exerdae. — I find by a spring balance that some 
horses or a steam-engine have been pulling a carriage 
with an average pull of 120 lbs. during one minute, the 
space passed over in the minute being 600 feet ; what is 
the horse-power expended on the carriage 1 Here 
120 Iba acts through the distance of 500 feet, and the 
work done in one minute is evidently 500 x 120, or 
60,000 ; dividing by 33,000, we find the horse-power to 
be 1-818. 

228. Energy is the capability of doing work. When 
a weight is able to fall, it possesses potential energy equal 
to the weight in lbs. multiplied by the change of level in 
feet through which it can falL When a body is in 
motion, it possesses kinetic energy equal to its weight in 
lbs. divided by 644 and multiplied by the square of its 
velocity in feet per second. 

229. Example, — A body of 60 lbs. is 100 feet above 
the ground, and has a velocity of 150 feet per second. 
What is its total amount of mechanical energy] — ^that 
is, what energy can it give out before it reaches the 
ground, and becomes motionless? Here the potential 
energy is 60 x 100, or 6,000 foot-pounds. Its kinetic 
energy is 60 x 150 x 150 ^ 64*4, or 20,963 foot-pounds. 
So that the total amount is 26,963 foot-pounds. 

Exercise, — Suppose this body to lose no energy 
through friction with the air, and suppose that, after 
a time, it is at the height of 20 feet above the ground ; 
find its velocity. Answer. Its potential energy is now 
60 X 20, or 1,200 foot-pounds, therefore its kinetic 
energy must be 25,763, and evidently this, multiplied 
by 64*4 and divided by 60, gives the square of the new 
velocity, which I find to be 168*1 feet per second. 
Evidently in such a question we are not concerned with 
the direction in which the body is moving. It may be a 
cannon-ball, or a falling or rising stone, or the bob of 
a pendulum. Given its velocity and height at any instant^ 
we can find for any other height what its velocity must 
be, or for any other velocity what its height most be. 
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230. Angle. — An angle is the inclination to one 
another of two straight lines. An angle can be drawn : 
First, if we know its magnitude in degrees, A right angle 
has 90 degi'ees. Second, if we know its magnitude ia 
radians, A right angle contains 1-5708 radian. Two 
right angles contain 3*1416 radians. One radian is equal 
to 57*2958 degrees. One radian has an arc, bc, equal in 
length to the radius A B or A C. It sometimes gets the 
clumsy name " a unit of circular measure." Third, we 
can draw an angle if we know 
either its aine^ cosine^ or tangent, 
&c. Draw any angle, B A c (Fig. 
137). Take any point, 1» in ab, 
and draw pq at right angles to 
AC Then measure pq and ap 
in inches and decimals of an inch. Fig. 137. 

p Q -r A P is called the sine of the 

angle. A Q -r A P is called the cosine of the angle, 
p Q -r A Q is called the tangent of the angle. Calculate 
each of these for any angle you may draw, and measure, 
with your protractor, the number of degrees in the angla 
You will find from a book of mathematical tables 
whether your three answers are exactly the sine, cosine, 
and tangent to the angle. This exercise will impress on 
your memory the meaning of these three terras. 

Divide the number of degrees in an angle by 57 -2958, 
and you find the number of radians. Suppose we know 
the number of radians in the angle B a c, and we know 
the radius A b or a c, then the arc B c is 

A B X number of radians in the angle. 

Given, then, a radius to find the arc, or given an arc 
to find the radius, are very easy problems. 

231. Angular Velocity. — If a wheel makes 90 turns 
per minute, this means that it makes 1*5 turn per 
second. But in making one rownd any radial line moves 
through the angle of 360 degrees, which is 6*2832 radians; 
80 that 1*5 round per second means 6 2832 x 1*5, or 
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9*4248 radians per second. This is the common scien- 
tific way in which the cmguh/r velocity of a wheel is 
measured ; so many radians per second If a wheel makes 
30 rounds per minute, its angular velocity is 3*1416 
radians per second. One round is the angular space 
traversed in one revolution. 

The real velocity in feet per second of a point in 
a wheel is equal to the angular velocity of the wheel 
multiplied by the distance in feet of the point from the 
axis. 

232. Angular Acceleration. — ^The acceleration to 
angular velocity per second. If a wheel starts from 
rest, and has an angular velocity of 1 radian per second 
at the end of the first second, its average angular ac- 
celeration during this time is 1 radian per second per 
second. 

233. Compariaon of Linear Motion and Angvla/r 

Motion, 



The mass of a body U its 
weight divided by 32 2. . 



A linear motion is given to 
a body when an unbalanced 
force acts upon it. 



Accelferation of a body is 
equal to force -r- mass. 



If a force continually acts on 
ft body, the velocity is equal 



The moment of inertia of a 
wheelj or other rotating body 
is found by taking the mass of 
each portion of it and multi- 
plying by the square of its 
distance from the ajs^. 

^ To produce angular mo- 
tion — ^that is, rotation — it is 
necessary to have an un- 
balanced force acting at a dis* 
tance from the axis of rotation. 
Force multiplied by perpen- 
dicular distance from axis is 
called the turning moment of 
the force. 

Angular acceleration of a 
body moving about an axis is 
moment of lorces-j- moment of 
inertia. 

If a turning moment con- 
tinually acts on a body (as by 
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to acceleration multiplied by 
time from rest. Also 



Space passed over is equal to 
half accelerdtion multiplied by- 
square of time. 



Energy stored up in a body is 
half its mass multiplied by 
square of its velocity. 



If a body moves backwards 
and forwards under the action 
of a variable force which ia 
always proportional to the dis- 
tance of the body from its 
middle position, and which 
always acts towards this posi- 
tion, and if the force at a dis- 
tance of one foot is 5 lbs., then 
the time of vibration is equal 
to 3*1416 times the square root 
of the quotient of the mass of 
the body divided by 5. 



If a force of 20 lbs. acts on a 
body through the distance of 
3 feet in the direction of the 
force, the work in foot-pounds 
done by the force on the body 
is equal to the force 20 multi- 
plied by 3, or 60 foot-pounds. 

If, then, a body receives 
power, say like a carriage, by 
a force acting on it in the 
direction of motion, the horse- 
power received is equal to the 
force in pounds multiplied by 
the distance in feet passed 



a cord wound very many times 
round the axle of a wheel with a 
weight at its end), the angular 
velocity is equal to the angular 
acceleration multiplied by the 
time from rest. Also 

The angle described by the 
wheel in any time is equal to 
half the angular acceleration 
multiplied by square of time. 

Energy stored up in a wheel 
is half its moment of inertia 
multiplied by square of angular 
velocity. 

If a wheel vibrates about its 
axis under the action of a 
spiral spring or twisted wire, 
so that the torque is always 
proportional to the angular 
displacement of the wheel 
from its mean position, and if 
the torque is 5 pound-feet 
when the wheel is 1 radian from 
the mean position, then the time 
of a vibration is equal to 3*1416 
times the square root of the 
quotient of the moment of 
inertia of the body divided by 5. 

If a torque is 30 pound-feet, 
and it turns a wheel through 
the angular distance of three 
radians, the work in foot- 
pounds done upon the wheel is 
equal to the torque 30 multi- 
pUed by 3, or 90 foot-pounds. 

If, then, a body receives 
power, say through a shaft, the 
horse-power received is equal to 
the turning moment in pound- 
feet acting on the shaft mul- 
tiplied by the angle in radians 
described in one minute (or Ux« 
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through in one minute divided 
by 33,000. 

The mass of a body multi- 
plied by its velocity is the 
fnomentum possessed by the 
body. 

A force multiplied by the time 
during which it acts in hasten- 
ing or stopping the motion of a 
body is equal to the momentum 
produced or destroyed. 



If a body has momentum 
represented in direction and 
amount by the line op (Fig. 
138), &nd if a force acting in 
the direction oq produces a 
change of momentum repre- 
sent^ by the length of oq, 
then OB is the resultant mo- 
mentum in magnitude and 
direction possessed by the body 
after the operation of the force. 




If forces represented in 
direction and magnitude by 
the lines op and oq act on 
a body, their action is the same 
as that of a force represented 
in direction and magnitude by 
the line o b. 



number of roimds per minute 
X 6-2832), divided by 33,000. 

The moment of inertia of a 
body multiplied by its angular 
velocity is its tnoment of mo- 
mentum. 

A torque multiplied by the 
time during -which it acts in 
hastening or stopping the rota- 
tion of a body is equal to the 
moment of momentum pro- 
duced or destroyed. 

If a rotating body's axis is 
in the direction o p, and if its 
moment of momentum about 
this axis is represented by the 
length of o p, and if forces act 
upon it so as to turn it about 
an axis whose direction is o q, 
and if the amount of moment 
of momentum produced by 
the torque is represented by 
the length of o q, then the 
resultant motion of the body is 
a rotation about the axis on, 
its moment of momentum being 
represented by the length of 
o R. (The arrow-heads in this 
case mean that an eye at o sees 
that the rotations are in the 
same sense — that is, all against 
the direction of the hands of a 
watch, let us suppose.) 

If torques act on a body, if 
one of these is about an axis 
in the direction o p, and if 
the amount of the torque in 
pound-feet is represented by 
the length of the line o p, and 
if o Q similarly represents the 
torque about an axis in the 
direction o q, their combiued 
action is the same as that of 
a torque about an axis in th« 
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direction ob, the amount of 
the torque being represented 
by the length of the line on. 
(The arrow-headfl have the 
same meaning as in last case.) 

The change of momentum The change of moment of 

produced in a body which re- momentum produced by an 

ceives an impulse ifl equal to impulse is equal to the sum 

the sum of the products of the of the products of the moments 

pressures during the impulse, of the pressures during the im- 

each multiplied by the time pulse, each multiplied into the 

during which it acts. time during which it acts. 

234. Centrifugal Force. — If a body is compelled to 
move in a curved path, it exerts a force directed out- 
wards from the centre, and its amount in pounds is 
found by multiplying the mass of the body by the square 
of the velocity in feet per second, and dividing by the 
radius of the curved patL Thus a weight placed at the 
end of an arm like the arm of a wheel exerts a pull 
in the arm. If a body moves round an axis 20 times 
per minute in a circle whose radius is 3 feet, you can 
determine the centrifugal force by first finding the 
velocity of the body and using the above rule, or you 
may proceed as follows : — The weight of the body multi- 
plied by 3 multiplied by the square of 20 divided by 
2,936 is the centnfugal force.* 

Suppose a wheel, whose total weight is 20 tons or 
44,800 lbs, has its centre of gravity 0*4 foot away from 
the axis — that is, suppose the wheel to be somewhat 
eccentric — then if the wheel makes 50 revolutions per 
minute, the centrifugal force is 44,800 x 0-4 x 2,500 
-f 2,936, or 15,261 lbs.— that is 6*81 tons. This force 
acts on the bearings of the shaft, always in the direction 
of the centre of gravity of the wheel (see Chap. XX.). 

235. Any one who wants to get clear ideas about 

•Centrifugal force = — , or »«aV, or wm,*+ 2,936 ; where m is 

mass of body, or w its weight in pounds ; r, radius of curved path ; 
V, velocity in feet per second ; a, angular velocity in radians pur 
second ; and n. number of revolutions per minute. 
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centrifugal force ought to make experiments of his own. 
Unfortunately, although there are many toys made to 
illustrate the effects of centrifugal force, I know of only 
one piece of apparatus which enables the 
laws to be systematically experimented 
upon. Fig. 139 is a drawing of such an instrument. 
Here A represents a little, flat, cast-iron box, like a narrow 
drum; one drum-head, as it were, being replaced by a 
corrugated steel plate, so as to be strong and flexible, b is 
a glass tube which enters the box. Mercury fills the box 
and the tube to the level 6, and when c, the centre of the 
corrugated plate, is pulled or pushed, although you cannot 
see much yielding in o, you will observe the mercury rise 
and fall in the tuba There is a screw, D, entering the 
box at the back ; by means of this screw you can adjust 
the height of the mercury in the tube. The box is in 
the centre of a circular table, E, which can be whirled 
roimd at any speed we please, and the tube is exactly 
in the axis of rotation, so that the height of the mercury 
can be measui'ed whatever be the speed. Fastened to 
the centre of the corrugated plate at o is a long steel 
rod, F, which is suppoiiied at yf on the end of a little 
rocker, so that it can move backw:ard and forward with 
less friction than if it were made to slide on a bearing. 
At any place along p we can clamp a weight, H, which 
we may alter as we please from 0*5 to 8 lbs. We can 
clamp it near the axis or one foot away, the radius of 
the circle described by its centre of gravity being 
measured by the scale marked on the rod. We have 
also a means of counting the number of revolutions 
made per minute. Now, the centrifugal force due 
to the rod and sliding weight causes c to be pulled 
out very slightly, and this causes the mercury to 
fall in the tube, and it is easy with a vertical 
scale firmly attached to a neighbouring wall, but 
placed alongside the tube, to measure this rise and 
fall. I usually get a spring balance, or a cord, pulley 
and weights, and before my experiments begin I pull 

9 
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the end of the rod, F, noting the height of the mercury 
for a pull of 1 lb., 2 Iba, <fec., and in this way I can 
afterwards tell the value of my scale measurements. 
I also make a number of experiments when the sliding 
weight is removed from the rod, p, to tell me the centri- 
fugal force of everything else at different speeds, and 
this I subtract from my subsequent observations. You 
see, then, that I can measure the centrifugal force in 
pounds of various masses, from 0*5 to 8 lbs., moving 
at any speed in a circle whose radius may be as little as 
1*5 inch and as much as 11*5 inches. With this 
instrument it is easy to test the law which is usually 
given, and without working with some such instrument I 
question if you are likely to have any but vague notions 
about centrifugal force. 

236. There is another method of experimenting which 
suggests itself, with apparatus which any one may fix 
up for himself, but it does not give such 
a thorough understanding of the law to 
the person who experiments. In Fig 
140, A is a leaden ball at the end 
of a silk thread, p A, fastened at P. 
A is kept out from its natural position 
in the vertical by means of a horizontal 
thread in the direction A B. Now if 
you pass the horizontal thread, A B, over 
. a pulley and hang a weight at its end, 
^you will find that the force acting in 
A B is to the weight of A as the distance 
K A is to the distance K P.* Now sup- 
pose the weight of A to be 4 lb&, the 
height, p K, to be 8 feet, and the distance, A K, 1 foot^ then 

• The body, A, is acted upon by three forces : its weight downwardi 
in the direction A a, the horizontal force, A B, and the pirn in the string, 
A P. The tnangle of forces (Art. 2) tells ns that as A K P is a 
triangle whose sides A K and K P and P A are piuraUel to the three 
forces, then the horizontal force, acting in A B, is to the vertical force 
which is the weight of A, as the distance K A is to the distance 
PK. 
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A K is one-eighth of k p, and we are snre that the hori- 
zontal force needed just to keep a in this position is 
0-6 lb., for it must be one-eighth of the weight of A. 

Now let such a ball as A, hung by a thread, p a, 
go round and round in a circla Measure as accurately 
as you can k a, the radius of the circle, and k p, the 
vertical height from the ball to the point of suspension. 
Also measure how many revolutions the ball makes per 
minuta The centrifugal force is now doing what the 
horizontal string did before, and we know how much it 
is. In fact, the centrifugal force is obtained by multi- 
plying the weight of the ball by K A, the radius of its 
circle, and dividing by the vertical height, K p. You can 
test if the centrifugal force law is true, therefore, by 
means of your measurements.* 

237. Friction. — When one surface slides on another, 
there is a force resisting the motion. This force is found 




i*%Wli 



Fts^ItL 



A 



to be equal to the force pressing the surfaces together 
multiplied by a number which must be found experi- 
mentally for different kinds of surfaces. It may be 

* A ball going round in the way above described is called a conical 
pendvlum. You will find from observation that it makes one 
revolution in the same time as that in which an ordinanr pendulum 
performs a complete oscillation backwards and forwards, if ^e length 
of the ordinary pendulum is equal to the vertical height from A to r 
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found experimentally as follows: — ^In Fig. 141, ab re- 
presents a table, the upper level surface of which is 
wood, iron, brass, or other material to be experimented 
upon. We usually experiment on smooth surfaces, c is 
a little slide made of any material whose coefficient of 
friction we wish to find Diflferent weights may be 
placed on it. The weight of the slide, together with 
the weight lying upon it, is the total force pressing 
the two surfaces together, c is pulled by the weight, 
w, . hung from a string, passing over a pulley working 
on very frictionless pivots. The weight, w, which will 
just cause the slide to keep up a slow, steady motion 
on the table, is taken as a measure of the friction. 
Of course, however, it really includes the friction of 
the pulley, but this is usually neglected, as it is smalL 
It is found necessary to start the slide by giving a 
little jerk to the an'angement, as, when one of the 
surfaces is of wood, the friction when the slide is motion- 
less is somewhat greater than when it is moving. This 
is one of the most instructive experiments which can be 
made in mechanics, and I hope that every reader will make 
a series of observations. Let him correct his results by 
means of squared paper, and he will find that the friction 
is a constant fraction of the force pressing the surfaces 
together. This fraction is called the ^^coefficient of 
friction." I give its value for a few surfaces. 

Oak on oak, fibres parallel to direction of motion • .0*48 
„ „ perpendicular „ „ . . 0*34 

„ „ endwise » » • • 0*19 

Metals on oak „ parallel „ „ 0*5 to 0*6 

"Wrought iron on -wrought iron, wrought iron on 

cast iron 0-18 

Cast iron on cast iron 0*15 

Smoothest and best greased surfaces on one another 0*03 to 0*036 

It is very interesting, after determining the coefficient 
in the case of a certain pair of materials, to diminish the 
size of the slide. You will find that unless you diminish 
it so much that the pressure actually alters the surfaces 
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in contact from being quite plane you will get pretty 
much the same result. You will also find that, whether 
the motion of the slide is quick or slow, if your weight 
maintains the mo- 
tion steady 'when it 
is slow it will also 
maintain it steady 
when quick.* 

238. You will 
find it instructive 
to experiment with 
such a piece of appa- 
ratus as is repre- 
sented in Fig. 142, 
and which I designed 
in Japan to mea- 
sure the friction 
between sliders of 
different materials 
and this cast iron 
wheel. Here we 
have a pulley with a 
broad, smooth outer 
surface. On this 
surfaoe lies a slide 
made ^slightly con- 
cave, to fit the rim 
of the pulley. On this slide we can hang different 
loads by the arrangement shown in the figure, and 
the slide can only move a small distance in any direc- 
tion on account of four guards. Suppose now that 

* If, instead of using a cord and weight, we move the sKde by 
tilting the table more and more from the horizontal, tl^e slide getting 
an occasional shove to start it, let the inclination of the table be found 
in degrees when the weight of the body itself is just able to keep 
up a steady motion. The tangent of the angle of inclination of the 
table when this occurs can be found in a book of mathematical tables ; 
it proves to be equal to the coefficient of friction. This method of 
experimenting is much easier and is more exact than the other, but 
it is not so instructive. 




Fig. 142. 
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the pulley rotates in the direction of the arrow. Friction 
causes the slide to move in the direction of the arrow 
until it is brought up by the guard. Now let weights 
be placed in the scale-pan, d, until the slide is held in a 
position half way between ihe guards. Evidently the 
force of friction between the slide and the rim of the 
pulley is just balanced by the weight in the scale-pan. 
With this apparatus you can not orJy find the coefficient 
of friction for two rubbing surfaces easily, but you can 
very quickly vary your experiments. Run the pulley at 
various speeds, and you will always find much the same 
value for the coefficient of friction. Again you will find 
that the friction is proportional to the load on the slider. 

But with an apparatus of this form you will be 
able to get very useful information of another kind. 
I have ^own the slide as fitting the surfeuse of the 
rim of the pulley. Now let it be fiat, or even convex. 
We have reason to believe that when the rubbing surface 
becomes altered in shape by the pressure applied to it, 
the coefficient of friction is not quite the same for all 
pressures. By using slides of different forms, you will 
be able to submit this notion to actual experiment. I do 
not think that any person has carried out the idea, 
and, in this respect, it is like a great many other vague 
notions — ^namely, it is waiting for my readers to experi- 
ment upon it 

239. As it has been found that with some kinds of 
material the statical friction — that is, the friction which 
resists motion from rest — is somewhat greater than the 
friction of the sv/r/aces when actually moving^ experi- 
ments have been made to determine whether, at very 
small velocities indeed, with such materials, there is not 
a gradual increase in the friction. It is known that 
at ordinary velocities the friction is much the same as at 
a velocity of '01 foot per second. We have reason to 
believe that with metals on metals there is the same 
friction at all velocities, even down to one-five-thousandth 
of a foot per second^ whereas with mstala on wood the 
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friction increases gradually as the velocity diminishes, 
until when the velocity is 0, the friction is what we call 
static friction. Again, at very high velocities it has been 
found that there is a very decided diminution of the 
coefl&cient of friction between a cast iron railway brake 
and the wrought iron tyre of a wheel. The coefficient was 
•33 for very slow motion, '19 for a speed of 29 feet per 
second, and -127 for a speed of 66 feet per second. It 
has also been observed in these railway brake experi- 
ments that when a certain pressure is applied for a short 
space of time the friction diminishes. All such results 
as these, however interesting they may be to the railway 
engineer, tell us nothing about what I have hitherto 
called friction, because I have apposed the rubbing 
surfaces to remain unaltered, whereas these railway 
brakes are rapidly worn away, and the effects of abrasion 
and polishing are of an utterly different kind from the 
effects of friction of which I have hitherto been speaking. 

240. You must remember that although friction leads 
to waste of energy, all the energy spent in overcoming 
friction being converted into another form of energy 
called hmt, still friction is often very useful. The weight 
resting on the driving wheels of a locomotive engine 
multiplied by the coefficient of friction between the 
wheels and rails represents the greatest pull which the 
engine can exert upon a train. Suppose the weight on 
the driving wheels to be 15 tons ; the coefficient of 
friction of wrought iron on wrought iron is about 0*2, 
hence the greatest pull which the locomotive can exert 
is 15 X 0*2, or 3 tons. If the train resists with a greater 
force than this, the driving wheels must slip ; if the train 
resists with a less force than this, there is no slipping, the 
wheels simply roll on the rails. Again, it is the friction 
between the soles of our feet and the ground that enables 
us to walk; fiiction enables us to handle objects ; friction 
enables a nail to remain in wood; friction keeps mountains 
from rolling down. 

241. Fluid Frictioil. — ^I have been considering the 
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friction only between solid bodies, or solid bodies 
separated by very thin layers of liquid subutances, such 
as oil or water. But the friction between liquids and 
solids or between liquids and liquids is of a very diflferent 
kind. If a man attempts to dive into water unskilfully, 
and falls prone, you know that the water offers a very 
considerable resistance to a change of shape. (See Art. 
193.) Now this is mainly the resistance that any body 
offers to being rapidly set in motion. If you came 
colliding agains^ the end of the most frictionless carriage, 
you would also experience its resistance to being sud- 
denly set in motion; whereas the constant steady 
resistance to motion which the carriage experiences 
when moving with a .uniform velocity is called friction. 
What I wish rather to refer to is the resistance to the 
motion of water in a pipe, the resistance to the steady 
motion of a ship. 

242. Fig. 143 shows a hollow cylindric body, p, 
supported so that it cannot move sidewise, and yet so 
that its only resistance to turning is due to the twist it 

would give the sus- 
pension wire, A. CO 
is water or other 
liquid filling the an- 
nular space between 
the cylindric surfaces 
D D and £ £, and 
wetting both sides 
of F. When the 
vessel D D £ E is ro- 
tated, the water 
moving past the 
surfaces of p tends 
to make f turn 
round, and this fric- 
tional torque is re- 
twist which is given to the wire. The 
twist in the wire gives us, 




sisted by the 
amount of 
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then, a measurement of the viscosity of 
liquids, and investigations may be made under very 
different conditions. 

243. fluid friction may also be measured by similar 
and equal heavy discs of brass, which you can immerse in 
air, water, and oil, and hang by wires from the ceiling. 
You will observe that, when the suspension wires are 
twisted and let go, the bodies vibrate like the balance of 
a watcL But it is only the one which vibrates in air 
that goes on vibrating for a long time ; tha one in water 
keeps up its motion longer, however, than the one in oil, 
showing that there is more frictipnal resistance in oil 
than in water, and more in water than in air. The rate of 
diminution of swing or the stilling of the vibrations tells 
us the viscous friction of the fluid. In fact, if, by means 
of a pointer or mirror attached to the wire, you observe 
the various angular displacements, noting the time for 
each, and then plot your observations on squared paper 
(as in Art. 187), you will find a cwrve of sines for the 
vibrations in air ; and for the different liquids damping 
curveSy which show the effect of friction in the liquids. 
Similarly, the rate of diminution of swing of the 
vibrating fluids in U tubes, one containing water and 
the other oil, tells us about the relative co-efficients 
of viscosity of the liquids. (See Exercise, page 205.) 

244. From experiment, it is found that the force of 
friction in water is proportional to the wetted surfa<» 
where friction occurs ; it is proportional to the speed 
when the speed is small, but it increases much more 
quickly than the speed does. Thus, at the velocities of 
1, 2, 3, (fee, inches per second the friction is proportional 
to the numbers 1, 2, 3, <fec., whereas at the velocities of 
1, 2, 3 yards per second, the friction is proportional to the 
numbers 1, 4, 9, <fea At small velocities, such as the above 
mentioned cylinders experience, three times the speed 
means three times the friction; whereas, at great velocities, 
such as those of ships, three times the speed means nine 
or more times the friction. You see, then, that friction 
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Pig. 144. 



in fluids is proportional to the speed when the speed is 
small, to the square of the speed when the speed is 
greater, and at still greater speeds the friction increases 
more rapidly than the square of the speed. Even 
in such a fluid as air, the resistance to motion of a rifle 

bullet is proportional 
to the cube of the 
speed. That is, a bul- 
let going at twice the 
velocity, meets with 
eight times the frio- 
tional resistance from 
the atmosphere. 
Again, it has been 
found that the friction 
is much the same whatever be the pressiira Thus it 
is found that when the disc and liquid apparatus is placed 
in a partial vacuum or under considerable pressure 
there is exactly the same 
stilling of the vibrations. 

This fact is illustrated 
by the apparatus. Fig 144. 
Water tends to flow from 
vessel A to vessel b, through 
the long tube. Whether 
the tube is in the position 
shown in Fig. 144, or in 
the position Fig. 145, or 
is acting as a syphon, we 
And the same flow through: 
it; the same quantity of 
water passes through it per 
second, although the pres- 
sure of the water in the 
tube in the position Fig. 145 is very much greater than 
in the position Fig. 144, or again when the tube is a 
syphon. The comparison is most readily made by 
observing how long it takes for a certain change of levels 




Pig. 145. 
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to take place in the two vessels, repeating this several 
times with the tube in various positions, beginning and 
ending each experiment with the same difference of levels. 
Again, fluid friction, for even considerable velocities, 
does not seem to depend much on the roughness of the 
solid boundary. This seems to be due to the fact that a 
layer of fluid adheres to the solid surface and moves with 
it. Even when the disc of Art. 243 is indented, or when 
large grooves are cut in it, we find practically the same 
frictional resistance. 

245. Comparison of the Laws of Fluid omd Solid 
Friction. 



Friction between Solids. 



Fluid Friction. 



1. The force of friction does 
not much depend on the velo- 
city, but is certainly greatest at 
slow speeds. 

2. The force of friction is 
proportional to the total pres- 
sure between two surfaces. 

3. The force of friction is in- 
dependent of the areas of the 
rubbing surfaces. 

4. The force of friction de- 
pends very much on the nature 
of the rubbing surfaces, their 
roughness, &c. 



1. The force of friction very 
much depends on the velocity, 
and is indefinitely small when 
the speed is very slow. 

2. The force of friction does 
not depend on the pressure. 

3. The force of friction is 
proportional to the area of the 
wetted surface. 

4. The force of friction at 
moderate speeds does not depend 
on the nature of the wetted 
surfaces. 
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RULES IN MENSURATION. 

An area is found in square inches if all the dimensions 
are given in inches. It is found in square feet if all 
the dimensions are given in feet. 

Area of a parallelogram. — Multiply the length of one 
side by the perpendicular distance from the opposite 
side. 

The centre of gravity of a parallelogram is at the 
point of intersection of its diagonals. 

Draw a right-angled triangle; measure very accurately 
the lengths of the sides. You wiU find that, no matter 
what scale of measurement you use, the square of the 
length of the hypotenuse is equal to the sum of tho 
squares of the lengths of the other two sides. 

Area of a triangle, — Any side multiplied by its 
perpendicular distance from the opposite angle and divided 
by two. 

The centre of gravity of a triangle is found by joining 
(Fig. 146) any angle, A, with the middle point, D, of the 
opposite side, b c, and making d g one< 
third of D A. G is the centre of gravity. 
Area of any irregular figure. — 
Divide into triangles and add the areas 
of the triangles together. 
Pig. 146. Circumference of a circle. — Multiply 

the diameter by 3 '14 16. 
-ire of a circle. — From eight times the chord of half 
the arc subtract the chord of tho whole arc, one-third of 
the remainder will give the length of the arc, nearly. 
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Area of circle, — Square the radius and multiply by 
3-1416. 

Area of a sector of a circle. — ^Multiply half the length 
of the arc by the radius of the circla 

Area of a segment of a circla — Find the area of 
the sector having the same arc, and the area of the 
triangle formed by the chord of the segment and the 
two radii of the sector. Take the sum or difference of 
these areas as the segment is greater or less than a 
semicircle. 

Otherwise, for an approximate answer : — Divide the 
cube of the height of the segment by twice the chord, and 
add the quotient to two-thirds of the product of the chord 
and height of the segment. When the segment is greater 
than a semicircle, subtract the area of the remaining 
segment from the area of the circle. 

The areas of Indicator Diagrams and stick curves 
may be found by Simpson's rula — Divide the area into 
any even number of parts by an odd number of equi- 
distant parallel lines or ordinates, the first and last touch- 
ing the bounding curva Take the sum of the extreme 
ordinates (in many cases each of the extreme ordinates is 
of no length), four times the sum of the even ordinates, 
and twice the sum of the odd ordinates (omitting the 
first and last) ; multiply the total sum by one-third of 
the distance between any two successive oniinates. 

Surface of a sphere, — Multiply the diameter by the 
circumference. 

Surface of a cylvnder, — ^Multiply the circumference 
by the length, and add the area of the two ends. 

Surface of any right pyramidal or conical body, — 
Multiply half the circumference of the base by the dant 
side, and add the area of the base. 

Lateral surface of the frustum of a right cone, — 
Multiply the slant side by the circumference of the 
section equidistant from its parallel faces. 

Area of an ellipse, — Multiply the product of the 
major and minor axes by *7854. 
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The cubie content of a body is calculated in cubic 
inches if all the dimensions are given in inches ; in cubic 
feet if all the dimensions are given in feet. 

Cubic content of a plate. — Multiply area of plate by 
its thickness. 

Cubic content of a sphere. — Cube the diameter and 
multiply by -5236. 

Cubic content of the segment of a sphere. — Subtract 
twice the height of the segment from three times the 
diameter of the sphere ; multiply the remainder by the 
square of the height, and this product by *5236. 

The cubic content and surface of a sphere are each 
two-thirds of that of the cylindric vessel which just 
encloses it. 

Cubic content of any prismatic body (Pig. 147). — 
Multiply the area of the base by the perpendicidar height. 
This will give the same product as, Multiply the area 
of cross section by length along the axis of the prism (the 
axis of a prismatic body goes from centre of gravity of 




Pig. 147. 



base to centre of gravity of top). The centre of gravity 
of a prismatic body is half way along the axis. 

Cubic content of any pyramidal or conical body 



Digitized by VjjOOQIC 



Appeiidis.1 



USEFUL BULES. 



255 



(Fig. 148). — Multiply the area of the base by one-third 
of the perpendicular height. 

Centre of gravity is one-qiiarter of the way along the 






axis from the base. (The axis of any such body joins 
the centre of gravity of base with the vertex.) 

The cubic content of the rim of a wheel is found by 
multiplying the area of a cross section by the circum- 
ference of the circle which passes through the centre of 
gravity of the cross section. 

The weight of a cubic inch of cast iron is about 
0*262 lb. ^e weight of a cubic inch of wrought iron 
is about 0*28 lb. The weight of a cubic inch of brass is 
about 0*303 lb. 

Hence, to find the weight of a cast iron body or 
a wrought iron body, or a brass body, first find the 
content in cubic inches and multiply by one of the above 
numbers, and we get the weight of the body in pounds. 

Very often it is only the approximate weight that is 
wanted ; so that a moulder may know how much metal 
to melt, or for other purposes. 

Now suppose we want the approximate weight of a 
cast iron beam. Find roughly the average section, and 
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get its area in square inches, multiply by the length 
in inches, add to this the cubic content of any little 
gusset plates or other excrescences. Multiply by '262, 
and we have the weight in pounds. 

You will find tables of specific gravities in many 
books. The specific gravity of a substance means its 
weight as compared with the weight of the same bulk of 
water. Now, it is known that a cubic foot of water 
weighs very nearly 1,000 ounces, or rather 62*4 lbs. 
The specific gravity of brick varies from 2 to 2 '167, 
and therefore the weight of a cubic foot of brick varies 
from 2 X 1,000 or 2,000 to 2*167 x 1,000, or 2,167 
ounces. 

The specific gravity of cast copper is 8*6, and therefore 
a cubic foot of cast copper weighs 8*6 x 1,000, or 8,600 
ounces. 

We see, then, that from a table of specific gravities we 
can get the weight of a cubic foot of a substance, and 
therefore if we know the cubic content of a body formed 
of this substance we can calculate its weight. 

Various jt?^rw /or saving labour i/n calculation suggest 
themselves to people working at any particular trade. 
For instance, if a pattern has no prints for cores, the 
weight of the pattern bears nearly the same proportion 
to the weight of the casting as the weight of a cubic 
inch of the wood bears to the weight of a cubic inch of 
cast iron. This is not quite true, because the pattern is 
a little larger than the casting. 

The a/rea of an irregular figure may be obtained 
approximately by cutting it out of a uniform sheet of 
cardboard and weighing it Now cut out a rectangle or 
square whose area it is easy to calculate. Weigh this 
also. The areas are in the same proportion as the weights. 
The area of cross section of a fine wire can be de- 
termined with some accuracy by weighing a considerable 
length of the wire, dividing by the weight of the material 
per cubic inch, and dividing by the length of the wire in 
inches. 
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A BSOBFTION dynamometera, 87, 

Accelaration, Dofinition of, 225 
angrular, 236 

— in pure harmonic motion, 181 
Advantage, Mechanical, 14 

of varioua machines, 17—56 

Algebra, Necessity for knowledge 

of, 2 
Alloys of copper, 85 
Alternate pull and posh. Effect of, 

65 
Amplitude of a Tibration, 201 
Angle, Definition of, 235 

— Cosine, sine and tangent of, 235 

— of twist, 31, 93 

— £e-en1xant, a weak point, 82, 99 
Angruiar acceleration. Definition of, 

236 

— motion and linear motion, com- 
pared, 236 

— velocity. Definition of, 285 
Annealing, 83, 84 

Apparatus for oentrifngal force ez- 

I>eriments, 240 

fluid friction experiments, 248 

-~ — kinetic friction experiments, 

245 
Arbor of spiral spring. Forces acting 

on, 167 
Arch fitted to withstand fluid 

sure^ 111 



Arch, Fuller's method of drawing 
hnk polygon for, 164 

— How load is distribated over, 
162 

— ring, Forces at section of, 129 
Arched rib in unstable equilibrium, 

161 
Attwood's machine. Arrangement 

of, 41 
Axes of oscillation and snspensioi 

intefrchangeable, 197 

— Principal, of an ellipse, 144, 258 
Axis, Neutral, 105 

passes through the oentre of 

gravity, 105 

— oi oscillation, 195 

— of suspension, 195, 217 

— permanent. Meaning of, 219 

Necessity for, 219 

Axle, Friction of, 13 

— wheel and. Mechanical advantage 
of, 20 



O ALANCE of watch, how compen* 

sated, 194 
Motion of, 193 

— — — Bule for p^odic time of, 
193 

— weights on wheels of locomotive, 
221 

Balanoing of machines, 218, 219 
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BalanciDg of looomotiTe, Boles for, 

222 
B alT jMti c peadolum, 217 
Beam, Beb&Tioar of when loaded, 

101 

— Defleotion of , 116, 128, 145 
Table of valaes, 116 

— — — PormulaB for, 122, 123 
~ fixed at ends, 113, 119 

-^ flanges to resist bending moment, 
54, 106, 115 

— loaded in varions ways, 116— 
119 

— Methods of snpportiDg, IIS 

— of uniform strength, 119 

— Rule for breaking load on, 120 

— Strength of BimiUr, 184 
Bearings of shafts. Friction at, 12 
Pressure on, due to oeutri- 

fugal force, 218 

Beech timber, 78 

Beh&yiour of materials when over- 
strained, 68, 100, 198 

Belt, Difference of pulls in, 82 

-^ Horse-power transmitted by, 32 

Bending, 100 

— and twisting, Relation between, 
for oylindric shafts, 112 

— moment, 108 

— — at section of beam, 104, 106 

Diagrams of, 144, 146 

How to draw, for loaded 

beam, 114 

TaMo with, U6, 118 

in a spiral spring, 16S 

Iron flanges of beams to resist, 

115 
-o ^ of Indian-rubber beam, 101 
Bifilar suspension, 200 
Blow, 228 
~ Effect of, 206 

— Motion produced by, 211, 216 
Bodies, falling, Laws of, 39, 40 
Boilers, Rule for bursting pressure 

of,(X> 



Boilen, Strength of spherical, 00 
Boiler-plates, Riveted, 60, 88 
Brass, Composition and nse of, 85 
Breaking load for beams, how calca« 

lated,120 
-i- — — struts or columns, Rules 

for, 181, 183 
Bricks, Manufacture of, 72 
— Characteristics of good, 72 
Bronze, Composition and use of, 85 
Bulk, Modulus of elasticity of, K, 

57.58 
Bullet, Telocity of, how measured, 

218 
Buttresses, 165 



/"XA-NDLB and board experiment, 

213 
Carbon in cast iron, 80 

steel, 84 

Case hardening of iron, 84 
Castings, 80 

— Chilled, 83 

— Malleable, 88 

— The cooling of, 81 
Cast Iron. 80—88 

beam. Flanges in, 54, ItS 

Closeness of struetnreof , 66, 80 

Ett'ects of carbon in, 80 

Factors of safely for, 121 

— — Qwy, 80 

Modulus of elasticity of balk, 

K, foTi 57 
Strains in, dne ta inequality it 

rate of cooling, 88 

Strength of, 68, 69. 131 

Struts of, 54, 180 

Toughened, 83 

White, 80 

Cedar timber, 78 

Cement, 72 

Centre of gravity, 2S2 

— graphically determined, 141 
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Centre of gravity of fieoUoa of bout 

, beam is in the neutral aids, 106 

— of wheels should be in axis 

of rotation, 219 

Ordinary formula for, 142 

Centre of percussion, 195 

how found, 217 

Centres of osoillatlon and suspen- 
sion, interchangeable, 197 

Centrifugal force. Apparatus for az« 
perimenting on, 240, 242 

Definition of, 239 

Effects of, on bearings of 

shafts, 218, 239 

Eule for, 220, 239 

Chain, Loaded, How to draw the 
carve in which it hangs, 160, 161 

Chemistry, Useful, 70 

Circle, Pitch, of apux wheel, 27 

Coefficient of friction, 35, 244 

Columns, 53, 54 

— breaking stress for, Table of, 
131 

— Qordon*8 rules for strength of, 
131,133 

— Hollow cylindric, of oast iron, 
54,59 

— Long, break by bending, 54, 130 

— Mode of breaking varies with 
length, 130 

Combination of pure harmonic mo* 

tions, 189, 192 
Comparison of laws of fluid and 

solid friction, 251, 
»— linear motion and angular 

motion, 236, 239 
Compensation balance of watch, 

194 

— pendulum, 185 

Compound harmonie motions, 
curves of, and how plotted, 190 — 
191 

, how produced, 189, 190, 192 

— pendulum, 194 

Eule for time of vibration, 195 



Compression of struts or columns, 

53, 58, 130 

loaded beam, 102, 129 

Concrete, Composition of, 73 

Conglomerates, 71 

Conical pendulum. Method of ex> 

perimenting with, 242 

Motion of, 179, 192 

Connecting-rod and crank. Motions 

of, 28— 30 

Centrifugal force of, 220 

Constraint of spiral spring, 197 

twisted wire, 199 

Conversion of energy, continual, 40, 

187 
Cooling of castings, 81—83 
Copper, Alloys of, 85 

— Fropertieii and use of, 85 
Cord, friction between post and, 33 

-^5 
Core used in castingii, 81 
Correction of errors in experiments, 

10 
Couple, Definition of, 232 

— equivalent to a system of forces, 
140 

Couplings, 31 

— Dynamometer, 31, 36 
Crane, Efficiency of, 16 

— Friction in, 15 

— Law for, 17 

Crank and connecting-rod, 28, 220 

travel of piston, 233 

Curvature, 223. . 

-Change of, in a spiral spring, 
167 

— of bent beam, or strip, 108 
Curve, Elastic, 109 

— of loaded chain, 160 

sines, how drawn, 189, 200 

interpreted, 200 

— traoed by pendulum bob, 

201 
Curves showing elastic limit of 

loaded beams, 55, 128 
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Cattmg and chipping, 05, 207 
Gycloidal teeth gi?e uniform motion, 
27,28 



T)AMPED TibrationB, Law for, 
"^ 201 

Damping of vibrations, Inye0tiga> 
tion of, 201 

Bepresentation of, 204 

DeoimalB, Necessity for student to 

know, 1 
Deflection of beams, 122—128 

Cnrres showing, 127 

Examples of, 123, 12S 

Formula for, 122, 128 

loaded and supported in 

various ways; table of relative 
values, 110-118 

method of measuring, 124 

of diiferent materials, table, 

121 
whose sections are not rect- 
angular, 126 

134 
Diagram of bending moment, }4i 

Table of, 116—118 

Link polygon, 164 

— Examples of stress, 155 
Differential pulley-block. Mechani- 
cal advantage of, 19 

Diminution of swing. Bate of, a 

measure of viscosity, 190, 205, 

249 
Discharge of water from orifices 

and pipes, 76, 77 
Discs, Ezperimen'^s with, 205, 240 
Distribution of load on an arch, 

162 
Drawing, Experience to be gained 

by, 28 

— instruments, necesaazy for stu- 
dent.! 



Drawings, Skeleton, 28-30 
Dynamometer coupling, 31 
Dynamometers, Transmission and 
absorption, 35—38 



f* YOUNG'S modulus of elasti- 

> city. 64, 69, 92 
Earth, Pressure of, against a wall, 

73,74 
Eccentric-rod, 29 
Edge, Be-entrant, ought to bo 

rounded, 82, 99 
Effect of fri. tion, 6 

ablow,206 

EfBdenoy of machines, 16 
Elastic curve, 109 
how drawn, 110 

— — Examples of. 111 
Elastic strengrth, 55, 59, 62 
Elasticity affected by state of strain, 

62, 63, 99, 100 

— Law of, 55, 128 

— Limits of, 55, 100, 128 

— Modulus of, of bulk, K, 57, 58, 
92 

Tbble of values, 67 

Electricity, Some knowledge of, 

useful, 70 
E.m timber, 78 
Ends fixed, Strength of beams with, 

113, 119, 120 

Columns ^th, 133 

Energy communicated by a blow, 

how calculated, 216 

— Communication of, dependent on 
shape of body, 212 

— Continual conversion of, 40, 187 

— L:idestructible, 6, 39, 234 
~ in pile-driver, 206 

rotating body, 42—^, 297 

how determined, 45 

waterfaU,6 

— Kinetio, 88-60, 75, 234, 237 
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Ene^^, Ikms of, due to friction, 
^ 11-14 

— Potential, 3S-40, 75, 234 

— Storage of, daring impact, 212 
Store of, in water, 75 

— wasted in fluid friction, Eule for 
finding, 76 

Engine, Locomotive, balancing of, 
220 

— Steam, fly-wheel for, 50 
giving out energy, 26 

Indicated horse-power of, how 

found, 233 

Equillbrant of two or more forces, 
137,229 

Equilibrium of forces, 8, 139, 159, 
229 

Equivalent simple pendulum, 194 

Escapements, 188 

Experience gained by making skele- 
ton drawings, 28 

Experiments, Necessity for, 8 

Extension, 51-^ 

— of part of loaded beam, 102, 108 

— of similar and sinularly loaded 
rods, 134 

— of spiral spring, experiments, 
174 

wrought iron tie-rod, example, 

53 

-^produced by load suddenly ap- 
plied, 63 

— proportional to load which pro- 
duces it, 52 



■pACTOB of safety, 120 

Table giving usual values 

of, 121 
Falling bodies. Laws of, 39 — 40 
Fatigue of materials, 63, 100, 193 
Figures, Properties of stroight- 

Une, 146, 147 
— Beciprocal, 148 



Firwoods, 77 

Fixed ends. Beams with, 113, 119 

Struts with, 133 

Flanges in beams and girders, 51, 

106, 115 
Fhit plates. Strength of, 133 
Flow of water in pipes and pamps, 

75,77 

from an orifice, 76 

Fluid firiction, 75, 199, 247—251 
Apparatus for investigating, 

248 
Laws of, 251 

— pressure, 59, 61, 74, 75, 111 

Arches to withstand. 111 

Fly-wheels, Calculation of the size 

of, 48-50 
Foot-pound, 12, 232 
Force, Centrifugal, 218, 239 

— how represented, 136 

— Moment of a, 23, 229 

— polygon, 137, 139 

— Shearing, in beams and girders, 
104, 114, 129 

Forces acting at a point, 133—140, 

159,228 
on arbor of spiral spriug, 167 

— Equilibrium of, 3, 137, 139, 229 

— Polygon of, 4, 137, 229 

— Triangle of, 3, 229 
Friction and abrasion, 247 

— a passive force, 4—5, 6, 213 

— apparatus, 245 

— at bearings of shafts, 12—14 

— between cord and post, 33—35 

— Coefficient of, 35, 244 

— Effect of, as distinguished from* 
force of, 6, 11 

— Experiments on, 7—10 

— force of, 11, 13 

— in fluids, 75, 199, 247, 251 
measured by heavy diaca^ 

205,249 

machines, 5—17 

parallel motion, IS 
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Friction in qnick-moving sbafts, U 

— Kinetic less than statical, 246 

— Law of, 4, 10, 16 

— Laws of fluid and solid, com- 
pared, 251 

— Loss of energy dne to, 11—- 17, 89, 
247 

— never negligiUe, 44 

— of metals on metals, 246 
wood, 247 

— often usofnl, 247 

— proportional to pressure, 11, 243 

— wheels, 13 



QATES used in casting, 81 

Geology, PriLoiples of useful, 

71 
Girders (see Beams) 
Glass, Composition and properties 

of, 79 
— Toughened, 80 
Graphical statics, 135-^166 

Mr. Bow's notation in, 150 

Gravity, Intensity of, how found, 

195 
Gun metal, 85 
Gun, Becoil of, 209 
Gyration, Radius of, 144 
Gyrostat, 215 



TTABMONIC motion. Pure, 29, 

179 
'— acceleration at any point, 

181 

Examples of, 180 

of liquid in U tube, 186 

spiral-spring weighted, 

183 
— periodic time, Eule for find- 

iug, 182 
— Bepresentation of, 180 



Harmonic motion, Pure, velocity at 
any point, 180 

— motions. How' to combine, 189> 
190 

plotted, IDO 

Heat, Elementary principles of use- 
ful, 70 

Heavy disc vibrating in fluids, 205^ 
249 

Hinged structures, 146, 149 

Calculation of stresses in, 

149 

Horse-power, 16, 233 

of steam-engine, how indi- 
cated, 233 

— — transmitted by belt, 82 

shafts, 26-30, 237 

toothed wheels, 183 

through coupling, how 

measured, 31 
Hydraulic press, 25, 26 
Hydrostatic arch, 111 



TMPACT, average force of, 205 
•^ mean pressure during, 211 

— mutual pressure during, 208 

— of two free ivory bcdls, 211 

— Total momentmn unaltered by, 
208 

Impulse and blow, 206, 20S, 239 

Inclined plane, 17, 18, 20 

India-rubber beam, Bending of, 101 

Indicator diagram, 233 

Inerti 1, Moment of, 46, 105, 236 

— for rectangular or circular 

section, 107 
— greatest and least for any 

area, 144 
internal strains due to contraction 

in cooling, 79—83 

— — at sharp comers, 82 
Iron, Annenling of, 83, 84 

— Cast, 80-83 
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Iron, Wronglit, Tfurieties and pro- 

perties of, 83, 84 
Isochrouism of spiral sprmgs, 170 



TOnrrS, Effect of BtiiZness of. 156 
— masonry. Middle third of, 
130, 163, 166 

— of aroh, Link polygon nearly nor- 
mal to, 168 

•— — structures. Stresses at, 140 

— nyeted, Streni^ of, 88 

— Treenails in woo<leu, 78 



XT ILLINa wire. Meaning ol, 02 
Kinetic energy, 9&-^, 234, 

287 
oonrerted into potential, 40, 

187 

— — stored up in any machine, SO 
in water, 75 

— friction apparatus, 245 



T ADDEB, Forces acting on a, 

graphically determined, 141 
Iiarch timher, 77 
Law for a machine, 17 

— of moments, 23. 230 

~- applied to stresses at section 

of loaded structure, 158 

work, 17, 23, 231 

Laws connecting variable things, 

how found, 7, 10 

— of falling bodies, 89, 40 

— of friction between solids, 851 
fluid friction, 251 

Level surfaoe. Definition of, 228 
Lever, 28-26, 232 

Limestones, Compaot and gnanlar, 
71 



Limestones, Pure and hydraulic, 72 
Limits of elasticity, 55, 100, 128 
Linear motion and angular, com- 
pared, 236— 239 
Lines, and what they may represent, 

136 
Link motion, 30 

— polygon, 137 

a diagram of bending moment 

164 
for arch. Fuller's method of 

drawing, 164 
for minimum thnist at crown 

of arch, 164 
must cat joint of aroh nearly 

normal, 163 

pole of, 138 

Liquid in a U tube. Harmonic 

motion of, 186 
Time of vibration of, 

187 
Load, Breaking, Bule for finding* 

120 

— carried by an arch, how distri- 
buted, 162 

— Live or dead. 113, 121 
^proportional to strength modu- 
lus, 106. 126 

— Similar, on similarstractures, 134 
Loaded beam, B«uUng moment in, 

U4 

— chain of suspension bridge, 160, 
161 

" links. Stresses in, 159 
Locomotive engine, Balancing of, 

r»-222 
Gon^iiderations in designing, 

220 



jyr OF ▲ FLT-WHEEL, 44-49 

— of any machine, 50 
— ratio of values for similar wheels. 
19 
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H,UBe of, in designing fly-wh«el8, 

48 
SCaohines, Balancing of, 218 

— Efficiency of, 16 

— in bor, 5 

— lAwfor,17 

— Mechanical advantage of, 17— 9S 

— Steadiness of, 48 

Magnet, Time of Yibration of, 200 

Mahogany timber, 78 

Mainspring in time-keepers, OfBoe 

of, 187 
Marble, Formation and character 

of, 71 
Masonry arch, 188 
Mass, Definition of, 223, 236 

— Beciprocating, in locomotive, 
220 

Materials, BehaTionr of, when over- 
strained, 62, 63, 99, 193 

— Disposition of, in beams or 
girders, for strength, 106, 115, 
119 

Mean pressnre during impact, 211 
Mechanical advantage, 14 

of blocks and tackle, 17 

— differential pnlley-block, 19 

— -~ — hydraulic press, 26 

inclined plane, 18, 26 

— lever, 23 

— — — screw, 18 

wheel and axle, 20 

Mechanics, method of study, 2, 28, 

71 
Mechanism, 26 
Memel timber, 77 
Mensuration, Boles in, 252 
Metals. 80-85 
^ Tables giving strength (rf, 68, 69, 

121, 131 
Middle third of joint in arch ring, 

130,163 
Modulus of elasticity of bulk, K, 57* 

58,92 
— Young's, E, 54, 69, 92 



Modulus of rigidity, K, 69, 87, 

90,92 
Moment, Bending, 108, 104 

Diagrams of, U6-118 

^ of a force, 23, 229 

inertia, 46, 105, 107, 296 

— Formula for, 148 

— Poinsot's theorem regarding, 

144 

momentum, defined, 238, 239 

Moments, Law of, 23, 230 

— Method of, applied to slrosBOS in 
structures, 158 

Momentum, Definition of, 227 

— Total, unaltered by imx>act, 206 
Mortar, how prepared and why it 

hardens, 72, 73 

Motion, Communication of, in li- 
quids, 211 

Motion is either translation, rota- 
tion, or both, 216 

— Linear and angular, compared, 236 
—239 

— Periodic, 179, 188 
Botational, 192 

-~ Precessional, Exnmples of, 215 

— produced by a blow, 216 
Moulds for castings, 81 
Muntz met«l, 85 

Mutual pressure during impact, 
208 



JJATUBE of pure shear strain, 90, 

strain, 56, 67 

Neutral axis, defined, 105 
passes through centre of gra- 
vity of section, 105 
Badius of curvature of, 108 

— line, 102, 105, 107 

— surface, 102 

Notation in graphical statics, Mr. 
Bow's, 150 
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QAK timber. 78 

Oriflce, Flow through, 76 
Osoillation, Centre of, 195 
— and sospenaon, CentreB of, 197 



pAPEE. Squared, 7, 10, 15 

Parallel motion. Friction of, 

18 
Pattema for monlds, 81 
Pendulum arranged to traoe cnrre 

of sine», 201 

— Ballistic, 217 

— Blackburn's, for combining har- 
monic motions, 189, 190 

— Compensation, 185 

— Compound, 194 

— Conical, 179, 242 

— Kquivalent simple, 194 

— Badins of gyration of, 196 

— Simple, 37, 184, 187, 194 

Time of vibration of, 185 

Percussion, Centre of, 195 

how found, 217, 218 

Periodic motion, 179 

Examples of, 188 

Botational, 192 

— time, 179 

Eule for finding, 183 

of balance of watch, 193 

Permanent axes in machmes. 
Necessity for, 219 

— axis. Meaning of, 219 

— set, 55, 100 

Phosphor bronze, Composition of, 

85 
Pile-driyer, Energy in, 208 
Pillars, Gordon's formula for 

strength of, 131, 133 

— Ways of breaking, 130 

— with ends fixed, 131 

rounded, 133 

Pipes, Flow of water in, 75 



Pipes, Bnle for bursting pressum 

of,eo 

— Strength of water, 59 
Piston, 28, 233 

Piston-rod slide. Friction of, 13, 
14 

Strength of, «5 

Pitch circle of spur wheel, 27 

— of screw, 18 

teeth, Bule for, 133 

wheel teeth, 27 

Plane, Inclined, 17, 20 
Phites, Boiler, 60, 88 

— Strength of flat, 133 
Pole of link polygon, 138 
Polygon, Closed, 137 

— Force, 137 

— Link, 137 

— Unclosed, 137 

— of forces, 4, 229 
Potential energy, 88, 234 
stored up in water, 75 

oonyerted into kinetic, 4(^ 

187 
Power, meaning of the term, 15, 

233 (see Horse-power) 
Precessional motion, 215 
Pressure during impact, 208 
Pressure-energy ot water, 75 

— Fluid, 59, 61, 75, 111 

— on bearings of shafts, 218 

— on teeth of wheels, 133 

— of steam on piston, how found, 
233 

wind on roofs, 154 

Principal axes of an ellipse, 144 
Prints on patterns, 81 
Propeller screw. Exercise on, 19 . 
Puddling, 83 
Pull in belt, 32 

— how transmitted by wire, 51 

— in cord. Difference of, on two 
sides of pulley, 4, 11, 32 

Pulley and oord, Friction between, 
3d 
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PnHflj block, DifferentiBl, meohani- 

cal advantage of, 19 
Pomps, Flow of water througb, 75, 

76 
Punching and shearing, 86 
Pore harmonic motion of piston- 

rod, 29 
defined, 179 (flee Hannonie 

motion) 
— shear strain, 89 

how produced, 89 

Nature o't W 



QUASI-RIGIDITT produced lay 
rapid motion, 215, 216 
Quaternions, 135 
Qaicklime, 72 

Quick - moving shafts. How to 
diminish friction in, 14 



p ADIAN, Definition of, 285 
Badius of Curvature, 223 

of any fibre in bent beam, 

how found, 106 

elastic corYe, 110 

gyration, 14A 

of pendulum, 196 

Ratio, Velocity, 6, 27 

Reaction of fluids. Application of 
the principle of, 209 

Reciprocal figures, 148 

Reciprocating mass in locomotive 
engine, 220 

Recoil of gun, 209 

Red pine, or Memel timber, 77 

Re-entrant edges or comers, w«ik 
points, 82, 99 

Relation between bending and twist- 
ing of cylindric shaft, 112 



ResiUence of cylindric spiral springs, 

176 
Resultant, Definition of, 136, 228 

— f onse on joint of arch ring, 129, 
168 

— of a number of forces, how f oun d, 
137,188 

Rib, Arched, is in unstable equ'll- 

brium, 161 
Rigid bodies. Meaning of the term, 

103 
Rigidity, Modulus of, K, 87, 90, 

92 

— produced by rajrid motion, 216 
Riveted joint may break in sevoral 

wajrs, 88 
Rivet holes usually weaken the 

metal, 88 
Rocks, granitio, History and 

character of , 71 

— stratified. History and charactar 
of, 71 

Roof, Necessity for detail drawings 
of. 155 

— Weight of snow on, 158 

— Wind pressure on, 154 

Roof - principal. Investigation of 

stresses in, 150—158 
Rotating body. Energy stored u^ in, 

42-51 
Rotational periodic motion, 192 
Round, Meaning of the term, 236 
Rupert's drop. Condition of the 

glass in, 80 
Rupture produced by shear stress* 

88,89,96 



Q A7ETT, Fketor of, 120 

Table giving usual 

▼alnes of, 121 
— valve, Weighted, 24 
Sandstonesb Charaoter ot 71 
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Screw, Mechanical advautage of, 
18 

— Pitch of, 18 

— propeller of yessel, Exercise on, 
19 

Section of heam varied for uniform 

strengrth, 119 
loaded beam or arch, resultant 

of stresses at, 128—190 

— — structures, stress at, how cal- 
culated, 157, 158 

Set, Permanent, 55, 100 

Shafts, cylindric, Belation between 

bending and twisting in, 112 
Strength of, 96 

— effects of twisting couple on 
different sections, 97—99 

— Effects produced by wheels fixed 
eccentrically on, 218, 219 

— Friction at bearings of, 12 
in quick-moving, 14 

— Power transmitted by, how 
measured, 31—35 

— Practical rule for strength of, 
95 

— Stiffness necessary as well as 
strength, 100 

— Torsional vibration of, when 
transmitting power, 95, 101 

Shape of a loaded beam, 145, 146 

chain, 160 

wheel teeth, 27, 28 

Shearing and punching, 88, 89 

— force in beams and girders, 104, 
114, 115 

Shear strain, 86—101 

Nature of, 90 

pure. How to produce, 86, 89 

and shear stress, Belation 

between, 92 
^ stress, 86—101 

Simple pendulum, 39, 184» 187, 194 
Sine of an sngU, 235 
Sines, Curve of, how drawn, 189, 

900,204 



Sines, Curve of, interpreted, 200 
traced by a pendulum bob, 

201 
Skeleton drawings instructive and 

necessary, 28-^ 
Slide uad piston-rod, 13, 14, 220 
Slide vaJve, Motion of, 30 

— rule. Use of, 136 

Solids, Laws of friction between, 

251 
SpeciQc gravity. Definition and 
examples of, 256 

table of values, 68, 69 

Spherical boiler. Strength of, 61 
Spinning bodies, precessioual mo- 
tion of, 215 
Spiral spring, ^^lindric. Angular 
motion of, due to turning mo- 
ment, 178 

— — — Behaviour of, when 
weighted, 17B, 183 

Elongation in different 

cases, 176 

— in dynamometer coupling, 

31,35 

Investigation of the forces 

in a weighted, 173 

Experimoit showing relation 

between extension of spring and 
twisting of wire, 174 

Besilience of, 176 

Strength of, 175 

Twisting moments' of, ex- 
perimentally determined, 197 

Ultimate elongation, 177 

— Work stored up in, 176 

Flat, Angle of winding propor- 
tional to couple in, 170 

Bending moment in, 168 

— — — Change of curvature of, 
187 

OnrT^e for turning moment 

of, 171 
Isochroniesa, how usually 

obtained, 170 
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Bpiral spring, Flat, Torning mo- 
ment proportional to winding, 171 

Squared paper, Use of, 7—10, 15, 
55 

State of strain affects elastic 
strength, 62, 63, 99> 193 

Statical friction, 246 

Statics, Graphical, 135-166 

. Steadiness of Machines, 48, 219 

Steam-engine, Condensing and nos- 
condensing, 50 

Fly-wheel for, 50 

giving out energy, 26 

indicated horse-power, how 

found, 233 

Steel, Carbon and imparities in, 
84 

— Strength of, 84 

— Tempering of, 68 

Stiff joints in struotnres, 156 
Stiifness important in shafting, 100, 
101 

— of heams, how it varies with 
linear dimensions, 125, 126 

Stilling of vibrations, 200 
Stone, 71 

— An artificial, how made, 72 

— Preservation of, 71, 72 
Storage of energy during Impact, 

212 
Store of energy in a moving body, 

39,75 
Straight line flgnres. Properties of, 

14^-148 
on sqnared paper, Meaning of, 

9,10 

what it may represent, 135 

Strain, 51—^ 

>- enei^y, Storage and transmission 

of. 64, 65 

— in bent beam, proportional to 
distance from neutral surface, 
102 

— Natnre of, in a wire, 66, 57 

— proportional to stress, 53, 55 



Strains dne to contraction in cool- 
ing, 79-83. 

Stratified rocks, 71 

Strength and stiffness of beams. 
Tables giving, 116—118, 121 

best section of beam for, 

106 

— Elastic, 59, 99—100 

— modulus for beams of different 
sections, 106 

— of rectangular beams, how it 
varies with breadth and depih, 
121,125 

supported at ends and 

loaded inmiddle, Table, 121 

— of columns, long and short, 130 
Gordon's rule for, 131— 

133 

Cylindric spiral spring, 175 

flat plates, 133, 131 

pipes and boilers, 59—61 

riveted joints in boiler plates, 

88 

shafts, 95-^101 

similar structures similarly 

loaded, 134 . 
structures with stiff joints, 

156 

teeth of wheels, 133 

timber, 77, 78, 121 

— Table of, for different materials, 
68,69 

Stress, 52—61 

— Amount of, anywhere in a section, 
108, 107 

— Breaking, for beams, 120 

columns or struts, 131 

table of values, 68, 69 

— diagrams. Examples of, 155 

— how represented, 135 

— tensQe and compressive often ro- 
peated. Effect of, 65 

— working shear, 88 

Stresses at joints of structures. 
Methods of finding, 157, 158 
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Btresses in a hinged strtictiiie. Con- 
ditions for calculatiDg, 149 

loaded chain of suspension 

bridge, 160 

links, 150 

roof - principal, how deter- 
mined, 150—153 

Strip of steel. Forms assumed by, 
109 

Time of vibration of, 186 

Vibration of, in two direc- 
tions, 192 

Structures, Hing^, 146—149 

— similar and similarly loaded, 
Streni?th of, 134 

Struts, 53, 54, 150 

~ Gordon's rules for strength of, 
131—133 

— long, Modes of breaking, 130 

— with ends fixed, and hinged, 
131 

Suddenly applied load, Effect of, 63, 

64 
Supporting and loadii^. Effects of 

different methods of, 113^ 116— 

122 
Suspension, Axis of, 195, 217 

— Bifilar, 200 

— bridge. Stresses in chain of, 
160 

Symbols, Algebraic, 1 



rpACELE, Blocks and, mechanical 
advantage, 17 
. Teak timber, 78 
Teeth of wheels, Cycloidal, 28 

.. like beams fixed at one end. 

133 

Fitch and number of, 87 

Eule for, 133 

— Pressure on, 133 

— Shapes of, 27, 28 



Teeth of wheels, Strength of, 

133 
Temperature, Effects of, on beams 

and supports, 113 
Tempering steel. Method of, 66 
Tensile strength of materials, 58, 

68,69,134 
Thrust at crown of arch, 163, 165 
Tie-rod, 63, 150 
Timber, Ash, 78 

— beams, Strength of, 120, 121 

— Beech, 78 

— Cedar, 78 

— Durability of, 78 

— Elm, 78 

— FelUug of, 78 

— Larch, 77 

— Mahogany, 78 

— Memel, 77 

— Oak, 78 

— Preservation of, 79 

— Seasoning of, 79 

— Teak, 78 

— Warping of, 77 

— White fir or Norway spruce, 
77 

Time of vibration of balance of a 

watch, 193 
bar hungat end of a wire, 

199 

compound pendulum, 195 

— — liquid in bent tube, 187 

— magnet, 200 

— -~ simple pendulum, 185 

spiral spring, 183 

— Periodic, of a pure harmonic 
motion, Rule for, 183 

Torque, Definition of, 231 
Torsional vibrations of shaft and 

want of stiffness, ,100, 101 
Torsion of shafts and beams, 98— 

101 
Transmission dynamometer, 35, 96 

— of power by belts and pulleysy 
82 
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Transmission of p<m€r 1^ idiafts, 

ao, 95—101 

wheels, 27, 96^ Itt 

strain energy, 91,08,207, 211 

—214 
Trianffle of forces, 8, 21, 229 
Twist, Angle of, 31, 98 
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Tvnsting and hending oombhied 
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Experimental investigation of, 
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— Investigation . of damping of, 
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-«- Bepresentation of, 204 

— Stilling of, 200 
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— Belntive, Example worked ont, 
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— ratio, 6, 27 
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— Nature of a, 40, 187 
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185 

— Torsional, of a shaft, 101 
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WaterfeOl, Energy in, 6 
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— pressure on any surface sub- 
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Wheel and axle. Mechanical advan- 
tage of, 20 

— Necessity for drawings of, 28 

— of locomotive. Balance weights 
on, 221 
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White fir or Norway spruce, 77 
Wind pressure against roofs, 154 
Work, Definition of, 232 

— how measured, 5, 6, 15, 16, 31, 
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Work, Lair of, 5, 17, 231 

— lost in friction, 11—17 

— Bate of doing, 15. 238 
Working stress, 50 
Worm and worm-wheel, 28 
Wronglit iron, 83, 84 



yOUNG'S modalos of elasticity, 
E, 54, 69, 92 



rriNC, Alloys o^ with copper, 
85 
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By F. M. Redgrave, ios. 6d. 
Richard, Henry, M.P. A Biography. By Charles S. Miall 7s. 6d, 
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Selections from Cassell # Company's Publications, 



Historical, Pictorial. 
Notes by 



Rivera of Great BriUin, The: Descriptive, 

Rivers of the East Coast. 428. 
Rossetti, Dante Gabriel, as Designer and Writer. 

William Michael Rossetti. 7s. 6d. 
Royal River, The : The Thames, from Source to Sea. With Descnp- 

tive Text and a Series of beautiful Engravings. £% as. 
Russo-Turkish War, Cassell's History ot. With about 500 lUits- 

tralions. Two Vols., gs. each. 
St. Cuthbert's Tower. By Florence Warden. Cheap Editton. 5s. 
Saturday Journal, Casselrs. Yeariy Volume, cloth, 7s. 6d. 
Science for All. Edited by Dr. Robert Brown. Revised Edition. 

Illustrated. Five Vols. ' os. each. 
Sculpture, A Primer of. By E.RoscobMullins. With Illustrations as.od. 
Sea, The: Its Stirring Story of Adventure, Peril, and Heroism. 

By F. Whvmper. With 400 Illustrations. Four Vols., 7s. 6d. each. 
Secret cf the Lamas, The. A Tale of Thibet. Crown 8vo, 5s. 
Shaftesbury, The Seventh Earl of, K.G., The Life and Work of. By 

Edwin Hodder. Three Vols., 36s. Popular Edition^ One Vol., 7s. 6d. 
Shakespeare, The Plays of. Edited by Professor Henry Morlev. 

Complete in 13 Vols., cloth, 21s. ; half-morocco, cloth sides, 43s. 
Shakespeare, Cassell's Quarto Edition. Containing a1x>ut 600 Illus- 
trations by H. C. Selous. Complete in Three Vols., cloth gilt, £338. 
Shakespeare, Miniature. Illustrated. In Twelve Vols., in box, zas. ; 

or in Red Paste Grain (box to match), with spring catch, ais. 
Shakespeare, The England of. By E. Goadbv. Ul'istrated. 28. 6d 
Shakspere, The International. Adition de Luxe. 

" OTHELLO." Illustrated by Frank Dicksee, AR.A. £3 ms. 

" KING HENRV IV." Illustrated by Eduard GkCtzner, £3 ws. 

"AS YOU LIKE IT." Illustrated by Emile Bayard, £3 los. 

••ROMEO AND JUI.IEX" Illustrated by F. Dicksee. A. k. A., £7 108. 
Shakspere, The Leopold. With 400 Illustrations. Cheap Editiotu 

3s. 6d. Cloth' Kilt, gilt edges, 5s. ; Roxburgh, 7s. 6d. 
Shakspere, The Royal. With Steel Plates and Wood Engravings. 

Three Vols. 158. each. 
Social Welfare, Subjects of. By Sir Lyon Playfair, K.CB. 7s. 6d. 
Socialism, Lectures on Christianity and. By Bishop Barry. 3s. 6d. 
Splendid Si>ur, The. Edited by Q. 5s. 
Standard Library, Cassell's. Stiff covers, is. each ; cloth, as. each. 



Mary Barton. 

The Antic 

Nioholas^ 



The Antiquary. 

- « Nlckleby 

(Two Vol<.). 



Jane Eyre. 
Wuthering Heifi^hts. 
Dcmbey and Son 

(rwoVo-.s.), 
The Prairie. 
Niffht and Momiuff. 
Keuilworth. 
The IiLffoldsby Le- 

gendi. 
The Tower of 

^^ London. 
The Pioneers. 
Charles O'Malley. 
. Bamaby Budj^e. 
Oakes and Ale. 
The Kind's Own. 
People I nave Met. 
The Pathilnder. 
Bvelina. 
Scott's Poems. 



Last of the Barons. 
Adventures of Mr. 

Ledbury. 
Ivanhoe. 
Oliver Twist. 
Selections from Hood's 

Works. 
Longfellow's Prose 

Works. 
Sense and Sensibility. 
Lytton's Plays. 
Tales, Poems, and 

Sketohes. Bret Harte. 
Marti a Chussiewit 

(Two Vols.). 
The Prinoe of the 

House of David. 



Sheridan's Plura. 
ITncle Tom*s Cabix 
Deerslayer. 



Borne and the fiarly 

Christians. 
The Trials of Mar- 
garet Lyndsay. 
Harry Lorrequer. 



PO'^'h WoritSi 
01 il .MorLallty. 
The I [QUI* and tho MatL 
Han<3y And^. 
Scrir^Lt. Loftor. 
PI .-:^^'- ■■^^^oVnKi. 
L) MdhiQ&nl^ 

Pi !->ladiD«. 

Y( - : ', Papers. 
Tal'L'ti 1:1 f tiu^ Borders- 
Laot Cny^ of FBimjta. 
Wiwhirtirtou IrvlPijif'd 

Tbo Tiliamaiin 
Bjc;iu.i. 

Old CLirio^ity Shop. 
Hiia.rL Qf Uii^lothi&ii. 
Laal Djiys (jf Pompsii. 
Ajnerirjan HuniQur. 
Skf^hihea bj Bos. 
Macatii&y*fl Idfs 9xA 
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SelecHaus from Cassell # Companies PublicatioHS. 

Sports and Pastimes, Casseirs Complete Book of. Chea^ Ediiwn. 
With more than 90-) Illustrations. Medium 8vo, Q92 pages, cloth, 38. 6d. 

Stanley in East Africa, Scouting^ for : a Record of the Adventures 
of Thomas Stevens in Search of H. M. Stanley. With 14 Illus- 
trations. Cloth, 7s. 6d. 

Star-Land. By Sir Robert Stawell Ball, LL.D., F.R.S., F.R.A.S. 
Illustrated. -Crown 8vo, 6s. 

Steam Engine, The. By W. H. Northcott, C.E. 38. 6d. 

Strange Doings in Strange Places. Complete Sensational Stories. 5s. 

Technical Education. By F. C. Montague. 6d. 

Thackeray, Character Sketches from. Six New and Original Draw- 
ings by Frederick Barnard, reproduced in Photogravure, axs. 

Treasure Island. By R. L. Stevenson. Illustrated. 5s. 

Treatment, The Year- Book of. A Critical Review for Practitioners of 
Medicine and Surgery. Greatly Enlarged, 500 pages. 78. 6d. 

Trees, Familiar, By G. S. Boulger, F.L.S. Two Series. With 40 
full-page Coloured Plates by W. H. J. Boot. las. 6d. each. 

Troy Town, The Astonishine History of. By Q. 5s. 

Two Women or One? By Henry Harland. is. 

*' Unicode" : the Universal Telegraphic Phrase Book. Desk pr 
Pocket Edition, as. 6d. 

United States, Cassell's History of the. Ey the late Edmund 
Ollibr. With 600 Illustrations. Three Vols. 9s. each. 

Universal History, Cassell's Illustrated. Four Vols. 9s. each. 

Verdict, The. A Tract on the Political Significance of the Report of the 
Pamell Commission. By Prof. A. V. Dicey, Q.C. as. 6d. 

Vicar of Wakefield and other Works by Oliver Goldsmith. 
Illustrated. 38. 6d. ; cloth^ gilt edges, 5s. 

Waterloo Letters. Edited, with Explanatory Notes, by Major-Gbnbral 
SiBORNR, C.B. With Plans and Diagram<(. Demy 8vo, x6s. 

Web of Gold, A. By Katharine Pearson Woods. Crown 8vo, 68. 

What Girls Can Do. By Phyllis Browne, as. 6d. 

Wild Birds, Familiar. By W. Swavsland. Four Series. With 40 
Coloured Plates in each. xas. 6d. each. 

Wild Flowers, Familiar. By F. E. Hulme, F.L.S., F.S.A. Five 
Series. With 40 Coloured Plates in each. xas. 6d. each. 

Wood, Rev. J. G., Life of the. By the Rev. Theodore Wood: 
Demy 8vo, cloth, price xos. 6d. 

Work. An Illustrated Magazine of Practice and Theory for all Work- 
men, Professionaland Amateur. Yearly Vol., 7s. 6d. 

World of Wit and Humour, The. With 400 Illustrations. 7s. 6d. 

World of Wonders. Two Vols. With 400 Illustrations. 7s. 6d. each. 

Yule Tide. Cassell's Christmas Annual, is. 

ILLUSTRATED MAGAZINES, 
The Quiver, Enlarged Series. Monthly, 6d. 
<:a89ell*H Fatnilf/ magazine. Monthly, 7d. 
** Little Folks'' Magazine, Monthly, 6d. 
The Magazine of Art, Monthly, xs. 
f.08nelVB Haturtlajf »Totirnal. Weekly, id. ; Monthly, 6d. 
Work. Weekly, xd. ; Monthly, 6d. 

Cataaosnes of cassell & Company's publications, which may be had at an 

Booksellers', or will be sent po^t free on application to the Publisheri* :— 

cassell's Complete Catalogoe, containlns particulars of upwards of 

One Thousand Volumes. 
CASSBLL'is Classified catalogue, in which their Works are arranged 

a cordinff to price, from Tkreepenct to Fi/iy Guineoi. 
Cassell's educational Catalogue, containing particulars of Cas>bli, 

& COMPANY'S Educational Works and Students' Manuals. 
CASSELL & COMPANY, Limited, Lud£«Ue HM, London. 
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Selections from Castell & Company s Publica tions, 

bibles an& lleIt0XimB 1Blt0rkB. 

Bible, Cassell's Illustrated Family. With qoo Illustrations. Leather. 

gilt edges, £a xos. 
Bible Dictionary, Cassell's. V^th nesxiy 600 Illustrations. 7s. 6d. 
Bible Educator, The. Edited by the Very Rev. Dean Plumptrb, D.D., 

Wells. With Illustrations, Maps, &c Four Vols., cloth. 6s. eadi. 
Bible Student in the British Museum, The. By the Rev. J. G. 

KiTCHIN, M.A. xs. 
Biblewomen and Nurses. Yearly Volume. Illustrated. 3s. 
Bunyan*s Pilgrim's Proness and Holy War. With 200 Illustrations. 

With a Nevir LifeofBunyan by the Rev. John Brown, B.A., D. D. 

Cloth, .x6s. 
Bunyan's Pilgrim's Progress (Cassell's Illustrated). 4to. 7s. 6d. 
Bunyan's Pilgrim's Progress. With Illustrations. Cloth, as. 6d. 
Child's Bible, The. With 200 Illustrations. 150/A Thousand. 78. 6d. 
Child's Life of Christ, The. With 200 Illustrations. 7s. 6d. 
"Come, ye Children." Illustrated. By Rev. Benjamin Wauch. 58. 
Conquests of the Cross. With numerous Illustrations. Vols. I. and II , 

gs. each* 
Dore Bible. With 238 Illustrations by Gustavb DorC Small folio, 

best morocco, gilt edges, £15. 
Early Days of Christianity, The. By the Ven. Archdeacon Farrar, 

D.D., F.R.S. Library Edition. Two Vols., 343. ; morocco, £2 as. 

Popular Edition. Complete in One Volume, cloth, 6s. ; doth, gilt 

edges, 7s. 6d. ; Persian morocco, xos. 6d. ; tree-calf, X5S. 
Family Prayer-Book, The. Edited by Rev. Canon Garbbtt. M.A., 

and Rev. S. Martin. Extra crown 410, cloth, 5s. ; morocco, x8s. 
Gleanings af^er Harvest. Studies and Sketches by the Rev. John R 

Vernon, M.A. 68. 
•• Graven in the Rock." By the Rev. Dr. Samuel Kinns, F.R.A.S., 

Author of " Moses and Geology." Illustrated. las. 6d. 
•' Heart Chords." A Series of Works by Eminent Divines. Bound in 

cloth, red edges. One Shilling each. 



Mv Bible. By the Right Rev. W. Boyd 

Carpenter. Bkhop of Ripon. 
My father. By the Rlffht Rev. ASH- 

TON OXENDEN, late Bishop of Mon- 

treaL 
My WORK FOR COD. By the Right 

Rev. Bishop COTTERILL. 

My Object in Life. By the Yen. 

Archdeacon Farrar, D.D. 
My aspirations. By the Rev. G. 

Matheson, D.D. 
My EMOTIONAL LIFE. By the Rev. 

Treb. CHADWICK. D.D. 
MY BODY. By the Rev. Prot W. G. 

BLAIKIB. D.D. 



MY Growth in Divine Life. By the 

Rev. Preb. REYNOLDS. M.A. 
MY SOUL. By the Rev. P. B. POWER, 

M.A. 
MY HEREAFTER. Hv the Very Rev. 

Dean BICKERSTETH. 
MY WALK WITH GOD. By the Ven 

Rev. Dean MONTGOMERY. 
MY AIDS TO THE DiVINR LIFE. By 

the Very Rev. Deau BOYLE. 
MY SOURCES OF STRENGTH. By the 

Rev. E.E.JENKINS. M.A.. Secretary 

of Wesleyan Missionary Society. 



Helps to Belief. A Series of Helpful Manuals on the Religious 
Difficulties of the Day. Edited by the Rev. Tbignmouth Shore, M. A., 
Canon of Worcester, and Chaplain-in-Ordinary to the Queen. Cloth 
18. each. 

Creation. By the Lord Bishop of , Miracles. By the Rev. Brownlo« 
Carlisle. > Maitland, M.A. 



The Divinity of 0"R Lord. By 
the Lord Bishop of Derry. 

THE MORALITY OF THE OLD TESTA- 
MENT. By the Rev. Newman 
Satydi. 3.D. 



PRAYER. By the Rev. T. Teignmouth 
Shore. M.A. 

THE ATONEMENT. ^ the Lord Bishop 
of Peterborough. 
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Selections from Cassell % Company* s PublicaHons. 

Holy Land and the Bible, The. By the Rev. Cunningham Grikib, 

D.D. Two Vq!s , with Map, 24s. 
Lectures on Christianity and Socialism. By the Right Rev. Alfred 

Barry, D.D. Cloth, 38. 6d. 
Life of Christ, The. By the Yen. Archdeacon Farrar, D.D., F.R.S. 

Illustrated Edition, morocco antique, 42s. Library Edition. 

Two Vols. Cloth, 348. ; morocco, 438. Popular Edition, in One 

Vol., 8vo, cloth, 68. ; cloth, gilt edges, 78. 6d. ; Persian morocco, gilt 

edges, 108. 6d. ; tree calf, 15s. 
Marriage Ring, The. By William Landels, D.D. New and 

Cheaper Editim, 38. 6d. 
Moses and Geology ; or, The Harmony of the Bible with Science. 

By the Rev. Samuel Kinns, Ph.D., F.R.A.S. Illustrated. Cheap 

BdWoH^ 68. 
New Testament Commentary for Ene^ish Readers, The. Edited 

by the Rt. Rev. C J. Ellicott, D.D., Lord Bishop of Gloucester 

and Bristol. In Three Volumes, sis. each. Vol. I.—'i'he Four Gospels. 

Vol. II.— The Acts, Romans, Corinthians, Galatians. Vol. III.— The 

remaining Books of the New Testament. 
New Testament Commentary. Edited by Bishop Ellicott. Handy 

Volume Edition. Sl Matthew, 38. 6d. St. Mark, 3s. St. Luke, 

38. 6d. Sl John, 38. 6d. The Acts of the Apostles, 3s. 6d. Romans, 

38. 6d. Corinthians I. and II., 3s. Galatians, Ephesians, and Philip- 

?ians, 38. Colossians, Thessalouians, and Timothy, 38. Titus, 
*hilemon, Hebrews, and James, 3s. Peter, Jude, and John, 3s. 
The Revelation, 3s. An Introduction to the New Testament, 3s. 6d. 
Old Testament Commentary for English Readers, The. Edited 
by the Right Rev. C J. Ellicott, D.D., Lord Bishop of Gloucester 
and Bristol. Complete in Five Vols., sis. each. Vol. I.— Genesis to Num- 
bers. Vol. II. — Deuteronomy to Samuel II. Vol. III. — Kings I. to 
Esther. Vol. IV.— Job to Isaiah. Vol. V. -Jeremiah to Malachi. 

Old Testament Commentary. Edited by Bishop Ellicott. Handy 
Volume Edition. Genesis, 38. 6d. Exodus, 38. Leviticus, 3s. 
Numbers, ss. 6d. Deuteronomy, ss. 6d. 

Protestantism, The History of. By the Rev. J. A. Wvlie, LLD. 
Containing upwards of 600 Original Illustrations. Three Vols. , gs. each. 

Quiver Yearly Volume, The. 350 high-class Illustrations. 7s. 6d. 
Religioii, The Dictionary o£ By the Rev. W. Benham, B.D. ais. ; 

Roxburgh, 35s. 
St. .George for England ; and other Sermons preached to Children. By 

the Rev. T. Tbignmouth Shore, M.A., Canon of Worcester. 58. 

St. Paul, The Life and Work of. By the Ven. Archdeacon Farrar, 

D.D., F.R.S., Chaplain-in-Ordinary to the Queen. Library Edition. 

Two Vols., cloth, 348. ; calf, 43s. Illustrated Edition, complete 

in One Volume, with about 300 Illustrations, £1 is. ; morocco, £3 3s. 

Popular Edition. One Volume, 8vo, cloth, 6s. ; cloth, gilt edges, 

78. 6d. ; Persian morocco, xos. 6d. ; tree calf, 15s. 
Shall We Know One Another in Heaven ? By the Rt. Rev. J. C. 

Rylb, D.D., Bishop of LiverpooL Cheap Ediiion, Paper covers, 6d. 
Signa Christi : Evidences of Christianity set forth in the Person and 

Work of Christ. By James Aitchison, Minister of Erskine Church, 

Falkirk. 5!>. 
'* Sunday," Its Origin, History, and Present Obligation. By the 

Ven. Archdeacon Hbssey, D.C.L. Fi/th Edition. 7s. 6d. 
Twilight of Life, The. Words of Counsel and Comfort for the 

Aged. By the Rev. John £u erton, M.A. is. 6d. 
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SeUctioMs/rom Cassell # Compan/s Publications, 

dhvxfdtinnvi, Morha anlr ^tu&ents' iSanttala. 

Alphabet, Casseirt Plctoilal. 38. 6d. 

Arithmetics, The Moaern School. By Gborgb Ricks, B.Sc Lond. 

With Test Cards. {List on applicatitm.) 
Atlaa, Cassell's Popular. Containing 34 Coloured Maps. 3s. fid. 
Book-Keepinf . By Thbodorb Jombs. For SchooU, as. ; cloth, 3s. 

For the Million, as. ; cloth, 38. Books for Jones's System, as. 
Chemistry, The Public School. Bv J. H. Anderson, M. A. as. fid. 
Classical Texts for Schools, Cassell's. kA List post frte on appiietuion.) 
Copy-Books, Cassell's Graduated. Eighteen Books, ad. each. 
Copy-Books, The Modern School. Twelve Books, ad. each. 
Drawing Copies, Cassell's Modern School Freehand. First Grade, 

IS. ; Second Grade, as. 
Drawing Copies, Cassell's ** New Standard." Complete in Fourteen 

Books, ad., 3d., and 4d. each. 
Electricity, Practical. By Prof. W. E. Ayrton. 7s. fid. 
Energy and Motion. By William Paicb, M.A. Illustrated, is. fid. 
English Literature, First Sketch of. By Prof. Morley. 7s. fid. 
English Literature, The Story of. By Anna Buckland. 3s. fid. 
Euclid, Cassell's. Edited by Prof. Wallace, M.A. is. 
Euclid, The First Four Books of. New Edition. In paper, fid. ; cloth, gd. 
Experimental Geometry. By Paul Bert. Illustrated, is. fid. 
French, Cassell's Lessons in. New and Revised Edition, Parts I. 

and II., each as. fid. ; complete, 4s. fid. Key, is. fid. 
French- English and English-French Dictionary. Entirely New 

and Enlarged Edition. 1,150 pages, 8vo, cloth, 3s. fid. 
French Reader, Cassell's Public School. By G. S. Conrao. as. fid. 
Galbraith and Haughton's Scientific Manuals:— 

Plane Trigonometry, as. fid.— Euclid, Books I., II., III., as. fid.— Books 

IV., v., VI..as. fid.— Mathematical Tables, 3s. fid.— Mechanics, 3s.fid. 

—Natural Philosophy, 3s. fid.— Optics, as. fid.— Hydrostatics, 38. 6d.— 

Astronomy, 5s.— Steam Engine, 3s. fid. — Algebra, Part i., clolh, as. fid.: 

Complete, 78. fid. — ^Tides and I'idal Currents, with Tidal Cards, 3s. 
Gaudeamus. Songs for Colleges and Schools. Edited by John Farmer. 

5s. Words only, paper covers, fid. ; cloth, gd. 
German Dictionary, Cassell's New. German-English, English- 
German. Cheap Edition. Cloth, 38. fid. 
German of To-Day. By Dr. Heinemann. is. fid. 
German Reading, First Lessons in. By A. Jagst. Illustrated, is. 
Hand-and-Eye Training. By G. Ricks, B.Sc. a Vols., with 16 Coloured 

Plates in each Vol. Cr. 410, fis. each. Cards for Class Use, 5 sets, is. each. 
Handbook of New Code of Regulations. New and Revised Edition, 

By John F. Moss. is. ; cloth, as, 
Historrcal Cartoons, Cassell's Coloured. Size 45 in. x 35 in., as. 

each. Mounted on canvas and varnished, with rollers, 5s. each. 
Historical Course for Schools, Cassell's. Illustrated throughout. 

I.— Stories from English History, is. II.— The Simple Outline of 

English History, is. 3d. III.-rThe Class History of England, as. fid. 
Latin-English Dictionary, Cassell's. By J. R. V. Marchant, 38. fid. 
Latin Primer, The First. By Prof. Postgatb. is. 
Latin Primer, The New. By Prof. J. P. Postgatb. Crown 8vo, as. fid. 
Latin Prose for Lower Forms. By M. A. Bayfield, M.A. as. fid. 
Lsundry Work (How to Teach It). By Mrs. E. Lord. fid. 
Laws of Every- Day Life. By H. O. Arnold-Forster. is. fid. 
Little Folks' History of England. Illustrated, is. fid. 
Making of the Home, The: A Book of Domestic Economy for School 

and Home Use. By Mrs. Samuel A. Barnett. is. fid. 
Map-Building Series, Cassell's. Outline Maps prepared by H. O* 

Arnold-Forster. Per Set of Twelve, is. 
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Seleciims from Cassell % Company s PubHcations. 

Marlborough Books :— Arithmetic Examples, 38. Arithmetic Rules, is. M. 
French Exercises, 3s. 6d. Trench Grammar, as. 6d. German do., 3s. Dd. 

Mechanics and Machine Design, Numerical Examples in Practical. 
By R. G. Blainb, M.E. With Diagrams. Cloth, ss. 6d, 

" Model Joint" Wall Sheets, for Instruction in Manual Training. By 
S. Barthr. Eight Sheets, as. 6d. each. ... ^, 

Natural History Coloured Wall Sheets, Casseirs New. 18 
Subjects. Size,^39 by 31 in. Mounted on rollers and varnished. 3a. each. 

New. Poetry Readers, Cassell's. Illustrated. »a Books, xd. each; 
or Complete in One Vol., cloth, is. 6d. „ , „ 

Object Lessons from Nature. By Prof. L. C Miall, F.L.S. as. 6d. 

Perspective, The Principles of, as applied to Model Drawing and 
Sketching from Nature. By Gborgb Trobridgb. Illustrated. 
Revised and Enlarged, Paper covers, is. 6d. ; cloth, as. fid. 

Popular Educator, Cassell's NEW. With Revised Text, New Maps, 
N ew Coloured Plates, New Type, &c. To be completed in 8 Vols. 5S.each 

Popular Educator, Cassell's. Complete in Six Vols., 5s. each. 

Readers, Cassell's "Higher Class." {List on application.) 

Readers, Cassell's Historical. Illustrated. {List on application^ 

Readers, Cassell's Readable. Illustrated. {List on application^ 

Readers for Infant Schools, Coloured. Three Books. 4d. each. 

Reader, The Citizen. By H. O. Arnold-Forster. Illustrated, is. 6d. 

Reader, The Tempera:nce. By Rev. J. Dennis Hird. Cr. 8vo, is. fid. 

Readers, The '* Modern School " Geographical. {List on application^ 

Readers, The •• Modem School." Illustrated. (List on afipltcation.) 

Reckoning, Howard's Anglo-American Art of. By C. Frushbr 
Howard. Paper covers, is. ; cloth, as. 

School Certificates, Cassell's. Three Colours, 6i x 4} in., id. ; Five 
Colours, xi^ X 9|in., 3d. ; Seven Colours and Gold, gf x 6iin., 3d. 

Science Applied to Work. By J. A. Bower, is. 

Science ot Everyday Life. By John A. Bowbr. Illustrated, is. 

Shade from Models, Common Objects, and Casts of Ornament, 
How to. By W. E. Sparkbs. With as Plates by the Author. 3s. 

Shakspere's Plays for School Use. 5 Books. Illustrated, fid. each. 

Shakspere Reading Book, The. Illustrated. 3s. fid. 

Spelling, A Complete Manual of. By J. D. Morell, LL.D. is. 

Technical Manuals, Cassell's. Illustrated throughout:— 

Handrailing and Staircasing, 38. fid.— Bricklayers, Drawing for, 3s.— 
Building Construction, as. — Cabinet-Makers, Drawing for, 3s.— 
Carpenters and Joiners, Drawing for, 3s. fid.— Gothic Stonework. 38. 
— Lmear Drawing and Practical Geometry, as.— Linear Drawii g and 
Projection. The Two Vols, in One, 3s . fid.— Machinists and Engioee -s, 
Drawing for, 4s. fid.- MeUl-Plate Workers, Drawing for, 3s.— Model 
Drawing,3S.— Orthographical and Isometrical Projection; as.— Practical 
Perspective, 3s.— Stonemasons, Drawing for, 3s. —Applied Mechanics, 
by Sir R. S. Ball, LL.D., as.— Systematic Drawing and Shading, as. 

Technical Educator, Cassell's. Revised Edition. Four Vols., 5s. each. 

Technology, Manuals of. Edited by Prof. Ayrton, F.R.S., and 
Richard Wormell, D.Sc, M.A. Illustrated throughout :— 
The Dyeing of Textile Fabrics, by Prof. Hummel, 5s.— Watch and 
Clock Making, by D. Glaseow, 48. fid.— Steel and Iron, by Prof. 
W. H. Greenwood, F.C.S., M.I.C.E., &c, 5s.— Spinning Woollen and 
Worsted, by W. S. B. McLaren, M.P., 4s. fid.— Design in Textile 
Fabrics, by T. R. Ashenhurst, 4s. fid.— Practical Mechanics, by Prof. 
Perry, M.E., 3«. fid.— Cutting Tools Worked by Hand and Machiie 
by Prof. Smith, 3s. fid. {A Pros^etus on application.) 

Test Cards, Cassell's Combination. In sets, is. each. 

Test Cards, ** Modern School," Cassell's. In Sets, is. each. 

CASSELL & COMPANY, Limited, Ludgatt HiU, London, 
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§ookB for ||0un0 f^eopU. 

"Little Polks '* Half- Yearly Volume. Containing 43a Ato pages, with 

about 300 Illustrations, and Pictures in Colour. Boards, 38 .6d. ; cloth, 5s. 
Bo- Peep. A Book for the Little Ones. With Original Stones and Verses. 

Illustrated throughout. Yearly Volume. Boards, as. 6d. : cloth, 38. 6d. 
Caasell'a Piciorial Scrap Book, containing several thousand Pictures 

beautifully printed and handsomely bound in one large volume. 

Coloured boards, 158. ; cloth Uttered, axs. Also in Six Sectional Vols., 

3a. 6d. each. 
Wanted— a King: or. How Merle set the Nursery Rhymes to 

Rights. By M aggib Bkowmb, With Original Designs by Harry 

FuKNiss. 3s. 6d. 
The Marvellous Budget: being 65,^ Stories of Jack and Jill. 

By the Rev. F. Bennett. Illu&tratedT as. 6d. 
Schoolroom and Home Theatricals. By Arthur Waugk. Illus* 

trated. as. 6d. 
Magic at Home. By Prof. Hoffman. Illustrated. Cloth gilt, 5s. 
Flora's Feast. A Masque of Flowers. Penned and Pictured by Walter 

Crane. With 40 Pages in Colours. 5^. 
Legends for Lionel. With 40 Illustrations in Colour by Walter Crane, ss. 
** Little Folks" Painting Book, The New. Containing nearly 350 

Outline Illustrations suitable for Colouring. Price is. ; post free, is. ad. 
Little Mother Bunch. By Mrs. Molesworth. Illusirated. Cloth, 3s. 6d. 
Ships, Sailors, and the Sea. By R. J. Corn ewall- Jones. Cheap 

Edition, Illustrated. Cloth, as. fid. 
Famous Sailors of Former Times. By Clements Markham. Illus- 
trated, as. fid. 
The Tales of the Sixty Mandarins. By P. V. Ramaswami Raju. 

With an Introduction by Prof. Henry Morlbv. Illustrated. 5s. 
Books for Young People. Illustrated. Cloth gilt, 5s. each. 



The King's Command: A Story 
for Oirlfl. By Maggie Symington. 



hy 



Under Bayard' 

Henry Frith. 
The Romance of Invention. 
By James Burnley. 
Books for Young People. Illustrated, 



The Champion of Odin : or.Vikinx 
Life in the Days of Old. ByJ. 
Fred. Hodgetts. 



Polly : A New-Fashioned GirL 

4 L. T. Meade. 
For fortune and Olory : A Story 

of the Soudan War. By Lewis 

Hough. 
"FoUow My Leader.** By Talbot 

Baines Reed. [Pitt 

The Cost of a Mistake. By Sarah 
A World of Ghirls: The Story of 

a SchooL By L. T. Meade. 



Sound by a Spell; or. The Hunted 
Witch of the Forest. By the 
Hon. Mrs. Greene. 
Price 3s. 6d. each. 

Lost among White Aftloaus. By 
David Ker. 

The Palace BeautifliL By L. T. 
Meade. 

On Board the "Esmeralda.** By 
John C. Hutcheson. 

In Quest of Gold. By A St John- 
ston. 

For Queen and King. By Henry 



Books for Young People. Price 2s. 6d. each. 



Heroes of Evcji y-day Life, hy 
Laura Lane. Illustrated. 

Decisive Events in History. By 
Thomas Archer. With Original 
Illustrations. 

The True Bcb.nson Crusoes. 



The 

- SelinaGaye. 

Early Explorers. By Thomas Frost 



Heme Chat with our Tcung Folks. 

Illustrated throughout 
Jungle, Peak, and Plain. Illustrated 



By 



roughout 

World's Lumber •Boom. 



The "Cross and Crown" Series, 
ttteong to Suffer: A Story of 

the Jews. By E. Wynne. 
Heroes of the ludiaa Empire: 

or, Stories of Valour and 

Victory. By Ernest Foster. 
In Letters of Flame : A Story 

of the Waldenses. By C. L. 

Mat^ux. 
Through Tri««l to Triumph. By 

Madelne B. Hunt 



Illustrated, ss. 6d. each. 
By Fire and Sword: A Storv of 

the Huguenots. By Thomas 

Archer. 
Adam Hepburn's Vow: A Tale of 

Kirk and Covenant. By Anuie 

S. Swan. 
Ko. XIII.; or, The Story of the 

" ' VestaL ' - • - - . 



Lost 

Christian Days. 



A Tale of Ealy 
By Emma Mar- 
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Selections from CasseU ^ Company* s f*uhHcahoni, 



'Golden Mottoes" Series, The. Each Book cont lining 308 pages, with 
Four full-page Original Illustrations. Crown 8vo, cloth gilt, as. each* 



Nil Deaperandum.** By the 
Rer. F. Lansbridje. M.A. 

By Sarah 



**Bear and Forbear.** 

Ktt, 
''Foremost If lOao." 

Atterid({e. 



By Helen 



'* Honour is my Guide.** By Jeanie 

Herioff (Mrs. Adams-Acton). 
"Aim at a Sure End.** By Emily 

Searchfield. 
'* He Conquers wbo Endures.** Uy 

the Author of "May Cunnios^hanis 

Trial," fitc 



Cheap Editions of Recent Popular Volumes fjr Youngs People. 



Wild Adventures in Wild 
Flaoea. By Dr. Cordon Stables, 
R.N. Ilhistrated. Price as. 6d. 

Freedom's Sword : a Story of the 
Days of Wallace and Bruce. By 
Annie S. Swan. Price as. 6d. 



Perils Afloat and Briffanda Ashore. 
By Alfred Elwes. Price as. 6 i. 

Fietures of School liife and Boy- 
hood. Selected from the best Au- 
thors. Edited by Percy Fitq^erald. 
M.A. Price as. 6d. 



Modern Explorers. By Thomas FrosL Illustrated. Price as. 6d. 



Cassell's Picture Story Books. Each containing about Sixty Pages of 
Pictures and Stories, &c. 6d. each. 
Little Talks. 
Briffht Stars. 

Nxursery Toys. 

Fef B Posy. Gtood-Niffht Stories. 

Chats for Small Chatterers. 



Tiny Tales. 



Daisy's Story Book. 
Dot's Story Book. 
A Nest of Stories. 



Auntie's Stories. 
Birdie's Story Book. 
Iiittle Chimes. 
A Sheaf of Tales. 
Dewdrop Stories. 



Cassell's Sixpenny Story Books. All Illustrated, and containing 
Interesting Stories by well-known writers. 

The Boat Club. 
Iiittle Pickles. 



The Smugfirler's Cava. 
Little IiiEzie. 

Little Bird. LiUs and Adven- 
tures of 
Luke Bamioott. 



The Delft Jufir. 



The Elohester College Boys 

My First Cruise. 

The L'ttle Peacemaker. 



Ca8S'.;ir8 Shilling Story Books. All Illustrated, and containing Interest- 
ing Stories. 

Bun^ and the Boys. 

The Heir of Elmdale. 

The Mjstery at Shonolifi 

SohooL 
-Claimed at Last, and Boy's 
Reward. 

Thorns and Tangles. 

The Cuokoo in the Bobin's Nest. 

John's Mistake. 

The History of Five Little 
Pitchers. 

Diamonds in the Sand. 



Surly Bob. 
The Qiant's Cradle. 
Sha^r and Doll. 
Aunt Luoia*s Locket. 
The Magic Mirror. 
The Cost of Bevenge. 
Clever Frank. 
Among the Bedskins. 
The Ferrsrman of BrilL 
Harry MaxweU. 
A Banished Monarch. 
Seventeen Cats. 



Illustrated Books for the Little Ones. Containing interesting Stories. 
All Illustrated, xs. each ; cloth gilt, is. 6d. 



Scrambles and Scrapes. 
-3 itUe Tattle Tales. 
Up and Down the Qarden. 
AU Sorts of Adventures. 
Our Sunday Stories. 
Our Holiday Hours. 
Indoors and Out. 
Some Fann Friends. 



Wandering Ways. 

Diunb Friends. 

Those Oolden Sands. 

LitUe Mothers & their Children. 

0\a Pretty Pets. 

Our Sohoolday Hours. 

Creatures Tame. 

Creatures Wild. 



Albums for Children. Price 3s. 6d. each. 



The Album for Home, Sohooi, 
ana Play, Containing-Storie> by 
Popular Authors. Set in bold 



My 



type, and IllustrateJ tbroutfhout 
' Own Album of - Anima^S' 
With Full-page lUustratiow 



Picture Albiun of All Sots. 
FuU-page Illustrations. 



The Chit-Chat Album. 
th-oujfhouL 



Illustr.-.teu 



y Google 



Selections from Cassell ^ Compan/s Publications, 

The World*8 Workers. A Series of New and Original Volumes. 
With Portraits printed on a tint as F/oDtispieee, la. each. 



Dr. Arnold of Biurby. By Rose 
E. Selfe. 

The Earl of Shaftesbury. Bjr 
Henry Frith. 

Sarah sobiuson, Agnes Wes- 
ton, and Mrs. Meredith. By 
E. M. Tomkinson. 

Thomas A. Edison and Samuel 
. F. R Morse. By Dr. Denslow 
and J. Marsh Parker. 

Mrs. Somerville and Mary Car- 
penter. By Phyllis Browne. 

General Gordon. By the Rev. 
S. A. Swatoe. 

Charles Dickens. By his Eldest 
Daughter. 

Sir Titus Salt and George 
Moore. By J. Burnley. 

David Livingstone. By Robert 
Smiles. 



Florence NiffHtiuffUJe, Cntheriae 
Mbjd^, Frajic^ HIdla.v Mavaiv 

jjy I.iz£iE ALkLiidi^c. 
Dr. GiitUrie, J^athar Mathew, 

Btihu Uumtt, Oeorp* Liv^e^y* 

IJj J.jEih >V, Kirtu:», LL.D. 
Sii- Henr^ Havt^lauk and ColiJ!! 

Campbeli J>ord Ciyde. Dy E. C. 

FJiiLLLjis. 
Abrahum Ijlii(!Dln. By Emest FoAiter, 
Guurc*? £dil^lflr nnd Andrew Reed. 

iSy E, H. PiCFtiaiir 
Bictiord Co^<le^ By K. Go»fu?. 
Bonjamiu Franklin. By E. M. 

Tomkjnson. 
H&ndel. By Ell^a Clirkc. [Swaine. 

Turner the ArtLat. By the Rb*h S. A 
Gk^oi'g'e and Sobcrt Btopbeuson. 



By C. L. M,itti^LiL 

••• The above fVorJks {excluding RICHARD COBOEN) can also be had Three in 
One yol,tdoth^giU edges, y. 

Library of Wonders. Illustrated Gift-books for Boys. Paper, is.; 
cloth, xs. 6d. 
Wonderful Adventures. I Wonders of Bodily Strength 

Wonders of Animal Instinot. I and Skill. 

Wonderful Balloon Ascents. | Wonderiul Escapes. 



Cassell's Eighteenpenny Story Books. Illustrated. 
Wee Willie Winkle. 
XXps and Downs of a Donkey's 

Life. 
Tliree Wee UlEter Iiassies. 
Up the Iiadder. 

Dick's Hero; and other Stories. 
Ihe Chip Boy. 
Baffigles. Baggies, and the 

Emperor. 
Boses from Thorns. 



Faith's Father. 

Bv Iiand and Sea. 

The Young Eerrtogtons. 

Jeff and LefC 

Tom Morris's Error. 

Worth more than Gold. 

" Through Flood—Throngh Fire: " 

and other Stories. 
The Girl with the Golden Looks. 
Stories of the Olden Time. 



American Frontier. 
Edward S. Ellis. 



Gift Books for Young People. 
Original Illustrations in each. 
The Boy Hunters of Kentucky. 

By Edward S. EUiA 
Bed Feather: a lae of the 
By 



Seeking a City. 

Rhoda's Beward; or, "If 
Wishes were Horses." 

Jack Marston's Anchor. 

Frank's Life-Battle; or. The 
Three Friends. 

Fritters. By Sarah Pitt 

The Two Hardcastlea By Made- 
line Bonavia Hunt. 



By Popular Authors. 
)th f " 



Story of 



With Four 

Cloth gilt, IS. 6d. each. 
Majar Monk^B MottOw By the Rev. 

Fr Lajl^brl-'iifc. 
TrJTcy. Hy SSiii^ne SymiDgtoci. 
Bajjs ana KnIubawB; " "" 

XTiiaio ■William 'a OhafeeS; or. The 

Broken TniBt^ 
Prptty Pink's :Purpoiiej or. The 

Little Btro^t MerabantB. 
Tim Tliomaon'a TrioL ISy Georgi 

VVL^■l!3^■L"J■ly^ 
lira u la's SinmbHnf-Block. By Julia 

Ritth'fl Lire-Worlt, By ttie Rev. 

JiH^r-ph J'.'llllSi.ll. 



Cassell's Two-Shilling Story Books. Illustrated. 



Stories of the Tower. 
Mr. Burke's ITieces. 
May Cunningham's Trial. 
The Top of the Ladder : How to 
Little Flotsam. [Reach it. 

Madge and Her Friends. 
The Children of the Court. 
A Moonbeam Tangle. 
Maid Mazjory. 
Feggy* and other Tale* 



The Four Cats of the Tippertons. 

Marion's Two Homes. 

Little Folks' Sunday Boo'x. 

Two Fourpenny B^ts. 

Poor NeUy. 

Tom Herxot. 

Through Peril to Fortune. 

Aunt Tabitha's Waifi. 

In Mischief Again. 

School Girls. 
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Selections from Cassett # Company* s Publications. 

NEW WORKS BY EDWARD S, ELLIS, 

LrOSt in Samoa. A Tale of Adventure in the Navigator Islands. By 
Edward S. Ellis. Illustrated. 38: 6d. 

Tad; or, "Getting Even" with Him. By Edward S. Ellis. Illus- 
trated. 38. 6d. 

The "Deerfoot" Series. By Edward S. Ellis. With Four full-page 
Illustrations in each Book. Cloth, bevelled boards, as. 6d. each. 
The Hunters of the Osark. | The Camp in the Mountains. 
The Last War Trail. 

<.The "Log Cabin" Seried. By Edward S. Ellis. With Four Full- 
page Illustrations in each. Crown 8vo, cloth, as. 6d. each. 

The Lost Trail. | Caxap-Vixe and Wigwam. 

Footprints in tho Forest. 

The "Great River" Series. Bv Edward S. Ellis. Illustrated. 
Crown 8vo, cloth, bevelled boards, as. 6d. each. 

Sown the MississippL I Lost in the Wilds. 

Up the Tapi^os ; or. Adventures in Brazil. 

The *• Boy Pioneer " Series^ By Edward S. Ellis. With Four Full- 
page Illustrations in each Book. Crown 8vo, cloth, as. 6d. each. 
Ned in the Woods. A Tale of ' I Ned on the Biver. A Tale of Indian 
Early Days in the West | River \Var£aie. 

Ned in the Block House. A Story of Pioneer Life in Kentucky. 

The "World in Pictures." Illustrated throughout, as. 6d. each. 



A Bamble Bouud France. 
All the Bussias. 
Chats about Germany. 
The Land of the Pyramids 
(Egypt). 



Peeps into China. 
Half-Crown Story Books. 



The Eastern Wonderland (Japan). 
Glimpses of South America. 
Bound Africa. 

The Land of Temples (India). 
The Isles of the Paciftc. 



Little Hinges. 
Margaret's Buemy. 
Pen's Perplexuies. 
Notable Snipwrecks. 
Golden Days. 

- Wonders of Common Things. 
Truth will Out. 



Soldier and Patriot (George Wash- 
ington). 

The Young Man in the Battle of 
Life. By the Rev. Dr. Landels. 

The True Glory of Woman, By the 
Rev. Dr. Landels. 

At the South 1 ole. 



Three-and-Sixpenny Library of Standard Tales, &c. All lllus- 
trated and bound in cloth gilt. Crown 8vo. 3s. 6d. each. 
The Half Bisters. I Krilof and his Fables. ByW. K.S. 

" Oglivie's Inheritance. Ralston, M.A. 



The Fannly Honour. I Fairy Tales. By Prof. Morley. 



Books for the Little Ones. 
Bhymes for the Young Folk. 

By William Allingham. Beauiifully 

Illustrated. 38. 6d. 
The Pilgrim's Progress. With 

Coloured Illustrations. 2b. 6d. 
The History Scrap Book. With 

nearly i,coo Engravings. 6s.; 

doth. 7s. 6d. 



The Old Fairy Tales. With Orijriual 
Illustrations. Boards. Is.; cl., l8.bd. 

My Diary. With 12 Coloured Plates 

and 366 Woodcuts, Is. 
The Sunday Scrap Book. With 

One Thousand Scripture Pictures. 

Boards, 5s. ; cloth, 78. 6d. 



Cassell A ComiMuiy'B Complete Catalogue will be sent fou 

free on application to 
CASSELL & COMPANY, Limited. Ludgate Hill, London. 
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